SMPTE STABLE DOCUMENT

The attached SMPTE Engineering Document has been declared
“Stable” by the controlling Technology Committee.

The SMPTE Operations Manual for Standards states:
A document should be stabilized if it is believed to be substantially correct,
does not contain harmful or misleading recommendations, may still be
relevant to equipment or practices in use, is stable, but does not represent
current technology, and need not be subject to future reviews.

A Stable document shall still be made available and offered for sale by the
Society, but it shall be prefaced by a cover page explaining its current status.

At any time, a Technology Committee may revise, amend, or otherwise
initiate a new Project on a Stable document.

A Stable document is “In Force”, and not deprecated or withdrawn.
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Note:

SMPTE “Stable” documents were previously described as “Archived” and the
attached document may be marked as “Archived”. The status of a SMPTE document
described as “Archived” is exactly as described above for a “Stable” document.

Stable documents may not adhere to the latest style and format of SMPTE

documents, or to current usage of normative language. Suitable care should be
taken in interpretation.
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ANSI/SMPTE 218M-1996
SMPTE STANDARD Revision of

ANSI/SMPTE 218M-1991

for Motion-Picture Film (16-mm) —
200-Mil Center-Position Tewere
Magnetic Audio Record

Page 1 of 2 pages
1 Scope

DIRECTION OF

reproducing speed of the nominal 5.08-mm (0.200-in) DIRECTION O
ILM L

center-position magnetic audio record on 16-mm mo-

tion-picture film. B 1 X\\w l
2 Audio record O
N\

This standard specifies the position, dimensions, and I_v

REFERENCE

EDGE

2.1 The lateral location and width of the center-
position magnetic audio record shall be as speci-
fied in figure 1 and table 1.

2.2 The recording shall be made so that the ¢
azimuth of the record is at an angle of 90° + 3’
to the reference edge of the film.
Figure 1 — Center-position audio record
2.3 With the direction of travel as shown in figure
1, the magnetic coating is on the surface toward
the observer.

3 Reproducing speed Table 1 — Specifications

The recording shall be made so that the audio record Dimensions Millimeters Inches

will reproduce properly at 24 perforations per second A 15.95 ref 0.628 ref
(approximately 11 m [36 ft] per minute or 183 mm [7.2 + 0.05 + 0.002
in] per second) which is 24 frames per second. An B 5.08 _gioo0 9200 _ 5000
alternate reproducing speed may be 25 frames per C 798 + 0.05 0.314 + 0.002
second.

CAUTION NOTICE: This Standard may be revised or withdrawn at any time. The procedures of the Standard Developer require that action be taken to reaffirm, revise,
or withdraw this standard no later than five years from the date of publication. Purchasers of standards may receive current information on all standards by calling or

writing the Standard Developer. Printed in USA.
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