SMPTE STABLE DOCUMENT

The attached SMPTE Engineering Document has been declared
“Stable” by the controlling Technology Committee.

The SMPTE Operations Manual for Standards states:
A document should be stabilized if it is believed to be substantially correct,
does not contain harmful or misleading recommendations, may still be
relevant to equipment or practices in use, is stable, but does not represent
current technology, and need not be subject to future reviews.

A Stable document shall still be made available and offered for sale by the
Society, but it shall be prefaced by a cover page explaining its current status.

At any time, a Technology Committee may revise, amend, or otherwise
initiate a new Project on a Stable document.

A Stable document is “In Force”, and not deprecated or withdrawn.
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Note:

SMPTE “Stable” documents were previously described as “Archived” and the
attached document may be marked as “Archived”. The status of a SMPTE document
described as “Archived” is exactly as described above for a “Stable” document.

Stable documents may not adhere to the latest style and format of SMPTE

documents, or to current usage of normative language. Suitable care should be
taken in interpretation.
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SMPTE STANDARD

ANSI/SMPTE 229M-1996

Revision of
ANSI/SMPTE 229M-1991

for Television Analog Recording —

1/2-in Type L —
Records
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1 Scope

This standard specifies the dimensions and location
of the video, audio, time code, and tracking-control
records, as recorded by 1/2-in type L helical-scan
video tape recorders operating with video signals
having a typical scanning structure of 525 lines, 59.94
fields per second, and 2:1 interlace. Use is made of
the video cassette and tape specified in ANSI/SMPTE
35M for type G format or ANSI/SMPTE 238M for type
L format.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions of
this standard. At the time of publication, the editions
indicated were valid. All standards are subject to
revision, and parties to agreements based on this
standard are encouraged to investigate the possibility
of applying the most recent editions of the standards
indicated below.

ANSI/SMPTE 35M-1991, Television Analog Record-
ing — 1/2-in Type G — Cassette and Tape

ANSI/SMPTE 238M-1992, Television Analog Record-
ing — 1/2-in Type L — Tapes and Cassettes

3 General specifications
3.1 Dimensions are in the metric system.

3.2 Tests and measurements made on the tape
record to check the requirements of this stand-
ard shall be made under the following conditions
unless otherwise stated:

20°C + 1°C
(50 £ 2)%

- Temperature
- Relative humidity

Page 1 of 5 pages

86 kPa to 106 kPa
0.46 N+ 0.05N

- Barometric pressure
- Tape tension

3.3 Conditioning of the tape stock before record-
ing and testing shall be as follows:

- Environmental: Stabilized to the conditions
specified in 3.2

- Tape tension: Wound on a reel at a tension of
0.56 N+0.20 N

- Conditioning time: 24 hours

3.4 The reference edge of the tape for dimen-
sions specified in this standard shall be the
lower edge as shown in figure 1. The magnetic
coating, with the direction of tape travel as
shown in figures 1 and 2, is on the side facing
the observer.

4 Tape speed

The tape speed shall be 118.582 mm/s, basic, and
shall result in dimension “O” as shown.

5 Record locations and dimensions

5.1 Record locations and dimensions shall be as
specified in figures 1 and 2 and table 1.

5.2 Dimensions P, Q, R, and W are shown for
reference purposes only. The actual value of
these dimensions is determined by the trans-
port parameters, the tape speed, and their tol-
erances. The nominal values given are based
on tensioned tape; therefore, direct measure-
ments without tension must take into account
tape elasticity.

CAUTION NOTICE: This Standard may be revised or withdrawn at any time. The procedures of the Standard Developer require that action be taken to reaffirm, revise,
or withdraw this standard no later than five years from the date of publication. Purchasers of standards may receive current information on all standards by calling or

writing the Standard Developer. Printed in USA.
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