
 
 
 
 
 
 

 
The attached SMPTE Engineering Document has been declared 

“Stable” by the controlling Technology Committee. 
 

 
 The SMPTE Operations Manual for Standards states: 
 

A document should be stabilized if it is believed to be substantially correct, 
does not contain harmful or misleading recommendations, may still be 
relevant to equipment or practices in use, is stable, but does not represent 
current technology, and need not be subject to future reviews. 
 
A Stable document shall still be made available and offered for sale by the 
Society, but it shall be prefaced by a cover page explaining its current status. 
 
At any time, a Technology Committee may revise, amend, or otherwise 
initiate a new Project on a Stable document. 

 
A Stable document is “In Force”, and not deprecated or withdrawn. 
 
 

* * * * * * * * * * 
 
Note: 
 
SMPTE “Stable” documents were previously described as “Archived” and the 
attached document may be marked as “Archived”.  The status of a SMPTE document 
described as “Archived” is exactly as described above for a “Stable” document. 
 
Stable documents may not adhere to the latest style and format of SMPTE 
documents, or to current usage of normative language.  Suitable care should be 
taken in interpretation. 
 

 

 
SMPTE  STABLE  DOCUMENT  

Authorized licensed use limited to: Stanford University. Downloaded on October 08,2016 at 07:42:41 UTC from IEEE Xplore.  Restrictions apply. Full document details: SMPTE ST 26 1995

http://www.avadocuments.com/doc/smpte-st-26-1995
http://www.avadocuments.com/doc/smpte-st-26-1995


1  Scope

This standard specifies dimensions for the width,
thickness, and width deviation of raw tape stock used
to record reference tapes for 1-in helical-scan video
tape recorders. Conditions before testing and testing
environment are also specified.

2  Normative reference

The following standard contains provisions which,
through reference in this text, constitute provisions of
this standard. At the time of publication, the edition
indicated was valid. All standards are subject to
revision, and parties to agreements based on this
standard are encouraged to investigate the possibility
of applying the most recent edition of the standard
indicated below:

ANSI/ASTM D638M-91, Test Method for Tensile
Properties of Plastics

3  Conditioning for testing and recording

3.1 Tests, measurements, and recordings made
on the raw tape stock to check the requirements
of this standard shall be made under the follow-
ing conditions:

Temperature:       23°C ± 1°C
Relative humidity:     (50 ± 2)%
Barometric pressure:     86 kPa to 106 kPa

3.2 The raw tape stock shall be stabilized at
the above conditions for 24 hours, rewound on
a reel at a tape tension of 2.0 N ± 0.5 N, and
kept at the same conditions for another 24
hours.

4  Dimensions

4.1  Tape stock

The dimensions of the tape stock for recording refer-
ence tapes shall be as specified below:

 Dimensions      Millimeters

Width:       25.350 ± 0.025
Thickness:    0.027 to 0.030
Maximum rate of
width change:  less than 0.015 over a length of 250

4.2  Longitudinal dimensional change

The longitudinal dimensional change of the raw tape
stock kept under the following conditions for 48 hours
shall be less than 0.03%.

Temperature:       45°C ± 1°C
Relative humidity:     (85 ± 2)%
Tape tension:           2.0 N ±  0.5 N

4.3  Modulus of elasticity

The longitudinal modulus of elasticity shall be
measured in accordance wi th ANSI/ASTM
D638M-91, and shall meet the following specifica-
tions:

        N/mm2      Ib/in2

Minimum     2.9 × 103   0.43 × 106

Maximum      7.4 × 103   1.07 × 106

4.4  Poisson’s ratio

Poisson’s ratio shall be 0.4 nominal.
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