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1  Scope 
 
This standard defines an MXF extension that supports reverse play for specialized applications. Devices that 
use serial storage, have limited memory or computing capacity may find managing full MXF index tables 
difficult. This extension provides reverse play capability without altering the structure of the MXF format 
(SMPTE 377M) or any operating patterns (for example: SMPTE 378M – MXF Operational Pattern 1a). This 
extension was designed to be used with operational pattern 1a. The concept may be used with other 
operational patterns at the discretion of the implementers. This system element is compatible with GC system 
scheme 1. 
 
2  Normative references 
 
The following standards contain provisions which, through reference in this text, constitute provisions of this 
standard. At the time of publication, the editions indicated were valid. All standards are subject to revision, 
and parties to agreements based on this standard are encouraged to investigate the possibility of applying the 
most recent edition of the standards indicated below. 
 
SMPTE 377M-2004, Television — Material Exchange Format (MXF) — File Format Specification 
 
SMPTE 379M-2004, Television — Material Exchange Format (MXF) — MXF Generic Container 
 
SMPTE 394M, Television — Material Exchange Format (MXF) — System Scheme 1 for the MXF Generic 
Container 
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3  Glossary of acronyms, terms and data types 
 
The full glossary of acronyms, terms and data types used in the MXF specification is given in the MXF file 
format specification. It is not repeated here to avoid any divergence of meaning. 
 
4  Introduction 
 
When essence is KLV coded within the MXF generic container (figure 1), the keys and lengths allow parsing 
of the file in the forward direction without having to read each individual byte of each KLV value. In some 
applications, however, it is desired to play out pictures in reverse order, without having to construct and parse 
an index table. 
 
 
 
 

1 frame 
K L 

V 

K L 

Sound 
Element 

V V 

K L 

Data 
Element 

Picture  
Element 

K L 

Sound 
Element 

V 

Sound 
Item 

1 frame 
K L 

V 

K L 

Sound 
Element 

V V 

K L 

Data 
Element 

Picture  
Element 

K L 

Sound 
Element 

V 

Sound 
Item 

  

V 

K L 

Reverse 
Play 

System 
Element 

V 

K L 

Reverse Play System Element Value 
V 

K L 

System 
Element 

V 

K L 

System 
Element 

Reverse 
Play 

System 
Element 

 

Figure 1 – Frame wrapping within the generic container 

 
This standard specifies a back-pointer KLV element which may be inserted in the stream at each content 
package starting point. Each back pointer provides direct access to the preceding content package. This 
mechanism may only be used with frame wrapping where each content package represents an edit unit. A 
simple KLV parser is now able to rapidly parse KLVs both forwards and backwards in the file to provide 
simple playback without recourse to an index table. 
 
5  Implementation 
 
5.1  Use of back pointer 
 
An essence container that uses this mechanism shall be frame wrapped. There shall be one picture per 
content package and one back pointer element per content package. The back pointer element shall be 
coded as a single KLV triplet. 
 
NOTE – Any essence container that uses this mechanism may be partitioned and/or multiplexed with other essence 
containers. 
 
The first back pointer KLV element in each essence container in the file shall have a value of zero to indicate 
it precedes the first edit unit of essence in the file.  
 
The position of the back pointer element within the order of all the elements of content package shall be 
identical in each and every content package within a given essence container. 
 
The back pointer element shall be used as an element in the system item. The “first element” defined in 
SMPTE 394M shall always be present and shall be the first element in each and every system item. It is 
recommended that the back pointer element should immediately follow the first element. 
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