SMPTE STABLE DOCUMENT

The attached SMPTE Engineering Document has been declared
“Stable” by the controlling Technology Committee.

The SMPTE Operations Manual for Standards states:
A document should be stabilized if it is believed to be substantially correct,
does not contain harmful or misleading recommendations, may still be
relevant to equipment or practices in use, is stable, but does not represent
current technology, and need not be subject to future reviews.

A Stable document shall still be made available and offered for sale by the
Society, but it shall be prefaced by a cover page explaining its current status.

At any time, a Technology Committee may revise, amend, or otherwise
initiate a new Project on a Stable document.

A Stable document is “In Force”, and not deprecated or withdrawn.
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Note:

SMPTE “Stable” documents were previously described as “Archived” and the
attached document may be marked as “Archived”. The status of a SMPTE document
described as “Archived” is exactly as described above for a “Stable” document.

Stable documents may not adhere to the latest style and format of SMPTE

documents, or to current usage of normative language. Suitable care should be
taken in interpretation.
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SMPTE STANDARD

ANSI/SMPTE 4-1995

Revision of
ANSI/SMPTE 4-1989

for Television Analog Recording —

2-In Magnetic Tape for
Quadruplex Recording —

Speed

1 Scope

This standard specifies the nominal rates of travel
of 2-in wide magnetic tape for quadruplex video
magnetic tape recording.

2 Normative reference

The following standard contains provisions which,
through reference in this text, constitute provisions of
this standard. At the time of publication, the edition
indicated was valid. All standards are subject to
revision, and parties to agreements based on this
standard are encouraged to investigate the possibility
of applying the most recent edition of the standard
indicated below.

ANSI/SMPTE 6-1993, Video Recording — 2-in
Quadruplex Tape — Video, Audio and Tracking-
Control Records

3 Primary nominal rate of tape travel

The primary nominal rate of tape travel shall be 15 in/s
(38.1 cm/s).

4 Secondary nominal rate of tape travel

The secondary nominal rate of tape travel shall be 7.5
in/s (19.05 cm/s).

NOTE — The absolute tape speed is outlined in
ANSI/SMPTE 6.

writing the Standard Developer.

CAUTION NOTICE: This Standard may be revised or withdrawn at any time. The procedures of the Standard Developer require that action be taken to reaffirm, revise,
or withdraw this standard no later than five years from the date of publication. Purchasers of standards may receive current information on all standards by calling or

Printed in USA.

Copyright © 1995 by THE SOCIETY OF
MOTION PICTURE AND TELEVISION ENGINEERS

. American National Standard

595 W. Hartsdale Ave., White Plains, NY 10607
(914) 761-1100

</

Janua

3,.1995,
Dociiment tharmg Hub

Full document detAuthofzad liceased uselinited to: Stanford University. Downloaded on October 08,2016 at 07:33:06 UTC from IEEE Xplore. Restrictions apply.

Documents


http://www.avadocuments.com/doc/smpte-st-4-1995
http://www.avadocuments.com/doc/smpte-st-4-1995

