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The attached SMPTE Engineering Document has been declared
“Stable” by the controlling Technology Committee.

The SMPTE Operations Manual for Standards states:
A document should be stabilized if it is believed to be substantially correct,
does not contain harmful or misleading recommendations, may still be
relevant to equipment or practices in use, is stable, but does not represent
current technology, and need not be subject to future reviews.

A Stable document shall still be made available and offered for sale by the
Society, but it shall be prefaced by a cover page explaining its current status.

At any time, a Technology Committee may revise, amend, or otherwise
initiate a new Project on a Stable document.

A Stable document is “In Force”, and not deprecated or withdrawn.
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Note:

SMPTE “Stable” documents were previously described as “Archived” and the
attached document may be marked as “Archived”. The status of a SMPTE document
described as “Archived” is exactly as described above for a “Stable” document.

Stable documents may not adhere to the latest style and format of SMPTE

documents, or to current usage of normative language. Suitable care should be
taken in interpretation.

Documents

Document Sharing Hub

Full document detAuthofzad liceased use (imited to: Stanford University. Downloaded on October 08,2016 at 08:22:35 UTC from IEEE Xplore. Restrictions apply.


http://www.avadocuments.com/doc/smpte-st-411-2006
http://www.avadocuments.com/doc/smpte-st-411-2006

SMPTE STANDARD SMPTE 411M-2006

for Motion-Picture Film —

Cinematography — Spectral Response

of Photographic Audio Reproducers for
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Foreword

SMPTE (the Society of Motion Picture and Television Engineers) is an internationally recognized standards-
developing organization. Headquartered and incorporated in the United States of America, SMPTE has
members in over 80 countries on six continents. SMPTE’s Engineering Documents, including Standards,
Recommended Practices and Engineering Guidelines, are prepared by SMPTE’s Technology Committees.
Participation in these Committees is open to all with a bona fide interest in their work. SMPTE cooperates
closely with other standards-developing organizations, including ISO, IEC and ITU.

SMPTE Engineering Documents are drafted in accordance with the rules given in Part Xl of its
Administrative Practices. This document was prepared by Technology Committee A12.

1 Scope

This standard specifies the spectral response of the photographic audio reproducer light source and receptor
as a unit, including any optical filtering that can be interposed. The analog sound-track formats suitable for
reproduction using such a reproducer include the cyan dye-only track (without redevelopment of silver) and
both conventional and “high magenta” sound-tracks (with redevelopment of silver).

2 Normative references

The following standard contains provisions which, through reference in this text, constitute provisions of this
standard. At the time of publication, the edition indicated was valid. All standards are subject to revision, and
parties to agreements based on this standard are encouraged to investigate the possibility of applying the
most recent edition of the standard indicated below.

ISO 20859:2005(E), Cinematography — Spectral Response of Photographic Audio Reproducers for Analog
Dye Sound Trcks on 35 mm Film

3 Spectral response

3.1 The peak or maximum response of the combined audio reproducer light source, filter and receptor shall
be 660 nm + 20 nm — 30 nm.

3.2 The integrated response of the unit to all wavelengths greater than 800 nm shall be less than 5 % of the
total integrated response measured from 400 nm to 800 nm.
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