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Foreword 
 
SMPTE (the Society of Motion Picture and Television Engineers) is an internationally-recognized 
standards developing organization. Headquartered and incorporated in the United States of America, 
SMPTE has members in over 80 countries on six continents. SMPTE’s Engineering Documents, including 
Standards, Recommended Practices and Engineering Guidelines, are prepared by SMPTE’s Technology 
Committees.  Participation in these Committees is open to all with a bona fide interest in their work. 
SMPTE cooperates closely with other standards-developing organizations, including ISO, IEC and ITU. 
 
SMPTE Engineering Documents are drafted in accordance with the rules given in Part XIII of its 
Operations Manual.  
 
SMPTE ST 435-1 was prepared by Technology Committee 32NF. 
 
 
 
Intellectual Property 
 
SMPTE draws attention to the fact that it is claimed that compliance with this Standard may involve the 
use of one or more patents or other intellectual property rights (collectively, "IPR"). The Society takes no 
position concerning the evidence, validity, or scope of this IPR. 
  
Each holder of claimed IPR has assured the Society that it is willing to License all IPR it owns, and any 
third party IPR it has the right to sublicense, that is essential to the implementation of this Standard to 
those (Members and non-Members alike) desiring to implement this Standard under reasonable terms 
and conditions, demonstrably free of discrimination. Each holder of claimed IPR has filed a statement to 
such effect with SMPTE. Information may be obtained from the Director, Standards & Engineering at 
SMPTE Headquarters.  
 
Attention is also drawn to the possibility that elements of this Standard may be subject to IPR other than 
those identified above. The Society shall not be responsible for identifying any or all such IPR.  
 
 
 
Introduction 
 
This 10 Gb/s interface is based upon multiplexing multiple 1.5 Gb/s Basic Streams that comply with the 
data structure of SMPTE ST 292-1. The ancillary data structure as defined by SMPTE ST 291 is utilized 
for the mapping of the data into HANC and VANC data areas of a Basic Stream. Audio data mapping is 
based upon the requirements defined in SMPTE ST 299-1. 
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1   Scope 
 
The source data of the 10 Gb/s data stream is composed from multiple 1.5 Gb/s Basic Streams. This 
standard classifies applicable source image formats carried on 10 Gb/s interfaces, and defines their 
system numbers. The standard also defines how the source image formats are divided into one or more 
Basic Streams. The Basic Streams comply with the interleaved data stream structure defined in SMPTE 
ST 292-1 and are utilized as the input streams to the mapping part of SMPTE ST 435-2. The source 
image formats for the interface are defined in SMPTE ST 274, SMPTE ST 296, SMPTE ST 428-11, 
SMPTE ST 2048-1, SMPTE ST 2036-1 and Recommendation ITU-R BT.1769. The interface also 
supports transmission of the embedded audio, payload ID and other ancillary data with a data format 
defined in SMPTE ST 291. The Basic Streams are utilized as the input streams to SMPTE ST 435-2. 
 
2  Conformance Notation 
 
Normative text is text that describes elements of the design that are indispensable or text that contains 
the conformance language keywords: "shall," "should," or "may."  Informative text is text that is potentially 
helpful to the user, but not indispensable, and that can be removed, changed, or added editorially without 
affecting interoperability. Informative text does not contain any conformance keywords.  
 
All text in this document is, by default, normative, except: the Introduction, any section explicitly labeled 
as "Informative" or individual paragraphs that start with "Note:”.  
 
The keywords "shall" and "shall not" indicate requirements strictly to be followed in order to conform to the 
document and from which no deviation is permitted. 
 
The keywords, "should" and "should not" indicate that, among several possibilities, one is recommended 
as particularly suitable, without mentioning or excluding others; or that a certain course of action is 
preferred but not necessarily required; or that (in the negative form) a certain possibility or course of 
action is deprecated but not prohibited.  
 
The keywords "may" and "need not" indicate courses of action permissible within the limits of the 
document.  
 
The keyword “reserved” indicates a provision that is not defined at this time, shall not be used, and may 
be defined in the future. The keyword “forbidden” indicates “reserved” and, in addition, indicates that the 
provision will never be defined in the future. 
 
A conformant implementation according to this document is one that includes all mandatory provisions 
("shall") and, if implemented, all recommended provisions ("should") as described. A conformant 
implementation need not implement optional provisions ("may") and need not implement them as 
described. 
 
3 Normative References 
 
Note:  All references in this document to other SMPTE documents use the current numbering style (e.g. 
SMPTE ST 274:2008) although, during a transitional phase, the document as published (printed or PDF) 
may bear an older designation (such as SMPTE 274M-2008).  Documents with the same root number 
(e.g. 274) and publication year (e.g. 2008) are functionally identical. 
 
The following standards contain provisions which, through reference in this text, constitute provisions of 
this standard. At the time of publication, the editions indicated were valid. All standards are subject to 
revision, and parties to agreements based on this standard are encouraged to investigate the possibility 
of applying the most recent edition of the standards indicated below. 
 
SMPTE ST 274:2008, Television — 1920  1080 Image Sample Structure, Digital Representation and 
Digital Timing Reference Sequences for Multiple Picture Rates 
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SMPTE ST 291:2011, Ancillary Data Packet and Space Formatting 
 
SMPTE ST 292-1:2012, 1.5 Gb/s Signal/Data Serial Interface 
 
SMPTE ST 296:2012, 1280 × 720 Progressive Image 4:2:2 and 4:4:4 Sample Structure — Analog and 
Digital Representation and Analog Interface 
 
SMPTE ST 299-1:2009, 24-Bit Digital Audio Format for SMPTE 292 Bit-Serial Interface 
 
SMPTE ST 352:2011, Payload Identification Codes for Serial Digital Interfaces 
 
SMPTE ST 372:2011, Dual Link 1.5 Gb/s Digital Interface for 1920 × 1080 and 2048 × 1080 Picture 
Formats 
 
SMPTE ST 428-9:2008, D-Cinema Distribution Master — Image Pixel Structure Level 3 — Serial Digital 
Interface Signal Formatting 
 
SMPTE ST 428-19:2010, D-Cinema Distribution Master — Additional Frame Rates Level AFR2 and Level 
AFR4 — Serial Digital Interface Signal Formatting 
 
SMPTE ST 2036-1:2009, Ultra High Definition Television — Image Parameter Values for Program 
Production 
 
SMPTE ST 2048-1:2011, 2048 × 1080 and 4096 × 2160 Digital Cinematography Production Image 
Formats FS/709 
 
SMPTE ST 2048-2:2011, 2048 × 1080 Digital Cinematography Production Image FS/709 Formatting for 
Serial Digital Interface 
 
Recommendation ITU-R BT.1769, Parameter Values for an Expanded Hierarchy of LSDI Image Formats 
for Production and International Programme Exchange 

 
4 Definition of Terms  
 
4.1   Basic Stream 
a 10-bit parallel stream which has the same structure as the interleaved data stream defined in SMPTE 
ST 292-1. This interleaved data stream carries the image structure defined in the source format data 
defined in SMPTE ST 292-1 
 
4.2   CRC 
Cyclic Redundancy Check Codes defined in SMPTE ST 292-1 
 
4.3   EAV 
the term EAV used in this standard designates 4 bytes of timing information at the end of the active video 
area 
 
4.4   HANC Data 
data included in the digital line blanking interval between EAV/LN/CRC and SAV 
 
4.5   LN 
Line Number data defined in SMPTE ST 292-1 
 
4.6   SAV 
timing information at the start of the active video area as defined in SMPTE ST 292-1 
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5   System Overview 
 
The source data of the 10 Gb/s data stream shall be composed of multiple Basic Streams that each 
comply with the 1.5 Gb/s SDI interleaved data stream defined in SMPTE ST 292-1. Ancillary data 
mapping into a Basic Stream, shall comply with SMPTE ST 291. Audio data, mapping shall comply with 
SMPTE ST 299-1. Each 10-bit Basic Stream is packed into an 8-bit data block structure, which is then 
8B/10B encoded. Multiple encoded blocks are multiplexed and serialized into a single 10 Gb/s data 
stream in one of several modes as defined in SMPTE ST 435-2. The physical interface specification is 
defined in SMPTE ST 435-3. 
 
The basic 1.5 Gb/s stream structure is shown in Figure 1. 
 

Figure 1 – Structure of 1.5 Gb/s Basic Stream  (Informative) 

 
6  Source Image Formats 
 
6.1  Single Link 1.5 Gb/s Class Image Formats 
 
Table 1 defines the image formats that shall be mapped into one Basic Stream structure compliant with 
SMPTE ST 292-1. The interleaved stream derived from each image format shall be assigned to a single 
Basic Stream defined in this standard. 
 

Table 1 – Single Link 1.5 Gb/s Class Source Image Formats 
 

System 
Number 

Reference 
SMPTE Standard 

Picture Format 
Signal Format sampling 

structure/pixel Depth 
Frame/Field Rates 

1.1 

ST 274 1920  1080 4:2:2 (Y’C’BC’R)/10-bit 

24, 25 and 30 Frames/s 
Progressive, PsF 
 
50 and 60 Fields/s Interlace 

23.98 and 29.97 Frames/s 
Progressive, PsF 

59.94 Fields/s Interlace 

ST 2048-2 2048  1080 4:2:2 (Y’C’BC’R)/10-bit 

24, 25 and 30 Frames/s 
Progressive, PsF 

23.98 and 29.97 Frames/s 
Progressive, PsF 

1.2 ST 296 1280  720 4:2:2 (Y’C’BC’R)/10-bit 

50 and 60 Frames/s 
Progressive 

59.94 Frames/s Progressive 
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6.2  Dual Link 1.5 Gb/s Class Image Formats 
 
Table 2 defines the image formats that shall be mapped into two Basic Streams. A source stream shall be 
divided into two Basic Streams which have the same structure as dual link stream defined in SMPTE ST 
372. 
 

Table 2 – Dual Link 1.5 Gb/s Class Source Image Formats 
 

System 
Number 

Reference 
SMPTE 

Standard 
Picture Format 

Signal Format sampling 
structure/pixel Depth 

Frame/Field Rates 

2.1 

ST 274 1920  1080 4:2:2 (Y’C’BC’R)/10-bit 
50 and 60 Frames/s Progressive 

59.94 Frames/s Progressive 

ST 2048-2 2048  1080 4:2:2 (Y’C’BC’R)/10-bit 

48, 50 and 60 Frames/s 
Progressive 

47.95 and 59.94 Frames/s 
Progressive 

2.2 

ST 274 1920  1080 
4:4:4 (R’G’B’), 4:4:4:4 

(R’G’B’+A)/10-bit 

24, 25,and 30 Frames/s 
Progressive, PsF 
 
50 and 60 Fields/s Interlace 

23.98 and 29.97 Frames/s 
Progressive, PsF 

59.94 Fields/s Interlace 

ST 2048-2 2048  1080 
4:4:4 (R’G’B’1), 4:4:4:4 

(R’G’B’1+A)/10-bit 

24, 25 and 30 Frames/s 
Progressive, PsF 

23.98 and 29.97 Frames/s 
Progressive, PsF 

2.3 

ST 274 1920  1080 4:4:4 (R’G’B’)/12-bit 

24, 25 and 30 Frames/s 
Progressive, PsF 

50 and 60 Fields/s Interlace 

23.98 and 29.97 Frames/s 
Progressive, PsF 

59.94 Fields/s Interlace 

ST 2048-2 2048  1080 4:4:4 (R’G’B’1)/12-bit 

24, 25 and 30 Frames/s 
Progressive, PsF 

23.98 and 29.97 Frames/s 
Progressive, PsF 

2.4 

ST 274 1920  1080 
4:4:4 (Y’C’BC’R)/10-bit, 4:4:4:4 

(Y’C’BC’R+A) /10-bit 

24, 25 and 30 Frames/s 
Progressive, PsF 

50 and 60 Fields/s Interlace 

23.98 and 29.97 Frames/s 
Progressive, PsF 

59.94 Fields/s Interlace 

ST 2048-2 2048  1080 
4:4:4 (Y’C’BC’R)/10-bit, 4:4:4:4 

(Y’C’BC’R+A) /10-bit 

24, 25 and 30 Frames/s 
Progressive, PsF 

23.98 and 29.97 Frames/s 
Progressive, PsF 
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