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1.0 PURPOSE 

 

This John C. Stennis Space Center (SSC) standard (SSTD) outlines the qualified Gas Tungsten 

Arc Welding (GTAW) procedure for use in welding Monel Alloy to Stainless Steel at SSC. 

 

2.0 APPLICABILITY  

 

This SSTD applies to all contractor and subcontractor personnel involved with the welding of 

Monel Alloy to Stainless Steel at SSC. 

 

3.0 REFERENCES 

All references are assumed to be the latest version unless otherwise indicated. 

 

ASME Boiler and pressure Vessel Codes, Section II, Materials 

ASME Boiler and Pressure Vessel Codes, Section IX, Welding and  Brazing Qualifications 

ASTM A167, Standard Specification for Stainless and Heat-Resisting Chromium-Nickel Steel 

Plate, Sheet, and Strip 

ASTM A182, Standard Specification for Forged or Rolled Alloy and Stainless Steel Pipe 

Flanges, Forged Fittings, and Valves and Parts for High-Temperature Service 

ASTM A213, Standard Specification for Seamless Ferritic and Austenitic Alloy Steel Boiler, 

Superheater, and Heat Exchanger Tubes 

ASTM A240, Standard Specification for Chromium and Chromium Nickel Stainless Steel Plate, 

Sheet, and Strip for Pressure Vessels and General Applications 

ASTM A249, Standard Specification for Welded Austenitic Steel Boiler, Superheater, Heat 

Exchanger, and Condenser Tubes 

ASTM A269, Standard Specification for Seamless and Welded Austenitic Stainless Steel Tubing 

for General Service 

ASTM A270, Standard Specification for Seamless and Welded Austenitic Stainless Steel 

Sanitary Tubing 

ASTM A276, Standard Specification for Stainless Steel Bars and Shapes 

ASTM A312, Standard Specification for Seamless, Welded , and Heavily Cold Worked 

Austenitic Stainless Steel Pipes  

ASTM A313, Standard Specification for Stainless Steel Spring Wire 

ASTM A314, Standard Specification for Stainless Steel Billets and Bars for Forging 

ASTM A320, Standard Specification for Alloy Steel and Stainless Steel Bolting for Low 

Temperature Service 

ASTM A336, Standard Specification for Alloy Steel Forgings for Pressure and High 

Temperature Parts 

ASTM A358, Standard Specification for Electric Fusion Welded Austenitic Chromium Nickel 

Stainless Steel Pipe for High Temperature Service and General Applications 

ASTM A368, Standard Specification for Stainless Steel Wire Strand 
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