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CHAPTER 3

PAINTING SYSTEM SPECIFICATIONS
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CONTENTS

Commentary on Painting Systems
Guide for Selecting Oil Base Painting Systems

Three-Coat Oil-Alkyd (Lead- and Chromate-Free) Painting System for Galvanized or Non-
Galvanized Steel (With Zinc Dust-Zinc Oxide Linseed Oil Primer)

Three-Coat Qil Base Zinc Oxide Painting System (Without Lead or Chromate Pigment)
Four-Coat Oil Base Zinc Oxide Painting System (Without Lead or Chromate Pigment)
Three-Coat Qil Base Zinc Chromate Painting System

One-Coat Oil Base Slow Drying Maintenance Painting System (Without Lead or Chromate
Pigments)

Guide for Selecting Alkyd Painting Systems

Three-Coat Alkyd Painting System for Unrusted Galvanized Steel (For Weather Exposure)
Guide for Selecting Phenoclic Painting Systems

Guide for Selecting Vinyl Painting Systems

Four-Coat Vinyl Painting System (For Fresh Water, Chemical, and Corrosive Atmo-
spheres)

Four-Coat White or Colored Vinyl Painting System (For Fresh Water, Chemical, and Cor-
rosive Atmospheres)

Guide for Selecting One-Coat Shop Painting Systems

Guide to Topcoating Zine-Rich Primers

Cold Applied Asphalt Mastic Painting System with Extra-Thick Film
Hot Applied Coal Tar Enamel Painting System

Cold Applied Coal Tar Mastic Painting System

Black (or Dark Red) Coal Tar Epoxy-Polyamide Painting System
Guide for Selecting Zinc-Rich Painting Systems

One-Coat Zinc-Rich Painting System

Epoxy Polyamide-Painting System

Steel Joist Shop Painting System

Guide for Selecting Chlorinated Rubber Painting Systems
Chlorinated Rubber Painting System for Salt Water Immersion
Chlorinated Rubber Painting System for Fresh Water Immersion
Chlorinated Rubber Painting System for Marine and Industrial Atmospheres

Chlorinated Rubber Painting System for Field Application Over a Shop-Applied Solvent
Base Inorganic Zinc-Rich Primer

Silicone Alkyd Painting System for New Steel

Guide for Selecting Urethane Painting Systems
Three-Coat Latex Painting System

Guide for Selecting Painting Systems for Ship Bottoms
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SSPC-PS Guide 20.00* — Guide for Selecting Painting Systems for Boottoppings
SSPC-PS Guide 21.00* — Guide for Selecting Painting Systems for Topsides

SSPC-PS Guide 22.00 — Guide for Selecting One-Coat Preconstruction or Prefabrication Painting Systems
SSPC-CS Guide 23.00 — Guide for Thermal Spray Metallic Coating Systems
SSPC-PS 24.00 — Latex Painting System for Industrial and Marine Atmospheres, Performance-Based

*These Painting Systems include chromate containing pigments. Users are urged to follow all health, safety and environmental requirements in
applying, handling or disposing of these materials.
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