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CAUTION: 
This Test Method may include safety precautions which are believed to be appropriate at the time of publication of the method. The intent of 
these is to alert the user of the method to safety issues related to such use. The user is responsible for determining that the safety precautions 
are complete and are appropriate to their use of the method, and for ensuring that suitable safety practices have not changed since publication 
of the method. This method may require the use, disposal, or both, of chemicals which may present serious health hazards to humans. 
Procedures for the handling of such substances are set forth on Material Safety Data Sheets which must be developed by all manufacturers 
and importers of potentially hazardous chemicals and maintained by all distributors of potentially hazardous chemicals. Prior to the use of this 
method, the user must determine whether any of the chemicals to be used or disposed of are potentially hazardous and, if so, must follow 
strictly the procedures specified by both the manufacturer, as well as local, state, and federal authorities for safe use and disposal of these 
chemicals. 

 

 
Hexeneuronic acid content of chemical pulp 
 
 
1. Scope 
 
 This method describes a procedure to determine hexeneuronic acid groups (HexA) in chemical pulps. HexA 
affects the kappa number determination by reaction with permanganate, and can react with certain bleaching 
chemicals, e.g. chlorine dioxide and ozone, but not with some others such as oxygen and peroxide.  
 
2. Summary 
 
 The method is based on the highly selective hydrolysis of HexA from a pulp sample in a mercuric chloride-
sodium acetate solution. Complete hydrolysis of HexA from pulps is achieved within 30 minutes by choosing the 
appropriate hydrolysis conditions (the concentration of the hydrolysis agent and the composition of the hydrolysis 
solution) and temperature. The amount of HexA is directly determined by UV spectrophotometry from the resulting 
hydrolysis solution (1). A dual-wavelength spectroscopic technique (at 260 and 290 nm) is used to eliminate the 
spectral interference from the leached lignin in the resulting solution. 
 
3. Significance 
 
 The presence of the HexA increases chlorine dioxide consumption in chlorine dioxide bleaching. It also 
causes overestimation of the residual lignin in pulps, which could lead to over dosage of peroxide in peroxide 
bleaching. Even a small amount of HexA can bond with transition metals and reduce pulp brightness stability. These 
effects are more significant for hardwood chemical pulps. Because pulping temperature and alkaline profiles can 
affect HexA formation and degradation, the variation of HexA in chemical pulps is significant. Accurate 
quantification of HexA content in chemical pulps has practical importance. 
 
4. Definition 
 
 The main uronic acid group in chemical pulps is 4-deoxy-β-L-threo-hex-4-enopyranosyluronic acid 
(hexenuronic acid, HexA). This acid does not exist in native wood but is formed in chemical (alkaline) pulping 
through β-elimination of methoxyl groups from 4-methylglucuronic acid (MeGlcA).  
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5.  Apparatus 
 
 5.1  A UV-spectrophotometer with a diode array detector or spectrum scanning capability for measuring 
absorption at multiple wavelengths. 
 5.2  Sample cell, optical pass of about 10 mm, such as a quartz or fused silica cell. 
 5.3  Sample vial, 20 mL, can be sealed by a septum 
 5.4  Water bath. 
 5.5 Plastic syringe, 3 mL. 
 5.6 Syringe filter, 0.2 μm. 
 
6.  Reagents 
 
 6.1 Mercuric chloride (HgCl2, analytical grade) 
 6.2  Sodium acetate trihydrate (CH3COONa • 3H2O, analytical grade) 
 6.3  Distilled water 
 6.4  Weigh 6 ± 0.006 g of HgCl2 and 7 ± 0.007 g of CH3COONa • 3H2O and add them into a beaker 
together with about 500 mL distilled water for dissolution. Transfer the solution to a 1-L volumetric flask and fill 
distilled water to the 1-L mark. This makes a hydrolysis solution of 0.6% mercuric chloride and 0.7% sodium 
acetate. 
 
7.  Pulp sample  
 
 Obtain an unbleached pulp sample, equivalent to 5 g air-dried pulp handsheet. Wash the pulp thoroughly 
using distilled water for slush pulps. Determine the moisture content and the oven-dry weight (w) of the pulp sample 
using TAPPI T 210 (“Weighing, Sampling and Testing Pulp for Moisture”).  
 
8.  Procedure 
 
 8.1 Weigh 0.05 ± 0.0005 g pulp sample using an analytical balance accurate to ± 0.0002 g with known 
moisture content from the sample obtained from Section 7 and add it into a 20-mL vial containing 10 mL of 
hydrolysis solution. Seal the vial by a septum. Handshake the vial to mix the chemicals with the sample. For 
samples where anticipated level (or the measured level of HexA found in a preliminary analysis) is below 5 μmol/g, 
the analysis should be repeated using a 0.5 ± 0.005 g sample  to increase sensitivity.  
 8.2 Heat the vial for 30 ± 0.5 minutes in a water bath at 65 ± 1°C. 
 8.3 Remove from water bath and cool with tap water to room temperature. 
 8.4 Use a 3-mL plastic syringe to retrieve the resulting solution from vial . 
 8.5 Use a 0.2-μm syringe filter on the plastic syringe to filter finers and fines before dispensing the filtrate 
into a silica sampling cell for UV absorption measurements.  
 8.6 Conduct UV absorption measurements of the filtered solution in the 10-mm path length quartz or fused 
silica sample cell. Record the absorption signals at 260 and 290 nm. Sample dilution may be necessary for UV 
measurements to ensure absorption signal at 260 nm is not saturated.    
 8.7 Conduct UV absorption measurements of the fresh hydrolysis solution (as the blank) in a 10-mm path 
length sample cell.  
 
9.  Calculation 
 
 9.1 Absorption signal determination: Spectrophotometers automatically subtract the measured absorbance of 
the blank (fresh hydrolysis) solution from the absorbance of the filtered sample solution. Calculate HexA content 
according to 9.2.using the absorption signal readings from the instrument directly.  
 9.2 HexA content determination:  

  
)(

)()2.1(
287.0)/( 290260

gw

mLVAA
gmolCHexA


  

 

Provided by IHS Licensee=University of Alberta/5966844001, User=albert, sam
Not for Resale, 11/08/2014 22:34:11 MSTNo reproduction or networking permitted without license from IHS

--`,,,,,,,`,`,,,,`,,,`,``,```,,,-`-`,,`,,`,`,,`---

Full document details: TAPPI T 282 OM 2013

http://www.avadocuments.com/doc/tappi-t-282-om-2013
http://www.avadocuments.com/doc/tappi-t-282-om-2013

