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Corrugated boxplant − list of potential hazards 
 
Scope 
 
 The information contained in this list of potential hazards is intended to encourage thought and action toward 
the safe operation and maintenance of boxplant equipment. It is the responsibility of each equipment designer, 
operator, maintenance technician, supervisor, and manager to design and enforce policies to assure the safe 
operation of equipment. This list is intended to be helpful but should not be viewed as covering all possible 
hazards−many of which can be unique to each plant. 
 Federal, state, and local regulations deal extensively with safety; be knowledgeable concerning requirements 
and enforce them actively. 
 Equipment manufacturers provide specific documentation concerning the safe operation and maintenance of 
their equipment. Request additional information and updates from the manufacturer if your file is incomplete. 
 Be fully aware of your company's policy concerning safety and enforce its requirements. 

General list of hazards and safety precautions 
 
Subject Action 
  
General Guideline • No customer order, no schedule, no piece of scrap, no amount of product, no time 

saving, etc., is worth the risk of injury−take proper time to work safely. 
  
Daily Inspection (each shift) • Include personnel, plant, and equipment 
 • All phases of operation and maintenance 
  
Lockout/Tagout (Ref: OSHA - 
29CFR Part 1910.147) 

• Lockout/Tagout properly before jam clearing, cleaning, troubleshooting and 
maintenance. 

 • Lockout/Tagout procedures must eliminate all sources of potential energy 
including electrical, mechanical, pneumatic, hydraulic and stored energy.  
• Instructions of Lockout/Tagout must identify all the key lockout points at the 
machine center. 

 • Follow specific procedures to restart. 
  
Training • Operating and maintenance personnel must be continuously trained 

concerning safety. Regular refresher training is essential (document for each 
individual). 
• Machine Knowledge - Never operate a machine unless fully trained and 
certified by a qualified trainer in all aspects of the machine’s 
operation/function. 
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Climbing on Equipment • Never climb on or above operating equipment. 
 • Never walk on moving belts and conveyors. 
  
Non-operating Personnel • Non-operating personnel are not permitted in the area of operating 

equipment. 
 • Visitors should be thoroughly briefed on plant safety operations and must be 

escorted. 
 

Roll Nip Points • Roll nips are extremely hazardous. 
 • Guard specifically refers to OSHA nip guard guide. 
 • Never clean scrap from rolls that are in motion. 
 • Never wipe or clean rolls while the machine is running; gloves, rags, hands, 

feet, etc., are instantly pulled into roll nips. 
 • In-running nips grasp objects instantly, exit nips present an entanglement 

hazard. 
  
Rotating Shafts, Chains, and 
Moving Belts 

• Loose clothing, long hair, gloves, jewelry, rags, etc., quickly become 
entangled. 

 • Never clean or service shafts, chains, belts, etc., while the machine is 
running. Use Lockout/Tagout. 

 • Guards must be securely installed with no exceptions. 
  
Loose Parts/Projectiles • Never operate a machine with loose parts. 
 • Inspect continuously. 
 • Follow manufacturer's specifications for fasteners, torque, guards, etc. 
 • Foreign objects (tools) in contact with or falling into operating equipment can 

become projectiles. 
  
Knives and Slitter Blades • Lockout/Tagout before scrap clearing, cleaning, and servicing. 
 • Use cut proof gloves for handling knives and blades. 
 • Keep personnel clear during restart; blade chipping can result from improper 

adjustment. 
 • Use only manufacturer's specified fasteners with proper torque. 
 • Store properly. 

• Use a box cutter knife with an automatic retractable blade. 
• Cut away from your body when cutting samples. 

  
Threading and Startup • Define and enforce procedures which assure safe threading and startup. 
 • Assign responsibility: only one member per crew  should be authorized to 

initiate startup. 
  
Equipment Lubrication • Never permit personnel to lubricate moving parts during  while equipment is 

running. 
 • Assign responsibility for lubrication, service, and inspection and enforce safe 

procedures. 
  

                                                                                                                                                                Provided by IHS

Licensee=University of Alberta/5966844001, User=albert, samNot for Resale, 11/09/2014 03:51:19 MST

--`,`,,`,`,,,```,,`,`,`,`,,``,,,-`-`,,`,,`,`,,`---

Full document details: TAPPI TIP 0301-01 2008

http://www.avadocuments.com/doc/tappi-tip-0301-01-2008
http://www.avadocuments.com/doc/tappi-tip-0301-01-2008

