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Evaluating reverse osmosis for treating makeup to the
boiler feedwater in a pulp and paper mill

Scope

Reverse Osmosis (RO) technology is consistently improving, making it feasible to reduce the cost of boiler
feedwater make up treatment in an increasing number of systems. RO systems have their greatest economic
advantage where the dissolved solids content of the raw water is high because the cost of treating water by RO is
relatively independent of dissolved solids in the water supply. By contrast, ion exchange costs change nearly in
proportion to the dissolved solids content of the water supply. To determine if RO will provide economic benefit
in any given mill, it is necessary to perform a thorough technical and economic analysis.

This document describes a typical reverse osmasis system and discusses the various capital and operating costs that
need to be considered when evaluating the potential economic benefits of an RO system.

Definitions

Crossflow filtration: the application of pressure to force water through a membrane while flow is tangential to the
membrane surface.

Electrodeionization: a process that uses ion exchange resin, ion exchange membranes and electricity to remove ions
from the product stream and concentrate them in the waste stream.

Reverse osmosis: a process in which water is forced through a semipermeable membrane by applying pressure in
excess of the osmotic pressure.

Semipermeable membrane: a thin membrane that allows passage of water but few ions.
Safety precautions

Whenever people are working with chlorine or acidic or caustic solutions, extreme care must be taken to avoid
inhalation of gas fumes or mist or direct contact with the skin or eyes.
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Technical information

What is Reverse Osmosis?

Reverse osmosis (RO) is a cross-flow filtration system. The filter is a semipermeable membrane that removes
contaminants as small as ions from water. In a typical RO system, the membranes are positioned in series in a

pressure vessel (Figure 1). A number of pressure vessels are then positioned in parallel to form a stage and two or
more stages are positioned in series to form an array.
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Figure 1 - There are usually 4 to 6 membrane modules in series in each pressure vessel

Figure 2 shows a 4 — 2 array. In this array the total feedwater enters the first stage. As the flow passes along this
stage progressively more of the stream passes through the membrane as permeate consequently, the flow rate of the
feed stream diminishes and the concentration of the contaminants increases. Just before the flow rate becomes so
low as to cause operating problems, the feed stream exits the first stage and enters the second stage that has about
half the membranes as the first stage to increase the feed stream flow rate..
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Figure 2 - 4 vessels in the 1st stage and 2 vessels in the 2nd stage make a 4-2 array

Reject

Permeate from both stages is combined to provide the treated water and the remainder of the feed stream is rejected
to other uses or waste. RO systems are normally designed to remove about 98% of the dissolved solids in the
makeup water. In some instances removal of 99% of the dissolved solids may be achieved. Dissolved gases such as
carbon dioxide and oxygen are not removed.
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