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Sulfur burner gas strength volume

Scope

This Technical Information Paper relates the volume occupied by sulfur dioxide at atmospheric pressure (760 mm
Hg) as a function of temperature and gas strength (% SO, in exit gas from sulfur burner).

Safety precautions

Sulfur dioxide is a toxic gas that can cause suffocation and death. Gas masks and other safety devices, as
prescribed by the industrial and governmental agencies, should be available at all times when dealing with SO, and its
various compounds. Methanol and ethanol are toxic and flammable solvents and should be similarly handled. Various
chemicals that are used for testing SO, may be toxic and should not be inhaled or ingested.
Content

The relationship is shown among volume, temperature, and concentration for gases from a sulfur burner.
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Units on graphs have been modified to meet TAPPI recommendations for SI format.
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TEMPERATURE -°C
TO CONVERT VOLUME IN CU. FT. PER LB. OF SULFUR
TO VOLUME IN M? PER KILOGRAM OF SULFUR
MULTIPLY CU. FT. X 0.062428
NOTES
1. Volume of Sulfur bumer gases = SO,+O,+N,, at atmospheric pressure (760mm. Hg.) — not considering SO, and moisture.
. (1121.9)(273 + °C.)
. la: =
2. Basic formula \' %80,) 73)
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