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Bl SRR R Canada

No. CF-94-06

AIRWORTHINESS DIRECTIVE

The following airworthiness directive (AD) may be applicable to an aircraft which our records indicate is registered in your name. ADs are issued pursuant to
Canadian Aviation Regulation (CAR) 593. Pursuant to CAR 605.84 and the further details of CAR Standard 625, Appendix H, the continuing airworthiness of a
Canadian registered aircraft is contingent upon compliance with all applicable Ads. Failure to comply with the requirements of an AD may invalidate the flight
authorization of the aircraft. Alternative means of compliance shall be applied for in accordance with CAR 605.84 and the above- referenced Standard.

This AD has been issued by the Continuing Airworthiness Division (AARDG), Aircraft Certification Branch, Transport Canada, Ottawa, telephone (613) 952-4357.

CF-94-06 BELL
Applies to the following Bell Helicopter Textron Canada helicopters:

(i) Models 222, 222B and 222U, all serial numbers;
(i) Model 230, serial numbers 23001 to 23016.

Compliance is required at the next scheduled lubrication servicing interval after the effective date of this
directive, and prior to installation of replacement couplings and driveshaft assembilies, if not already
accomplished.

An analysis conducted by the Engineering Branch of Transportation Safety Board of Canada (TSB) has
concluded that the change in colour of the zinc chromate type primers applied to grease lubricated
couplings is not sufficiently distinct at the desired 375-degree Fahrenheit limit. This unreliable temperature
indicator led to the crash of a Bell 212 helicopter, when its false reading did not warn of the impending
failure of the tail rotor drive system.

The same unreliability can exist on Bell Model 222, 222B, 222U and 230 helicopters. This situation, if not
corrected, can lead to misjudgment of an overheated condition of the parts affected and, consequently, to
failure of the power train.

To ensure that any overheated condition is reliably detected at an early stage, replace the zinc chromate
type stripes with TEMP-PLATES in accordance with Part | of the following Bell Helicopter Textron Canada
Alert Service Bulletins (ASBs), Revision A, all dated 4 March 1994

Helicopter Model Applicable ASB

222~93~67 Revision
A

222U-93~
40 Revision A

230 230-93-~2 Revision A

222 and 222B

222U

Alternative means of compliance with the requirements of this directive may be used only if approved by
the Director, Airworthiness Branch, Transport Canada, Ottawa. Any application should be made to the
appropriate regional office.

This directive becomes effective 22 April 1994.

Pursuant to CAR 202.51 the registered owner of a Canadian aircraft shall, within seven days, notify the Minister in writing of any change of his or name or
address. To request a change of address, contact the Civil Aviation Communications Centre (AARC) at Place de Ville, Ottawa, Ontario K1A ON8, wu m ents
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2059, or http://www.tc.gc.ca/civilaviation/communications/centre/address.asp.
24-0022 (01-2001)
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