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AIRWORTHINESS  DIRECTIVE  
The following airworthiness directive (AD) may be applicable to an aircraft which our records indicate is registered in your name.  ADs are issued pursuant to Canadian 
Aviation Regulation (CAR) 593.  Pursuant to CAR 605.84 and the further details of CAR Standard 625, Appendix H, the continuing airworthiness of a Canadian registered 
aircraft is contingent upon compliance with all applicable ADs.  Failure to comply with the requirements of an AD may invalidate the flight authorization of the aircraft.  Alternative 
means of compliance shall be applied for in accordance with CAR 605.84 and the above-referenced Standard. 
This AD has been issued by the Continuing Airworthiness Division (AARDG), Aircraft Certification Branch, Transport Canada, Ottawa, telephone (613) 952-4357. 
 

Pursuant to CAR 202.51 the registered owner of a Canadian aircraft shall, within seven days, notify the Minister in writing of any change 
of his or her name or address.  To request a change of address, contact the Civil Aviation Communications Centre (AARA) at Place 
de Ville, Ottawa, Ontario K1A 0N8, or 1-800-305-2059, or http://www.tc.gc.ca/aviation/pubs/index.htm. 
24-0022 (01-2001) 
 

1/2No. 
CF-2000-09R1 

Issue Date 
6 June 2002 

Number: CF-2000-09R1 
 
Subject: 

 
Bell 407 – Horizontal Stabilizer Slats  

 
Effective: 

 
26 July 2002 

 
Revision: 

 
Supersedes Airworthiness Directive (AD) CF-2000-09 

 
Applicability: 

 
Bell Helicopter Textron Canada (BHTC) Model 407 helicopters S/N 53000 through 53498  
and 53500 through 53512. 

 
Compliance: 

 
As indicated, unless already accomplished. 

 
Background: 
 

 
Transport Canada has been informed that a left horizontal stabilizer slat 
(P/N 407-023-002-117) separated from the aircraft in flight. A departed slat could contact 
one of the rotors and could lead to loss of control of the helicopter. To correct the 
problem Transport Canada mandated BHTC Alert Service Bulletin 407-99-32, which 
introduced segmented slat assemblies (P/N 407-023-001-101).   
 
Since the incorporation of this installation, there are two reports of the new stabilizer 
segmented slat brackets cracking. These occurrences are attributed to deficiencies in 
design and installation of the P/N 407-023-001-101 slats.  
 
This AD mandates a visual inspection prior to modification and a modification consisting 
of replacement slats together with improved installation procedure. 

 
Corrective 
Actions: 
 

 
Part 1. Inspection – Helicopters S/N 53000 through 53498 and 53500 through 53503
 
Until installation of the segmented slats (P/N 407-023-001-103) in accordance with ASB 
407-02-52 dated 20 March 2002 is accomplished, perform a daily repetitive inspection of 
the slats in accordance with Part I of BHTC ASB 407-02-52 or later revision approved by 
the Chief, Continuing Airworthiness, Transport Canada. 
 
A visual check outlined in Part I of the above ASB is considered elementary work and, if 
away from technical support, may be done by a pilot specifically trained and authorized 
for the task in accordance with Canadian Airworthiness Regulations. 
 
Part 2.  New Slats Installation - Helicopters S/N 53000 through 53498 
 
No later than 31 December 2002, install segmented slats P/N 407-023-001-103 in 
accordance with Part II of ASB 407-02-52 dated 20 March 2002 or later revision 
approved by the Chief, Continuing Airworthiness, Transport Canada. 
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Part 3.  Slat Installation and Identification– Helicopters S/N 53500 through 53503 

with the new factory installed slats 
 
No later than 31 December 2002, re-install and identify existing factory installed 
segmented slats (P/N 407-023-001-103) in accordance with Part III of ASB 407-02-52 
dated 20 March 2002 or later revision approved by the Chief, Continuing Airworthiness, 
Transport Canada. 
 
Part 4.   Slat Installation and Identification – Helicopters S/N 53504 through 53512 

with the new factory installed slats 
 
No later than 31 December 2002, install identification plates on existing factory installed 
segmented slats (P/N 407-023-001-103) in accordance with Part IV of ASB 407-02-52 
dated 20 March 2002 or later revision approved by the Chief, Continuing Airworthiness, 
Transport Canada. 

 
 
Authorization: 
 

 
 
For Minister of Transport 

 
B. Goyaniuk 
Chief, Continuing Airworthiness 

 
 
Contact: 
 

 
 
Mr. Bogdan Gajewski, Continuing Airworthiness, Ottawa, telephone (613) 952-4450, 
facsimile (613) 996-9178 or e-mail gajewsb@tc.gc.ca or any Transport Canada Centre. 
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