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AIRWORTHINESS  DIRECTIVE  
The following airworthiness directive (AD) may be applicable to an aircraft which our records indicate is registered in your name.  ADs are issued pursuant to Canadian 
Aviation Regulation (CAR) 593.  Pursuant to CAR 605.84 and the further details of CAR Standard 625, Appendix H, the continuing airworthiness of a Canadian registered 
aircraft is contingent upon compliance with all applicable ADs.  Failure to comply with the requirements of an AD may invalidate the flight authorization of the aircraft.  Alternative 
means of compliance shall be applied for in accordance with CAR 605.84 and the above-referenced Standard. 
This AD has been issued by the Continuing Airworthiness Division (AARDG), Aircraft Certification Branch, Transport Canada, Ottawa, telephone (613) 952-4357. 
 

Pursuant to CAR 202.51 the registered owner of a Canadian aircraft shall, within seven days, notify the Minister in writing of any change 
of his or her name or address.  To request a change of address, contact the Civil Aviation Communications Centre (AARA) at Place 
de Ville, Ottawa, Ontario K1A 0N8, or 1-800-305-2059, or http://www.tc.gc.ca/aviation/pubs/index.htm. 
24-0022 (01-2001) 
 

1/4No. 
CF-2002-36 

Issue Date 
9 August 2002 

Number: 
 

CF-2002-36 

Subject: 
 

Bombardier Challenger (CL-600 & CL-601 )  – Flap Vane Brackets 

Effective: 
 

30 August 2002 

Applicability
: 
 

Following Bombardier Inc. “Challenger” aircraft: 
 

(i) CL-600-1A11 (CL-600) S/N 1004 to 1085 
(ii) CL-600-2A12 (CL-601) S/N 3001 to 3066 
(iii) CL-600-2B16 (CL-601-3A/-3R) S/N 5001 to 5194 

 
Compliance: 
 

When indicated unless already accomplished. 

Background: 
 

The aircraft assembly procedures used when installing the flap actuator beam vane brackets, 
referred to as the flap vane brackets, may have resulted in gaps between flap vane brackets 
and the adjacent lower skin and between the flap vane brackets and the vane actuator beam. 
This condition could result in the premature development of cracks in the flap vane brackets 
and, if not corrected, lead to in flight loss of the flap vane and subsequent reduced 
controllability of the aircraft.    
 

Corrective 
Actions: 
 

1. Part A, Part B and Part C of this directive are to be accomplished in accordance with the 
procedures detailed in the applicable Bombardier Alert Service Bulletin (ASB) listed below 
or later revisions approved by the Chief, Continuing Airworthiness, Transport Canada: 

 
(i) CL-600-1A11 (CL-600) ASB A600-0699 R1 dated 08 July 2002 
(ii)  CL-600-2A12 (CL-601) ASB A601-0532 R1 dated 08 July 2002 
(iii)  CL-600-2B16 (CL-601-3A/-3R) ASB A601-0532R1 dated 08 July 2002 

 
PART A – Special Check – Visual Inspection 
 
2. In accordance with the following schedule: 
 

(i) For aircraft with 3000 landings or more, before accumulating 50 landings from the 
effective date of this directive. 

 
(ii) For aircraft with more than 1200 landings but less than 3000 landings, before 

accumulating 100 landings from the effective date of this directive. 
 
(iii) For aircraft with 1200 landings or less, before accumulating 1300 landings. 
 
Cary out the following in accordance with the Accomplishment Instructions, 
paragraph 2 B. Part A of the above referenced applicable ASB: 
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A. Conduct a visual inspection of the twelve (12) flap actuator beam vane brackets (Part 

Number 600-14306-1 and -2) for cracks. 
 
B.  If a crack is found in any flap vane bracket, comply with either Part B or Part C of 

this directive before further flight. 
 
C.  If no cracks are found in any flap vane brackets, repeat the visual inspection at 

intervals not exceeding 100 landings.  
 

3. The initial and repeat visual inspections for the flap vane brackets under Part A of this 
directive do not alleviate the requirement to comply with the Aircraft Maintenance Manual 
(AMM), Time Limits/Maintenance Checks for the flap vane brackets.   

 
4. Compliance with Part B or with Part C of this directive provides terminating action to the 

visual inspection requirements of Part A of this directive.  
 
 
PART B  – Special Check/Modification 
 
5. In accordance with the following schedule: 
 

(i) For aircraft with 2000 landings or more, before accumulating 400 landings from the 
effective date of this directive. 

 
(ii) For aircraft with less than 2000 landings, before accumulating 600 landings from 

the effective date of this directive. 
 
Carry out the following in accordance with the Accomplishment Instructions, paragraph, 
2.C, Part B, of the above referenced applicable ASB: 

 
A. Inspect and measure all flap vane brackets (Part Number 600-14306-1 and -2) for 

gaps between the vane brackets and the adjacent skin. If gaps in excess of 0.100 in. 
(2.54 mm) are measured, contact Bombardier for repair instructions. 

 
B. Inspect and measure all flap vane brackets (Part Number 600-14306-1 and -2) for 

gaps between the vane brackets and the vane actuator beam. If gaps in excess of 
0.020 in. (0.51 mm) are measured, contact Bombardier for repair instructions.  

 
C. Measure the minimum edge distances (MED) for the fastener holes in all flap vane 

brackets and actuator beams.  If the MED requirements for any brackets or actuators 
do not meet the allowable values in Figure 2 of the applicable ASB, replace the 
out-of-tolerance brackets and/or actuator beams.   

 
D. Carry out a nondestructive test (NDT) inspection of flap vane brackets as detailed in 

Figure 1 of the applicable ASB and the Non-Destructive Testing Manual, Part 6, 
Chapter 57-53-01. 

 
E. Replace any flap vane brackets that have cracks in accordance with paragraph 2.D 

of the applicable ASB.  Ensure that the MED for the replacement brackets meet the 
requirements of Figure 2 of the applicable ASB. 

 
F. Remove any gaps between the flap vane brackets and the adjacent skin and 

between the flap vane brackets and the vane actuator beam for both the brackets 
that were not cracked and those that were installed under paragraph 5.E. of this 
directive. 
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