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1. Scope 
This document describes the requirements for monitoring the cathodic protection of fixed 
underwater structures, applicable during subsea inspections:  

• Carried out in order to check the structure after installation, or  

• Later in-service inspections. 

2. Reference documents 
The reference documents listed below form an integral part of this General Specification.  

External Documents 
Unless otherwise stipulated, the applicable version of these documents, including relevant 
appendices and supplements, is the latest revision published at the effective date of this 
document. 

Reference Title 

Not applicable  

 

Total General Specifications 
Unless otherwise stipulated, the applicable version of these documents, including relevant 
appendices and supplements, is the latest revision published in the applicable yearly collection. 

Reference Title 

GS EP COR 201 Supply of Sacrificial Anodes 

GS EP EXP 311 Plant integrity - Minimum inspection requirements 

 

3. Qualification and Certification of Cathodic Protection specialists 
responsible for the survey 
Survey of cathodic protection efficiency of submerged fixed structures shall be carried out 
exclusively by competent specialised personnel. The qualification of each of the specialists 
working for such a job shall be demonstrated to the Owner before commencement of the job. 
Therefore the verification of the formal Certification of the individuals shall be carried out as 
follows: 

• Measurements to be carried out by level 1 certified personnel 

• Selection of measurement methods, analysis and verification of results and validation of 
report to be carried out by level 2 certified personnel (or level 3 in case of complex 
situations). 

Accepted Certification schemes are AFNOR Compétence (Seawater Application Sector), APCE 
(Seawater Application Sector), Institute of Corrosion, NACE International. Any other Certification 
scheme should be approved by the Owner. 
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Any use of non certified personnel for cathodic protection measurement shall be subject to the 
approval of the Owner on a case by case basis (demonstration of competence through detailed 
curriculum vitae and description of experience). 

4. Measurements to be carried out 
The Contractor shall: 

• Perform a measurement of the metal/electrolyte potential over the entire structure (with a 
special attention to complex areas) 

• Check the position and the satisfactory operation of each anode, and roughly estimate 
their degree of consumption by visual inspection 

• Estimate the current output of representative anodes, and determine their degree of 
consumption. 

Unless otherwise specified by the Owner, one of the methods described below shall be used for 
each kind of measurement to meet the objectives set out above. 

No other method shall be used unless previously examined and approved by the Owner. 

5. Measurement of cathodic protection potentials 
All the cathodic protection potentials shall be measured relative to an Ag-AgCl-seawater 
measurement electrode. 

5.1 Influence of water salinity 
The variation in salinity (variation in resistivity) affects the potential measured with respect to an 
Ag-AgCl-seawater electrode. 

The potentials in this document are those encountered in marine environments (salinity 32 to 
35 g/l). 

For brackish water measurements (< 10 g/L) (lagoon, swamp), the measured values must be 
corrected. The resistivity of the water surrounding the structure must first be measured. 

The potential corrections shall be performed according to the chart defined in Figure 1 of 
Appendix 1. 
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5.2 Values of potentials measured 
The values of potentials usually measured are: 

Type of element Potential in seawater (vs. Ag-AgCl-sea water) 

Steel  

• Natural potential (= corrosion) ≈ - 650 mV 

• Protection potential in aerated 
seawater (CP criteria) ≤ - 800 mV 

• Protection potential (CP criteria) in 
buried sediments or in presence of 
bacteria 

≤ - 900 mV 

Anode The potential of the anode varies according to its current 
output 

 Max current 
output 

Normal current 
output No current output 

• Aluminium activated with indium (In)  - 1000 mV - 1050 mV - 1100 mV 

• Aluminium activated with mercury 
(Hg) - 950 mV - 1000 mV - 1050 mV 

• Zinc - 980 mV - 1020 mV - 1050 mV 
 

5.3 Measurements 
Two measurement systems can be used. 

5.3.1 Ag-AgCl-seawater electrode 
This electrode shall be connected by cable to a voltmeter (2000 points minimum, and high 
impedance: minimum 10 Megohm). 

The measurement shall be performed as follows: 

• Connect the frame of the structure to be tested to the (+) pole of the voltmeter (Caution: a 
good electrical contact is essential) 

• Connect the electrode to the (-) pole of the voltmeter 

• Position the measurement electrode as near as possible to the point of the structure to be 
checked 

• Record the measured potential. 

5.3.2 Submersible, direct reading built-in measurement unit 
The measurement shall be performed as follows: 

• If necessary, remove all marine fouling (shells, barnacles, etc.) at the measurement point 
in order to obtain a good electrical contact between the measurement point of the unit and 
the steel or the anode. 
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Caution: Poor electrical contact will give an erroneous measurement. 

• Record the measured potential. 

5.4 Calibration 
The measurement electrode or submersible built-in unit must be immersed in the sea water at 
least 1 h before calibration in order to stabilize its potential. 

5.4.1 Calibration of the measurement electrode against a Saturated Calomel Electrode 
(SCE) 
Calibration is mandatory on equipment mobilisation and demobilisation and recommended for 
intermediate checks (before every diving operation). 

The equipment required is: 

• 1 SCE electrode with Certificate of Calibration less than 1 year old (+ 1 spare electrode) 

• 1 voltmeter (2000 points, high impedance 10 Megohm minimum) with Certificate of 
Calibration less than 1 year old. 

Calibration shall be performed as follows (Figure 2a of Appendix 1): 

• Immerse the measurement electrode in a bucket containing sea water for at least 1 hour 
before the calibration 

• Immerse the SCE electrode in the same seawater bucket 5 minutes before calibration 

• Connect the measurement electrode to the (+) pole of the voltmeter 

• Connect the SCE electrode to the (-) pole of the voltmeter 

• Record the potential difference VRef/SCE reading on the voltmeter. 

Potential measurements shall be corrected in accordance with the table below: 

Value of VSCE Correction Example 

0 mV < VRef/SCE < +10 mV no correction  

+10 m V < VRef/SCE < +30 mV PMC = PM + | VRef/SCE | - 5 mV 
PM = -980 mV  

 VRef/SCE = +25 mV 
PMC = -980 + 25 - 5 = -960 mV 

-20 mV < VRef/SCE < 0 mV PMC = PM - | VRef/SCE | - 5 mV 
PM = -940 mV  

VRef/SCE = -20 mV 
PMC = -940 - 20 - 5 = -965 mV 

VRef/SCE > + 30 mV 
or 

VRef/SCE < -20 mV 

Replace  
Ag-AgCl/seawater  

electrode 
 

PM:  Potential measured on the structure or the anodes 

PMC:  Corrected measured potential 
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