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1. Scope

This document defines the minimum requirements for the design, supply and construction of
Wellhead Control Panels for onshore and offshore oil and gas installations.

The Wellhead Control Panel (WHCP) shall be used to operate and control the subsurface and
surface safety valves of production, gas and water injection wells.

This specification has been written based on the “classical’” wellhead with 3 valves:
¢ Downhole safety valve
e Master valve
e Wing Valve.

In the case that there are additional valves to be operated by the WHCP, then this specification
shall be adapted accordingly by the project specifications.

2. Reference documents

The equipment shall satisfy the requirements and regulations of the country of installation and
specific standards referred to in this specification.

Where national regulations exist, their provisions and those of the standards and codes to which
they refer shall apply, supplementing or amending the provisions of this document.

The reference documents listed below form an integral part of this General Specification.

External Documents

Unless otherwise stipulated, the applicable version of these documents, including relevant
appendices and supplements, is the latest revision published at the effective date of this

document.
Reference Title
Directive 94/9/EC European Directive 94/9/EC (23/03/94) on the approximation of
the laws of the Member States concerning equipment and
protective systems intended for use in potentially explosive
atmospheres
IECEX IEC System for Certification to Standards relating to Equipment
for use in Explosive Atmospheres (IECEx System)
ISO 4406 Hydraulic fluid power - Fluids - Method for coding the level of
contamination by solid particles
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Total General Specifications

Unless otherwise stipulated, the applicable version of these documents, including relevant
appendices and supplements, is the latest revision published in the applicable yearly collection.

Reference Title
GS EP ELE 031 Design of earthing and bonding systems for Offshore Installations
GS EP ELE 032 Design of earthing and bonding systems and lightning protection
for Onshore Installations
GS EP INS 101 Instrumentation Design
GS EP INS 102 Instrumentation Identification
GS EP INS 110 Instrumentation for package units
GS EP INS 114 Instrument Tubing and Fittings
GS EP INS 115 Instrument Earthing
GS EP INS 116 Instrument Cables
GS EP INS 146 Generation and Distribution of Hydraulic Energy
GS EP PVV 112 Piping material classes
GS EP SAF 226 Completed wells safety systems and safety rules
GS EP SAF 261 Egg;gency Shutdown and Emergency De-Pressurisation (ESD &

3. Terminology and Definitions

There are five types of statements in this specification, the “shall”, “should”, “may”, “can” and
must” statements. They are to be understood as follows:

Shall Is to be understood as mandatory. Deviating from a “shall” statement requires
derogation approved by Company.

Should Is to be understood as strongly recommended to comply with the requirements
of the specification. Alternatives shall provide a similar level of protection and
this shall be documented.

May Is to be understood as permission.
Can Is to be understood as a physical possibility.
Must Expresses a regulatory obligation.
Company TOTAL E&P or any TOTAL E&P subsidiary.

Contractor Any Party that has signed a Contract with Company for the Engineering,
Procurement, Construction, and Installation in part(s) or in full of a project.

Vendor The package Vendor sub-contracted by the Contractor or by Company.

Documents

This document is the property of TOTAL S.A., it contains confidential information which may not be disclcoed tc any hird partg; Liment Sharing Hub
reproduced, stored or transmitted without the prior written consent of TOTAL S.A.
The information contained in this document does not substitute to the applicable laws and regulations.

Full document details: TOTAL GS EP INS 147 2015


http://www.avadocuments.com/doc/total-gs-ep-ins-147-2015
http://www.avadocuments.com/doc/total-gs-ep-ins-147-2015

General Specification GS EP INS 147
o ToTAL P

Wellhead Control Panels

Rev.: 09 Effective date: 10/2015 Page: 6 of 18

Supplier The Party that manufactures or supplies equipment, either individually or as a
packaged unit for the project.

3.1 Definitions

3.1.1 DHSV

Down Hole Safety Valve: Surface controlled sub-surface safety valve (SCSSV), Fail to Close,
controlled by the ESD System.

3.1.2 SsvV

Surface Safety Valve: Master valve, Fail to Close, and controlled by the Process Safety System
(PSS).

3.1.3 Wing valve

Fail to Close, controlled by the Process Safety System (PSS). For some specific applications
(e.g. remote Full Control of Wells FCW), wing valves may also be controlled by the Process
Control System (PCS).

3.2 Abbreviations

The following terms and abbreviations will be used in this document.

DVT Design Validation Test

ESD Emergency Shut-Down (SIS)
FAT Factory Acceptance Test
FCW Full Control of Wells

HP High Pressure

HPU Hydraulic Power Unit

ICSS Integrated Control and Safety System
OowWsSs Operator Work Station

PCS Process Control System
PSS Process Safety System (SIS)
SIL Safety Integrity Level

SIS Safety Instrumented System
VHP Very High Pressure

WHCP Wellhead Control Panel

4. General Principles

The Wellhead Control panel shall provide the necessary facilities to operate and control the
wellhead valves to meet the required functions.
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