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1. Scope 
This Specification, together with referenced documents, covers the requirements for design, 
material supply, fabrication, inspection, test and painting of single containment, double-walled 
metallic LNG storage tanks. 

Requirements for civil works (foundations, supporting areas and drainage system) for fire-
fighting equipment, for pre commissioning and commissioning procedures, are excluded from 
this Specification. 

Design and materials not specifically covered by this Specification may be proposed by 
Contractor and shall be submitted to the COMPANY approval. 

2. Reference documents 
The reference documents listed below form an integral part of this General Specification. Unless 
otherwise stipulated, the applicable version of these documents, including relevant appendices 
and supplements, is the latest revision published at the EFFECTIVE DATE of the CONTRACT. 

The following documents are referred to herein and shall be used in their latest issue at the date 
of call for bid. 

In case of discrepancies between this Specification and one of the contractual reference 
documents, the Contractor shall inform the COMPANY for decision. It is understood that in such 
cases the more stringent requirement shall apply, unless otherwise agreed or decided by the 
COMPANY in writing. 

Standards 

Reference Title 

BS 7448-1 Fracture Mechanics Toughness Tests - Part 1: Method for 
Determination of KIc, Critical CTOD and Critical J Values of 
Metallic Materials  

BS 7910 Guide to methods for assessing the acceptability of flaws in 
metallic structures 

 

Professional Documents 

Reference Title 

API STD 620 Recommended Rules for Design and Construction of Large, 
Welded, Low-pressure Storage Tanks  

API STD 650 Welded Steel Tanks for Oil Storage 

API STD 2000 Venting Atmospheric and Low Pressure storage Tanks 

NFPA 59A Standard for the Production, Storage and Handling of Liquefied 
Natural Gas (LNG) 
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Regulations 

Reference Title 

Not applicable  
 

Codes 

Reference Title 

ASME B31.5 Refrigeration Piping 

ASME Section II Material Specifications 

ASME Section V Non-destructive Examination 

ASME Section VIII Pressure Vessels 

ASME Section IX Welding and Brazing Qualifications 
 

Other documents 

Reference Title 

Not applicable  
 

Total General Specifications 

Reference Title 

GS EP PVV 611 Welding of pressure containing piping and equipment 
 

3. Tank configuration 
Tanks shall be of double-walled metallic type secondary containment concept (outer tank shall 
be able to contain liquid stored in inner tank). 

3.1 Outer tank 
The outer tank shall be designed to contain the liquid and to contain the vapour phase of the 
tank at the design pressure. It shall be made of carbon steel and shall consist of: 

• Flat bottom 

• Cylindrical wall 

• Outer dome roof. 

3.2 Inner tank and suspended roof 
The inner tank shall be designed to contain the stored liquid and shall consist of: 

• Flat bottom 

• Cylindrical wall 
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• A flat deck, made of aluminium or carbon steel, suspended from outer dome roof by 
suitable rods, loosely fit to tank wall to allow vertical and horizontal movement, and 
designed to support the roof insulation. 

3.3 Tank dimensions 
They shall be determined by Contractor in compliance with design conditions specified for 
workable and total stored volume, stress and maximum thickness requirements for inner shell, 
hydraulic test conditions, bottom insulation and foundation allowable loads, and insulation 
requirements. 

3.4 Tank foundation 
Tank foundation shall be designed according to the results of soil investigations. 

Tank shall be supported by an above-grade reinforced concrete slab laid on piles; prevention of 
soil freezing is obtained by natural venting between grade and slab. 

3.5 Anchor bolts 
Anchor bolts to prevent up-lift shall be of a type which allow tank radial contraction and 
expansion without obstruction during service. 

3.6 Insulation 
Tank insulation shall consist in: 

• A bottom insulation installed on outer tank bottom and supporting the loads of the tank 
and its stored product 

• A shell insulation 

• A roof insulation laid on the suspended deck. 

3.7 Nozzles and appurtenances 
Each tank shall be fitted with all nozzles and accessories necessary for normal operation, 
commissioning and decommissioning procedures and maintenance. 

All connections to or from the inner tank shall be installed through outer tank roof and 
suspended roof, or through the tank bottom. 

3.8 Control and safety equipment 
Control and safety equipment of tanks shall be designed to allow for remote operation and 
control. 

Control and safety equipment shall be designed and installed in accordance with standards and 
codes as listed in section 2, and in accordance with the COMPANY Instrument Specifications. 

4. Design conditions 
The tank shall be designed in accordance with API STD 620 Appendix R. 

The Contractor shall insure that each important tank element has proven operating experience 
in similar sizes and conditions. 
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