
UIC/OSJD CODE 4 3 0 - 4

O R

Full docu
1st edition, May 2004

Translation
ment detail
Wagons. Operation between 1 435 mm gauge and 1 520 mm 

gauge networks. Technical provisions and approval 

conditions
Wagons. Circulation entre des réseaux à écartement de 1 435 mm et des réseaux à écartement de 
1 520 mm. Prescriptions techniques et conditions d'homologation
Güterwagen. Verkehr zwischen Bahnen der Spurweite 1 435 mm und Bahnen der Spurweite 1 520 mm. 
Technische Vorschriften und Zulassungsbedingungen
s: UIC 430-4 2004

http://www.avadocuments.com/doc/uic-430-4-2004
http://www.avadocuments.com/doc/uic-430-4-2004


Full docu
Reference of the corresponding OSJD leaflet: 
OSJD Leaflet 516

Application:
With effect from 1 January 1999
All members of the International Union of Railways and the Organisation for the Collaboration between 
Railways
Leaflet published jointly by UIC and OSJD.
This leaflet was completed by the UIC/OSJD Joint Group on 10.9.1998 and approved by the 
C5 Rolling Stock Committee on 15.12.1998

Record of updates

1st edition, May 2004 First issue.
In the corresponding OSJD Leaflet 516, the appendices are
indicated using numbers instead of letters.

The person responsible for this leaflet is named in the UIC Code
430-4
OR

ment details: UIC 430-4 2004

http://www.avadocuments.com/doc/uic-430-4-2004
http://www.avadocuments.com/doc/uic-430-4-2004


430-4
OR

Contents

Summary ..............................................................................................................................1

1 - Provisions applicable to all wagons ......................................................................... 2

2 - Approval conditions ................................................................................................. 15

Appendix A - Loading gauges .......................................................................................... 17

Appendix B - Gravity hump profile................................................................................... 20

Appendix C - List of train ferry lines ................................................................................ 21

Appendix D - Securing rings for use on train ferries ..................................................... 22

Appendix E - Rapid connecting device for pulling rods ................................................ 23

Appendix F - Buffing and drawgear................................................................................. 24

Appendix G - Cable hook .................................................................................................. 25

Appendix H - Position of spark arrestors ........................................................................ 26

Appendix I - Marking for wagons equipped with automatic couplers......................... 27

Appendix J - Customs authorisation plate for wagons worked on 1 520 mm 
gauge railways............................................................................................ 28

Appendix K - Markings to indicate the bogie overhaul dates on interchangeable
bogies for the 1 435 mm gauge................................................................. 29

Appendix L - Markings for wagons equipped with gauge-adjustable axles
for 1 435 mm and 1 520 mm gauges ......................................................... 30

Appendix M -Markings for bogies equipped with gauge-adjustable axles.................. 31

Appendix N - Mechanical strength conditions for wagons............................................ 32

List of abbreviations ..........................................................................................................35

Bibliography .......................................................................................................................36

Full document details: UIC 430-4 2004

http://www.avadocuments.com/doc/uic-430-4-2004
http://www.avadocuments.com/doc/uic-430-4-2004


430-4
OR

1

Summary

The technical provisions and technical approval conditions set out in this leaflet apply to new wagons
that are to be operated in traffic without transhipment between railways with a track gauge of
1 435 mm and railways with a track gauge of 1 520 mm. These wagons must be built in accordance
with the regulations of UIC and OSJD leaflets and the standards of the 1 520 mm gauge railways.

The provisions in this leaflet shall apply to new wagons to be used in this type of traffic with effect from
1.1.1999.

Matters relating to the approval and operating conditions of wagons the design of which does not
conform to the provisions of this leaflet but which are built to comply with only the regulations of UIC
and OSJD leaflets for the 1 435 mm gauge or only the standards of railways with a 1 520 mm gauge
shall be handled on the basis of bi- or multilateral contracts between the railway undertakings (RU)
concerned.
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1 - Provisions applicable to all wagons

O 1.1 - Strength conditions

The conditions governing the strength of wagons, wagon assemblies and component parts shall
conform to the regulations of "1 520 mm gauge railway standards" and to UIC leaflets for the
1 435 mm track gauge. In this connection, the more stringent requirements shall take precedence.

R 1.2 - Exchangeable and unified parts

Wagons should be fitted wherever possible with exchangeable, unified parts. For manufacturers and
customers from countries with a 1 435 mm gauge, these must conform to the provisions of UIC leaflets
and be marked in accordance with UIC Leaflet 583. For manufacturers and customers from countries
with a 1 520 mm gauge, they shall conform to 1 520 mm gauge standards.

When a specific case arises, a list of standard components and assemblies for 1 520 mm gauge parts
shall be drawn up.

O 1.3 - Bogie wagons

Wagons shall be designed as bogie wagons.

The following options are possible for effecting the transition from a 1 435 mm gauge track to
a 1 520 mm gauge track:

- changing the wheelsets,

- changing the bogies,

- using gauge-adjustable wheelsets.

O 1.4 - Climatic zones - Temperature ranges

Wagons that are to be used on the 1 520 mm gauge network shall be designed for working
temperatures of between + 45°C and - 50°C.

Individual wagon components (main load bearing parts of the underframe and the body, coupling
components, wheelsets, braking parts, rubber elements, etc.) must be suitable for a temperature
range of + 55°C to - 55°C.

Wagons, assemblies and parts that are to be used on the European part of the 1 520 mm gauge
network only (with the exception of the territory of the October and Northern Railway to the cities of
Archangelsk, Murmansk and Vorkuta and the Sverlovsk Railway to the city of Perm) must be designed
for a working temperature range of + 40°C to - 40°C.

O 1.5 - Maximum speed

Wagons shall be so designed that they can run at a maximum operating speed of at least 120 km/h
when either empty or loaded.
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O 1.6 - Vehicle loading gauge

1.6.1 -  The loading gauge shall be calculated in accordance with the provisions of the joint UIC/
OSJD (see List of abbreviations - page 35) leaflet.

Until such time as the joint UIC/OSJD leaflet comes into force, the following rules shall apply:

- The loading gauge shall be calculated in accordance with the provisions of UIC Leaflet 505-1.

- For wagons that are to be used freely in international traffic, the loading gauge shown in point A.1
- page 17 shall apply (equivalent to UIC Leaflet 505-1, point 5.1, Fig. 6 and/or OSJD Leaflet
OR 500).

- For wagons with bodies, the loading gauge shown in point A.2 - page 18 may be used subject to
bi- or multilateral agreement (equivalent to UIC Leaflet 505-1, Appendix D, Fig. 2 and/or OSJD
Leaflet OR 500).

- For the lower parts of the wagon, the loading gauge shown in point A.3 - page 19 shall apply
(equivalent to UIC Leaflet 505-1, point 5.3, Fig. 8 and/or OSJD Leaflet OR 500).

1.6.2 -  Wagons with gauge-adjustable wheelsets must be able to run on straight track through the
corresponding gauge-changeover installations with broken suspension and in a worn state.

O 1.7 - Negotiation of curves, shunting humps and ferry ramps - coupling 
and uncoupling

1.7.1 -  Individual wagons must be able to negotiate curves with a radius of 60 m when empty and
loaded.

1.7.2 -  On lines with a 1 435 mm track gauge, wagons of all types must be able to negotiate the
following track configurations when they are part of a train, empty or loaded:

- S-curves with a radius of 190 m and no intermediate straight section,

- S-curves with a radius of 150 m and a 6 m intermediate straight section,

- S-curves with a radius of 120 m and a 20 m intermediate straight section.

1.7.3 -  On lines with a 1 520 mm track gauge, wagons must be able to negotiate the following track
configurations when part of a train, empty or loaded:

- transition from straight track to a curve of radius 80 m without transition radius,

- S-curves with a radius of 120 m and no intermediate straight section.

1.7.4 -  On lines with a 1 520 mm track gauge, long wagons (bogie centre distance > 16 m, length over
couplings > 21 m) must be able to negotiate the following track configurations when part of a train,
empty or loaded:

- transition from straight track to a curve of radius 110 m without transition radius,

- S-curves with a radius of 160 m and no intermediate straight section.
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1.7.5 -  When coupled together, vehicles must be able to negotiate shunting humps with a profile as
per UIC Leaflet 522 and Appendix B - page 20 without the risk of becoming uncoupled.

1.7.6 -  Couplings must be designed and fitted in such a way that coupled vehicles are able to
negotiate ferry ramps at an angle of 2°30' and a maximum twist of 5° over a length of 24 m without
difficulty.

1.7.7 -  Wagons fitted with automatic couplers must be able to be coupled when empty or loaded
under the following conditions:

- without manual assistance:

• on straight track,
• on a transition from straight track to curve of radius 135 m without transition radius,
• on curves of radius 150 m;

- with manual assistance:

• in S-curves with a radius of 190 m and no intermediate straight section,
• in S-curves with a radius of 150 m and a 6 m intermediate straight section.

1.7.8 -  Long wagons (bogie centre distance > 16 m, length over couplers > 21 m) that are fitted with
automatic couplers must be able to be coupled when empty or loaded under the following conditions:

- without manual assistance:

• on straight track,
• on a transition from straight track to curve of radius 135 m without transition radius,
• on curves of radius 150 m;

- with manual assistance:

• in S-curves with a radius of 190 m and no intermediate straight section,
• in S-curves with a radius of 150 m and a 6 m intermediate straight section.

O 1.8 - Conditions for conveyance on train ferries

1.8.1 -  Wagons must be suitable for conveyance on train ferries with the track gauge specific to such
craft. Wagons that are to be handed over without special agreements must be able to negotiate the
curves and ramp angles specified for the ferry in question (Appendix C - page 21 and/or UIC
Leaflet 507).

1.8.2 -  For the purposes of securing wagons on train ferries, each side of the wagon must be fitted
with at least 4 securing rings. The rings at either end must be located no more than 2 000 mm away
from the headstock. Rings should be arranged at equal intervals wherever possible.

The design of each securing ring must conform to the drawing in Appendix D - page 22. Failing this,
rings must have at least the same inner diameter, a cross-section that is subject to no more than the
equivalent stress and the same arrangement on the underframe.

Rings should be painted yellow to make them easily visible.
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1.9 - Bogies

O 1.9.1 -  The theoretical axleload shall be at least 22,5 tonnes.

O 1.9.2 -  The wheelbase of 2-axle bogies may range from 1 800 to 2 400 mm.

O 1.9.3 -  The actual design of the bogie shall depend on the way the transition from one track gauge to
the other is effected:

- on wagons where the wheelsets are interchanged, the design must be able to accommodate the
use of wheelsets with a distance between axlebox centres of 2 036 mm;

- on wagons where the bogies are interchanged, standard wheelsets for the 1 435 and 1 520 mm
track gauges shall be used;

- on wagons with automatic gauge changeover facility, bogies with gauge-adjustable wheelsets
shall be used.

O 1.9.4 -  On wagons where the wheelsets or bogies are interchanged, the wheelsets used must
conform to the provisions of UIC leaflets or to the standards for the 1 520 mm track gauge.

On wagons with automatic gauge changeover equipment, the gauge-adjustable wheelsets used must
conform to the provisions of UIC leaflets and to the standards for the 1 520 mm track gauge.

O 1.9.5 -  The electrical resistance of the wheelset must allow track circuits to function reliably. The
provisions of UIC Leaflet 512 and the standards for the 1 520 mm track gauge shall be observed.

O 1.9.6 -  Axleboxes must be of the roller bearing design and shall meet the requirements of UIC
Leaflet 515-5 and the standards for the 1 520 mm track gauge.

O 1.9.7 -  It must be possible to read the temperature of the axleboxes using fixed hot axlebox detection
equipment while the train is moving.

O 1.9.8 -  Bogies that cross from one track gauge to another by interchange of wheelsets or automatic
gauge changeover must meet the strength conditions set out in UIC Leaflet 510-3 and the standards
for the 1 520 mm track gauge.

On wagons where the bogies are interchanged, the strength of the bogie frame for the 1 435 mm track
gauge must meet at least the conditions of UIC Leaflet 510-3 and the bogie for the 1 520 mm track
gauge the requirements of the standards for 1 520 mm track gauge railways.

R 1.9.9 -  To prevent derailments on twisted track, the wheelset should have a two-stage suspension
such that the static spring deflection on an empty wagon is approximately 35% to 40% that of a loaded
wagon.

R 1.9.10 -  To attenuate vertical and horizontal vibrations, oscillation dampers with force-proportional
damping should be used.

O 1.9.11 -  The exchangeability of wagon bogies with 1 435 mm and 1 520 mm track gauge shall be
guaranteed by the bogie design. The use of additional adapters or special bogies that are kept in
readiness at border stations is permissible. In this case, the provisions of the UIC leaflets and the
documentation of 1 520 mm gauge railways must be observed.
430-4
OR

5

ment details: UIC 430-4 2004

http://www.avadocuments.com/doc/uic-430-4-2004
http://www.avadocuments.com/doc/uic-430-4-2004


Full docu
R 1.9.12 -  The connection between components in the bogie or between bogie and vehicle body may
be designed in such a way that the wagon can be lifted together with the bogie.

R 1.9.13 -  To facilitate bogie interchange, the unlocking of the bogie pivots and the pulling rods needs
to be simplified. The rapid coupling mechanism shown in Appendix E - page 23 is recommended for
the pulling rods.

O 1.9.14 -  For wagons with wheelset interchange or gauge-adjustable wheelsets, the brake block
arrangement in the bogie must be such that the blocks can be adjusted to the respective track gauge
either manually or automatically. Any unintentional axial displacement of the brake blocks must be
prevented and they must be firmly fixed in their final position.

O 1.9.15 -  The bogies must have a safety device to prevent bogie parts falling onto the track.

1.9.16 -  Inspection, wear and overhaul of bogies

O 1.9.16.1 -  Bogies must be designed and their assemblies and component parts so arranged as to
allow for simple inspection and overhaul.

R 1.9.16.2 -  It is recommended that parts subject to natural wear be manufactured from wear-resistant
materials.

R 1.9.17 -  Bogies should satisfy the indices for reliability and ease of repair set out in the standards for
1 435 and 1 520 mm track gauges.

O 1.9.18 -  Bogies must satisfy the tests set out in the UIC leaflets and the standards for 1 520 mm
gauge railways.

O 1.9.19 -  On completion of the tests, regulations must be drawn up for bogie overhaul and
maintenance during operation.

1.10 - Buffing and drawgear

O 1.10.1 - Wagon fitment

Wagons shall be fitted with one of the following buffing and drawgear variants:

1.10.1.1 - Configuration A

Wagons are fitted with an automatic coupler at each end.

It is acceptable for the automatic couplers to be exchanged for conventional buffing and drawgear
(screw coupler and side buffers) as per the UIC/OSJD Code (or vice versa) when the wagon makes
the transition from a 1 520 mm gauge railway to a 1 435 mm gauge railway (or vice versa).

1.10.1.2 - Configuration B

Wagons are fitted with an automatic coupler at each end, with side buffers as per UIC Leaflet 526-1
and with a hybrid draw coupler.

An SA-3/SK hybrid coupler combining the characteristics of the automatic coupler described in
point 1.10.3 - page 7 with the possibility of connecting up to the screw coupler under the conditions
set out in point 1.10.4 - page 8 is permitted.
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In the event of damage, it must be possible to replace this SA-3/SK hybrid coupler on the gauge-
adjustable wagon with a standard SA-3 coupler with a length of 1 000 mm to 1 010 mm from the end
surface of the coupling arm to the coupling centre.

1.10.1.3 - Configuration C

Wagons are fitted at either end with an automatic coupler and side buffers (as per UIC Leaflet 526-1)
with two positions on the headstock (short position = buffer retracted, long position = buffer extended).
The buffers are fastened to additional fittings that are welded onto the headstock (Appendix F -
page 24).

Wagons are fitted with spring devices that satisfy both the provisions of UIC Leaflet 520 (parameters)
and the requirements of 1 520 mm gauge railways.

When the buffers are in the retracted (short) position, the buffer heads on wagons coupled with the
automatic coupler must not come into contact with one another under any operating conditions.

With the buffers extended (long position - 620 mm), it must be possible to use wagons coupled with
the hybrid draw coupler (AMT) (see List of abbreviations - page 35) or the screw coupler.

The spring device must also accommodate the fitting of the SA3/SK hybrid coupler and the UIC screw
coupler with a wedge connection.

1.10.2 - Fitting of the buffing and drawgear

O 1.10.2.1 -  The height of the coupler centreline above rail level when stationary shall be:

- between 1 040 and 1 060 mm for a new, empty wagon.

The height of the side buffer centreline above rail level when stationary shall be:

- maximum 1 065 mm for a new, empty wagon,

- at least 950 mm for a fully-laden wagon at the wear limit.

1.10.2.2 -  The automatic coupler that is fitted to wagons under configuration B, including the spring
device, must be able to work with side buffers.

The coupling centre of the automatic coupler must lie in front of the buffer head end surfaces.
Depending on the longitudinal dimensions of the wagon, the coupling conditions and the bracing
forces that arise, a dimension of 25 to 60 mm is recommended between the coupling centre and the
buffer plane.

O 1.10.3 - Requirements to be met by the automatic coupler

1.10.3.1 - General requirements

The automatic coupler to be used shall be a type SA-3 in semi-rigid configuration.

The basis for the requirements to be met by the automatic coupler shall be formed by the standards
for the 1 520 mm track gauge.
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Automatic couplers and spring devices on wagons must conform to the current state of the art of the
1 520 mm gauge railways and be approved by them.

Derogations from these requirements must be agreed between the RUs involved.

The free space stipulated in UIC Leaflet 521 to be left for the person coupling the wagon (Bern
rectangle) must be observed if possible.

It must be possible to discharge goods from open wagons fitted with the automatic coupler on wagon
tipping installations.

1.10.3.2 - Automatic coupler unlocking device

The unlocking device must be arranged in such a way that the shunter can step on and off the end
step safely whatever the position of the unlocking handle, even when the vehicle is moving.

The automatic coupler unlocking device must be designed such that the unlocking operation is
possible without having to enter the space between two wagons.

1.10.3.3 - Additional requirements for dangerous goods consignments

Tank wagons for dangerous goods consignments must be fitted with spring devices with a high
absorption capacity:

O 1.10.4 - Requirements to be met by the hybrid coupler

1.10.4.1 -  The hybrid coupler is used on 1 435 mm gauge railways to couple wagons of
configurations B (see point 1.10.1.2 - page 6) and C (see point 1.10.1.3 - page 7) with vehicles that
are fitted with screw couplers and side buffers.

1.10.4.2 -  The following requirements shall be met by the hybrid coupler:

- the hybrid coupler shall transmit tensile forces only. Compression forces shall be absorbed by the
side buffers;

- the hybrid coupler must not restrict the free formation of trains and sets of wagons on 1 520 mm
gauge railways;

- the hybrid coupler must not prevent two vehicles with the same coupling systems (e.g. UIC/OSJD
designs, designs of the SA-3 coupler) from being coupled together;

- it must be possible for one person to carry out safely all the operations necessary for the hybrid
coupler. The time necessary to do this should be no greater than for the current screw coupler
system;

- the free space stipulated in UIC Leaflet 521 to be left for the person coupling the wagon (Bern
rectangle) must be observed if possible. Limited encroachment of this space may be authorised
after testing;

- dynamic absorption capacity: at least 130 kJ.

- ultimate end compression force under quasi-static load: at least 1 000 kN.
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- the hybrid coupler must have a simple, lightweight design;

- when coupled or after uncoupling, the hybrid coupler must not assume a position that makes it
liable to be damaged or cause damage to other vehicles and their parts, even when the buffers
are fully compressed;

- it must be possible for vehicles fitted with the hybrid coupler to be coupled and uncoupled and
negotiate curves, shunting humps and ferry ramps under the same conditions as for the screw
coupler (e.g. it must be possible to separate them on the shunting hump);

- the hybrid coupler must not release unintentionally (including during shunting impacts);

- the hybrid coupler must allow for vehicles to be short-coupled with buffer heads close for train
operations and long-coupled for safe negotiation of tight curves and in preparation for the
separation of vehicles;

- the breaking strength of the hybrid coupler must be at least 1000 kN, except at the specially-
designed breaking point. A breaking point of this kind must be provided, with a breaking strength
of 850 kN;

- the hybrid coupler must not have an adverse influence on vehicle running or lead to damage to
the vehicle, the track or the load;

- it must be possible to fold down the end boards of flat wagons without affecting the functioning of
the buffing and drawgear.

1.10.4.3 -  In its non-active position, the hybrid coupler must not complicate the technical wagon
preparation and overhaul processes normally practised by the 1 520 mm gauge railways, nor prevent
the use of the necessary equipment and installations.

O 1.11 - Brake equipment

1.11.1 - General requirements

The wagon's brake equipment must meet the technical braking requirements of both the 1 520 mm
gauge and the 1 435 mm gauge railways. Switching over the brake equipment in the gauge
changeover station must take minimum time and effort and handling operations on the non-active
braking system must not trigger unwanted reactions.

1.11.2 - Climatic zones - Temperature ranges

The brake equipment must be able to function safely within a temperature range of + 55°C to - 55°C,
if the components in question are used in the 1 520 mm gauge zone.

In the European zone, on the 1 520 mm gauge railways (except for the territory of the October and
Northern Railway to the cities of Archangelsk, Murmansk and Vorvuta and the Sverdlovsk Railway to
the city of Perm) all components must be able to function safely within a temperature range of + 40°C
to - 40°C, but must be able to withstand temperatures ranging from + 45°C to - 50°C in their non-active
state.
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1.11.3 - Compressed air systems

1.11.3.1 - Distributors

The braking system can be configured in two ways:

Under option 1, the wagon's brake equipment must include "brake on/off" and "freight/passenger"
changeover devices as well as an "empty/loaded" device if there is no automatic load-proportional
braking facility as per UIC Leaflet 541-1 and a "brake on/off" and "empty - partly loaded - loaded"
device as per the standards for the 1 520 mm gauge and the "Technical Requirements for the Brake
Equipment of Wagons built in RF Workshops".

Each distributor must have its own release valve with a pull chord with handles on both sides of the
wagon.

For braking option 2, a distributor should preferably be used in combination with an automatic load-
proportional braking system. When the braking position is switched over manually in accordance with
the load, there must be at least two graduated positions for the braking force.

1.11.3.2 - Load-proportional braking, brake power and brake performance

The wagon's brakes must ensure that the prescribed values for the braked weight and the theoretical
brake force coefficients are guaranteed for operation on both 1 435 mm and 1 520 mm gauges at the
respective maximum speeds.

For operation on the 1 435 mm gauge, wagons shall be fitted with either a hand-operated load-
changeover device or an automatic load-proportional braking system meeting the requirements of UIC
Leaflet 543.

For operation on the 1 520 mm gauge, wagons shall be fitted with either an automatic load-
proportional braking system or a hand-operated load-changeover device with at least two positions.
Use of the automatic system and its configuration for the 1 520 mm track gauge shall give due
consideration to the bogie design used and the type of transition from one gauge to the other.

Brake performance shall be calculated on the basis of the "Standard Braking Calculation for Freight
and Refrigerator Wagons". Here, the theoretical coefficient calculated for the wagon brake block force
when the brake system is switched on to the 1 520 mm gauge shall satisfy the following values:

- for K (composite) brake blocks: at least 0,14 up to a maximum of 0,31 for a fully-laden wagon and
at least 0,22 up to a maximum of 0,37 for an empty wagon;

- for GG (cast-iron) brake blocks: at least 0,36 up to a maximum of 0,70 for a fully-laden wagon and
at least 0,62 up to a maximum of 0,81 for an empty wagon.

Option 1 Fit 2 distributors with a changeover device

- for the 1 435 mm gauge: distributor as per UIC Leaflet 540

- for the 1 520 mm gauge: type 483 distributor

Option 2 Fit a standard distributor or an approved KE/483 distributor combination on
the wagon that meets the technical braking requirements of both 1 435 mm
and 1 520 mm gauge railways, with a changeover device allowing the
system to switch to the respective operating regime.
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The different wagon braking forces specified in the standards for operation on 1 435 mm and
1 520 mm track gauges can be accommodated by an appropriate adjustment to the brake rigging or
the brake cylinder.

1.11.3.3 - Changeover device for switching from 1 435 to 1 520 mm track gauges

The changeover from one distributor system to another shall take place during the gauge changeover
operation using the 1 435 mm/1 520 mm changeover device. Actuation of this device must require
minimum effort and must lock reliably into its final position. The final position selected must correspond
to one braking system only and must render the second braking system non-operational. When one
braking system fails, the other must remain operational, assuming the wagon has two separate
distributors.

The switch from one braking system to another may only be effected in the gauge changeover station
either manually (by means of a special device) or automatically.

The braking system selected must be clearly indicated, even when the changeover takes place
automatically.

NB : where the changeover takes place automatically, an automatic load-proportional braking
system should preferably be used.

1.11.4 - Air pipes

1.11.4.1 - Main brake pipe

Wagons shall be fitted with a standard 5/4" main brake pipe. There shall be a stop cock and an air
connector at each end of the wagon. This arrangement must conform to UIC Leaflet 541-1. On wagon
ends featuring an automatic coupler and side buffers, a forked main brake pipe is necessary.

The brake connector cocks for wagons in configuration A shall be placed at an angle of 60° to the
vertical plane running through the longitudinal centreline of the connector cock and fixed in position.

Air stop cocks shall be painted red.

1.11.4.2 - Main air supply pipe

Wagons fitted with an additional air pipe, e.g. for pneumatic discharge, shall have symmetrically
arranged brake coupler heads as specified in UIC Leaflet 541-1 for this main air supply pipe. These
must be designed to prevent the main brake pipe and air supply pipe hoses being mistakenly
connected. The main air supply pipe shall have no connection to the vehicle's main brake pipe.

1.11.5 - Screw brake

1.11.5.1 -  Depending on their conditions of use, wagons shall be fitted with a screw brake functioning
independently of the design of the operational air brake system. The screw brake shall meet the
requirements of UIC Leaflet 535-3 and 543 and the standards of the 1 520 mm gauge. It must be able
to hold the wagon when loaded on a downhill gradient of at least 30‰.

1.11.5.2 -  It must be possible to operate the air and screw brakes independently of one another.
Wagon units must meet the same conditions as individual wagons.
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1.11.6 - Brake rigging adjustment

The braking system must automatically adjust the clearances between brake blocks and wheels as
wear takes place.

O 1.12 - Lifting points

1.12.1 -  Points shall be provided near the main pivot beams of the wagon underframe for lifting the
wagon when empty or loaded. The wagon must be designed so that when empty it can be lifted
diagonally by the ends of the main pivot beams.

1.12.2 -  To re-rail the wagon when empty or loaded, two lifting points must be provided on each
headstock close to the buffer fastening plane, as shown in UIC Leaflet 581.

O 1.13 - Steps, handrails and connecting gangways

1.13.1 -  Wagons must be fitted with steps and handrails as specified in UIC Leaflet 535-2 and/or
OSJD Leaflet 535. The steps and handrails for shunters at the wagon ends shall be arranged in
accordance with these leaflets. The surface of the steps shall be made of an antislip metallic grating
as specified in UIC Leaflet 535-2 and/or OSJD Leaflet 535.

In addition to this, a shunting step and handrail shall be fitted on each side of the wagon on the right-
hand diagonal, as specified in the standards of the 1 520 mm gauge railways.

1.13.2 -  It must not be possible for the screws and nuts used to fasten the handrails, steps and other
fittings to come loose of their own accord.

1.13.3 -  Wagons that are fitted with connecting gangways in keeping with the operational
requirements of 1 435 mm gauge railways shall conform to the provisions of UIC Leaflet 535-3.

O 1.14 - Signal brackets

Wagons must be fitted with signal brackets on both ends in the positions specified in UIC Leaflet 532.

O 1.15 - Cable hooks

Wagons must be fitted with cable hooks for marshalling using cables and winches as per Appendix G
- page 25. The cable hooks shall be located as shown in UIC Leaflet 535-2 and/or OSJD Leaflet 535.

Each cable hook and its fastening to the underframe must be able to withstand a tensile force of
100 kN at an angle of 30° outwards from the track centreline.

O 1.16 - Spark arrestor plates

Wagons that have tread brakes and floors made from combustible material shall be fitted with spark
arrestor plates. This requirement also applies to flat wagons without a floor or with a floor that is
discontinued in the region of the brake blocks, except for wagons that are exclusively intended for the
conveyance of iron and steel products.

The dimensions of the spark arrestor plates shall conform to Appendix H - page 26. Spark arrestor
plates shall be located as specified in UIC Leaflet 543.
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