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STARDARDISATION OF STERS

ANDY HANDRAILS ON WAGONS (1)

In order fo ensure maximum protectisn for stoff, tha provisions in this
leaflet shatl ba obligatory with regard to the fallowing conditions :

To be stuck on paqe 1, Leaftet No. 835 t1=2-731

6 - @ For the types of waogons below,
; - covered wagon's ........ ... ... Appendix |
- opea high-sided wogons . ... . Appendix N
- flat wagons with flaps (2) . . ... . SIS 1.1.0Y.T. (S | 1
- flat wagons without superstrueture and
transcontainer wagons R i dagebin bt e eesn S ppEN T IV

all the provisions in the leaflst sholl be gpplicable.

tl) with affact from I-1~73; the provisions of this lsatlat shall onty
apply to wagons which wil) neat be fltted with the automstic couplar,

£2) Flat wdgons with Haps of léss than 100 mm high sholl Le treated as flot was
gons withoul superslmctiure.
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For other types of waogons accepted on intemational services, thepro-
visions in Section A shall be applicable ; those in Sections B and C shall
ulso be applicable insofar as the wagon construction aliows.

NGCTE : The provisions in Section B and in point 12 of Section C do not
take into-account the conditions required by the application of au-
tomatic coupling.

The study 15 in progress.
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A. - General provisions

1. The end steps must be placed in such a way that the shunter may
remain within the TU gauge during running (taking inte account the reduc-
tion formula). The shunter must be able to go up and down the step, whilst
running ot walking speed, without risking his personal sofety.

The wagons shall be provided with at least two end steps, arranged
diagonally, and with corresponding hondrails.

When the wagon is equipped with @ screw brake operated from the
ground, it must be provided with crossing steps and two end steps, at tha
same end,

foi the latter case and alsc when the wagon is equipped with a screw
brake with a platform accessible from both sides, it is recommended that @
step should be fitted at the other and. :

2. The steps, hondrails ond handles must be fixed by means of rivets
or bolts fitted with a locked nut. In the latier cose, castellated nuts fitted
with split pins, or nuts locked in position by a welded lug; must be used,
to the exclusion of any other locking method.

Fixing to the wagans by welding is allowed, however, in the case of
intercommunicating gangways and their corresponding handles.

Fixing to the wagons by welding is only allowed under the following
conditions :

--‘each Ruilway may only weld equipment on to its own wagons,

- the wald must be carried out in accordance with all regulations imposed by
the Railway for safe welding {qualified staff, supervision of methods and
materials used and of the work itself).

3. The cleoronce berween the handrails and the nearest obstruction shall
be at least 120 mm, except in the following two coses :
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n) handrails for shuntérs (number 21}, for which the unobstrucfed space can
be reduced to 100 mm ;

bY. handrails on the sliding doors of covered wagons (number 23}, and hand-
rail s only usad for gaining access to the floor; for which on unobstructed
space of 50 mm only sholl be allowsd ;

) handrails of flat wagons without superstructure and of transcontainer wo-
gons, for which o clearonce of 100 mm only in relation to the load shall
be allowed.

4. A system of perforated metal strips shall be used for the steps. Ho-
wever, the steps placed by the doors of covered wugons may be made of waad.
Wooden steps must be provided with a stop at the sides of the rung.

5. The stirrup-shaped step shall only be used for goining access to the
floor {(number 14) ; on angle-piece moy be used;

6. Handrails shall be of round bar steel 20 mm in diameter.

B - Dimensions and position of steps

7. The steps at the ends of the wagons shall be 225 mm wide and 350 mm
long; and shall be placed at a height of 590 mm above rail level (1). Theysh
be placed outside the end walls {number 11), as far as possible from the long
tudinal centre line of the wagon.

In orderto avoid the risk of injuring the shunter, a profective screen
must be provided to cover any gaps opening vp between the frame and the
?ing underfrome member on wagons fitted with shock absorbers (Appendix

2.

This height is cdlculafed on a bisfler height of 1060 mm.
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8. In the case of steps placed by the doors of covered wagons, tha
three alternatives given below may be bsed ; thess regulations olso apply
to refrigerator; insulated ond mechanically refrigerated wagons @

a) steps 225 mm wide, 2 200 mm long and placed at a height of 615 mm
abave rail fevel (1) {nomber:12) ;

b) steps 110 mm wide, ot least 500 mm long ond placed at a height of 615mm
above rail level {1} {number 13) ;

c) stirrup-shaped steps > 50 mm wide, af least 500 mm long and pldaced ata
height of 550 mmr above rail level (1) (number 14) ;

fn all three coses, the step must proiect 100 mm beyond the nearest
side of the door epening. )

9. The steps for gaining access to the brake platform shall be provided
with two rungs staggered by 80 mm. They shall be 160 mm wide, with.a
length equivaleént to the width of the access to the plotform and increased,
wherever possible, by 100 mm on each side, the lower rung being placed ot
a height of 615.mm (1) gbove rail level (number 15).

10. The crossing steps, three of which shaoll be provided, shall be 175mm
wide and 250 mm long in the case of the two side steps, with a minimum of
750 mm for the centre step.

The twe side steps shall be placed at d maximum height of 1:230 mm
abcve(mil leve!l (1) ; the centre step shall be placed 1650 mm above ruil
fevel [1). -

They shall be fixed to the end wall nearest to the serew brake con-
tral (number 18).

In order to walk sver weigons without superstructure, the loading sur-
face must be provided with a non-slip floor {for example, non-<lip paint) at
least 500 mm wide.

(1} This height is calailared en o buffer height of 1060 mm.
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