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6. The braking power of high power brokes shall be determined by the
CHAPTER 1 method indicated in Chopter |V of Leaflet 5441, The brake-weight obiain-

ed shall be shown on the vehicle in accordance with the condifions Jaid

GENERAL CONDITIONS TO BE FULFILLED down in Leaflet 545, Poinf 3.2.

IN THE USE OF HIGH POWER BRAKES x 7. The high power brake must be so designed that itis possible

to moke certain, before departure, of the correct functioning of all the cam-
. FOR PASSENGER TRAINS ponents of this apparatus which contribute to the obtainment of the high .

power, with the sole exception of the revalving parfs, when such-exist.

« 1. The high power brake must be automatic.

*  In additian, each vehicle must be fitted, inside,with & mdxis
* 2. 1t must only require a single pipe for its operation. mum pressure gauge on each brake cylinder.

« 3. The working pressure musi be 5 kg/em?,
* 8. Before entry into service of any new coach fitted with high

The condition laid down in the 2nd sub-paragraph of § 7 of power hrake eguipment, the detailed description of this equipment must
Leaflet 540 concerning the value of the maximum pressure in the brake be commynicated 1o the Railways concerned and o brief explanation giv-
cylinder is not upplicable to high power brakes. ing the necessary information for checking the functioning of the hrake

must be placed in the coach,

4, It is recommended that high power brakes be so designed
that they prevent automatically any skidding. This recommendation is
not valid for R brakes which ore considered under Chapter I} hereinafter.

+ 5. High-power brakes preducing a brake-weight percentage ex- CHAPTER i
ceeding the moximum alfowed for R brokes, which are the subject of
Chapter || hereinafter, must include @ mechanism which enables their SPECIAL CONDITIONS TO BE FULFILLED
. braking powet to be reduced to a value between the limits stipulated in
Leaflet 543, Chapter |, items 7 and 10, BY HIGH POWER R BRAKES

FOR PASSENGER YEHICLES RUNNING
AT A SPEED OF UP TO 150 km/,/ h
IN INTERNATIONAL TRAFFIC

* 1. R brakes for coaches and haggage-vons of fast trains shall
be high power brakes with one of two stages of brake-shoe pressure.
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