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Amendments

Preliminary remarks:

Obligatory provisions are precede by an asterisk: *

The dauble vertical line {{} in the margin denotes modifications
introduced on the date at the foot of the page.

Enforcement -of this Leaflet is governed by the provision stipulated
under the heading "Application” at the end of the document:
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Note

This leaflet is one of series which also includes -

Leafiet 440 - Loudspeaker systems in RIC coaches.

Leaflet 550 - Powef-SUpply installations for passenger slock.

Leaflet 862 - Electric- power supply for trains through ihe train cable.

Leaflel 553 - Heating, ventilation and air-conditioning in coaches.

Leaflet 554-1 - Power supply 1o elecirical equipment on slationary rail-
way vehiclgs from a local mains system of another
source of energy at 220V or 380V, 50 Hz. Safety
measures and electric cablings.

Leaflet 555 - Electric lighling on passenger stock.

Leaflet 560 - Doors, windows, sleps, handles and handrails of
coaches and luggage vans.

Leaflet 561 - Means of intercommunication for coaches.

Leaflet 562 - Baggage racks.
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Leaflel 563 - Filtings provided in coaches in the inleresis of hygiene
and cleanliness.

Leaflet 564-1 - CoachesdWindows made from safety glass.

Leaflet 564-2 - Regulations relating {o fire precautions and fire-fighling
in vehicles used on inlernational services.

Leaflet 565-1 - Special comfort and constructional characteristics for
sleeping cars accepled in international traffic.

Leaflet 567-1 - Standard X and Y-type -coaches accepled for running
oninternational services - Characteristics.

Leafiel 567-2 - Slandard Z-lype coaches sccepled for running in inter-
national traffic.

Leaflel 568 - Loudspeaker systems in RIC poaches. Standard
lechnical characletistics.

Leaflet 569 - Regulations to be observed in the consiruction of
coaches and vans suitable for conveyance by irain
farry.

Leaflel 680 - Standard inscriptions and markings, roule indicalors
and number plales 1o be used on RIC vehicles.
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0 - GENERAL

0.1:.. This leaflet applies vo:
- restaurant cars
- restaurant cars including compartments with seats
- self-service restaurgnt cars

- buffet cors

to be consfructed in the future.

To meet the highest standards of comfort, use will prefarably be
made of restaurant cars with o waiter service, or restaurant cars with
compartments where passengers are served in their seats; self-service
restaurant cars dnd buffet cars are used when a slightly lower standard of
comfort is required,

* 0.2 - The above-mentioned types of restaurant car must comply with
the regulations for UIC standard coaches, unless exceptions are specified
in the following text;

* 0.3 - Except where requlations are waived to comply with technical
tequirements, the components used in the construction of these coaches
shall be interchangeable as defined in the UIC code, and their canstruc:
vional assemblies shall comply with UIC standards with regard to quality
and dimensions,

0.4 . The design ond choice of materials to be used should be govern-
eDhy the need for particular attention to the rules of hygiene and ¢leanli-
ngs.

gO.S « The restaurant cars shown in Plutes 110 5 are given as exomples.
=
(7))

0.5.1 - The details in the diagrams are not obligatory,
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1< GENERAL TECHNICAL PROVISIONS
#* 1.1 - Speed

The running gear of the restaurant cars and buffet cars must be
suitable for operation at a speed of 160 km/h ot least.

* 1,2 - Possibility of Tecking the doors of kitchens, service areas ond
the cupbeards.

It must be possible to lock the doors of the kitchen and service
areas easily, All lorders, refrigerators and diawets must be equipped
with locks with o special key.. All locks must be designed so that they
can be sealed by customs officials. Railway cleaning stoff must have
access to the kitchen and service areas.

* 1.3 - Guttering above loading doors.

A gutter must be fitted above each leading deer. [ts length must

be greater than the inside width of the door.

1.4 - Dimedsions

A coach length of 27.5 m is permitted.

* 1.5 » Total-weight (1)
The total weight shall include:

- The tare of the hody with fittings, spare parts, and transformers full of
oi,

{1¥ No increase in the tractive effart is taken inte aczount to allow for the weight
of the passengers in the restaurant ‘car, in accordance with UIC Leaflet 410,
53,
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« the weight of moveable kitchen equipment,

« the weight of the full amount of stores (fuel, water, provisions).

1.4 . Brake

1.6.7 - If is recommended that disc brakes; or combined disc and
shoe brakes should he fittad,

The brakes shall be in accordance with UIC Leaflet 567-1,
Point 2.4,

* 1.6.2 - A hand brake must be pravided in the entrance vestibule
af the énd of the coach with. seats, or the restaurant cor,

* 1.6.3.1 - Alarm signals shall be provided in the restauvrant
compartment, in the compartments with seating, if any, and in the side
coreidor,

1.6.3.2 - Provision of alarm signals in the kitchen and
service areas is olso recommended.

1.7 - Signal to indicate: that the restaurant car parked on o siding is
occupied.

x 1.7.1 - A bracket must be provided on each side of the coach at

gbout 1200 min above the top edge of the longitudinal girder, and near o
o, to ol a signal indicating that people are oboard the stobled coach,

ith Plate 2 in the leofiet giviag special provisions applicable to sleeping

O
% 1.7.2 < It is recommended that the brocket shauld be in accordance
rs (565-1),

o
-
n
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2. CHARACTERISTICS AS REGARDS CONSTRUCTION AND COMFORT

2.1 - Internal arrangement of the testaurant car

* 2.1.7 - Restaurant cars and restaurant cars including compart=
ments with seats shall be arranged as follows:

- @ntrance vestibule {on the side of the screw broke hand wheel), possibly
with a toilet.

- the lay-out-may include compartments with seats which may alse be used
for serving meals if required,

< restaurant comparfment which may be equipped with a partition,

- service arga: service room, kitchen, if possible o separate place for
washing up, and a provision store,

« corridor along the side of the service ond statf areas

- an infercommunicafing gangway (at the opposite end to the screw brake
handwheel}, and possibly entrarice doors ot this end,

2.1.1,1 - Provision of special premises and a toilet for
the staff-is recommended,

Plates 1 and 2 .give drawings showing the
genaral areangement of the restaurant car end restaurant-car including
compartments with seats.

w2, 1.2 - Selkservice restourant cars, butfet restaurant cars and
buffet cars shall be arronged. as. follows:

s-entrance vestibule {on the side of the screw brcka hand wheal), possibly
with a toilet

- lst-ond 2nd ¢lass compartments with seats may be included,
- restourant compartment, which may be equipped with a partition,

- display cabinet with food racks,
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- kitchen with prowvision store

- carridor along the side of the service and slaff areas

- an intercommunicating gangway (at the opposite end to the screw
brake hand wheel), and possibly entrance doors at this end.

2.1.2.1 - Provision of special premises and a toilet for the staff is
recommended.

Plates 3, 4 and 5 give drawings showing the general arrangement of
self-service reslaurant £ars, restaurant cars with buffet compartment
and buffet cars.

2.2 - Equipment of the restaurant compariment

2.2.1 - Arrangement of places, and number of seats:

2.2.1.1 - Arrangement of seats is left to the choice of the Railway,
however the following arrangements are recommended.

2+ 1 or 2+ 2

*2.21.2 - At least 42 seats shall be provided in restaurant cars and
self-service restaurant cars.

2.2.2 - An.arrangement of seats with fixed backs, without front legs if
possible, and with tip-up-upholstered seais is to be preferred.

The use of removable seats is authorised provided they mest the
requirements of Leaflets 566 and 567.

2.2.3 - Upholstery is to be provided for the seats, wilh a fabric
@overing and arm-rests if possible The seats should be easy 1o
Glean.

vo1.7.94
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2.2.4 - Tahles

2 -

¥ 2.2.4.1 - The distance between table centrelines shall be at least
1780 mm.

*2.2.4.2 - The fables shall be fixed solid with the coach body.
* 2.2.4.3 - The table tops shall he provided with a raised edge.

2.2.4.4 - It is recommended that the surface and finish of the table
{ops: should make it possible to lay the table:

- with a table-cloth

- with table-mats

- without cloth or mats.

* 2.2.4.5 - Edges, comers and overhanging sections of removable
seals must be rounded off; and where possible uphalstered.

*2.2.6 - The windows shall be fitted with sun-blinds.

*2.2.8 - Holders for hand luggage shall be provided ‘according o the
arrangement of the compartment, either as individual or-continuous
rack.

2.3 - Equipment of compartments with seats

This part of the coach may also be arranged as one large open
compariment.

If it is planhed to use this area also as a restaurant, tables din
accordance with Point 2.2.4 above shall be provided.

1-7-94
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