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* 1. To further the lifting opcrations in workshop when wagons are
ropaired or overhauled, as well as for re-railing operations after a
derailment, wagons must be fitted, on cach side, with at least two points
at which they can be lifted in the empty or loaded condition. These lifting
points must be identified:

- by marks as per Figure 1a of Appendix 1 (lifting without running gear

()

- or- if the wagon structurc so permits - by marks as per Figure 1b of
Appendix 1 (lifting with running gear (1)).

Examples of application of these marks-are given in Appendix 2.

2- It is recommended that these lifting points be placed at a distance
equal (o or excecding 1400 mm from the axle centre-line in order to allow
for the existing installations for the replacement of axles in inspection pit.
Figure 2a of Appendix 2 shows examples for the application of this
recommendation.

#3. For purposcs of re-railing wagons should be provided with
supporting points, level with the headstock and perpendicular to the
buffer fixing plane, for lifting the loadcd wagon (plus its running gear) (1)
al one end. However, when constructional arrangements render this
impossible, il shall be acceptable for wagons to be lifted from a point
close to the headstock, al a maximum distance of 500 mim from the buffer
fixing planc (for example in the case of container-carrying wagons fitted
with long-stroke shock-absorbers).

Y

Lifting points shall be marked in accordance with Appendix-1, Figure 1¢.
Marking examples are given in Appendix 2.

C)!) Bunaiag gear shall be taken to mean:
€ for 2-axl¢ wagons: the axles;
3 for bogie wagons: (he bogies.
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* 4. To allow for the installation of the lifting equipment, clearances
must be provided beneath the lifting points. These free spaces must not
be occupied by components which cannot easily be removed.

*4.1 - Clearances complying with Figure 3a of Appendix 3 shall be kept
free beneath the lifting points marked as per Figures la and 1b of
Appendix 1.

®42- Clearances complying with Figures 3a and 3b of Appendix 3 shall
be kept [ree beneath the lifting points marked as per Figure lc of
Appendix 1.

43: Furthermore, as regards the lifting points marked as pet Figure
1b of Appendix 1, it is rccommended to provide the clearances complying
with Figure 3b of Appendix 3.
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