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1 = SCOPE OF THIS LEAFLET

1.1 - These regulations shall apply to ldcomotives, railcars and multi-
ple unit trains as well as to driving trailers for different types of

traction, with the exception of steam tractien.

The principles covered by these reguiations shall alsc apply to
shunting Tocomotives, regardless of thelr specific features ($ee LI
leafiet &44).

1.2.- These regulations are

= obligatory for all new stack ivable to be used on internatianal ser—
viges and referred to in 1.1, ;

- récommendatory for all other new stock.

2 —~ PROTECTION AGAINST DESTRUCTIVE
EXTERNAL FORCES

% 1 - The seats for the driver and the second man. must be placed as
high 4s pessible abave ratl level.

_ The wallz, floar and roof must he able to withstand sufficiently
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y compression, bending ar buckiing when subjected to éxternal forces.
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Z.2.I — Drivers” cabs must be built as solidly as possible and in=-
corporated in the body frame of the tractive unit, so that any deform—
ations causcd by impact wilk sccur behind and, pessikly, in front of
the driver's cab, -

In. particular; tha front side of the driver*s gab myst be
sufficiently fitted into the body frame and capable of appreciably with-
standing deformations, in the event of a collision, éspecially in the
arga between the head stocks and the bottom of the windows.

It is recommendad that the structure be guaranteed againsgt
residual deformation when subjected to the following compression stress-
ES

Locamo= .
. Railcars Remar Ks
tives
At the bottom Evenly distributed
of Wwindows 300 ky 300 ki iy et
At head 2000 ki 1500 kN Applied on both
stock {(0te Leaflet 625-7) [buffers
levet 2000 ki 1500 ki Applied in the
centre~1ine of
autamatic couplers

It is furthermore recommepded that the front part of the
tractive uynit be fitted with deviges which abserb the energy produced
on impact in the best possible manner by buckling, even if the damage
is: permanerit.,

2.2.8 — The cab window and door frames mpst be very rigid @ the
larger the apening. the moré care should Be taken to cbserve this re-
dqulatian.

Upenings should not be cut for the purpose of Tnstalling
gquipment, insofar as possible.
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