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1 - PURPOSE

The purpose of this leaflet is to specify the method of calculation to be
used for determining the nominal power of locomotives or railcars fitted with
internal combustion engines.

The nominal power thus calculated shail be the only one Used for the re-
quirements of UIC Railways when defining or designing locomotives and railcars
with internal combustion engines, in all cases and, particularly, inall documents.

2 - DEFINITION OF THE NOMINAL POWER

The nominal power of Tocomotives and railcars with internal combustion en-
gines -is the maximum power availabla at the shafts of stectric traction motors or
at the output shafts of gearboxes; caleulated in aceordance with Article 3.

3 - CALCULATION OF THE NOMINAL POWER

34 - The nominal power of locomatives and failcars with internal combustion
engines is calculated on the basis of the maximum service outputs of the internal
combustion engines sipplying the tractive power; this maximum service output
is defined in :§ 2.4 of leaflet 623 or in § 4 of leaflet 631.

3.2 - In order to obtain the nominal power, the guantities listed below are de-
discted from the sum of the maximum service outputs of the internal combus-
tion engines supplying the tractive power for the locomative or railcar :
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c 3.2.1 - The sum of powers supplied by these internal combustion engines to
directly or indirectly driven auxiliaries, e.g. davices other than the equipment
(plransmitting the power to the axles. The power supplied for engine auxiliaries
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already. taken into consideration in the effective rating of the internal combus-
tion engine, as defined in § 2.2 of Leaflet 623 or in § 4 of Leaflet 631 15 not
deducted. Each suxiliary is presumed to absarb its minimum power compatible
with the operation of the engines at their maximum seérvice output,

{n accordance with general practice, this power is taken, for each au-
xiliary, as equivalent to two-thirds of the power shown on the characteristic
curves for the devices, at a rotational speed corresponding 1o the full service out-
put for the main engines. However, for auxiliarias driven directly by the Diesel
engines, which have a non-adjustable load, the full power is to be deducted.

3.2.2 - Minimum value of the power losses in the actual fransmission com-
ponents ‘when the internal combustion engines develop their maximum service
output, i.e. In :

- the main generators and. the traction motors-of eélectric transmiission systems,

= the'gear boxes.of non-electric transmission systems,

The minimum value of the losses in a transmission system; when the
engine-develops its maximum service output, is deduced from the characteristic
curves of the transmission system.

In the case of electric transmissions, the characteristic curves are
prepared in accordance with the regulations of Leaflet 818.

3.3 - The nominal power of locomotives and railears with internal combustion
engines must not exceed the sum of the traction motor outpits at their shafrs or
the outputs of gear boxes at their output shafts under the following conditions :

3.3.1 - In the case of electric transimissions at the continuous rating of
gither generators or traction motors,
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