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RULES CONCERNING THE POSITION, TYPE AND
DIRECTION OF OPERATION OF THE MAIN CONTROL
EQUIPMENT ON COMBUSTION-ENGINED
TRACTIVE STOCK

1. Scope of application

1.1, These ryles apcly 45 #ajn Viae Incovofives and motar-coaches
which arg dfiven hy means of combust lon engines, as well aj
ta the units comorising combustion-engised motor-coach e tg
equioped with driving cats, They do not anply Yo shesti+y
Yocomat ives,

1.2, These fules are

= of an obligeiory charactar for stack which has yel to te
copsiructed Tor ise on iaternatinana) $érfvices and is Jes
critesd onder 1,1, 3tove,

= of A rerameosadatan characier far all ather stask,
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2, Movements to be carried out by means of the controls.

2,1+ The purpose of the power copirol switch shall be fo regulate
the tractive effort, and where appropriate, the braking
effart provided by the motor,

2.2, The purpose of the reverser shall be 1o controb the direction
of running.

2.2.1. Intermediate positlons, used for special purposas
which &re Independent of the direction of running
can be pravided between the two end positions con-
troiling the two directlons of running.

2.2,2. The reverser and the control switch can be arvanged
in such a - way that mutual interlocking {5 possible.

2.3. The purpase of the driver's Lrake handle shall be 1o operate
the automatic continuous Lraks,

284, The purpose of the direct-acting brake kandle skall be to
operate the direct-acting btrake.

Z,5. The purpose of the hand trake shall by to operate machani-
cally the whole or part of the motor brake.

8. Position of the control equipment insldp thae driving ocab.

3.1e The caontrol equipment shall be arranged elther oa the lert or
gn the right-hand sl1de of the driving cab, In such & way that
the driver cap operate the control switch and the brake hand-
les, even whilst watching the rear of the traia through the
&d jacent window,

3.2. The power control switch shall be placed either immediately
oppos fte the driver'™s Seat or on the &ide opposite o the
dd jacent side window.,

3.3. The reverser shall be placed. in close proximity to the econ-
trol switch,

3.4, The brake handles shall be placed on lhe same side as the
dadjacent side window,

3.5, The position of the Wand brake in the cab shsil be such
that it s easily accéessible,

4. Congtitution of the parts for operating the control equip~
ment,

4,1, In the case of locomotives, the device for operating the
tentral switch shall conslst of a wheel; in the case of
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motor-coaches. and tratlers with driving cabhs, i1 ¢an consist
either of a wheel or a handle,

4.1.1. The axls of rotation of the whee) shall be vertica.l
or slightly inclined.

4.%,24 When use js made or a nhandle, the full degree of
application of the latter from zero to full load - or
in cases when the control handle also enables braking
efforts to be applied, from the maximum braking po-
sitfon to that of full load -~ shall not exceed TSO'.
and the drc described by the handle shall be such as
to render the operation as simple as possible,

4.1.3, The power control swiich shall be arranged in such a
manner that the driver can readily ascertadn the
fosftion of the operating device, bath by reason of
the visicility of the marks, and the form itself of
the device, which can be determined by the sense of
touchs in relative darkness.

4.4,4, If thé power control switéh provides for the deve=
topment of & hraking effort, the zero position shall
be clearly indicated by means of a device obliging
the driver {o exert consliderable pressure on tha
part invelved, In order to kring It to the ipitial
braking position,

41,8, If use Is made of a wheel, it 5 recomménded that
the Zaro poditlon be arranged In the longitudinal

plane passing through the centre of the wheel,and

an the slde nearest to the driver.

4.2. The operating devlce for the reverser shell cunsist of a

slngla-arm handla,

4,2,1, The axis of rotation of the single~arm handle shall
ke vertical or slightly Inclined,

4,2,2, The operating device can be arranged kn such a manner
that it can be moved to one of the intermediate
pasiilons fcentre -pasition),

4,3, The opérating devite for thé brake valves shall consist of 3

- gjther a handle, the axls of retation of which is vertical ar
o slightly inclined;

© - or a lever, the axis of rotatlon of which is horizontal and
(o] perpendicular to the longitudinal axks of the vehicle,

c

uéi; The operating device for the hand brake shall consist of a wheel
(M °rea crank.

= Y. 4.1. The axls of ratation of the wheel or the crank shall be
E; horizental or vertical.

W2, It must be possible to immobilise the opersting device for
the hand brake in the “on" position,

5. Directlon of omration. of control equfpment

5.1, 1f the operating device for the power control switch conslsts
of a wheal, the intreasa In the traciive effort must be
obtained by turning the wheel In a clockwise direction: any
braking effort must be obtained by turning the wheel fin tha
ooposite direction, startlng from the Zero position.

feZ. 1f the operating device for the control switech conslists of
8 handte, the increase In the tractive effort must he obtain-
ed by moving the operating handle forward and away from the
driver — in elther direction of rotation? any brakling effort
must he obtained by pullling the ‘eperating handle back, b.e.
towards the driver, from the zero position, .

5.3, Yhe dperating device for the reverser most be pushed forward,
i.e. away from the driver,.for forward running, and $ulled
backwards, 1.6, towards the d¥lver, for reverse ruaning,

5.4% The application of the automatlc brake and of the direct actlng
brake shaltl be ensured

- In the case of m handle, by wmoving the tatter in an anti=-
clockwise direction,

- 1n the case of a laver, by pulling the latter to the rear, T.e.
towards the driver,

5.5, The application of the hand brake shall be ensured by moving the
vperating device in a clockwise directlon.
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