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NOTE

This leatlet is part of a-set which also incliides

Leafiat 683 : Fittings provided in coaches in the interests of hiygiene and ¢igan-
[iness:
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0 -SCOPE OF APPLICATION

The regulations set out below shiall apply to the filling devices of Diesel stock
to be built in the future and intended to be used on international services.

1 - FILLING DEVICES
FOR MOTOR FUEL
AND FOR BOILER FUEL

Each tractive unit must be fitted with filling devices for motor fuel and for
boiler fuel, making it possible to earry out the fuelling operation from above,
without prassura, from a supply. installation.

Filling devices (filling couplings}, as well as fuel tanks, including their con-
nection pipes and ventilation apertures, must be of a sizé and so arranged that
it is possible to abtain a fuel flow of

- 200 1 per minute as regards tanks with a capacity of less 500 | ;

- 400) per minute asregards tanks with a capacity exceading 500 I,

1.1 - Type of filling coupling

Simple filling coupting with a minimum aperture diameter of 70 mm,
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1.2 - Number and position of filling couplings

For €ach independent installation : a filling coupling on each side of the
vehicle . Centre of the coupling aperture :maximum 15600mm above rail level.

1.3 - Sealing cover

Filling couplings must be fitted with sealing covers secured to the coupling
o preavent loss,

2- FILLING DEVICES
FOR THE FUEL OF INDEPENDENT PRE-HEATING
OR KEEPING-WARM DEVICES

Tractive units with pre-heating or keeping warm devices which are not sup-
plied from tanks as per Point 1, must be fitted with filling devices for the fuel
intended for these independent installations.

2.1 - Typeof filling coupling

Simple filling .coupling with a minimum aperture diameter of 70 mm.

2.2 - Number and position of filling couplings

For each independent installation :a filling coupling on each side of the
vehicle.
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