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T - WHISTLES

The noise of a shunting whistle witu a frequency of 2600¢c/s and o
sound level of 95 dB (A), emitted from o point situated olong the centre-
line of the powered unit, must be audible fo:the driver of this unit when
seated, with.the window. open, in the driving cob locatred of the oppasite
end to the noise source inrelation to the motor compartment, vp to the
foliowing minimum distances {meosured between the driving cab and the
source of the sound signal);

o). for locomotives and railcars powered by combustion engines with an
infernational power rating not exceeding 1100 kW {1500 ch™®

150 m - with the engine of idling speed
50 m - with the engine running at roted speed

b} for locomotives powered by combustion engines with on intemational

power rating excecding 1100 kW (1500 ch®) and

<} for electric loecomotives and railcors :

150 m - when the ventilators of the traction motors are
not in use,

40 m - when the ventilators of the traction motors are
in use,

2 - DETONATORS

The noise of a_explosion produced by o powerful detonator (1) must
be audible to the driver when in the driving cab of the powered unit, with

the windows closed, regardless (within the permitted limits) of the speed
and rafing of the powered unit,

* ch = mefric horse power
{1} A powerhs detonator must produtce o static. an groustic pressure of 157 4B

at o distance of 10 metres, ‘comparad with the reference level of 2 X 10-5
N/m2, The conditions for medsuring the explosive force of a powerful
detonator are given in the Appendix,
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