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NOTE

This leaflet ispart of a'set which alse includes :

. L.eaflet 710 : Slacking of the track gauge on curves.
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0- SCOPE

Powered units complying with the regulations set out balow may operate
without restriction over the lines of all UIC Rajlways, insofar as the conditions
regarding the slacking of the track gauge on curves comiply with WIC Leaflet 710.

1-RAIL MOTOR VEHICLES

Rail motor vehicles must be able to hegotiate curves with & radius
r=125m {1 (2} (3}

2. LOCOMOTIVES

Lacomatives with two 2-axle bogies must be able to negotiate curves
witha radius r =100.m {2}.

3 - OTHER POWERED UNITS

The: running of powered units of other types than those mentioned
above must be covered by a prior agreement between the Railways Concerned.

{1Y Hail motor vebicies running over the system of the Swiss Federal Railways (CFF) must
be abie to negotiate 1.4b6 m track gaugse points and crossings with a radiusr =114 m
aver: a.length-of 5.87 m, whai this section of track ‘is preceded and followed by twao
other secricns, aach with a radius r == 180 'm and an approximate length of 5 rr {the
track gauge daceeasing from 1.48b to 1.436 m, followed by stralght sections (track
gauge 1.435 m}.

{2} At theo Swiss Faderal Rallways’ statlons of LAUSANNE and BRIGUE, poweared units
must ba ablato negotiate 1.455 m track gauga paints and crogsings with a radivsof on-
Iy r =86 m over a disiance of 8.4 m ; the other eonditions remain the sama.

{3} Ifthess rail motor vehicles are convayed Gritrain fercies, they must be dble 1o negotiate
curves of r =120 m radius.
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