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NOTE

This leaflet is part of a sat which also includes :

. Leaflet 505-1

Leaflet B35-2

Sjuswuindo g

Kinematic gauge for powerad units used on international ser-
VICES.

Standardisation and positioning of steps, end platforms,
gangways, handrails, tow hooks, automatic coupler and brake
valve Controls on -wagoris in connection ‘with the fitting of
the automatic coupler on the UIC Member Railways and the
051D -Member Railways.
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The following provisions-shall apply to new Diesel and glectric shiinting pa-
wered units, exclusively or mainly intended for shunting purposes.

T- At |east one end, and if passible both ends, of the shunting powered units
shall be provided with a transverse platform accessible from both sides.

2- The following shall be provided at sach of the four corners of the underframe:

- either. a step for gaining access to the platform, situated longitudinally and en-
abling at least one member of the staff to stand on the lower rung,

- or, in the event of no platform being provided, a recess embodying a step on
which at least one member of the staff can stand.

3: The dimensions of the end platforms, in the longitudinal direction of the pg-
wered unit, shall be sufficient to allow staff to gain access thereto in complete
safety.

The cutside of the platforms shall be provided, over the wholé frontal width
of the powered unit, with a guard rail at least 1 100 mm high, constructed with
a view to safeguarding staff against any possibitity of falling on to the track.

If the guard rail consists of a handrail and an intermediate horizontal bar,
the height of the latter above the floor shall nat exceed 350 mm.

4- The lowest rung of the steps mentioned in°§ 2'shall be situated at the lowest
height above rait levél compatible with the gauge limits, without exceeding
560 mm. The positioning of this rung shall ensure that a member of the staff
standing upon it comes within the gauge (Leaflet 505-1). The unohstructed sur-
face of this rung shall bé at least 500 rm long in the ranning directiom, and at
least 300 mm-deep transversely.
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