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Leaflet to be classified in volumes :

V - Transport Stock
VIl - Ways and Works

Amendments

Preliminary remarks :

A double vertical line () in the margin denotes amendments introduced on the date shown at
the foot of the page.

Enforcement of this leaflet is govermed by the provisions listed under “Application” at the end of
the document.
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Note

This leaflet forms part of a set which also includes :

- Leaflet 505-1  : Railway transport stock - Rolling stock construction gauge

- Leafiet 600 . Electric traction with aenal contact line

- Leaflet 608-1 : Consequences of the application of kinematic gauges defined by UIC
leaflets in the 505 series on the design of the contact lines

- Leaflet 6068-2  : Installation of 25 kv and 50 or 80 Hz overhead contact lines

- Leaflet 608 - Conditions to be complied with for the pantographs for tractive units used

on international services

- Leaflet 870 . Technical specification for grooved contact wires
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1 - Introduction

The aim of this leaflet is to ensure proper working between different pantograph and overhead
line designs on the European high speed network defined by the Eurcpean Union, whilst taking
account of the need for for reliability and cost effectiveness.

This high-speed network comprises lines designed for minimum speeds of 250 km/h, upgraded
lines designed for speeds of up to 200 km/h and other lines forming part of the European rail
network. Future high-speed lines are to be installed using alternating current (AC) systems.

This leaflet sets out requirements and recommendations for pantographs and overhead lines for
speeds of over 100 km/h, taking account of the present situation on the Railways. The
pantograph design incorporates standard-bow geometry for operation on AC rail networks. A
second pantograph may be designed or introduced to cater for the needs of regional rail
networks. These parameters shall only refate to AC rail systems.

The specifications contained in the leaflet are mandatory for the design of pantograph and
overhead-system components and then shali apply to the design and building of new
installations on the European high speed network. For existing lines, which are a constituent
part of this high-speed rail network, every effort should be made to meet these same
requirements.

-

The recommendations contained in the leaflet constitute current state-of-the-art technology and
reflect the experience gained by different Railways operating high-speed trains.

2 - Arrangements

The following UIC leaflets contain specifications for pantograph/overhead-line system
components :

2.1 - Gauge - UIC 505/606-1

2.2 - Overhead equipment - UIC 870/606-1
Contact wire stagger - UIC 606-2
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