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1 - Principles

The  lists of identification characteristics and. corresponding tables
conslitute user-fnendly document systems, usable not oenly for purely
manual processing but also for the most-modern data. processing.

ldentification characteristics ({individual characteristics), such: as height,
width, length, material, ete, are the specific properties of given articles
that represent their distinctive features independent of their environment
{origin, use, etc]

Identification characferistic lists consist of a record of identitication
characteristic data for a group of articles, The lists are based on the
tables of identification characteristics: listing characteristics for the
group of articies and can thus be used to group together, demarcate
and select similar items.

The number of identification characteristics to be selected should be
kept within reasonable-limits so that identitication characteristic listscan
be quickly :@nd easily used: They must however be sufficienlly large 1o
allow an individual article to be satisfactorily defined in relation 1o
others.

Tables of identification characteristics should always include the 9
internationally-defined code letters A to J, even if the description of a
particular article requires fewer fidentification characteristics in a given
case. It necessary, it is also possible to place seveéral gentification
characteristics under one lettar, distinguishing among them by means
of indéx numbers, e.0. EIl and B._. The number of printing characters
for identification. characteristic data relating to: all 9 code letters has
been et at 70. One position should be counted for each unused code
fetter. To. make identification easier, further characteristics. may be
indicaled in addition: 1o the code letters {A... J) already defined. IT this
i done, arabic figures should be used to qualify the code letter shown
in the series of identification characteristics.
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Tables of identification’ characteristics. contain one line of code letters,
another with identification characteristic descriptions, -and ‘a third giving
the units:

The simplest possible diagrammatic representations should be provided
with the identification characteristic tables. The relevant :code letlers
shall be entered on these diagrams, and the diagrams themselves
numbered numerically for each table:

The structures adepted for the identification’ characteristic tables shall
be such that the greatest pessible number of similar articles fgroups of
articles) can be grouped together on the basis of uniform identification
characteristics, thus aliowing the user to compare them In terms of
appearance and mechanical characteristics within the given limits, This
type of common identification characteristic' table can be used, for
example, to group together all the major identification” characteristics of
the groups of articles such as "cap screws and bolts™.

For c¢ertain individual standards. or leaflets - e.q. for self-tapping screws
not all the identification characteristics defined in the tables of
identification characteristics for "cap screws -and bolis" are necessary
for clear identification. The ‘identification characteristic descriptions not
required remain open in the .detailed 1table of identification
characteristics.

The tables of identification characteristics for parts already ‘included in
UG leaflets: are shown in Section 2. of this teaflét with the
corresponding diagrammatic -representations;
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2 - Definitions of characteristics for UIC parts

U-sections - Z-sections

Leaflet 801-19
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Figure 2

Figure 1
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