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Preliminary remarks :

A double vertical line () in the margin denotes modifications
introduced on'the date shown at the foat at the page.

Enforcement of this leaflet is governed by the provisions listed under
the heading "Application” at the end of the document.
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Note
This leaflet is part of a series which also includes :
Leaflet 563 Fittings provided in coaches in the

interests of hygiene and cleanliness.
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1 - Object

1.1 - Scope

This specification defines the technical characteristics with which
paper hand-towels must comply. It completes the provisions in
Leaflet 583 "Fittings provided in coaches in the interests of hygiene
and cleanliness".

All particulars relevant to implementation of the contract, especially
those concerning application of the following paragraphs :

2-2-1-1, 2-:2-2-1, 2-2-4-1 , 4-1-2, 5-1 and 52
shall be specified in the purchase order orits appended documents.
1.2 - Classification

Paper hand-towels are classified into 3 categories

- TG top category
- Q¢ ordinary category
<= NC normal category

Hand-towels shall be manufactured from crinkled paper.

Paper hand-towels may, if required and with the agreement of the
nurchasing Railway, be coloured, printed and multi-layered.

1.3 - Reference documents

& Leaflet 563 : Fittings provided in
o coaches in the

c interests of hygiene
3 and cleanliness.
gcommendation ISO/R 187 - 1961 : Method for the

=+ conditioning of paper
» and board test

samples.
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international-Standard (SO 536 - 1876: Determination of
grammage.

International Standard IS0 1924 - 1976: Paper and board -
Determination of tensile
strength.

International Standard 18O 2144 - 1974: Paper and board -
Determination of ash

International Standard |S0O 2470~ 1973: Paper and board -
Measurement of diffuse
blue reflectance factor
{150 brightness).

International Standard |50 3781 - 1976: Paper and board -
Determination of tensile
strength after immersion

in water for a specified
period.

2 - Characteristics
2.1 - Component materials
21.1 - Paper

The paper pulp used for obtaining the paper from which hand-towels
are manufactured shall have the following fibre conterit :

- TC : 100 % pure cellulose (100 % new chemical pulp),
- 0OC 1 2 75 % cellulose fibres

= 25 % ligneous fibres (reprocessed)
- NC : 100 % ligneous fibres (reprocessed)

The fibre content shall be checked In accordance with the particulars
given.in § 4.1.4.1 of ihe present specification.
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