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Executive Summary 

1. The CAA’s airspace change process is a seven-stage mechanism that is set
out in detail in CAP 725.  Under this process in February 2015, NATS
submitted an Airspace Change Proposal (ACP) titled the London Airspace
Management Programme (LAMP) Phase 1A proposal to the Civil Aviation
Authority (CAA), to propose changes to airspace in the south-east of England
including proposals to change a number of arrival and departure procedures at
a number of aerodromes.  LAMP Phase 1A was a major airspace change
designed to deliver modifications to airspace arrangements affecting a broad
swathe of south-east England from Stansted to the Isle of Wight in order to
provide, primarily, capacity and efficiency benefits.  There are five individual
elements (referred to as Modules) of the LAMP Phase 1A proposal.

2. Module C was sponsored by NATS and proposed a number of changes at
London City Airport (LCA) and some procedures for adjacent airports as
detailed below:

 New Standard Arrival Routes (STARs) for LCA together with new Point

Merge arrival ‘transition’ procedures.

 Revised routeing for LCA southerly SIDs (now RNAV-11).

 New RNAV-5 STARs for Southend.

 Lowering of some Controlled Airspace (CAS) in the Thames Estuary to

support the new procedures.

 Re-routeing of Stansted, Cambridge, Luton and Northolt ‘Detling’

departures towards Clacton before turning to the south-east.

 New ATS routes within existing CAS.

 RNAV-1 replications of the low altitude portions of the existing ten LCA

conventional Standard Instrument Departure (SIDs) with RNAV-1 SID

replications, and introduction of RNAV-1 replication arrival procedures of

the LCA radar vectored arrival flight paths to intercept the Instrument

Approach Procedures (IAP) for both Runway (Rwy) 09 and Rwy 27 with

RNAV-1 arrival procedures; these procedures are covered in Module B.

1 RNAV-1 denotes a performance-based navigation (PBN) standard of area navigation for use in the 
design of instrument flight procedures for departures and arrivals 
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 A portion of the Runway 09 arrival ‘transition’ procedure will also be used 

by traffic inbound to Biggin Hill.   

 New Gatwick RNAV-5 STARs routeing inbound to TIMBA from the north-

east/east.  

 Re-sectorisation of NATS control sectors in the south and south-east 

3. Stage 7 of this process is a Post Implementation Review (PIR) that normally 
begins one year after implementation of the change. 

4. The sponsor provided PIR data to the CAA in June 2017; on 18 October 2017, 
the CAA commenced the PIR of the impact of its decision and the implemented 
change.  The content and outcome of this review process by the CAA is 
discussed in detail in this report including its annexes. 

5. On 2 January 2018, the CAA introduced a new process for making a decision 
whether or not to approve proposals to change airspace design (CAP1616).  
However, as this ACP was fully implemented prior to the introduction of that 
document, and the PIR data received by the CAA prior to its introduction, this 
review has been undertaken in accordance with CAP725 and the Department 
for Transport’s Guidance to the Civil Aviation Authority on Environmental 
Objectives Relating to the Exercise of its Air Navigation Functions (2014).  

6. During the review process, the CAA considered data provided by NATS. As a 
result, the CAA has reached the following conclusions: 

Operational Conclusion 

7. The implementation of the point merge procedure has been successful.  ATC 
workload has been reduced and the new systemised airspace design has 
resulted in an improvement in safety risk within the Swanwick TC environment 
and, with the TC Thames sector.  The other elements of the Module C designs 
have been integrated successfully with the London City point merge and new 
departure procedures via EKNIV.  The aims and objectives of the proposal 
have been achieved. 

Complaints Conclusion 

8. For the most part, complainant locations are consistent with the traffic patterns 
we were expecting to see.  However, there is one location where that is not the 
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case, which suggests that the actual traffic pattern is not as consistent with 
what we were expecting to see in that location.   

Environmental Conclusion 

9. The noise impacts are consistent with the impact anticipated in the airspace
change proposal.  On that basis, we consider that there has been no increase
in the number of people significantly affected by noise as a direct result of the
airspace change.

10. As anticipated, there has been a net reduction in the number of people
overflown, whilst there is also a proportion of the population that is being
overflown more often. We also identified one situation where the traffic pattern
deviates from what was forecast in the consultation feedback report.

11. This Module, in conjunction with Module B, has not achieved the reduction in
annual CO2 emissions that was expected.  Instead these two Modules have
resulted in an increase in CO2 emissions.

Confirmation of LAMP 1A Module C Implementation 

12. In respect of Module C of LAMP Phase 1A, the CAA confirms that no
modification of the RNAV-1 arrival and departure designs are required by NATS
except for:

1) Chart naming and associated data base coding changes as discussed at

paragraphs 63-65.  This is a requirement for the CAA to implement the

ICAO arrival chart naming convention for London City and Biggin Hill

arrival procedures.  This is to be discussed between the SARG IFP

regulators and NATS with the action ratified to implement this

requirement.

Note: this is an operational procedure naming issue and will not affect the

position of any of the aircraft tracks over the ground.

In respect of the one situation where the traffic pattern deviates from what was 
forecast in the consultation feedback report, we recommend that the sponsor 
examine why there is a traffic pattern over the Hoo Peninsular which was not 
portrayed in the consultation feedback report.  This concludes the CAA’s 
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airspace change process in respect of London City Airport’s airspace change 
request dated 16 February 2015. 

Note: With respect to the variance from the forecast CO2 emission benefits and 
the actual CO2 benefits realised, we recommend the sponsor investigate why 
the change proposal has not achieved the forecast fuel and CO2 benefits. 

The PIR Report 

13. This report, and its annexes and attachments, provide a summary of the 
information the CAA has reviewed and taken into account before reaching 
these conclusions.  However, all the information the CAA has taken into 
account is published on our website/interim portal. 
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Scope and Background of the PIR 

What is a Post Implementation Review 

14. The CAA’s approach to decision-making in relation to proposals to approve
changes to airspace is explained in its Guidance on the Application of the
Airspace Change Process, CAP 725. This detailed Guidance provides that the
seventh and last stage of the process is a review of the implementation of the
decision, particularly from an operational perspective, known as a Post
Implementation Review (PIR).

15. The Guidance states that the purpose of a PIR is to determine whether the
anticipated impacts and benefits in the original proposal and published decision
are as expected, and where there are differences, what steps (if any) are
required to be taken.

16. If the impacts are not as predicted, the CAA will require the change sponsor to
investigate why, and consider possible mitigations or modifications for impacts
that vary from those which were anticipated to meet the terms of the original
decision.

17. A PIR is therefore focused on the effects of a particular airspace change
proposal. It is not a review of the decision on the airspace change proposal,
and neither is it a re-run of the original decision process.

Background to our conclusions in this PIR Decision 

18. On 13 October 2015, the CAA approved LAMP Phase 1A change proposals to
change traffic patterns for Stansted and Luton SIDs, London City arrival and
departure routes, route network changes for London City, Gatwick,
Farnborough, Southampton and Bournemouth; these changes involved a
variety of changes which included RNAV-1 procedures for London City arrivals
and departures and a number of new ATS routes providing connectivity to the
route network in adjacent States’ airspace.  The changes for the London City
network changes were proposed as Module C which is the subject of this
report.  In our Decision document dated 22 December 2015, we provided
information and background to the change. We recommend readers of this
report read that decision in conjunction with this document.
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Conditions attached to the CAA’s decision to approve the 
change. 

19. The following conditions were placed on the sponsor: 

1 The GEGMU and GODLU RNAV-5 STARs do not have the required 
protection in accordance with the SARG AR Airspace Containment 
policy (i.e. 5NM either side of the nominal track) as they pass close to 
the north-west and north-east corners of Danger Area D037.  NATS 
are to ensure controllers monitor traffic to ensure aircraft do not enter 
D037. 

2 NATS to ensure traffic entering the GODLU Hold does not cross into 
the Paris FIR (this is a technical issue and in reality is not expected to 
occur). 

3 NATS to ensure traffic entering the ROPMU Hold does not leave CAS 
to the north (this is a technical issue and in reality is not expected to 
occur). 

4 NATS to ensure traffic entering the ATPEV Hold does not enter the 
Danger Areas to the north-east. 

5 NATS to ensure traffic entering the OKVAP Hold does not cross into 
the Paris FIR (this is a technical issue and in reality is not expected to 
occur). 

6 NATS is to monitor the performance of arrivals between: 
JACKO-NONVA and NONVA-BABKU,  
ERKEX-OKVAP, 
NEVIL-OSPOL 
and provide feedback to SARG IFP if there is evidence of any 
operational issues. 

7 The utilisation of controlled airspace regarding climb and descent 
profiles following LAMP Phase 1A implementation is to be reviewed 
by NATS by 31 August 2016 in order to address the CAA’s list of 
possible options for raising the lower limits of controlled airspace 
following implementation of LAMP Phase 1A which were discussed 
with NATS on 21 May 2015.  NATS is to advise the CAA by 31 
August 2016 regarding what revisions to the lower limits of controlled 
airspace are feasible and, if appropriate, advise the CAA which 
options are not feasible.  
If changes are possible, these will be co-ordinated by the CAA for 
implementation at the next available ICAO Southern England and 
Wales 1:500,000 chart update. 
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8 By 31 August 2016, in conjunction with the above, determine whether 
the lower limits of the LTMA may be raised in LTMA Sectors 3 and 8 
as follows:  
-- LTMA Sector 3 (3500-FL195) situated south of the Southend 
CTA 7 and, 
-- the revised LTMA Sector 8 from the north coast of Kent to the 
boundary of the LTMA Sector 21/N859 eastern extremity taking due 
consideration of the new southern arrival segment of the London City 
arrival transition procedure.   
NATS is to advise the CAA by 31 August 2016 regarding what 
revisions to the lower limits of controlled airspace are feasible and if 
appropriate, advise the CAA which options are not feasible.   
If changes are possible, these will be co-ordinated by the CAA for 
implementation at the next available ICAO Southern England and 
Wales 1:500,000 chart update. 

Note: This is in conjunction with Module E. 

Conditions 1-6 outcome 

20. In the PIR data provided, there were no incidents reported as Mandatory
Occurrence Reports (MOR) relating to reporting requirements regarding
conditions 1-6.  Therefore, we are satisfied that these conditions for monitoring
the relevant flight paths have been met.

Conditions 7 & 8 compliance 

21. For a number of reasons, a delay in completing the required review action
required by NATS by 30 June 2016 was necessary and a revised deadline of
31 August was agreed with the CAA. The results of this review were
subsequently provided to the CAA on 31 August 2016 and is referred to in
Annex A.  This will now be reviewed in light of further airspace change
developments.

Condition 7 outcome 

22. Regarding Condition 2, NATS complied with this condition and completed a
review of the lower limits and usage by GAT in a number of areas of controlled
airspace along the south coast region both over the sea and overland.  A
number of possibilities for controlled airspace lower limit revision were identified
and discussed with the CAA including raising some lower limits of controlled
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airspace mainly over the sea and more towards the Thames Estuary (in 
conjunction with Module C approval conditions).  Adjustments and some 
rationalisation of controlled airspace lower limits was circulated to NATMAC 
members prior to NATMAC 80 in October 2017.  Some NATMAC members 
responded, however, when discussed at NATMAC, it was thought that more 
time was necessary for members to assimilate the details and impacts of the 
proposals (see Annex F).  This was recorded in the NATMAC 80 meeting 
notes:  

NATMAC 80 PARA 10.2 

South Coast Rationalisation.  The proposal for the rationalisation of controlled airspace base 

levels along the South Coast and in the Thames Estuary had been the subject to a very short 

NATMAC consultation period due to the deadline for charting submissions.  Representatives 

were concerned, however, that too little time had been allowed to fully consider the proposals 

and objections had been raised over service provision, flight in icing conditions and areas 

where it was considered that further rationalisation could be made, but where there was 

insufficient time to consider them.   PPL IR, also raised the subject of alternative options such 

as changes to airspace classification to achieve the desired aim.  Consequently, the Chairman 

accepted that, whilst the proposal had constituted a genuine attempt to secure a ‘quick win’ in 

terms of releasing controlled airspace, further scrutiny of the proposal was needed.  The 

proposal would be put on hold to allow NATMAC Representatives to consider the proposal 

further. 

23. Following NATMAC 80, no further feedback was received from NATMAC
members.  Therefore, the CAA has decided to re-examine this initiative once
the outcome of the Farnborough ACP is determined and will notify NATMAC
members in due course.

Condition 8 outcome 

24. Regarding Condition 3, NATS complied with this condition and completed a
review of the utilisation of this airspace.  The outcome is:

1) For LTMA Sector 3 (3500+), no change was feasible due to the altitude of

Gatwick, Southend and Biggin Hill arrivals.

2) For LTMA 8 Sector (5500+), whilst there were significant numbers of GAT

flying through this airspace at 6000ft and above, NATS determined that

there might be scope to raise part of this area.  However, until the

outcome of the Farnborough ACP has been determined, it was not
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possible to determine what would be feasible.  Therefore, it was agreed 

by the CAA that CTA bases to the south of the London Terminal Control 

Area (LTMA) would be reviewed after any decision on the Farnborough 

proposed controlled airspace change is made by the CAA.  Therefore, the 

CAA has decided to re-examine this initiative once the outcome of the 

Farnborough ACP is determined and will notify NATMAC members in due 

course. 

Data collected for the purpose of the PIR 

Sources of Information 

Change Sponsor 

25. By letter of 20 May 2016, the CAA requested from the change sponsor the data
sets/analysis attached at Annex A by 4 May 2017.  This summary of evidence
is also published on the CAA website.  Due to the volume of data required, the
collation process and sponsor review of the data prior to submission to the
CAA, the data was actually provided to the CAA on 2 June 2017.

26. During the review process, the CAA considered:

 Bridge: the NATS anticipated impacts and benefits summary;

 Bridge Comms 1 complaints summary;

 Bridge Comms 2 complaints details;

 Bridge fuel CO2 analysis v 1.0;

 Bridge population overview analysis v2.0;

 Bridge safety confidential MORs-LAMP related;

 LAMP PIR requirements Master evidence providence by the sponsor;

 C11 Env C1, C2, C4 commentary summary by the sponsor;

 C11 E arr and W arr 70-00 track density plots;

 C13 PAT alerts;

 C Env 2 LC AONB comparison Arrival & Departures plots;

 Whisker Multi 2013 and 2016 easterly and westerly arrival altitude track

dispersion plots in 1000ft intervals.
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27. We have noted that the change sponsor provided all of the data requested.  
The evidence provided is published on the CAA website.  

Operators and Airlines  

28. (1)  As highlighted in the Module B report, the CAA received some early 
feedback from some operators on issues with the naming of arrival procedures 
and associated issues with the loading of flight procedures into the aircraft 
FMS.  This was quickly addressed and resolved – the detail is covered later in 
the operational issues section of this report. 

(2)   An issue was brought to our attention concerning some aircraft users 
experiencing difficulties with the procedure naming of the Biggin Hill transition 
arrival procedures in their navigation database – the detail is covered later in 
the operational issues section of this report. 

29. NATS is the air navigation service provider (ANSP) currently providing air traffic 
control services for arrivals and departures at the Airport. On 20 May 2016, the 
CAA confirmed with NATS the PIR data submission requirements to enable the 
PIR to be analysed.  This request was published on the CAA’s website and the 
response is included at Annex A and on the CAA website together with all the 
data provided.  

30. Regarding the Annex A requirements, NATS provided evidence to satisfy all the 
PIR requirements.  Some database coding issues had already been brought to 
the attention of the CAA during the first year of operations (as alluded to 
above).  Specific aspects are considered in more detail later in the report. 

Other data we have considered 

31. The CAA and change sponsor have received feedback from groups and 
residents much of which was directly related to the issues that the CAA 
required to be considered under the terms, scope and objective of this PIR.  
Groups and residents local to LCA have raised complaints on aircraft noise, 
overflight and concentration of flight paths with the airport and the CAA – this 
was covered by Module B PIR report.  
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Objectives and Anticipated Impacts 

The original proposal and its objectives 

32. The original airspace change proposed changes to portions of the London City
Airport and Biggin Hill arrival and departure routes above 4,000ft.  Fifteen new
Standard Arrival routes (STARs) and six new arrival transition procedures
would be introduced to facilitate RNAV-1 arrival connectivity between the en-
route airway structure and London City and Biggin Hill Airports.  Five STARs to
Gatwick would be realigned, and seven new STARs to Southend Airport would
be introduced.

33. Six SIDs from London City would be replicated along their entire length, ending
at Clacton, Brookmans Park and Compton VORs.  For departures to the south,
the six conventional SIDs to Southampton, Dover and Lydd would be replaced
by two RNAV-1 SIDs to EKNIV.

34. The objective of these changes was to introduce a new, more efficient, system
of RNAV-1 routes to replace the conventional procedures in use prior to the
change.

Anticipated Impacts 

35. We determined that the new RNAV-1 procedures would provide a benefit to
those operators whose crews and aircraft flying into London City are approved
and certified to fly RNAV-1 procedures; at the time of the ACP submission, the
estimate was that on implementation, this equated to 70% of all operators.  In
our Decision document, we stated that until such time when a UK mandate for
RNAV-1 operations became effective (at that time the estimate was November
2017 but this mandate has since been withdrawn in light of changes planned
for future airspace modernisation under Future Airspace Strategy
Implementation (South)), non-RNAV-1 operators would be able to fly the
existing conventional SIDs.  The non-RNAV-1 southerly departures would
receive radar vectoring to follow the departure track of the RNAV-1 SIDs to gain
height to cross above the inbound traffic, and the non-RNAV-1 inbound traffic
will continue to be radar vectored into the arrival sequence.
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36. Traffic inbound to Southend would also see revised routeings via the GEGMU 
STARs from the east, south and south-west.  The airspace design was to 
ensure that this traffic is safely separated from the London City routes, and a 
more predictable flight path provides certainty to crews regarding their routeing, 
although there would be some increased track mileage with the new STARs.  
Compared with the techniques used due to airspace constraints, it was 
expected that pilots would have a better awareness of the expected route in 
advance, and the route from airway to runway would be defined in the aircraft’s 
Flight Management System (FMS). 

37. We concluded that overall these proposals would achieve a net benefit in terms 
of fuel savings (and less CO2 emissions) for aircraft using London City.  We did 
note that aircraft operating specifically from London City to and from airports in 
the north of the UK will fly extra track miles due to the revised inbound route 
from the north.  In our view however, we thought that this was more than offset 
by the benefits achieved by improved climb profiles for all aircraft using London 
City and the higher and re-profiled arrival flight paths which burn less fuel and 
that the proposal would also result in less holding at low altitudes.  The CAA’s 
Module C Operational Assessment and Environmental Assessment provided 
the relevant data.2 

38. A summary of the anticipated impacts on CO2 emissions from the LAMP Phase 
1A Modules was attached at Appendix 1 to the Environmental Assessment 
submitted by NATS to the CAA along with the LAMP Phase 1A airspace 
change proposals Modules A – E.3   

39. We concluded that the changes proposed in this Module were likely to benefit 
air navigation service providers as it is anticipated that air traffic control 
workload would reduce as a consequence of this change and the changes in 
the other Modules.  This would provide both safety and capacity benefits. 

40. The CO2 assessment of this Module was combined with that of Module B in the 
original proposal.  The anticipated combined CO2 reduction for Modules B and 
C was estimated to be with the range of 10,100-20,200 tonnes in 2016.  In 
addition, as discussed in the CAA’s Environmental Assessment, overall, the 
LAMP Phase 1A package of proposals was anticipated by NATS to provide an 
estimated 34,900 tonnes of CO2 savings in 2016.  Fuel savings were predicated 

                                            
2 http://www.caa.co.uk/Commercial-industry/Airspace/Airspace-change/Decisions/London-Airspace-

Management-Programme-Phase-1A/. 
3 http://www.caa.co.uk/Commercial-industry/Airspace/Airspace-change/Decisions/London-Airspace-

Management-Programme-Phase-1A/. 
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on a number of factors and were calculated for a series of scenarios for 2016 
and 2020 timelines.  Taking a more conservative assessment, for the purpose 
of making this decision we concluded that we anticipated that the LAMP Phase 
1A changes overall, (as enabled by Module C) would deliver a reduction of 
approximately 17,400 tonnes of CO2 in 2016 and 20,800 tonnes in 2020. 

41. Since this proposal and the other airspace changes within LAMP Phase 1A
required no changes to ground infrastructure, we anticipated that there would
be no effects on biodiversity.

42. Since the proposed change did not alter operations below 1000ft AMSL we
anticipated there will be no effect on local air quality.

43. We assessed the anticipated impact of noise emissions on the changes
proposed.  When doing so we had regard to the altitude based priorities as
given to the CAA by the Secretary of State in the 2014 Guidance to CAA on
Environmental Objectives (set out in Annex A to the CAA Decision: Part
applicable to each LAMP Phase 1A Modules A – E.

44. We had further had regard to the 2014 Guidance which addresses the impact
of new technology of the type that is the subject of this proposal as follows:

“With PBN, the overall level of aircraft track-keeping is greatly improved for both 
approach and departure tracks, meaning aircraft will be more concentrated 
around the published route.  This will mean noise impacts are concentrated on 
a smaller area, thereby exposing fewer people to noise than occurs with 
equivalent conventional procedures. 

…Concentration as a result of PBN is likely to minimise the number of people 
overflown, but is also likely to increase the noise impact for those directly 
beneath the track as they will be overflown with greater frequency than if the 
aircraft were more dispersed. 

…The move to PBN will require the updating of existing route structures such 
as Standard Instrument Departures (SIDs), Standard Terminal Arrival Routes 
(STARS) and Initial Approach Procedures (IAPs).  Updating individual routes in 
terminal areas can fall into one of two categories: “replication” where the 
existing route alignment is preserved as much as possible whilst catering for 
the greater navigational accuracy of PBN, or “redesign” where seeking to 
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optimise the introduction of PBN will require consideration of a different 
alignment.   

For replication, the requirement is to preserve the existing route alignments as 
far as possible” 

45. We concluded that we did not anticipate there would be a significant impact on 
noise emissions (within the meaning of Paragraph 9 of the Secretary of State’s 
2001 Directions to the CAA).  See the incorporated CAA Decision: Part 
applicable to each LAMP Phase 1A Modules A – E, Annex A for an 
explanation of the CAA’s policy in this regard.  As set out in the CAA 
Environmental Assessment this was because the proposed changes to both 
departure routes and arrival routes would have no anticipated impact upon the 
airport’s Leq noise contours.4 

46. We noted that the proposal contained changes that would result in new tracks 
over the ground although this would occur for aircraft that would be above 
4000ft AMSL.  Notwithstanding that we did not anticipate a significant noise 
impact we did consider that there is still likely to be a noise impact of the 
proposal.  Experience of implementation of RNAV-1 departures and procedures 
at other airports lead us to conclude that aircraft would more accurately fly the 
nominal track of the RNAV-1 route and would consequently exhibit more 
concentrated tracks over the ground than aircraft flying the extant conventional 
departures in use prior to the change.   

47. Our experience of the implementation of RNAV-1 Departures at Gatwick Airport 
in November 2013 (and its post implementation review in 2015) also lead us to 
anticipate that aircraft would remain concentrated on the nominal track of the 
RNAV-1 SID longer than appeared to be the case when all aircraft were flying 
conventional SIDs, even above 4000ft AMSL.  We also anticipated that the 
RNAV-1 arrivals for London City and Biggin Hill would be more concentrated 
than is currently the case.  

                                            
4 Leq contours are a method of portraying averaged noise levels, overlaid on a map so that 

locations can be easily identified.  More detailed information about Leq noise contours can be 

found at the CAA’s website http://www.caa.co.uk/Environment/Environmental-

information/Information-by-environmental-impact/Noise/Measuring-and-modelling-aviation-

noise/Measuring-the-impact-of-continuous-noise/. 
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48. For both departure and arrival traffic, on implementation of this proposed
change, only 70% of flights would be approved for RNAV-1 operations.  The
other 30% of traffic would be likely to continue to exhibit the existing dispersion
of non–RNAV-1 traffic.  Therefore, we anticipated some variance from the
expected amount of concentration until full RNAV-1 compliance is achieved.

49. We took into account that that the impact of this anticipated concentration
would relate to aircraft flying at 4000ft AMSL and above.  We had regard to the
Secretary of State’s altitude-based priorities as regards the environmental
impact of proposed airspace changes.  (See Annexe A of CAA Decision: Part
applicable to each LAMP Phase 1A Modules A - E).

50. We took into account that, in our view, some residents experiencing aircraft
noise prior to the change were likely to experience less noise because the
proposed changes in this Module were anticipated to enable aircraft to climb
higher, sooner, whereas the airspace design prior to the change required
aircraft to be kept lower for a longer period.

51. We concluded that the proposal may have had an effect upon tranquillity and
visual intrusion over Areas of Outstanding Natural Beauty (AONBs).

52. We concluded that we anticipated that the two AONBs in the Kent Downs area
were likely to experience an improvement in tranquillity and visual intrusion
impacts.  The changes proposed in this Module and in the LAMP Phase 1A
proposals overall would typically result in aircraft being at greater heights over
the Kent Downs area than was previously the case.  The proposed re-routeing
of London City inbound traffic further to the east, which would overfly Dover at
10,000ft AMSL, would impact a smaller area due to the displacement of aircraft
to the east.  At worst, there was unlikely to be an increase in the existing
impacts over the AONBs in this area.  If anything, there may have been an
improvement because aircraft would be higher overland as they cross this area.

53. In comparison, we concluded that there may be an impact upon tranquillity and
visual intrusion for the Dedham Vale and Suffolk Coast & Heath AONBs arising
from the proposal due to additional aircraft above this area.  NATS concluded
this would be an average of two extra aircraft per hour at heights of typically
12000ft AMSL and no less than 8000ft AMSL, and we agreed that this was a
reasonable conclusion.  On that basis, we concluded that any impacts on
tranquillity and visual intrusion for these areas were likely to be minor, if at all.
When taking this impact into consideration we had regard to the Secretary of
State’s altitude-based priorities set out in the 2014 Guidance to CAA on
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Environmental Objectives (set out in Annex A to the CAA Decision: Part 
applicable to each LAMP Phase 1A Modules A – E).5 

54. Having carefully considered this information we concluded that overall, the 
proposals in Module C contributed to and enabled the environmental benefits 
anticipated as a consequence of the package of proposals in this Module and 
in all the LAMP Phase 1A Modules considered together.  We acknowledged 
that some new areas would be overflown, above 4000ft AMSL and that these 
areas may experience the noise impact of concentration that is a consequence 
of RNAV-1 procedures, and the possible impact on some AONBs, described 
above.   

 

  

                                            
5 Which states that where practicable, and without a significant detrimental impact on efficient 

aircraft operations or noise impact on populated areas, airspace routes below 7000ft AMSL 
should, where possible, be avoided over Areas of Outstanding Natural Beauty and National Parks 
as per Chapter 8.1 of the 2014 Guidance. 
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CAA Assessment 

Operational Assessment 

55. The CAA examined the track data plots presented by the sponsor and reviewed
the evidence provided by the sponsor with regard to the set of PIR reporting
requirements as highlighted at Annex A.  We completed a detailed analysis of
all the new procedures flown and compiled a report which is at Annex B.  In the
track data analysis at Annex B, the SARG IFP regulator recorded whether the
procedures were being flown correctly by the operators, and if not, particular
issues were highlighted.  We also took account of feedback from operators and
engagement with database coding houses as illustrated earlier in paragraph 28.
The following is a summary of the CAA’s conclusions.

Safety 

56. From the evidence supplied in Annex A (the evidence provided in accordance
the PIR requirements), there were no Mandatory Occurrence Reports (MOR)
raised by NATS in relation to the particular scenarios where we sought
feedback given the nature of some of the design characteristics used for the
departure and arrival procedures.  We therefore conclude that the procedure
designs have been successful in this context.

57. As NATS reported in their Anticipated Impacts and Benefits statement, as a
result of the implementation of LAMP Phase 1A, the controller workload in the
London Terminal Control (“TC”) Thames sector has been greatly reduced as a
result of the new systemised airspace design with much less tactical control at
low levels overland within a congested area close to the airport.  This has
resulted in an improvement in safety risk within the Swanwick TC environment
and, with the TC Thames sector.  Whilst this is evident across the regions
affected by change in Modules B and C (the network changes), the particular
benefits within this Module are associated with the reduced controller workload
in sequencing and managing the arrival flows for LCA,  integrating the
systemised EKNIV SID departure route traffic which is designed to reduced
radar vectoring and controller workload by enabling departures to the south to
be climbed above all the arriving traffic, a factor which was previously tactically
managed by controllers before the change.  The CAA recognises that the
design has been successful in this regard, and that flight safety has been
improved with the changes implemented in this Module.
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58. Whist there is a slight overlap with Modules B and C where the changes are 
portrayed in respective consultation areas, under PIR requirement B14 in 
Module B, NATS was advised to report on any inadvertent penetration of the 
Southend controlled airspace by traffic arriving into or departing from London 
City which resulted in an MOR being raised.  There were no occurrences 
reported under the MOR reporting system.   

59. Similarly, whist there is a slight overlap with Modules B and C where the 
changes are portrayed in respective consultation areas, as covered in the 
Module B PIR report during the last year, whilst not specifically reported to the 
CAA, we became aware of a number of situations when aircraft on departure 
routeing to the east/south east have not been climbed soon enough to remain 
inside controlled airspace.   

60. Prior to LAMP 1A designs, there had been a long-standing procedure with 
departures to the south east which are technically capped by the SID design at 
3000ft (as are all other departures) following an incident in 2010; this means 
that aircraft require climb instructions above 3000ft to be issued by ATC as 
soon as they are clear of other traffic.  For LAMP 1A post implementation, given 
the requirement for ATC to climb departures above the arrivals, there was 
always a necessity to give the climb to departures early enough to establish 
vertical separation prior to the cross-over of both departing and arriving 
flightpaths.  Since implementation, whilst it became apparent that some aircraft 
have inadvertently left controlled airspace for a short period until climb 
instructions have been issued by ATC, we became aware of a number of ‘in 
house’ procedures which NATS are using to alleviate this situation, and 
furthermore, at the time of writing this report, there has been a reduction in 
such occurrences.  Although not attributable to the new airspace design, as the 
situation existed prior to implementation, the CAA will nevertheless continue to 
monitor developments.   

61. The CAA also noted that from the evidence provided under Module B PIR 
requirement B8/9/10, whilst forecast RNAV at the time of the ACP submission 
was estimated at 70%, the actual usage over the first year rose to 92.6%, 
although in the last quarter of the annual period (4 Nov 16-3 Feb 17) the actual 
usage was 95.9%.  The CAA would comment that the increased RNAV 
utilisation is also an added benefit in this Module where changes were 
implemented, in that there is less radar vectoring for non-RNAV-1 aircraft, and 
hence reduced controller workload; consequentially, this is a contributory factor 
to an improvement in flight safety for both flight deck crews and air traffic 
controllers. 
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Operational Feedback 

Flyability. 

62. Under PIR requirement C6, we asked NATS to provide details of any issues
with flyability of all SIDs and arrival transitions.  There were none known to
NATS as highlighted in the Master Evidence C6 (Annex A).  In the absence of
any further reports of any flyability issues (other than the procedure
identification issue outlined above), we therefore conclude that all the
procedures have been flown to a satisfactory standard).  However, we have a
few observations to make regarding the actual track dispersion achieved not
necessarily associated with flyability.

Observations from Track Analysis in Annex B 

•Runway 09 ODLEG arrival transition.

The point merge procedures appear to work as they were designed to. 

It would appear from the density plots that the majority of inbound flights are 

being radar vectored or provided with direct routeing to OSVEV to some 

degree.  

From OSVEV to ODLEG, the transition as published in the AIP is being flown 

as expected.  Having checked the altitude details in the “Whisker Multi 2016-

02(05, 08 & 11) -E Arrs” the altitude adherence is as expected. 

•Runway 27 LAVNO arrival transition.

The point merge procedures appear to work as they were designed to. 

The transition as published in the AIP is being flown as expected. 

A lot of ATC radar vectoring or direct to routeings can be seen occurring up to 

TOPDU and LAVNO. 

Having checked the altitude details in the “Whisker Multi 2016-02(05, 08 & 11) -

W Arrs” the altitude adherence is as expected. 

•LCA EKNIV SIDs departing to the southeast/south.
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• The RNAV density plots appear to indicate that vectoring is taking place later 

(commences at the 3rd last dot) than can be seen on the conventional SID. 

• Southend RNAV STARs. 
There were no reported issues. 

• Gatwick RNAV STARs. 
There were no reported issues. 

Arrival Procedure Identification in Aircraft FMS 

63. We determined that while the arrival procedures were being flown by the 
operators as intended, it was brought to our that the initial introduction of the 
procedure caused confusion for some operators. This was where some 
operators were unable to select the STAR and arrival transition procedures as 
cleared by ATC. This meant that ATC had to provide radar vectors until the 
various procedures had been recoded/renamed which took some time before 
all were corrected. The issue was highlighted by NATS under PIR Requirement 
B12 evidence (see Annex A).  As part of the PIR, we have determined that the 
“Transition Arrival” charts will need to be renamed as “Approach transition” by 
the procedure sponsor.  Action will be initiated by the CAA Instrument Flight 
Procedures (IFP) Airspace Regulator to address this technicality. 

Note: whilst this mainly affects the arrival procedures under the jurisdiction of 
Module C, this is included here for reference as the arrival procedures cover 
changes proposed in both Modules B and C.  

64. After the introduction of these procedures in 2016, a subsequent requirement 
as defined in the EASA Reg (EU) 2017/373 requires the UK to comply with the 
ICAO STAR naming convention.  The current UK naming convention for STARs 
and arrivals is currently predicated on the last waypoint of the procedure, 
whereas the ICAO naming convention is predicated on the first waypoint of the 
procedure.  This difference means that all London City STARs/Arrivals will need 
to be renamed in due course; however, we would highlight that this is a 
procedure naming issue and will not affect any of the aircraft tracks over the 
ground.  Therefore, to comply with this requirement, it is now recommended 
that London City STARs and Arrival transitions be re-named once co-ordination 
between the CAA and NATS has been initiated and appropriate action is 
agreed to address the issue.    

65. An issue concerning some aircraft users still experiencing difficulties with the 
procedure naming of the Biggin Hill transition arrival procedures in their 
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navigation database has recently been brought to the attention of the PIR team 
who have been carrying out the post implementation analysis.  As this has only 
come to light to the PIR team in the very late stage of drafting this report, this 
will now be investigated to enable a full understanding of the issue before any 
conclusion and recommendations can be reached.   

Air Navigation Service provision 

66. There has been adequate resource for service provision to arrival and
departures for the elements of the LAMP 1A design in Module C.  With the
expanded area of operation for the Thames Radar sector to manage the arrival
flows from the STAR Holding patterns and integrate the EKNIV departures
before transferring to the next TC sector the changes brought about a more
systemised approach to manage the traffic flows with a clear delineation of
controller responsibilities.  The Thames sector is split according to traffic
demand and complexity, but it can still be managed in a bandboxed6

configuration it there is little demand in the quieter periods.

With regard to other sectors where changes were made to Gatwick and 
Southend procedures the changes had no impact on ATC staffing or resource. 

Utilisation and Track Keeping 

67. The CAA carried out an in-depth analysis of the traffic patterns achieved by
viewing traffic samples for selected periods during 4 seasonal months
throughout the first year of operation.  The analysis report is detailed in Annex
B. The traffic samples are included on the CAA website.  To understand the
impacts, interested parties should read the guidance in Annex B before reading
the track analysis and associating the comments with the relevant diagrams.

68. We found that:

London City Procedures. 
(1) Procedures were being flown correctly by the operators.

(2) The track keeping of the London City procedures was as expected.

(3) Direct routeings to waypoints were obvious on the track plots when traffic

conditions permitted shorter routeings to be provided – this would either

have been radar vectoring (potentially for the very small number of non-

6 Banboxed: this means a combined sector with one controller as opposed to two sector controllers. 
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RNAV-1 equipped aircraft) or instructions to route to a particular waypoint 

to save track mileage and provide a more expeditious routeing; for 

example, for the Runway 09 arrival direct routeings to OSVEV are very 

noticeable.   

Extracts from the NATS Module C commentary - PIR Requirement C11 

Note: For cross referencing see the relevant document via the associated links 

in red. 

C01-C11 slide 3 – London City Arrivals. 

69. NATS advised that the pre-implementation arrival arrangements showed that
arrivals were spread over a wide area of land, at altitudes below 7,000ft. The
post-implementation point-merge structure showed the merge arcs operating as
predicted, with a concentration of flights mainly over the estuary towards the
merge point descending to 6,000ft and then following the appropriate arrival
transition (Module B).

70. In quieter periods, Runway 27 (Westerly) arrivals either follow the transition
straight down the river, or are tactically directed towards the transition
waypoints ATPEV or TOPDU descending to 4,000ft and on to Module B’s remit.

In quieter periods, Runway 09 (Easterly) arrivals are tactically directed towards 
the start of the pre-implementation downwind leg descending to 4,000ft, thence 
to OSVEV and on to Module B’s remit. 

C01-C11 slide 4 – London City Network – AONB Arrivals. 

71. NATS advised that the pre-implementation arrangements showed that arrivals
were spread over a wide area of land, at altitudes below 7,000ft.  Waypoints
DET and SPEAR were aiming points for London City arrivals. DET is in the
middle of the Kent Downs AONB, and almost all arrivals from the southeast
overflew Kent Downs AONB below 7,000ft. Arrivals from the south sometimes
overflew High Weald AONB below 7,000ft en route to DET and the Kent Downs
AONB.  SPEAR has no adjacent AONB. There was no evidence of overflight of
Dedham Vale and Suffolk Coast & Heaths AONBs by London City arrivals
below 7,000ft.
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72. The post-implementation arrival arrangements showed that traffic stays higher 
and is generally converging over the estuary around 7,000ft. The density plots 
show that far fewer flights arrive over the Kent Downs AONB and almost none 
over High Weald AONB below 7,000ft, due to this procedure. There was no 
evidence of overflight of Dedham Vale and Suffolk Coast & Heaths AONBs by 
London City arrivals below 7,000ft. 

C01-C11 slide 7 – London City Network – AONB Departures. 

73. NATS advised that the pre-implementation arrangements showed that 
departures were spread over a wide area of land, at altitudes below 7,000ft.  
Many southeast-bound departures were kept below 7,000ft and were tactically 
vectored southeast across Essex and Kent in wide swathes. Some crossed the 
Kent Downs AONB below 7,000ft. There was no evidence of overflight of High 
Weald, Dedham Vale and Suffolk Coast & Heaths AONBs by London City 
departures below 7,000ft.  Many departures via CLN to the northeast were 
tactically vectored northeast as required.  Most BPK/CPT departures headed to 
BPK and many were tactically vectored northwest or west as required.  

74. NATS commented that the post-implementation departure arrangements show 
that traffic gets higher quicker, and follows narrower overall paths. Of particular 
note, most southeast-bound departures were climbed above 7,000ft before 
SODVU and the turn southeast towards EKNIV.  Departures via CLN and BPK 
had similar tactical vectoring, also in a generally narrower overall path.  There 
was no evidence of Kent Downs AONB overflown below 7,000ft. There was no 
evidence of overflight of High Weald, Dedham Vale and Suffolk Coast & Heaths 
AONBs by London City departures below 7,000ft. For the London City network 
changes, NATS concluded that:  

Arrivals stayed over the sea for longer, and in a narrower area over land than 
pre-implementation.  Departures climbed higher quicker, and stayed in a 
narrower area than pre-implementation.  Fewer flights occurred over AONBs.  

The post-implementation arrangements are consistent with the predictions 
made in the consultation material. 
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Traffic 

75. Given that the new LAMP1A departure and arrival procedures covered within 
Module B were introduced in areas of controlled airspace which were 
unchanged, there has been no impact on other airspace users.  The traffic 
patterns observed appear to be in the main, as forecast by the sponsor and 
therefore, we would conclude that operational impacts have been as expected.  
For operators flying into LCA, the RNAV-1 procedures have produced benefits 
by reducing both controller and flight deck workload as a result of less radar 
vectoring compared with the situation prior to the change.  Note: It is however 
noted that certain operations (mainly those to and from the north and the few 
flights that fly in and out on westerly routeings from and to Ireland / USA have 
experienced extra track mileage and flight times – this is more a result of the 
changes in Module C and is covered in the Module C report. 

Environmental Assessment 

76. The sponsor provided its analysis of the environmental impacts (see Annex A 
of this report for a list of information provided) for the airspace change post 
implementation review.  The CAA has assessed that data and the details of that 
assessment are set out below. 

77. It should be noted that at the time of the consultation and decision on this 
Module, the CAA’s PBN SID Replication Policy was current and therefore its 
reduced requirements were applied to this Module. 

Noise 

78. All of the airspace design changes within Module C are for procedures that are 
at 4000ft and above.  These changes all occur far beyond the extent of London 
City Airport’s 57 dBA Leq noise contour.  (The same is true of any of the 
changes affecting traffic associated with Biggin Hill).  On this basis, we 
conclude that the airspace change has not resulted in an unexpected increase 
in people significantly affected by noise, as defined in our original decision. 
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Overflights 

Summary of “overflight” impacts, as presented in the PIR data from the 
sponsor: 

79. The table and accompanying text should be read in conjunction with the further 
information at Annex C of this report. Population counts in the table have been 
rounded to the nearest 100, and therefore differences will be due to rounding. 

Modules B & C – London 
City 

Pre-implementation 
(2013) 

Post-implementation 
(2016) 

Increase / 
decrease 

Arrivals    

Direct overflight - Ground to 
below 4,000ft 

881,000 331,000 -550,000 

Direct overflight - 4,000ft to 
below 7,000ft 

404,900 72,100 -332,800 

Direct overflight - Ground to 
below 7,000ft 

1,285,900 403,100 -882,800 

“CAP1498 swathe” 2,439,700 1,231,300 -1,208,400 

    

Departures    

Direct overflight - Ground to 
below 4,000ft 

672,900 416,300 -256,600 

Direct overflight - 4,000ft to 
below 7,000ft 

184,800 115,100 -69,700 

Direct overflight - Ground to 
below 7,000ft 

857,700 531,400 -326,300 

“CAP1498 swathe” 1,447,200 1,317,100 -130,200 

    

 

Note: The Arrivals and Departures population counts cannot be combined to show a total because 
some of the geographic areas are common to both Arrivals and Departures, especially for the pre-
implementation traffic patterns. 
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80. NATS has not used the CAP1498 “overflight” methodology to produce a set of 
contours which would have given a clearer picture the proportion of the 
population that are being overflown more often as a result of the airspace 
change.  

81. So in the case of Modules B & C, a possible proxy for gauging the population 
being overflown more often would be the headcount for those within the direct 
overflight totals (the shaded cells in the table above). 

82. Therefore, whilst it is apparent that using the simplified CAP1498 swathe shows 
that there has been a reduction in the population overflown below 7,000ft, the 
shaded cells in the table show that there is a portion of the population that is 
likely to be experiencing an increase in being overflown as a direct result of this 
airspace change, regardless of the increase in traffic volumes that has occurred 
in any event.   

Arrivals - From 4000ft to 7000ft: 

83. The reduction in overflight in this altitude band is as a result of a distinct change 
in traffic pattern resulting from the introduction of Point Merge.  This has 
reduced the number of aircraft arriving over Hertfordshire, North London, East 
Essex and North Kent in this altitude band.  The one location that appears to be 
overflown more often as a result of change in traffic pattern (other than as a 
result of concentration) is the Hoo Peninsula/Isle of Grain.  This was not an 
expected impact of the proposed change; the expected traffic pattern as 
portrayed in the sponsor’s submission (“Design Report Following Consultation 
Feedback on Route Network (above 4,000ft) over Sussex, Essex and Kent” 
Issue 1.0) only shows arriving aircraft using the arrival procedures (i.e. no 
indication of vectored aircraft) and does not indicate that this location was 
expected to be overflown more often by aircraft as a result of the airspace 
change. 

84. Whilst this change in traffic pattern was not anticipated, this location is sparsely 
populated and was already being overflown (to a lesser extent) prior to the 
airspace change. Even though some residents may be experiencing an 
increase in noise impact, that will not represent a significant change under the 
ANG 2014 due to the altitude and frequency of the aircraft that are now –––
overflying that area. 
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Departures – From 4000ft to 7000ft: 

85. The reduction in overflight in this altitude band is primarily as a result of a 
change in the shape of the traffic pattern.  There are much fewer flights heading 
east across South Essex, coupled with an apparent improved climb profile 
meaning that aircraft tracks are generally shorter, and therefore overflying a 
smaller geographic area below 7000ft.  In the original consultation and 
proposal, the sponsor indicated that because aircraft could be tactically 
vectored from 4000ft, they did not anticipate any change in traffic patterns 
above that altitude.  In our consideration of the impacts when making our 
decision on the original proposal, we noted that our experience of previous SID 
“replications” for other airspace changes when PBN SIDs are introduced 
suggested that concentration also occurs above the height at which tactical 
vectoring is possible.  This was our expectation at the time of the decision, and 
the above assessment of the overflight analysis supports that expectation for 
departures between 4000ft-7000ft. 

Areas of Outstanding Natural Beauty and National Parks 

86. The potential impacts upon Areas of Outstanding Natural Beauty and National 
Parks were considered as part of our original decision on Module C.  The 
impacts evident from the PIR data support the expectations that: 

 There are no AONBs or National Parks that that are overflown more often 

below 7000ft than prior to the airspace change; 

 The previous pattern of traffic over the Kent Downs AONB has improved, 

with fewer and more dispersed aircraft flying over this area below 7000ft. 

On that basis, we conclude that there are no unanticipated impacts in terms of 

tranquillity on AONBs or National Parks. 

CO2 Emissions 

87. Further detail of the PIR assessment of the change in fuel burn and CO2 
emissions can be found in Annex D of this report which summarises the 
impacts across all of the LAMP Phase 1A Modules.  The assessment of CO2 
emission that supported the original airspace change proposal and which the 
CAA took account of in making its decision was a combined assessment that 
reflected the totality of the changes related to London City Airport (i.e. Modules 
B and C).  In the same way, the CO2 assessment for the PIR has also 
combined these two Modules.  That said, the expectation was that the majority 
if not all of the change in CO2 emissions would relate to Module C because that 
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was the Module that reflected the large changes to the arrival routes. By 
comparison Module B was intended to be a “replication” of the existing 
departure and arrival routes, and therefore was not expected to have any 
notable change in CO2 emissions. 

88. In the original ACP, the fuel burn and CO2 estimates for London City routes did 
reflect the sponsor’s expectations of an increase in track mileage generally for 
arrivals, but also balanced this against expected savings in both holding time 
and improved vertical profiles for arriving aircraft. The result was that fuel 
savings and CO2 reductions were forecast for London City flights. 

89. The PIR assessment shows that Modules B and C have not achieved a CO2 
reduction in line with the estimated change in emission that was proposed and 
considered when the CAA made its decision to approve the airspace change.  
On the contrary, the emissions assessment indicates that rather than deliver an 
anticipated reduction in CO2 emission, these two Modules have resulted in an 
increase in emissions.  This is due to the change in the arrival routes not 
delivering the expected benefit rather than a result of the changes made to the 
departure routes. 

Environmental Conclusion 

90. The CAA’s conclusion in this PIR is that the environmental impacts 
consequential on the implementation of any of the changes are as expected 
and are consistent with the impacts we took into consideration in making our 
original decision other than: 

 The evident pattern of vectored tracks from arriving aircraft below 7000ft 

across the Hoo Peninsula/Isle of Grain. Whilst this change in traffic 

pattern was not anticipated, this location is sparsely populated and was 

already being overflown (to a lesser extent) prior to the airspace change. 

Even though some residents may be experiencing an increase in noise 

impact, that will not represent a significant change under the ANG 2014 

due to the altitude and frequency of the aircraft that are now overflying 

that area. 

Notwithstanding this, we will require the sponsor to examine why this has 

occurred and determine what action is appropriate. 
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 The CO2 emissions impact noted above. We are therefore asking NATS to 

investigate why there is this variation between the forecast benefits and 

the actual fuel and CO2 disbenefit and report on the reasons more fully.  

Community Stakeholder observations 

91. As part of the data collection process, the change sponsor was required to 
accept, process and collate noise enquiries/complaints and feedback relating to 
the implementation of this airspace change.  

92. A total of three complaints fall within scope of this review and these were 
generated by individuals residing in three different locations; one individual 
complained directly to the change sponsor, whilst the other two addressed their 
complaints to the CAA. 

93. Focussing initially on the individual which complained to the change sponsor, 
the CAA was unable to determine their exact location as they had failed to 
provide confirmation of their postcode.  However, they did confirm they live in 
Staple, Kent, a village which lies within close proximity of the centreline for the 
southerly entrance route into the Point Merge procedure. The individual 
referenced an increase in noise levels and highlighted that the traffic patterns 
are particularly ‘dense’ in the morning and early afternoon; such observations 
are consistent with the traffic patterns we were expecting to see and therefore 
do not give rise to any unforeseen impacts of the proposal.  The individual also 
stated that they were not aware of any related consultation and suggested that 
the associated communication strategy was insufficient to reach the parts of 
East Kent that were most likely to be impacted by the implementation of the 
proposed change.  The CAA notes that Kent County Council, Dover District 
Council and the Member of Parliament (MP) for South Thanet were all identified 
as stakeholders by the change sponsor and therefore that they would have 
been consulted on the proposed change; the Module C Stakeholder 
Organisations and General Public Consultation Final Report confirms that both 
Kent County Council and Dover District Council responded to the consultation.   

94. Turning now to the two complaints received directly by the CAA, one was 
generated by an individual who resides on the Hoo Peninsula, Kent and their 
property is located approximately 1.5 miles to the south of the procedure’s 
centreline.  Their complaint recorded an increase in the volume of low flying 
aircraft and the associated noise impact, whilst highlighting that they were not 
consulted about these changes.  Whilst the CAA acknowledges that this is a 
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single complainant, it also notes that the Hoo Peninsula is a sparsely populated 
area and that the content of this complaint does reinforce a conclusion made 
earlier on in this report with regards to the pattern of arrivals between 4,000 and 
7,000 feet (see Paragraph 72).  With regards to the suggested lack of 
consultation, the Hoo Peninsula falls within the boundary of Medway District 
Council and is represented by the MP for Rochester and Strood.  The change 
sponsor had identified both as stakeholders and therefore they would have 
been consulted on the proposed change; the Module C Stakeholder 
Organisations and General Public Consultation Final Report confirms that both 
Medway District Council and the MP for Rochester and Strood responded to 
the consultation.         

95. The other complaint addressed to the CAA was from a resident of Aveley, 
which lies directly under the centreline for the westerly arrival transition 
procedure and is located just to the east of the LAVNO waypoint.  The 
complainant recorded an increase in aircraft passing overhead and reported 
that this has increased the aircraft noise levels experienced at their property.  
Such observations are consistent with the traffic patterns we were expecting to 
see and therefore do not give rise to any unforeseen impacts of the proposal. 

96. To summarise, we have analysed the complaints received by the change 
sponsor and the CAA as part of this Review.  As a result of our analysis, we 
have concluded that, for the most part, the themes are consistent with the traffic 
patterns that we were expecting to see.  However, the single complaint from the 
Hoo Peninsula suggests that an area to the south of the procedure centreline is 
being overflown on a frequent basis and such a traffic pattern is not consistent 
with what we were expecting to see.  The result is overflight of areas not 
predicted as described in paragraph 90. 

Ministry of Defence Operations  

97. Operations by the Ministry of Defence were not affected by the proposals in 
Module C. 
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Conclusion  

Operational Conclusions 

98. No MORs relating to procedure designs and flyability were attributed to any 
scenarios where we specifically as requested feedback.  We therefore conclude 
that the procedure designs have been successful in this context. 

99. Early issues with the naming of the arrival procedures which were loaded onto 
some operator’s (but not all operators) aircraft flight management systems were 
resolved once the issues had been investigated.  This was a database coding 
issue with procedure naming conventions and not associated with the actual 
designs themselves.  The SARG IFP regulators have noted these issues and 
will ensure that future designs are named appropriately. 

100. An issue with the naming convention of the Biggin Hill arrival transition is to be 
investigated and discussed between the SARG IFP regulators and NATS in 
order to determine any action as appropriate in order to resolve the issue.      

101. ATC complexity has been reduced by the introduction of RNAV1 procedures 
which has reduced ATC workload, which in turn reduces flight deck workload 
and RT transmissions between ATC and flight crews due to the more 
systemised nature of operations which has meant less radar vectoring by 
controllers.  This has been a positive impact on flight safety.  The benefits of 
the RNAV Design have been realised by more operators than perhaps first 
though as RNAV 1 equipage rates have risen from an estimated 70% on 
implementation to almost 96% at the end of the first year of operations.  

102. The EKNIV SIDs have seen an improved climb performance for departures 
flying to the southeast and south. 

103. The change proposal has delivered the operational objectives and benefits 
which were anticipated in consultation and have been successfully 
implemented from an operational viewpoint. 
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Environmental Conclusion 

104. The noise impacts are consistent with the impact anticipated in the airspace 
change proposal.  On that basis, we consider that there has been no increase 
in the number of people significantly affected by noise as a direct result of the 
airspace change. 

105. As anticipated, there has been a net reduction in the number of people 
overflown, whilst there is also a proportion of the population that are being 
overflown more often. 

106. This Module, in conjunction with Module B, has not achieved the reduction in 
annual CO2 emissions that was expected.  Instead these two Modules have 
resulted in an increase in CO2 emissions. 

107. With the exception of the one instance highlighted in this report the traffic 
pattern anticipated and as shown in consultation has been realised 

Overall Conclusion and Confirmation of LAMP Phase 1A 
Implementation 

108. In respect of Module C of LAMP Phase 1A the CAA confirms that the 
operational aims and objectives have been achieved.  No modification of the 
RNAV-1 arrival and departure designs are required by NATS except for the 
chart change and database coding change modification as discussed in 
paragraph 63-65. This concludes the CAA’s airspace change process in 
respect of London City Airport’s airspace change request dated 16 February 
2015. 

109. Notwithstanding our overall conclusion, in view of the one difference of actual 
and forecast track dispersal as shown in the consultation feedback report, we 
recommend that the sponsor examine why the unpredicted overflight of the Hoo 
Peninsular has occurred and to determine further action, if any. 

110. With respect to the variance from the forecast CO2 emission benefits and the 
actual CO2 benefits realised, we recommend that the sponsor investigate why 
the change proposal has not achieved the forecast fuel and CO2 benefits. 
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