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Product Category Rules for Building-Related Products and Services Part B: Cladding Product Systems 
EPD Requirements, UL 10010–25 
 
Second Edition, Dated April 13, 2021 
 
Summary of Topics 
 
The Second Edition of the Part B: Cladding Product Systems EPD Requirements, UL 10010–25 has 

been issued. 
 
Subject to these terms and conditions and those in any other agreements between you and UL 
Environment, Underwriters Laboratories Inc. (UL) and/or their representatives, you are hereby granted a 
limited, non-exclusive, non-transferable license to use the Product Category Rules (PCR) solely for your 
internal, non-commercial business purposes. The PCR is not being sold, and other than the limited 
license granted herein UL retains all rights, title and interest (including exclusive ownership) in the PCR 
and all copyright therein. UL reserves the right to regain possession of the PCR from you at any time. 
When no longer needed, you agree to destroy the PCR (if in hardcopy form) or delete and purge the PCR 
from your files (if in electronic form). No part of the PCR may be reproduced, modified, stored in a 
retrieval system, or transmitted in any form by any means, whether electronic, mechanical photocopying, 
recording, or otherwise without prior written permission of UL or UL Environment. You further agree not to 
create any derivative works from the PCR or remove or alter any copyright or other proprietary notices in 
the PCR. The limited license to use the standard shall automatically terminate upon your breach of any of 
the terms and conditions herein or any other agreement between you and UL, UL Environment and/or 
their representatives. 
 
UL Environment provides this PCR “as is” without warranty of any kind, either expressed or implied, 
including but not limited to, the implied warranties of merchantability or fitness for any purpose. 
 
In no event will UL Environment, UL or any of their affiliates be liable for any special, incidental, 
consequential, indirect or similar damages, including loss of profits, lost savings, loss of data, or any other 
damages arising out of the use of or the inability to use this PCR, even if UL Environment or UL or their 
authorized representative has been advised of the possibility of such damage. In no event shall UL 
Environment’s or UL’s liability for any damage ever exceed the price paid for the license to use this PCR, 
regardless of the form of the claim. 
 
Users of the electronic versions of UL Environment’s Product Category Rules agree to defend, indemnify, 
and hold UL Environment, ULI, their affiliates and each of their respective trustees, officers, employees, 
agents and representatives harmless from and against any loss, expense, liability, damage, claim, or 
judgment (including reasonable attorney’s fees) resulting from any error or deviation introduced while 
purchaser is storing an electronic PCR on the purchaser’s computer system. 
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Publisher: UL Environment 

 

Tracking of versions 

Version Comments History 

1.0 

Version by UL Environment with input from external committee and accepted 
by an external review panel 

6/18/2015 

2.0 

Creation of PCR Part B for Cladding Product Systems to conform with ISO 
21930:2017 and UL Part A. This PCR has been updated to align with 
international standards with the intent of allowing manufacturers to create 
EPDs which are global in scope.  

4/13/2021 

© UL Environment 

This PCR is valid for a period of five (5) years, set to expire in April, 2026.  

I. Background Information and Acknowledgements 

These Product Category Rules (PCR) were developed to address the product specific rules for the creation of 

Environmental Product Declarations (EPDs) for select cladding products and all manufacturer supplied materials 

required to install the cladding, including flashing, fasteners, brackets and rails. Specific examples of included versus 

excluded cladding product system components are listed in Section II. Cladding products and cladding systems are 

referred to throughout this document as "cladding product systems.” At the discretion of the Program Operator, this 

PCR may be applicable to cladding product systems not specifically described herein. When used to self-reference 

this document, “PCR” refers to “sub-category PCR” as defined in UL’s Part A PCR. 

Other documents considered in the development of this PCR include: 

● Product Category Rule (PCR) for Preparing an Environmental Product Declaration (EPD) for Product Group 

Cladding Product Systems, v1. UL. June 2015. (Previous version of this document)  

● Product Category Rule (PCR) Guidance for Building Related Products and Services. Part B: Structural and 

Architectural Wood Products EPD Requirements, v1. UL. November 2019. 

● Part A: Life Cycle Assessment Calculation Rules and Report Requirements UL Environment December 

2018, version 3.2) 

● LCA Background Report for Vinyl Siding Industry Average. Sustainable Solutions. July 2016. 
● LCA Background Report for Polypropylene Siding Industry Average. Sustainable Solutions. July 2016. 
● ISO 21930:2017 - Sustainability in building construction -- Environmental declaration of building products 

● EN 15804:2012+A2:2019 - Sustainability of construction works - Environmental Product Declarations - Core 

rules for the product category of construction product. 

 

This PCR assumes a minimum 75-year building service life (ASHRAE 189.1 2017, section 9.5.1.2.b) and 

International Green Construction Code 2018 section 901.5.1.2. 

Interested Parties 

This Part B has been prepared with input from the following stakeholders: 

 

● Carbon Leadership Forum 

● Building Diagnostics, Inc. 

● James Hardie 

● Polycor Inc. 

● Vinyl Siding Institute 

 

Governance 
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There are a number of representatives of cladding manufacturers and other stakeholders participating in the creation 

of this Product Category Rule (“PCR”) for cladding product systems, including those listed in the previous section. 

The very purpose and function of a trade association is to inform its members of important industry developments and 

to represent their interests in projects such as the update of a PCR affecting their products. In the development of this 

document, Part B, participants are responsible for ensuring alignment with Part A and conformance with the scoped 

standards:  ISO 21930, EN 15804, and ISO 14025. 

Involvement of Interested Parties 

UL Environment shall be responsible for producing the PCR document by establishing an open consultation process 

that includes the involvement of interested parties (ISO 21930 Section 5.2 and 6.2.1). Reasonable efforts were made 

to achieve a consensus throughout the process (ISO 14020:2000, 4.9.1, Principle 8 and cited in both ISO 14025 and 

ISO 21930), demonstrated by a vote of participating interested parties. 

UL Environment posted an open call for participation in this PCR update in May 2020 via its standards website, social 

media outlets, and outreach to original committee stakeholders. 

Update Process  

The PCR is valid for a duration of five (5) years from the publication date, at which time it may be revised at the 

request of industry stakeholders. The PCR may be revised before the five year date if the following occurs in the 

industry:  

● The industry desires an update  

● Core governing standards ISO 14040, 14044, 14025, 21930, or EN 15804 are updated with substantial material 

changes 

 

Note: When the PCR is updated, the Program Operator shall communicate with the original committee and any new EPD 

participants, and initiate a new public call for interested parties. 

 
Public Consultation 

Public consultation was utilized during the PCR review process. The public consultation of the completed draft PCR 
included a minimum 30-calendar-day period for comments to be submitted to UL Environment. After public comments 
were submitted, the PCR committee reviewed and developed responses for all comments. All comments from the 
review panel and public consultation were addressed and satisfactorily resolved by the PCR committee prior to the 
publication of this PCR. 
 
Review 

The review process of this Part B PCR included a review through public consultation from December 11, 2020  -- 
January 11, 2021 and a panel review, comprised of the following individuals: 
 

Jim Mellentine 
Thrive ESG 

Christopher White, Ph.D. 
NIST 

Philip S. Moser, P.E. (MA) 
Simpson Gumpertz & Heger  

II. Scope 

This document contains the Product Category Rule (PCR) requirements for Cladding Product Systems Environmental 

Product Declarations (EPDs) published in coordination with the ISO 21930 and EN 15804 standards. The 

requirements for the background Life Cycle Assessment (LCA) project report used to inform the EPD are contained in 

UL Environment’s Part A: Life Cycle Assessment Calculation Rules and Report Requirements. This Part B document, 

coupled with the Part A, conforms to the ISO 21930, EN 15804, and ISO 14025 sustainability standards for EPD 

reporting in addition to the US Green Building Council PCR Guidance. 

 

This PCR has been updated to align with international standards with the intent of allowing manufacturers to create 

EPDs that are global in scope.  
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General Guidance  
 
The scope of this PCR applies to the product group “cladding product systems” and includes select building cladding 
products and their fasteners or other method of attachment as defined in the International Residential Code (IRC) and 
International Building Code (IBC).1 The scope for cladding includes all manufacturer supplied materials required to 
install the cladding, including flashing, fasteners, brackets and rails. Figure 1 provides an example2 schematic for 
what is covered under the reporting scope of this PCR. 

Cladding consists of materials applied to a building exterior to separate a building from the natural environment and 

provide an outer building skin or layer, including, but not limited to, veneers, siding, wall panels, architectural trim, 

and embellishments such as cornices, soffits, and fascia. Cladding provides control of weather elements to safely 

direct water and wind, and control run-off and infiltration of other foreign objects into the building structure. Cladding 

also provides a durable, aesthetically pleasing building appearance. Secondary roles can include, but are not limited 

to, sound and thermal insulation, structural performance, and fire resistance.  

Figure 1. Cladding Product Scope Schematic (Residential and Commercial) 

 
 

 
 
 

Example Residential Schematic 

 
 

Example Commercial Schematic 
 

Applicable Products  
 

Table 1 describes the cladding product systems covered within the scope of this Part B, along with their relevant 

Construction Specification Institute (CSI) MasterFormat codes. This list is non-exhaustive, and the CSI numbers 

provided reflect common applications, which can include multiple uses; other applications may exist.  

 

TABLE 1. CLADDING PRODUCTS AND MASTERFORMAT NUMBER 

Cladding Product System CSI number(s) CSI title 

STONE MASONRY AND CLADDING 044200 
044300 

Exterior Stone Cladding 
Stone Masonry Veneer 

SIDING AND WALL PANELS  
 

074000  
074200 

Wood Wall Panels  

Tile Wall Panels  

 
1 Refer to non-applicable products for excluded material categories. 
2 This is an example and does not represent all materials covered under the scope of this PCR. 
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Terra Cotta Wall Panels  

Plastic Wall Panels 

Composite Wall Panels  

Cementitious Wall Panels  

Fabricated Wall Panel Assemblies  

Soffit Panels 

Stone Wall Panels 

FACED PANELS 
 

074400  Aggregate Coated Panels  

Porcelain Enameled Faced Panels  

Tile-Faced Panels  

Ceramic-Tile-Faced Panels  

Glass-Fiber-Reinforced Cementitious Panels 

Mineral-Fiber-Reinforced Cementitious Panels 

Fabricated Faced Panel Assemblies 

Stone Faced Panels 

SIDING 
 

074600 Wood Siding  

Wood Shingle and Shake Siding  

Wood Shingle Siding  

Wood Shake Siding  

Hardboard Siding  

Plywood Siding  

Plastic Siding 

Composition Siding  

Fiber-Cement Siding  

Fabricated Panel Assemblies with Siding 

Stone Siding 

 

The products considered in this PCR fall under UNSPSC codes: 

● 30161505 Panels or paneling 

● 30151800 Siding and exterior wall materials 

● 30151802 Siding 

● 30151807 Exterior trim material 

Non-Applicable Products 

The following products, which may provide similar functions in a different application, are not within the scope of this 

PCR: 

● Individual accessory products considered as standalone products outside the scope of a cladding product 
system (weather resistant-barriers, flashing, and other components unless supplied by the manufacturer) 

● Solar panel cladding products (their primary function is not cladding, but to generate electricity). 

● Steel cladding products (covered in the Steel Construction Products PCR v2. UL, July 2020). 

● Insulated Metal Panels, Metal Composite Panels, and Metal Cladding (covered in Part B: Insulated Metal 

Panels, Metal Composite Panels, and Metal Cladding. UL, October 2018). 

● Roofing products 

● Stucco products 

● Exterior Insulation and Finish Systems (EIFS) 

 

System Boundary 

Full document details: UL 10010-25 2021
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The system boundary for EPDs created using this PCR may be chosen from the following options:  
 

● Cradle to gate (modules A1-A3), or  
● Cradle to gate with options (modules A1-A3, optional modules A4, A5, B4, C1-C4), or 
● Cradle to grave (modules A1-A3, A4, A5, B1-B5, C1-C4, and optional module D). 

 
See Part A, Section 2.8 for further discussion of the required and optional information modules included in each EPD 
type. Module D is not a life cycle stage like the information modules A1 to C4 and is outside the system boundary of 
the studied product system and construction works system. Supplementary environmental information may be 
provided in Module D that addresses potential loads and benefits beyond the product system boundary. 
 
The EPDs produced under this PCR do not cover the operational impacts of the whole building; please see Table 12.  
 
At this time, there is no industry consensus for assumptions behind the reported scenarios for information modules 
A4, A5, B2, or C1 – C4 across each of the subcategories of cladding products included in this PCR.  
 
 
The EPD requirements include: 

● ISO 21930:2017 standard  

● EN 15804:2012+A2:2019 standard (conformance with A2 is optional)      

● ULE General Program Instructions v 2.5, March 2020 (available upon request) 

● Calculation rules for the Life Cycle Assessment and Requirements on the Project Report (are specified in a 
separate document as Part A v3.2 of the Product Category Rules, available at 
https://www.ul.com/offerings/product-category-rules-pcrs).  

Full document details: UL 10010-25 2021
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III. Industry-Average EPD Requirements 

Industry-Average EPD Scope 

The products represented within a single industry-average EPD created using this PCR are limited to the primary 

materials defined in the product specification standards in Section 9, which characterize the specific product in 

commerce. 

 
Involvement of Interested Parties  

A call for involvement of interested parties in the creation of an industry-average EPD shall be published in at least 

one industry trade publication. At a minimum, at least three (3) different manufacturing locations from no less than 

three (3) companies should be involved and represented in an industry-average EPD. The method for determining 

representativeness shall be justified and described per the requirements listed in Section 2.2.3.  

 

Industry-Average EPD Participation  

A manufacturer qualifies for participation in an industry-average EPD created using this PCR if they provide primary 
manufacturing data used in calculating the initial EPD average or demonstrate a willingness to provide primary 
manufacturing data during the LCA data collection process.  
 

Retroactive participation  

When determining a manufacturer’s participation eligibility, the EPD Program Operator shall follow the rules and 

recommendations of the primary sponsor(s) of the industry average EPD and participating manufacturers.  

If deemed eligible, a manufacturer desiring retroactive inclusion in the industry average EPD shall provide 

manufacturing and product data information of the same representativeness submitted in the original industry 

average EPD to the LCA practitioner. The LCA practitioner will then recommend to the Program Operator a 

determination for inclusion in the industry average on the basis of results falling within a reasonable range of 15% 

variance for any impact category. The maximum and minimum should be reported in the LCA background report for 

each impact category based on the highest and lowest impact product or facility within the original industry-average 

LCA. 

Governance 

An industry organization shall inform possible industry participants through association meetings, newsletters, email 

messages, notices in the trade press publications, and similar types of outreach. Confidential business information 

shall be collected by a third party. Data from the third party shall be provided to the facilitator as aggregated data 

with no trace to the original source of data.  

 

The development of an industry-average EPD and or update of an EPD should involve a series of meetings and 

exchanges in which all participants are invited and kept apprised of the developments. Notices of these meetings 

should be given to all possible participants regardless of their commitment to active involvement. Minutes of 

meetings, along with meeting notices, should be preserved as documentation of the process and due diligence 

observed in the creation or renewal of the EPD. 

 

Data Responsibility/Ownership 

Trade associations that lead the development of industry-average EPDs may need to collect confidential business 

information from individual members. This data can include proprietary chemical formulations and processes or other 

confidential information. In this case, a designated third-party entity such as an LCA practitioner shall be identified as 

the “industry agent.” The industry agent shall be responsible for the collection, secure storage, and analysis of such 

data needed for the EPD development, and shall preserve the privacy of individual company information while 

executing these duties.  

Per ISO 21930 Section 5.4, the manufacturer, or group of manufacturers, of the construction product is the sole 

owner of the EPD and is responsible for developing the EPD of the construction product according to the PCR. Only 

the manufacturer or group of manufacturers is authorized to declare the environmental performance of the 

construction product using an EPD.  
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