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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Electric Motors, UL 1004

Fifth Edition, Dated June 3, 1994

Revisions: This Standard contains revisions through and including November 24, 1999.

UL is in the process of converting its Standards for Safety to the Standard Generalized Markup Language
(SGML), and implementing an SGML compliant document management and publishing system. SGML -
an international standard (ISO 8879-1986) - is a descriptive markup language that describes a document’s
structure and purpose, rather than its physical appearance on a page. Significant benefits that will result
from UL’s use of SGML and these new systems include increased productivity, reduced turnaround times,
and data and information consistency, reusability, shareability, and portability. However, the fonts,
pagination, and general formatting of UL’s new electronic publishing system differ from that of UL’s
previous publishing system. Consequently, when revision pages are issued for a Standard with the new
publishing system, these differences may result in the printing of pages on which no requirements have
been changed - these additional pages result from relocation of text due to repagination and reformatting
of the Standard with the new publishing system.

Announcement Bulletin(s): This Standard contains the announcement bulletin(s) dated November 21,
1997 . The announcement bulletin is located at the end of the Standard (after the adoption bulletin(s)).

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The new and revised requirements are substantially in accordance with UL’s Bulletin(s) on this subject
dated August 27, 1999. The bulletin(s) is now obsolete and may be discarded.

The revisions dated July 6, 1999 include a reprinted title page (page1) for this Standard.

The revisions dated November 24, 1999 were issued to reflect changes in requirements to motor
insulation systems and correct editorial discrepancies.

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL’s Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.
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UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning WordPerfect, Envoy, and Standards-on-Diskette.
However, this support service is offered on a reasonable efforts basis only, and UL may not be able to
resolve every support request. UL supports a Standards-on-Diskette only if it is used under the conditions
and operating systems for which it is intended. UL’s support policies may change from time-to-time without
notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Standards-on-Diskette purchasers agree to defend, indemnify, and hold UL harmless from and against
any loss, expense, liability, damage, claim, or judgement (including reasonable attorney’s fees) resulting
from any error or deviation introduced while purchaser is storing a Standard-on-Diskette on the
purchaser’s computer system.

If a single-user version Standards-on-Diskette was purchased, one copy of this Standard may be stored
on the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access. The original distribution
diskette should be stored in a safe place.

If a multiple-user version Standards-on-Diskette was purchased, one copy of the Standard may be stored
on a single LAN file-server, or on the permanent storage device of a multiple-user computer. The number
of concurrent users shall not exceed the number of users authorized for the Standards-on-Diskette
version. The original distribution diskette should be stored in a safe place.

Standards-on-Diskette are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of a Standards-on-Diskette. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of a Standards-on-Diskette. An employee of an organization
purchasing a Standard-on-Diskette can make a copy of the page or pages being viewed for their own fair
and/or practical internal use. Because of differences in the computer/software/printer setup used by UL
and those of Standards-on-Diskette purchasers, the printed copy obtained by a purchaser may not look
exactly like the on-line screen view or the printed Standard.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a ″SUPERSEDED REQUIREMENTS″ notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
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the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition and Follow-Up Services after
the effective date, and understanding of this should be signified in writing.

Copyright © 1999 Underwriters Laboratories Inc.
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FOREWORD

A. This Standard contains basic requirements for products covered by Underwriters Laboratories Inc. (UL)
under its Follow-Up Service for this category within the limitations given below and in the Scope section
of this Standard. These requirements are based upon sound engineering principles, research, records of
tests and field experience, and an appreciation of the problems of manufacture, installation, and use
derived from consultation with and information obtained from manufacturers, users, inspection authorities,
and others having specialized experience. They are subject to revision as further experience and
investigation may show is necessary or desirable.

B. The observance of the requirements of this Standard by a manufacturer is one of the conditions of the
continued coverage of the manufacturer’s product.

C. A product which complies with the text of this Standard will not necessarily be judged to comply with
the Standard if, when examined and tested, it is found to have other features which impair the level of
safety contemplated by these requirements.

D. A product employing materials or having forms of construction which conflict with specific requirements
of the Standard cannot be judged to comply with the Standard. A product employing materials or having
forms of construction not addressed by this Standard may be examined and tested according to the intent
of the requirements and, if found to meet the intent of this Standard, may be judged to comply with the
Standard.

E. UL, in performing its functions in accordance with its objectives, does not assume or undertake to
discharge any responsibility of the manufacturer or any other party. The opinions and findings of UL
represent its professional judgment given with due consideration to the necessary limitations of practical
operation and state of the art at the time the Standard is processed. UL shall not be responsible to anyone
for the use of or reliance upon this Standard by anyone. UL shall not incur any obligation or liability for
damages, including consequential damages, arising out of or in connection with the use, interpretation of,
or reliance upon this Standard.

F. Many tests required by the Standards of UL are inherently hazardous and adequate safeguards for
personnel and property shall be employed in conducting such tests.
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INTRODUCTION

1 Scope

1.1 These requirements cover motors intended for use in appliances and equipment that comply with the
requirements for such appliances and equipment.

1.2 These requirements cover commutator motors of the series, shunt, compound, and
permanent-magnet-field types rated 5 horsepower (3.7 kW) or less, 250 volts or less, alternating current
or direct current.

1.3 These requirements cover electric motors other than those specified in 1.2 rated 600 volts or less,
including commutator motors of the repulsion type only.

1.3 revised December 26, 1997

1.4 The requirements cover both open and totally-enclosed motors.

1.5 These requirements cover motor parts and combinations of such parts.

1.6 These requirements do not cover:

a) Thermal protectors and impedance requirements for impedance-protected motors, which are
judged under the Standard for Overheating Protection for Motors, UL 2111;

b) Other motor protection that is dependent upon requirements for the end-use equipment in
which the motor is to be installed; or

c) Sealed (hermetic type) motor-compressor parts, which are judged under the Standard for
Hermetic Refrigerant Motor-Compressors, UL 984.

1.6 revised December 26, 1997

1.7 These requirements do not cover motors for use in hazardous locations as defined in the National
Electrical Code, NFPA 70.

1.8 These requirements do not include performance requirements that depend upon application in the
end-use equipment. Such features as current rating, temperature rise during normal and abnormal
operation, motor protection, internal wiring and insulation, and similar features are evaluated in the
end-use application.

1.8 revised December 26, 1997

1.9 A product that contains features, characteristics, components, materials, or systems new or different
from those covered by the requirements in this Standard, and that involves a risk of fire, electric shock, or
injury to persons shall be evaluated using the appropriate additional component and end-product
requirements to determine that the level of safety as originally anticipated by the intent of this Standard is
maintained. A product whose features, characteristics, components, materials, or systems conflict with
specific requirements or provisions of this Standard shall not be judged to comply with this Standard.
Where appropriate, revision of requirements shall be proposed and adopted in conformance with the
methods employed for development, revision, and implementation of this Standard.

1.9 revised November 24, 1999
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2 References

2.1 Deleted November 24, 1999

2A Glossary

2A.1 For the purpose of this standard, the following definitions apply.
2A.1 added November 24, 1999

2A.2 MAJOR COMPONENTS– The components of an insulation system that are relied upon to prevent
a risk of electric shock or fire. Examples of this type of insulation include ground, interwinding, turn,
encapsulant, and varnish. See Table 4.2 in UL 1446, Standard for Systems of Insulating Materials –
General.

2A.2 added November 24, 1999

2A.3 MINOR COMPONENTS– The components of an insulation system that are used typically in
mechanical or thermal conduction capacities, and are not relied upon to prevent risk of fire or electric
shock. Examples of minor components are balancing compound, crossover insulation, and lead wire.
See Table 4.2 in UL 1446, Standard for Systems of Insulating Materials – General.

2A.3 added November 24, 1999

3 Components

3.1 A component of a product covered by this standard shall comply with the requirements for that
component and shall be used in accordance with its recognized rating and other limitations of use.

3.2 If the manufacturer assigns a rating or an intended use to a component of a motor – for example, an
integral auxiliary switch intended to control an external circuit – the component is to be evaluated for that
rating or use or both.

4 Units of Measurement

4.1 If a value for measurement is followed by a value in other units in parentheses, the second value may
be only approximate. The first stated value is the requirement.

5 Terminology

5.1 For the purpose of this standard and unless otherwise indicated, the size of a motor refers to the
diameter of the motor, that is, the diameter measured in the plane of the laminations, of the circle
circumscribing the stator frame, excluding lugs, fins, boxes, or the like, used solely for motor mounting,
cooling, assembly, or connection.

5.2 A totally-enclosed motor is enclosed to prevent the free exchange of air between the inside and
outside of the enclosure for windings but not sufficiently enclosed to be airtight.

5.3 An open motor is a motor having ventilating openings that permit the passage of external cooling air
over and around the windings.

5.4 In the application of requirements based on horsepower to a motor not rated in horsepower, use shall
be made of the appropriate tables (Tables 430-147 – 430-150) of the National Electrical Code,
ANSI/NFPA 70-1999, (Tables 5.1 – 5.4 of this standard) that gives the relationships between horsepower
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and full-load currents for motors. For a universal motor, the table applying to a single-phase,
alternating-current motor shall be used when the motor is marked for use on alternating-current only;
otherwise, the table applying to direct-current motors shall be used.

5.4 revised November 24, 1999
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Table 5.1
Full-load current in amperes, direct current motors

Table 5.1 added March 26, 1996

HP

Armature voltage rating a

90V 120V 180V 240V 500V 550V

1/4 4.0 3.1 2.0 1.6

1/3 5.2 4.1 2.6 2.0

1/2 6.8 5.4 3.4 2.7

3/4 9.6 7.6 4.8 3.8

1 12.2 9.5 6.1 4.7

1-1/2 13.2 8.3 6.6

2 17 10.8 8.5

3 25 16 12.2

5 40 27 20

7-1/2 58 29 13.6 12.2

10 76 38 18 16

15 55 27 24

20 72 34 31

25 89 43 38

30 106 51 46

40 140 67 61

50 173 83 75

60 206 99 90

75 255 123 111

100 341 164 148

125 425 205 185

150 506 246 222

200 675 330 294
a These are average direct-current quantities.
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Table 5.2
Full-load currents in amperes single-phase alternating-current motors

Table 5.2 added March 26, 1996

HP 115V 200V 208V 230V

1/6 4.4 2.5 2.4 2.2

1/4 5.8 3.3 3.2 2.9

1/3 7.2 4.1 4.0 3.6

1/2 9.8 5.6 5.4 4.9

3/4 13.8 7.9 7.6 6.9

1 16 9.2 8.8 8

1-1/2 20 11.5 11 10

2 24 13.8 13.2 12

3 34 19.6 18.7 17

5 56 32.2 30.8 28

7-1/2 80 46 44 40

10 100 57.5 55 50

NOTE – The values in this table are full-load currents for motors running at usual speeds and motors with normal torque
characteristics. Motors built for especially low speeds or high torques may have higher full-load currents, and multispeed motors
will have full-load current varying with speed, in which case the nameplate current ratings shall be used. The voltages listed are
rated motor voltages. The currents listed shall be permitted for system voltage ranges of 100 – 120, and 220 – 240 volts.
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Table 5.3
Full-load current two-phase alternating-current motors (4-wire)

Table 5.3 added March 26, 1996

HP

Induction type squirrel-cage and wound-rotor amperes

115V 230V 460V 575V 2300V

1/2 4 2 1 0.8

3/4 4.8 2.4 1.2 1.0

1 6.4 3.2 1.6 1.3

1-1/2 9 4.5 2.3 1.8

2 11.8 5.9 3 2.4

3 8.3 4.2 3.3

5 13.2 6.6 5.3

7-1/2 19 9 8

10 24 12 10

15 36 18 14

20 47 23 19

25 59 29 24

30 69 35 28

40 90 45 36

50 113 56 45

60 133 67 53 14

75 166 83 66 18

100 218 109 87 23

125 270 135 108 28

150 312 156 125 32

200 416 208 167 43

NOTE – The values in the table for full-load current are for motors running at speeds usual for belted motors and motors with
normal torque characteristics. Motors built for especially low speeds or high torques may require more running current, and
multispeed motors will have full-load current varying with speed, in which case the nameplate current rating shall be used.
Current in the common conductor of a 2-phase, 3-wire system will be 1.41 times the values given. The voltages listed are rated
motor voltages. The currents listed shall be permitted for system voltage ranges of 110 – 120, 220 – 240, 440 – 480, and 550 –
600 volts.
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Table 5.4
Full-load current three-phase alternating-current motors

Table 5.4 revised February 14, 1997

HP

Induction type squirrel-cage and wound-rotor amperes Synchronous type unity power factor a

amperes

115V 200V 208V 230V 460V 575V 2300V 230V 460V 575V 2300V

1/2 4.4 2.5 2.4 2.2 1.1 0.9

3/4 6.4 3.7 3.5 3.2 1.6 1.3

1 8.4 4.8 4.6 4.2 2.1 1.7

1-1/2 12.0 6.9 6.6 6.0 3.0 2.4

2 13.6 7.8 7.5 6.8 3.4 2.7

3 11.0 10.6 9.6 4.8 3.9

5 17.5 16.7 15.2 7.6 6.1

7-1/2 25.3 24.2 22 11 9

10 32.2 30.8 28 14 11

15 48.3 46.2 42 21 17

20 62.1 59.4 54 27 22

25 78.2 74.8 68 34 27 53 26 21

30 92 88 80 40 32 63 32 26

40 120 114 104 52 41 83 41 33

50 150 143 130 65 52 104 52 42

60 177 169 154 77 62 16 123 61 49 12

75 221 211 192 96 77 20 155 78 62 15

100 285 273 248 124 99 26 202 101 81 20

125 359 343 312 156 125 31 253 126 101 25

150 414 396 360 180 144 37 302 151 121 30

200 552 528 480 240 192 49 400 201 161 40

250 302 242 60

300 361 289 72

350 414 336 83

400 477 382 95

450 515 412 103

500 590 472 118
a For 90 and 80 percent power factor, the above figures shall be multiplied by 1.1 and 1.25 respectively.

CONSTRUCTION

6 Frame and Enclosure

6.1 A motor shall employ materials that are acceptable for use, and shall be manufactured with the
degree of uniformity and grade of workmanship practicable in a well-equipped factory.

6.2 A motor shall be formed and assembled so that it will have the strength and rigidity necessary to resist
the abuses to which it is likely to be subjected, without increasing the risk of fire, electric shock, or injury
to persons due to total or partial collapse with resulting reduction of spacings, loosening or displacement
of parts, or other serious defects.
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6.3 For unreinforced, flat surfaces in general, cast metal shall not be less than 1/8 inch (3.2 mm) thick,
except that malleable iron may be not less than 3/32 inch (2.4 mm) and die-cast metal may be not less
than 5/64 inch (2.0 mm) thick. See 9.1.6. Corresponding thicknesses of not less than 3/32, 1/16, and 3/64
inch (2.4, 1.6, and 1.2 mm), respectively, may be acceptable if the surface under consideration is curved,
ribbed, or otherwise reinforced, or if the shape or size or both of the surface is such that adequate
mechanical strength is provided.

6.3 revised November 24, 1999

6.4 An enclosure of sheet metal is judged with respect to its size, shape, thickness of metal, and the
particular application, considering the intended use of the motor.

6.5 An enclosure of sheet steel shall not be less than 0.026 inch (0.66 mm) thick if uncoated or less than
0.029 inch (0.74 mm) thick if galvanized. The average thickness of a nonferrous sheet metal enclosure
shall not be less than 0.036 inch (0.91 mm). See 9.1.7.

Exception No. 1: Relatively small areas or surfaces that are curved or otherwise reinforced need not be
as thick.

Exception No. 2: The enclosure need not be as thick as specified if an investigation shows that the
material has sufficient strength for the application.

6.6 Among the factors taken into consideration when the acceptability of an enclosure is being judged are
its:

a) Mechanical strength,

b) Resistance to impact,

c) Moisture-absorptive properties,

d) Combustibility,

e) Resistance to corrosion,

f) Resistance to distortion at temperatures to which the enclosure may be subjected under
conditions of normal or abnormal use, and

g) Resistance to ignition from electrical sources.

6.7 For a nonmetallic enclosure, 6.6 (a) – (g) are to be evaluated with respect to thermal aging. (See 6.10
for polymeric enclosures or enclosure parts.)

6.7 revised March 26, 1996

6.8 An enclosure that serves as a part of the enclosure of end-use equipment will also be judged under
the requirements for the end-use equipment.
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6.9 Acceptability of the size, number, and location of openings in an enclosure will depend upon
requirements for the end-use equipment. Among the factors that are taken into consideration when the
end-use equipment is being judged are:

a) Environment;

b) Degree of exposure;

c) Protection against unintentional contact with live parts, including film-coated wire; and

d) Prevention of expulsion of molten metal, burning insulation, flaming particles and the like onto
combustible materials, if applicable.

6.10 A polymeric electrical enclosure or a polymeric part of an electrical enclosure shall comply with the
applicable requirements specified in UL 746C, Standard for Polymeric Materials – Use in Electrical
Equipment Evaluations, and with the additional requirements specified in this standard. See Table 6.1 for
an overview of the evaluation.

Exception: A polymeric plug or other enclosure part made of a material classified in accordance with the
Standard for Tests for Flammability of Plastic Materials for Parts in Devices and Appliances, UL 94, and
assembled to a sheet-metal or aluminum frame to form a part of an enclosure is able to be used when the
material is rated minimum V-2 or VTM-2, or rated HB and complying with the 3/4-inch or 12 mm Flame
Tests as specified in UL 746C.

6.10 revised December 26, 1997
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Table 6.1
Tests required on polymeric enclosures

Table 6.1 revised December 26, 1997

Type of equipment
Motor location - totally enclosed in an

end product enclosure
Motor location - not totally enclosed

in an end product enclosure

Portable Flame: HB Flame: V-0, -1, -2; VTM-0, -1, -2

Locked-rotor cycling in accordance with
25.2

5000 volt dielectric (Section 12)

Impact (Section 24)

Locked-rotor cycling in accordance with
25.2

Severe conditioning (29.1)

Mold stress (31.1)

Strain relief in accordance with Section
26

Volume resistivity (Section 16)

Stationary or fixed Flame: HB Flame: 5VA, 5VB

Locked-rotor cycling in accordance with
25.2

5000 volt dielectric (Section 12)

Impact (Section 24)

Crush (23.1)

Locked-rotor cycling in accordance with
25.2

Severe conditioning (29.1)

Mold stress (31.1)

Conduit connections (UL 508, Standard
for Industrial Control Equipment)

Volume resistivity (Section 16)

UV exposure (26.1)

Water exposure (27.1 – 27.3)

References in parentheses, unless otherwise noted, are to UL 746C, Standard for Polymeric Materials – Use in Electrical
Equipment Evaluations. In addition, the material shall have the following HAI (Section 13) performance levels.

Flame rating HAI performance level

HB 1

V-2, VTM-2 2

V-1, VTM-1 2

V-0, VTM-0 3

5VA, 5VB 3

7 Mechanical Assembly

7.1 A motor shall be assembled so that it will not be adversely affected by the vibration of normal
operation. Brush caps shall be tightly threaded or otherwise designed to prevent loosening.

7.2 An uninsulated live part shall be secured to the base or mounting surface so that it will be prevented
from turning or shifting in position if such motion may result in a reduction of spacings below the minimum
acceptable value.

7.3 Friction between surfaces is not acceptable as the sole means to prevent shifting or turning of a live
part; but a properly applied lock washer is acceptable for this purpose.
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