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Revisions: This Standard contains revisions through and including October 22, 2008.
Summary of Topics

Revision pages have been issued to update the Title Page to indicate the latest approval date as
an American National Standard and to include the proposals dated August 8, 2008.

Announcement Bulletin(s): This Standard contains the announcement bulletin(s) dated September 30,
2005.

UL Standards for Safety are developed and maintained in the Standard Generalized Markup Language
(SGML). SGML -- an international standard (ISO 8879-1986) -- is a descriptive markup language that
describes a document’s structure and purpose, rather than its physical appearance on a page. Due to
formatting differences resulting from the use of UL’s new electronic publishing system, please note that
additional pages (on which no requirements have been changed) may be included in revision pages due
to relocation of existing text and reformatting of the Standard.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The revised requirements dated October 22, 2008 are substantially in accordance with UL's Proposal(s)
on this subject dated August 8, 2008.

The revisions dated October 22, 2008 include a reprinted title page (pagel) for this Standard.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’'s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.
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All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL'’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

Documents

Document Sharing Hub

Full document details: UL 1054 2008


http://avadocuments2026.com/doc/ul-1054-2008
http://avadocuments2026.com/doc/ul-1054-2008

OCTOBER 22, 2008 - UL 1054 tr3

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Recognition and Follow-Up Services after the
effective date, and understanding of this should be signified in writing.

Copyright © 2008 Underwriters Laboratories Inc.

This Standard consists of pages dated as shown in the following checklist:

Page Date
L October 22, 2008
253 September 30, 2005
A October 22, 2008
D August 8, 2003
B e September 30, 2005
-0 August 8, 2003
20-20B . . October 22, 2008
2030 . August 8, 2003
BA-32B . i October 22, 2008
B3-3D August 8, 2003
B0 L September 30, 2005
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(Title Page Reprinted: October 22, 2008)

1 ANSI/UL 1054-2008

UL 1054

Standard for Special-Use Switches

First Edition — November, 1973
Second Edition — November, 1977
Third Edition — August, 1985
Fourth Edition — January, 1991
Fifth Edition — May, 1995

Sixth Edition
August 8, 2003 |

The most recent designation of ANSI/UL 1054 as an American National Standard
(ANSI) occurred on October 22, 2008. The ANSI approval for this standard does |
not include the Cover Page, Transmittal Pages, or Title Page.

This ANSI/UL Standard for Safety, which consists of the Sixth Edition, with
revisions through October 22, 2008, is under continuous maintenance, whereby
each revision is ANSI approved upon publication.

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc. and is not part of the ANSI
standard.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements. Comments or proposals
for revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL's On-Line
Collaborative Standards Development System (CSDS) at http://csds.ul.com.

COPYRIGHT © 1977, 2008 UNDERWRITERS LABORATORIES INC.
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INTRODUCTION
1 Scope

1.1 These requirements cover manually operable and mechanical operable special-use switches and
replacement switches:

a) That are for use on direct current as well as on alternating current or on alternating current
only, and

b) For which the load ratings do not exceed 60 A at 250 V or a lower potential and 30 A or 2
hp at 600 V or a lower potential.

1.2 These requirements cover special-use switches intended for use in devices or appliances which
conform with the requirements applicable to such equipment. A special-use switch is intended for factory
installation in equipment and is not intended for field installation or field replacement of a similar switch.
A vacuum-cleaner-handle switch, a heater switch, a radio or television switch, and a through-cord switch
that has more than one on or one off position are examples of special-use switches.

1.3 These requirements cover replacement switches which are intended for field replacement of
special-use switches used as part of devices and appliances. Only single or double pole, single or double
throw switches are covered. Replacement switches are not for use in safety circuits.

1.4 These requirements do not cover general-use snap switches covered by the Standard for
General-Use Snap Switches, UL 20.

1.5 These requirements do not cover through-cord switches with one on and one off position, special-use
dimmer switches, or switches constructed so that they can be installed readily in a flush-device box or an
outlet-box cover or can otherwise be used in a wiring system that complies with the National Electrical
Code, NFPA 70.

2 Glossary
2.1 For the purpose of this standard the following definitions apply.

2.2 ACTUATING MEMBER - The part of the operating mechanism that extends outside the body of the
switch and is intended to be exposed to contact by the operator.

2.3 CURRENT-INRUSH FACTOR - The number by which the normal (steady-state) peak current
through a tungsten-filament-lamp load is multiplied to obtain the peak value of the inrush current
through the load.

2.4 PUSH-IN (SCREWLESS) TERMINAL — A wire terminal that automatically locks a stripped
conductor when it is inserted in the terminal.

2.5 SAFETY CIRCUIT — A primary or secondary circuit that is relied upon to reduce the risk of fire,
electric shock, or injury to persons, or risk of electrical energy or excessive radiation emission,
microwave or X-radiation. Examples include an interlock circuit, a circuit that limits leakage current to
accessible parts, a circuit that limits the wattage to a limited-energy circuit, or a phase control or other
circuit designed to limit temperatures in the end-use equipment to appropriate levels.

2.6 TELEVISION SWITCH — A switch intended for use as a supply-circuit control switch in a radio or
television-receiving appliance.
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3 Components

3.1 A component of a product covered by this standard shall comply with the requirements for that
component, and shall be used in accordance with its recognized rating and other limitations of use. A
component need not comply with a specific requirement that:

a) Involves a feature or characteristic not needed in the application of the component in the
switches covered by this standard, or

b) Is superseded by a requirement in this standard.

3.2 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

3.3 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

3.4 In the following text, a requirement that applies only to a switch for a specific use, such as in a heating
appliance or in a radio or television-receiving appliance, is so identified by a specific reference in that
requirement to the use involved. Absence of such specific reference or use of the term switch indicates
that the requirement applies to all switches covered by this standard unless the context indicates
otherwise.

4 General Requirements for All Switches

4.1 Requirements under this heading apply to all switches covered by this standard. They are
supplemented in subsequent sections with requirements applying exclusively to heater switches,
television switches, and special-use dimmer switches.

4.2 A switch shall employ materials that are acceptable for the intended use.

CONSTRUCTION

5 Enclosure

5.1 General

5.1.1 A metal enclosure of a switch (such as the shell of a pendant-type switch) shall not be less than
0.013 in (0.33 mm) thick. Thicker metal shall be employed to provide strength and rigidity if the size or

shape of the enclosure requires an increased metal thickness.

5.1.2 A switch intended to be exposed to a specific environment shall comply with the applicable
requirements in the Standard for Enclosures for Electrical Equipment, UL 50.
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5.2 Lining

5.2.1 All conductive material on the inside surface of a part of the enclosure that is removable for wiring
shall be lined completely with insulation not less than 1/32 in (0.8 mm) thick. The thickness of the
insulation is to be measured by means of a machinist’s micrometer caliper having a flat-ended spindle and
a rounded anvil.

Exception: The lining of a switch may be less than 1/32 in (0.8 mm) thick if of a material — other than
paper or fiber — that has been shown to be acceptable for the application, and may be omitted if there is
a spacing of not less than 1/4 in (6.4 mm) between any uninsulated live part and the metal enclosure.

5.2.2 An insulating lining shall be secured so that it will remain in place under conditions of ordinary
service and prevent the enclosure from becoming a live part even if a wire inside the switch should
become loose or detached from its position.

6 Thermoplastic Materials

6.1 A thermoplastic material used in a switch shall comply with the requirements in Table 6.1.
Exception: A thermoplastic material with a flammability Class of less than V-2 as required in Table 6.1

used in a switch with material that complies with the applicable 3/4-in flame test specified in the Standard
for Polymeric Materials — Use in Electrical Equipment Evaluations, UL 746C, complies with the

requirement,
Table 6.1
Minimum flammability class for a thermoplastic material
Function Minimum flammability class @
Enclosure or support of current-carrying parts V-2P
A functional part other than an enclosure or support of current- HBP
carrying parts

a The flammability Class is determined at a minimum thickness of 0.8 mm (0.031 in) or the minimum thickness employed in the
construction, whichever is greater.

b In accordance with the applicable requirements in the Standard for Tests for Flammability of Plastic Materials for Parts in
Devices and Appliances, UL 94.
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