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UL Standard for Safety for Terminal Blocks, UL 1059
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The new requirements are substantially in accordance with UL’s Bulletin(s) on this subject dated July 9,
2001. The bulletin(s) is now obsolete and may be discarded.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’'s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser's computer system.
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If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing and Follow-Up Services after the effective
date, and understanding of this should be signified in writing.

Copyright © 2001 Underwriters Laboratories Inc.

This Standard consists of pages dated as shown in the following checklist:

Page Date

d-38 December 27, 2001

AL A December 27, 2001
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FOREWORD

A. This Standard contains basic requirements for products covered by Underwriters Laboratories Inc. (UL)
under its Follow-Up Service for this category within the limitations given below and in the Scope section
of this Standard. These requirements are based upon sound engineering principles, research, records of
tests and field experience, and an appreciation of the problems of manufacture, installation, and use
derived from consultation with and information obtained from manufacturers, users, inspection authorities,
and others having specialized experience. They are subject to revision as further experience and
investigation may show is necessary or desirable.

B. The observance of the requirements of this Standard by a manufacturer is one of the conditions of the
continued coverage of the manufacturer’s product.

C. A product which complies with the text of this Standard will not necessarily be judged to comply with
the Standard if, when examined and tested, it is found to have other features which impair the level of
safety contemplated by these requirements.

D. A product that contains features, characteristics, components, materials, or systems new or different
from those covered by the requirements in this standard, and that involves a risk of fire or of electric shock
or injury to persons shall be evaluated using appropriate additional component and end-product
requirements to maintain the level of safety as originally anticipated by the intent of this standard. A
product whose features, characteristics, components, materials, or systems conflict with specific
requirements or provisions of this standard does not comply with this standard. Revision of requirements
shall be proposed and adopted in conformance with the methods employed for development, revision, and
implementation of this standard.

E. UL, in performing its functions in accordance with its objectives, does not assume or undertake to
discharge any responsibility of the manufacturer or any other party. The opinions and findings of UL
represent its professional judgment given with due consideration to the necessary limitations of practical
operation and state of the art at the time the Standard is processed. UL shall not be responsible to anyone
for the use of or reliance upon this Standard by anyone. UL shall not incur any obligation or liability for
damages, including consequential damages, arising out of or in connection with the use, interpretation of,
or reliance upon this Standard.

F. Many tests required by the Standards of UL are inherently hazardous and adequate safeguards for
personnel and property shall be employed in conducting such tests.
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INTRODUCTION
1 Scope

1.1 These requirements cover assemblies of wiring terminals and supporting blocks intended to provide
for the connection of wiring. Compliance with these requirements does not assure that the terminal block
is suitable for use as a component of an end product.

1.2 These requirements cover terminal blocks rated 1500 volts or less.

1.3 These requirements also cover protective conductor terminal blocks (PCTB) used to make the
electrical and mechanical connection between conductors or between conductors and a fixing support
such as a mounting rail. A PCTB is not required to be insulated.

1.4 These terminal blocks are intended to permanently support and insulate wire terminations and joints
from each other, and from the surface on which the terminal block is mounted, where the absence of such
support or insulation presents a risk of fire, electric shock, or injury to persons.

1.5 The acceptability of a terminal block in any particular application depends upon its suitability for
continued use under the conditions that prevail in actual service. Accordingly, for a particular application
a terminal block may be affected by the requirements for the equipment in which it is used, and it may be
necessary to additionally evaluate that terminal block for features or performance characteristics that are
not specified in this standard.

1.6 Terminal blocks employing types of connecting means not covered by this standard such as those in
which conductors are secured to the terminals by means of a special tool can be evaluated under this
standard but may require separate investigation.

1.7 These requirements do not cover field installed power distribution blocks intended to distribute power
in a building to separate units such as apartments, separate heaters, and air conditioning units. Power
distribution blocks are investigated to Subject 1953, Outline of Investigation for Power Distribution Blocks.

2 Glossary
2.1 For the purpose of this standard the following definitions apply.

2.2 FACTORY WIRING TERMINAL — A terminal intended in the end application to be connected under
controlled conditions, usually at a manufacturer’s location. Such terminations shall use prepared or
unprepared conductors.

2.3 FIELD WIRING TERMINAL — A terminal to which wiring connections are made in the field and that
is subjected to the requirements for a terminal for field wiring as specified in this standard and the
National Electrical Code, NFPA 70. Such terminations shall accept unprepared conductors.

2.4 INSULATION PIERCING OR DISPLACEMENT CONNECTOR — A connector for the connection
and possible disconnection of one conductor or the interconnection of two or more conductors, the
connection being made by piercing, boring through, cutting through, removing, displacing, or making
ineffective in some other manner the insulation of the conductor or conductors without previous

stripping.

2.5 POST CONNECTOR — A connector utilizing a post (solderless wire wrap and similar for example)
onto which one or more conductors are secured by means of a tool.
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2.6 PREPARED CONDUCTOR - A conductor, the strands of which are soldered or tinned; or the end
of which is fitted with a cable lug, eyelet, quick-connect, ring terminal, spade terminal, or similar
component, prior to insertion into the terminal.

2.7 PROTECTIVE CONDUCTOR TERMINAL BLOCK (PCTB) — A device with one or more clamping
units for connecting or joining protective conductors (Protective Earthing (PE) conductors) or connecting
such conductors to the support for the clamping units. The clamping units can be secured with screw-
or screwless-type fixing means. Examples of supports are mounting rails, sheet metal cut-outs, or
mounting plates. A PCTB is either uninsulated, non-isolated, or isolated [See (a) and (b)]. Operating
insulation is not necessary as a PCTB is intended to be at ground potential.

a) ISOLATED PROTECTIVE CONDUCTOR TERMINAL BLOCK — A protective conductor
terminal block that provides insulation from live parts of other terminal blocks, adjacent poles of
the same terminal block, or other devices and isolation from the support. It does not have
provisions for path 2-2 of Figure 50.1. It uses path 1-1 only.

b) NON-ISOLATED PROTECTIVE CONDUCTOR TERMINAL BLOCK — A protective conductor
terminal block that provides insulation from live parts of other terminal blocks, adjacent poles of
the same terminal block, or other devices, but does not provide isolation from the support itself.
It is mechanically and electrically attached to its support, path 2-2 in Figure 50.1. It may or may
not have path 1-1.

2.8 SCREW TIGHTENING PRESSURE WIRE CONNECTOR — A device that establishes the
connection between two or more conductors or between one or more conductors and a terminal by
tightening a screw, except for a wire-binding screw or stud-and-nut type.

2.9 SEPARABLE TYPE CONNECTORS — Connectors consisting of separable, mating members that
can be readily engaged or disengaged without the use of tools.

a) Quick Connect Type — Typical mating components as shown in Figure 2.1.

b) Other Types — Other than quick connect type. Acceptability to be determined by separate
investigation.
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Figure 2.1
Quick-connect-type connector
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2.10 SOLDER CONNECTORS - A connector in which the conductor is connected to the current-
carrying member by soldering.

2.11 SPRING-FORCE CONNECTOR - A connector utilizing a spring action for retaining a conductor.
2.12 STUD AND NUT TYPE CONNECTOR — A connector in which:

a) An unprepared conductor is looped around a stud and retained by a nut; or

b) A prepared conductor is assembled to a stud and retained by a nut.
2.13 TERMINAL BLOCK — A terminal block is a rigidly mounted device that is composed of an
insulated base with barriers having one or more electrically conductive members. Each electrically
conductive member serves as a junction to electrically connect two or more conductors and also
provides means to individually connect or disconnect conductors. The device can be a sectional or one-
piece design.
2.14 UNPREPARED CONDUCTOR - A conductor which has been cut and the insulation of which has
been removed for insertion into a terminal. The conductor end is bare. The conductor in an insulation

piercing or displacement connector is considered to be unprepared.

2.15 WIRE BINDING SCREW CONNECTOR - A connector that uses a binding head screw, with or
without a flat ring or lock washers, where:

a) An unprepared conductor is looped around the shank of the screw and secured under the
head of the screw; or
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