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UL Standard for Safety for Household Trash Compactors, UL 1086

Sixth Edition, Dated August 15, 2016

SUMMARY OF TOPICS

This new edition of ANS/UL 1086 is being issued to include an alternative method for evaluating
protective electronic circuits and controls using requirements based on the Standard for Safety
of Household and Similar Electrical Appliances, Part 1: General Requirements, UL 60335-1

The new and revised requirements are substantially in accordance with Proposal(s) on this subject dated
March 25, 2016 and June 17, 2016.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.
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UL 1086

Standard for Household Trash Compactors

First Edition – September, 1976
Second Edition – February, 1979
Third Edition – December, 1991
Fourth Edition – February, 1996

Fifth Edition – June, 2005

Sixth Edition

August 15, 2016

This ANSI/UL Standard for Safety consists of the Sixth Edition.

The most recent designation of ANSI/UL 1086 as an American National Standard
(ANSI) occurred on August 15, 2016. ANSI approval for a standard does not
include the Cover Page, Transmittal Pages and Title Page.

The Department of Defense (DoD) has adopted UL 1086 on August 12, 1994.
The publication of revised pages or a new edition of this Standard will not
invalidate the DoD adoption.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL’s On-Line Collaborative Standards Development System (CSDS)
at http://csds.ul.com.

UL’s Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL’s Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.
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SUPPLEMENT SA - (Normative) – EVALUATION OF ELECTRONIC CIRCUITS

Requirements in Supplement SA are adapted by UL from IEC 60335-1 Ed. 5.1 b:2013 with permission of the American National
Standards Institute (ANSI) on behalf of the International Electrotechnical Commission. All rights reserved.
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INTRODUCTION

1 Scope

1.1 These requirements cover trash compactors that are rated 250 V or less and intended for household
use to reduce the volume of waste prior to disposal; and that are intended to be employed in accordance
with the National Electrical Code, NFPA 70.

2 General

2.1 A component used with an appliance covered by this standard shall comply with the standard or other
requirements for the component. See Appendix A for a list of standards covering components generally
used in the products covered by this standard.

Exception: A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.2 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.3 Specific components are incomplete in construction features or restricted in performance capabilities.
Such components are intended for use only under limited conditions, such as certain temperatures not
exceeding specified limits, and shall be used only under those specific conditions.

3 Units of measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4 Undated References

4.1 In the following text, a requirement that applies only to a specific type of trash compactor is so
identified by a specific reference in that requirement to the type involved. Absence of such specific
reference or use of the term appliance indicates that the requirement applies to all trash compactors
covered by this standard unless the context indicates otherwise.

4.2 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.
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5 Glossary

5.1 For the purpose of this standard the following definitions apply.

5.2 CONVERTIBLE APPLIANCE – A free-standing or portable appliance that is intended to be converted
to an undercounter or recessed appliance.

5.3 FREESTANDING APPLIANCE – An appliance that is not intended for attachment to the building
structure or to adjacent cabinets or appliances.

5.4 LINE-VOLTAGE CIRCUIT – A circuit involving a potential of not more than 250 V and having circuit
characteristics in excess of those of a low-voltage circuit.

5.5 LOW-VOLTAGE CIRCUIT – A circuit involving a peak open-circuit potential of not more than 42.4 V
supplied by a primary battery, by a Class 2 transformer, or by a combination of a transformer and a fixed
impedance that as a unit, complies with all performance requirements for a Class 2 transformer. A circuit
derived from a line-voltage circuit by connecting a resistance in series with the supply circuit as a means
of limiting the voltage and current, is not considered to be a low voltage circuit.

5.6 OPERATING CONTROL – Control, the operation of which starts or regulates the appliance during
normal operation.

Adapted by UL from IEC 60335-1 Ed. 5.1 b:2013 with permission of the American National Standards Institute (ANSI) on behalf of

the International Electrotechnical Commission. All rights reserved.

5.7 PORTABLE APPLIANCE – A cord-connected appliance mounted on wheels, casters, or the
equivalent, and intended to be moved about.

5.8 PROTECTIVE CONTROL – Control, the operation of which is intended to prevent the risk of fire,
electric shock, or injury to persons during normal or abnormal operation of the appliance.

Adapted by UL from IEC 60335-1 Ed. 5.1 b:2013 with permission of the American National Standards Institute (ANSI) on behalf of

the International Electrotechnical Commission. All rights reserved.

5.9 RECESSED APPLIANCE – An appliance that is intended for installation and use with the rear and
both sides located adjacent to cabinets, walls, or other appliances. A recessed appliance may be such as
to permit location under a countertop.

5.10 SAFETY CRITICAL FUNCTION (SCF) – Control, protection and monitoring functions which are
being relied upon to reduce the risk of fire, electric shock or injury hazards.

Adapted by UL from IEC 60335-1 Ed. 5.1 b:2013 with permission of the American National Standards Institute (ANSI) on behalf of

the International Electrotechnical Commission. All rights reserved.

5.11 TEMPERATURE-LIMITING DEVICE – A device that functions:

a) Only under conditions that produce abnormal temperatures; and

b) That is not intended to function during normal operation of the appliance.
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5.12 TEMPERATURE-REGULATING DEVICE – A device that:

a) Regulates temperature; and

b) Functions during normal operation of the appliance.

5.13 TEMPERATURE-REGULATING AND –LIMITING (Combination) DEVICE – A device that functions
to:

a) Regulate the temperature under normal conditions of use; and

b) Limit abnormal temperatures that might result from conditions of abnormal operation of the
appliance.

5.14 UNDERCOUNTER APPLIANCE – An appliance intended for installation under a countertop, and for
attachment to the building structure or to adjacent cabinets, walls, or appliances.

CONSTRUCTION

6 General

6.1 An appliance shall employ materials that are acceptable for the use.

7 Frame And Enclosure

7.1 An appliance shall be formed and assembled so that it will have the strength and rigidity necessary
to resist the abuses to which it may be subjected, without increasing a risk of fire, electric shock, or injury
to persons due to total or partial collapse with resulting reduction of spacings, loosening or displacement
of parts, or other serious defects.

7.2 An appliance shall be provided with an enclosure of material acceptable for the application that shall
house all parts that may present a risk of fire, electric shock, or injury to persons under any condition of
use.

7.3 Among the factors to be taken into consideration when an enclosure is being judged are the:

a) Mechanical strength,

b) Resistance to impact,

c) Moisture-absorptive properties,

d) Combustibility,

e) Resistance to corrosion, and

f) Resistance to distortion at temperatures to which the enclosure may be subjected during
normal or abnormal use.

For a nonmetallic enclosure, all of these factors are to be considered with respect to thermal aging.
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7.4 A cast- or sheet-metal section of an enclosure shall have a thickness not less than that specified in
Table 7.1.

Exception: An enclosure or part of an enclosure that complies with 32.6 – 32.8 is not required to comply
with this requirement.

7.5 Electrical parts of an appliance shall be located or enclosed so that protection against unintentional
contact with uninsulated live parts and internal wiring will be provided.

7.6 The enclosure of an appliance shall be such as to prevent molten metal, burning insulation, flaming
particles, or the like from falling on combustible materials, including the surface upon which the appliance
is supported and inside the compacting compartment.

Table 7.1
Thickness of metal enclosure

Metal Minimum thickness

At small, flat unreinforced
surfaces and at surfaces of

a shape or size that
provides adequate

mechanical strength

At surfaces to which a
wiring system is to be
connected in the field

At relatively large
unreinforced flat surfaces

inch (mm) inch (mm) inch (mm)

Die-cast metal 3/64 (1.2) – 5/64 (2.0)

Cast malleable iron 1/16 (1.6) – 3/32 (2.4)

Other cast metal 3/32 (2.4) – 1/8 (3.2)

Uncoated sheet steel 0.026 (0.66) 0.032 (0.81) 0.026 (0.66)

Galvanized sheet steel 0.029 (0.74) 0.034 (0.86) 0.029 (0.74)

Nonferrous sheet metal other than
copper

0.036 (0.91) 0.045 (1.14) 0.036 (0.91)

Copper 0.033 (0.84) 0.043 (1.09) 0.033 (0.84)

7.7 The requirement in 7.6 necessitates that a switch, a relay, a solenoid, or the like, be completely and
individually enclosed except for terminals, unless it can be shown that breakdown of the component would
not result in a risk of fire, or unless there are no openings in the enclosure through which molten metal,
burning insulation, flaming particles, or the like, can fall. See 48.1.1 and 48.1.2. It will also necessitate the
use of a barrier of noncombustible material:

a) Under a motor unless:

1) The structural parts of the motor or of the appliance provide the equivalent of such a
barrier;

2) The protection provided with the motor is such that no burning insulation or molten
material falls to the surface that supports the appliance or into the compacting
compartment when the motor is energized under each of the following fault conditions:

i) Open main winding,

ii) Open auxiliary winding,

iii) Starting switch short-circuited, and
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iv) Capacitor of a permanent-split-capacitor motor short-circuited and the rotor
locked – the short-circuit is to be applied before the motor is energized; or

3) The motor is provided with a thermal motor protector – a protective device that is
sensitive to temperature and current – that will prevent the temperature of the motor
windings from exceeding:

i) 125°C (257°F) when the motor is running at the maximum load at which it
can operate without causing the protector to cycle, and

ii) 150°C (302°F) with the rotor of the motor locked.

b) Under wire, unless its insulation is flame-retardant, such as neoprene- or thermoplastic-
insulated wires.

7.8 The barrier mentioned in 7.7 shall be horizontal, shall be located as illustrated in Figure 7.1, and shall
have an area in accordance with that illustration. Openings for drainage, ventilation, and the like, may be
employed in the barrier provided such openings would not permit molten metal, burning insulation, or the
like to fall on combustible material.

This is generated text for figtxt.
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Figure 7.1
Location and extent of barrier

NOTES –

A – Region to be shielded by barrier. This will consist of the entire component if it is not otherwise shielded, and will consist of the

unshielded portion of a component which is partially shielded by the component enclosure or equivalent.

B – Projection of outline of component on horizontal plane.

C – Inclined line that traces out minimum area of barrier. When moving, the line is always:

1) tangent to the component,

2) 5 degrees from the vertical, and

3) so oriented that the area traced out on a horizontal plane is maximum.

D – Location (horizontal) and minimum area for barrier. The area is that included inside the line of intersection traced out by the

inclined line C and the horizontal plane of the barrier.
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8 Accessibility Of Uninsulated Live Parts And Film-Coated Wire

8.1 To reduce the likelihood of unintentional contact that may involve a risk of electric shock from an
uninsulated live part or film-coated wire, an opening in an enclosure shall comply with either (a) or (b).

a) For an opening that has a minor dimension (see 8.5) less than 1 inch (25.4 mm), such a
part or wire shall not be contacted by the probe illustrated in Figure 8.1.

b) For an opening that has a minor dimension of 1 inch (25.4 mm) or more, such a part or wire
shall be spaced from the opening as specified in Table 8.1.

Exception: A motor other than one used in a hand-supported portion of an appliance need not comply
with these requirements if it complies with the requirements in 8.2.

8.2 With respect to a part or wire as mentioned in 8.1, in an integral enclosure of a motor as mentioned
in the exception to 8.1:

a) An opening that has a minor dimension (see 8.5) less than 3/4-inch (19.1 mm) is acceptable
if:

1) Film-coated wire cannot be contacted by the probe illustrated in Figure 8.2;

2) In a directly accessible motor (see 8.6), an uninsulated live part cannot be contacted
by the probe illustrated in Figure 8.3; and

3) In an indirectly accessible motor (see 8.6), an uninsulated live part cannot be
contacted by the probe illustrated in Figure 8.4.

b) An opening that has a minor dimension of 3/4-inch (19.1 mm) or more is acceptable if a part
or wire is spaced from the opening as specified in Table 8.1.

8.3 The probes mentioned in 8.1 and 8.2 and illustrated in Figures 8.1 – 8.4 shall be applied to any depth
that the opening will permit, and shall be rotated or angled before, during, and after insertion through the
opening to any position that is necessary to examine the enclosure. The probes illustrated in Figures 8.1
and 8.3 shall be applied in any possible configuration; and, if necessary, the configuration shall be
changed after insertion through the opening.

This is generated text for figtxt.
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Figure 8.1
Articulate probe with web stop
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Table 8.1
Minimum acceptable distance from an opening to a part that may involve a risk of electric shock

Minor dimension a of opening Minimum distance from opening to part

Inch (mm) b Inch (mm) b

3/4c (19.1) 4-1/2 (114)

1c (25.4) 6-1/2 (165)

1-1/4 (31.8) 7-1/2 (190)

1-1/2 (38.1) 12-1/2 (318)

1-7/8 (47.6) 15-1/2 (394)

2-1/8 (54.0) 17-1/2 (444)

d 30 (762)

a See 8.5.
b Between 3/4 in (19.1 mm) and 2-1/8 in (54.0 mm), interpolation is to be used to determine a value between values
specified in the table.
c Any dimension less than 1 in (25.4 mm) applies to a motor only.
d More than 2-1/8 in (54.0 mm), but not more than 6 in (152 mm).

This is generated text for figtxt.

Figure 8.2
Probe for film-coated wire
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Figure 8.3
International Electrotechnical Commission (IEC) articulate accessibility probe with stop plate

All dimensions in millimeters

Courtesy of IEC

Figure 8.4
Probe for uninsulated live parts
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8.4 The probes mentioned in 8.3 and 8.5 shall be used as measuring instruments to judge the
accessibility provided by an opening, and not as instruments to judge the strength of a material; they shall
be applied with the minimum force necessary to determine accessibility.

8.5 With reference to the requirements in 8.1 and 8.2, the minor dimension of an opening is the diameter
of the largest cylindrical probe having a hemispherical tip that can be inserted through the opening.

8.6 With reference to the requirements in 8.2, an indirectly accessible motor is a motor that is accessible
only by opening or removing a part of the outer enclosure, such as a guard or panel, that can be opened
or removed without using a tool, or is located at such a height or is otherwise guarded or enclosed so that
it is unlikely to be contacted. A directly accessible motor is a motor that can be contacted without opening
or removing any part or is located so as to be accessible to contact.

8.7 During the examination of an appliance to determine whether it complies with the requirements in 8.1
or 8.2, a part of the enclosure that may be opened or removed by the user without a tool (to attach an
accessory, to make an operating adjustment, or for other reasons) is to be opened or removed.

8.8 With reference to the requirements in 8.1 and 8.2, insulated brush caps are not required to be
additionally enclosed.

8.9 In an appliance, an opening as described in 8.10 that will not permit the entrance of a 1-inch
(25.4-mm) diameter rod is acceptable if a probe as illustrated in Figure 8.5, when inserted through the
opening with a force of 5 lb (22.24 N) and any force less than 5 lb, cannot be made to:

a) Touch any uninsulated live part or film-coated wiring; or

b) Deform or relocate any dead metal part so as to:

1) Permit the probe or dead metal part to touch an uninsulated live part or film-coated
wiring; or

2) Reduce electrical spacings below the minimum acceptable value.

This is generated text for figtxt.
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8.10 The requirement in 8.9 applies to an opening in:

a) The interior surfaces of the compacting compartment and door or door assembly that are
accessible when the loading door is open; and

b) The following exterior surface with decorative parts in place:

1) For an under counter and a recessed appliance, the front and those portions of the
sides accessible from the front when the appliance is installed in a simulated cabinet
enclosure with a 3/8-inch (9.5-mm) clearance between each side and the simulated
enclosure.

2) For any other appliance, the back, sides, and front.

Exception: The front of a rear-mounted control panel need not comply.

8.11 An enclosure of polymeric material shall comply with the Standard for Polymeric Materials – Use in
Electrical Equipment Evaluations, UL 746C. The polymeric enclosure material of an appliance intended
for installation in a garage shall be subjected to the Cold Impact Test at 0 ±2°C. See also 60.2.

Figure 8.5
Knife probe
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9 Overload-Protective Devices

9.1 An overcurrent- or thermal-protective device acceptable for the application shall be provided as part
of an appliance.

9.2 A protective device, the intended functioning of which requires replacement or resetting, shall be in a
readily accessible location.

Exception No. 1: This requirement does not apply to an appliance that complies with all applicable
requirements in this standard with the protective device, such as a supplementary fuse, shunted out of the
circuit.

Exception No. 2: This requirement does not apply to a protective device that is located where the user
would not typically know of the device because of its location and reference to the device is not included
in the operating instructions for the appliance.

9.3 A protective device shall be inaccessible from outside the appliance without opening a door or cover,
and resetting shall not require exposure of normally protected or enclosed live parts.

Exception: The operating handle of a circuit breaker, the operating button of a manually operable motor
protector, and similar parts may project outside the enclosure.

9.4 A door or cover of an enclosure shall be hinged or attached in an equivalent manner if it gives access
to any overload protective device, the intended functioning of which requires renewal, or if it is necessary
to open the cover in connection with the normal operation of the protective device.

9.5 Means shall be provided for holding a door or cover over a fuseholder closed, and the door or cover
shall fit tightly.

10 Mechanical Assembly

10.1 An appliance shall be assembled so that it will not be adversely affected by the vibration of normal
operation. Brush caps shall be tightly threaded or otherwise intended to prevent loosening.

10.2 A switch, a lampholder, a motor-attachment plug, and similar components shall be mounted
securely, and shall be prevented from turning or shifting. See 10.3.

Exception No. 1: The requirement that a switch be prevented from turning may be waived if all four of the
following conditions are met:

a) The switch is a plunger or other type that does not tend to rotate when operated – a toggle
switch is considered to be subject to forces that tend to rotate the switch during intended
operation of the switch;

b) The means of mounting the switch makes it unlikely that operation of the switch will loosen
it;

c) Spacings are not reduced below the minimum acceptable values if the switch does rotate;
and

d) Intended operation of the switch is by mechanical means rather than direct contact by
persons.
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Exception No. 2: A lampholder in which the lamp cannot be replaced, such as a neon pilot or indicator
light in which the lamp is sealed in a nonremovable jewel, need not be prevented from turning if rotation
cannot reduce spacings below the minimum acceptable values.

10.3 The means for preventing the turning mentioned in 10.2 is to consist of more than friction between
surfaces – for example, a properly applied lock washer, is an acceptable means for preventing a small
stem-mounted switch or other device having a single-hole mounting means from turning.

11 Protection Against Corrosion

11.1 All surfaces of iron and steel parts shall be protected against corrosion by enameling, galvanizing,
plating, or other acceptable means.

Exception No. 1: This requirement does not apply to bearings, balance weights, laminations, or minor
parts of iron or steel, such as washers or screws.

Exception No. 2: This requirement does not apply to other parts of iron or steel if corrosion of such parts
would not be likely to result in a risk of fire, electric shock, or injury to persons.

12 Power-Supply Connections

12.1 Cord-connected appliances

12.1.1 Cords and plugs

12.1.1.1 A power-supply cord or cord set of a cord-connected appliance shall include an
equipment-grounding conductor and shall terminate in a grounding attachment plug.

12.1.1.2 The attachment plug of an appliance intended to be connected to a nominal 120 V circuit, and
employing devices required to be connected to a specific supply conductor as specified in 19.2 and 22.1
shall be a polarized type. The connections to the attachment plug shall be in accordance with Figure 12.1.
The polarity identification of the supply cord shall be in accordance with Table 12.1. See 59.4.

This is generated text for figtxt.
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Figure 12.1
Connections to attachment plugs

NOTES –

a In the above illustration, the blade to which the green conductor is connected may have a U-shape instead of a circular cross

section.

b Signifies a conductor identified in accordance with Table 12.1.
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12.1.1.3 A flexible cord shall be Type SE, SEO, SJ, SJE, SJEO, SJO, SJT, SJTO, SJTOO, S, SO, SOO,
SP-3, SPE-3, SPT-3, ST, STO, or STOO, except that a portable appliance shall not employ Types SP-3,
SPE-3, and SPT-3 cord.

12.1.1.4 A flexible cord may be permanently attached to an appliance or may be a separate cord set with
acceptable means for connection to the appliance.

12.1.1.5 For a freestanding, portable, or convertible appliance the flexible cord shall not be less than 6 ft
(1.83 m) long measured from the face of the attachment plug to the point of entry into the appliance. A
convertible appliance shall be provided with a means to comply with 12.1.1.6 after conversion.

Table 12.1
Polarity identification of flexible cords

Method of identification Acceptable combinations

Conductor intended to be grounded a All other conductors a

Color of braids on individual
conductors

Solid white or gray–without tracer Solid color other than white or gray–
without tracer

Color other than white or gray – with tracer
in braid

Solid color other than white or gray –
without tracer

Color of insulation on individual
conductors

Solid white or grayc Solid color other than white or gray

Solid light blued Solid color other than light blue, white,
or gray

Color of separators Solid white or graye Solid color other than white or gray

Other means

Tin or other white metallic coating on all
strands of the conductore

No tin or other white metallic coating on
the strands of the conductor

A stripe, ridge, or groove on the exterior
surface of the corde

a A conductor finished to show a green color with or without one or more yellow stripes or tracers is to be used only as an
equipment-grounding conductor. See 23.3 and Figure 12.1.
b The grounded (identified) conductor is the neutral supply conductor.
c Only for cords, other than Types SP-3, SPE-3 and SPT-3, having no braid on any individual conductor.
d For jacketed cords.
e Only for cords having insulation on the individual conductors integral with the jacket, such as Types SP-3, SPE-3 and
SPT-3.

12.1.1.6 For a cord-connected undercounter or recessed appliance:

a) The flexible cord shall be 3 – 4 ft (0.91 – 1.22 m) long measured from the face of the
attachment plug to the point of attachment or entry to the appliance,

b) Installation instructions shall specify the location of the wall receptacle; and

c) A means shall be provided to secure the flexible cord to the appliance so that the cord will
not be damaged during installation or removal.

12.1.1.7 A portable compactor shall not employ an angled attachment plug.
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12.1.1.8 The ampacity of the cord and the current rating of the fittings for an appliance rated 15 A or less
shall not be less than that of the appliance. For an appliance rated more than 15 A, the ampacity of the
cord shall not be less than the current rating of the appliance; and the current rating of the attachment
plug shall not be less than 125 percent of the current rating of the appliance. The attachment plug shall
have a voltage rating not less than the rated voltage of the appliance.

12.1.1.9 An appliance that can be adapted for use on two or more different values of voltage by field
alteration of internal connections shall be provided with an attachment plug that is acceptable for the
voltage for which the appliance is connected when shipped from the factory. See 55.4.

12.1.1.10 An appliance intended for use with a detachable cord set shall not be provided with terminal
pins that will accommodate a standard flatiron or appliance plug.

12.1.1.11 An appliance that is required to employ a polarized attachment plug as specified in 12.1.1.2,
and that is provided with a detachable cord set as specified in 12.1.1.10 shall also employ an appliance
connector of the polarized type.

12.1.1.12 Means shall be provided to prevent a flexible cord from being pushed into an appliance through
the cord-entry hole when such displacement results in:

a) Subjecting the cord to mechanical damage,

b) Exposing the cord to a temperature higher than that for which the cord is rated,

c) Reducing spacings, such as to a metal strain-relief clamp, below the minimum required
values; or

d) Damaging internal connections or components.

To determine compliance, the cord shall be tested in accordance with Push-Back Relief, 45.3.

12.1.2 Strain relief

12.1.2.1 Strain relief shall be provided to reduce the likelihood of mechanical stress or twisting on the
flexible cord being transmitted to a terminal, a splice, or interior wiring. See 45.2.1.

12.1.2.2 A strain-relief clamp shall be constructed so that it will not damage the cord.
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12.1.3 Bushings

12.1.3.1 The edges of a bushing or entry hole for the power-supply cord shall be smooth and free from
burrs, fins, and sharp edges.

12.1.3.2 If an insulating bushing provided where the power-supply cord enters the enclosure is of material
other than ceramic, phenolic, cold-molded composition, fiber, or other material that has been investigated
and found to be acceptable for the application, the hole in the metal in which the bushing is mounted shall
be smooth and free from burrs, fins, and sharp edges.

12.2 Permanently connected appliances

12.2.1 General

12.2.1.1 An undercounter appliance and any appliance intended to be fastened or fixed in position shall
have provision for connection to a wiring system in accordance with the National Electrical Code, NFPA
70.

Exception: A built-in appliance that is provided with an acceptable power-supply cord need not have such
provision.

12.2.2 Field-wiring compartments

12.2.2.1 A field-wiring compartment in which power-supply connections are to be made shall be located
so that these connections may be readily inspected after the appliance has been installed as intended.

12.2.2.2 The requirement in 12.2.2.1 necessitates that the field-wiring compartment be located so that it
will be accessible without moving the appliance after installation.

12.2.2.3 A field-wiring compartment that is not a part of the enclosure of the appliance shall be complete,
and shall enclose all field-wiring terminals and all splices to be made in the field. Openings for ventilation
shall not be located in the bottom or sides of the compartment.

12.2.2.4 A field-wiring compartment intended for connection of a supply raceway shall be attached to the
appliance so as to be prevented from turning.

AUGUST 15, 2016 HOUSEHOLD TRASH COMPACTORS - UL 1086 23

Copyright UL 
Provided by IHS under license with UL Licensee=Hong Kong Polytechnic University/9976803100, User=wazeri, publico

Not for Resale, 01/12/2017 23:53:55 MSTNo reproduction or networking permitted without license from IHS

-
-
`
,
,
`
,
`
,
,
`
,
,
`
`
,
`
,
`
,
,
`
`
`
`
`
,
,
,
,
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: UL 1086 2016

http://avadocuments2026.com/doc/ul-1086-2016
http://avadocuments2026.com/doc/ul-1086-2016

