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333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Electric Snow Movers, UL 1090

Fifth Edition, Dated September 26, 2007

Summary of Topics

The Fifth Edition of UL 1090 was issued to: 1) revise Paragraph 1.3 to update the specific
sections of ANSI B71.3, Safety Specifications for Snow Throwers, that are required for
compliance with UL 1090; 2) revise Paragraph 20.4 to prohibit the use of sheet-metal screws as
a means of securing grounding or bonding conductors to an enclosure; 3) revise Paragraph
33.10 to delete reference to the use of asbestos materials; 4) revise the component standards
list in Appendix A to replace UL 506 with UL 5085-1, UL 5085-2, and UL 5085-3, to replace UL
198F with UL 248-11, and to replace UL 198G with UL 248-14; 5) editorial revisions including
addition of statement to address undated references and removal of dates associated with
references in the standard and renumbering.

The following table lists the future effective dates with the corresponding reference.

Future Effective Date References

March 26, 2009 1.3, 20.4

The new requirements are substantially in accordance with UL’s Proposal(s) on this subject dated June 6,
2007 and August 3, 2007.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL’s Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.
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In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a ″SUPERSEDED REQUIREMENTS″ notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing and Follow-Up Services after the effective
date, and understanding of this should be signified in writing.

Copyright © 2007 Underwriters Laboratories Inc.
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UL 1090

Standard for Electric Snow Movers

First Edition – August, 1977
Second Edition – March, 1982

Third Edition – December, 1986
Fourth Edition – June, 1994

Fifth Edition

September 26, 2007

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements. Comments or proposals
for revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL’s On-Line
Collaborative Standards Development System (CSDS) at http://csds.ul.com.
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INTRODUCTION

1 Scope

1.1 These requirements cover battery-powered snow movers, and cord-connected electrically operated
snow movers rated 250 Vs or less to be employed in accordance with the National Electrical Code, NFPA
70.

1.2 These requirements do not cover riding-type snow movers or snow movers intended for commercial
or industrial use or for use in hazardous locations as defined in the National Electrical Code, NFPA 70.

1.3 In addition to the requirements in this standard, a snow mover shall comply with, Sections 4.1, 4.2.1
– 4.2.3, 4.2.5, 5, 6, 9.1 – 9.5, 10.1, and 11 of the Safety Specifications for Snow Throwers, ANSI B71.3.

Exception: Markings shall be considered durable and permanent if they comply with Permanency of
Marking, Section 42 of this standard.

1.3 effective March 26, 2009

2 Components

2.1 Except as indicated in 2.2, a component of a product covered by this standard shall comply with the
requirements for that component. See Appendix A for a list of standards covering components generally
used in the products covered by this standard.

2.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.4 Specific components are incomplete in construction features or restricted in performance capabilities.
Such components are intended for use only under limited conditions, such as certain temperatures not
exceeding specified limits, and shall be used only under those specific conditions.
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3 General

3.1 Units of measurement

3.1.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

3.2 Undated referencs

3.2.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

4 Glossary

4.1 For the purpose of this standard the following definitions apply.

4.2 DIRECTLY ACCESSIBLE MOTOR – A motor that can be contacted without opening or removing
any part, or that is located so as to be accessible to contact.

4.3 ENCLOSURE – That portion of the snow mover that:

a) Renders inaccessible all parts that may otherwise present a risk of electric shock or injury to
persons, or

b) Prevents propagation of flame initiated by electrical disturbances occurring within, or both.

4.4 GROUND-SUPPORTED SNOW MOVER – A snow mover that, during normal operation, is
supported entirely or in part by the ground.

4.5 HAND-SUPPORTED SNOW MOVER – A snow mover that, at some time during normal operation,
is intended to be completely supported by the user.

4.6 INDIRECTLY ACCESSIBLE MOTOR – A motor that is accessible only by opening or removing a
part of the outer enclosure, such as a guard or panel, that can be opened or removed without using a
tool, or that is located at such a height or is otherwise guarded or enclosed so that it is unlikely to be
contacted.

4.7 LEAKAGE CURRENT – All current or currents, including capacitively-coupled current, that may be
conveyed between exposed conductive surfaces of a snow mover and ground or other exposed
conductive surfaces of the snow mover.

4.8 LIVE PART – A part energized with respect to earth or energized with respect to some other part.
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CONSTRUCTION

5 Frame and Enclosure

5.1 General

5.1.1 The frame and enclosure of a snow mover shall have the necessary strength and rigidity to resist
the abuses likely to be encountered during routine service. The degree or resistance inherent in the snow
mover shall preclude total or partial collapse with attendant reduction of spacings, loosening or
displacement of parts, and other serious defects that alone or in combination constitute an increase in the
risk of fire, electric shock, or injury to persons.

5.1.2 Among the factors taken into consideration when a frame or enclosure is evaluated are:

a) Mechanical strength,

b) Resistance to impact,

c) Moisture-absorptive properties,

d) Combustibility and resistance to ignition from electrical sources,

e) Resistance to corrosion,

f) Resistance to distortion at temperatures to which the enclosure may be subjected under
conditions of normal or abnormal use, and

g) Dielectric properties, insulation resistance, and resistance to arc tracking.

A frame or enclosure that will be exposed to oil, acids, solvents, reagents, cleaning agents or ozone as
part of the use or application of the snow mover shall not be adversely affected by these materials as
determined by appropriate tests.

5.1.3 The enclosure of a snow mover shall be such as to prevent water from causing a risk of electric
shock when the snow mover is subjected to a rain test or other test to simulate conditions that might occur
during use. See 34.1 and 34.4 – 34.6.
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5.2 Metallic enclosures

5.2.1 Cast- and sheet-metal portions of an enclosure shall not be thinner than specified in Table 5.1
unless the enclosure is found to be acceptable when evaluated under the considerations mentioned in
5.1.2.

Table 5.1
Minimum acceptable thickness of metal enclosure

Minimum thickness

At small, flat, unreinforced surfaces and at
surfaces that are reinforced by curving,

ribbing, or the like At relatively large unreinforced flat surfaces

Metal inch mm inch mm

Die-cast metal 3/64 (1.2) 5/64 (2.0)

Cast malleable iron 1/16 (1.6) 3/32 (2.4)

Other cast metal 3/32 (2.4) 1/8 (3.2)

Uncoated sheet steel 0.026 (0.66) 0.026 (0.66)

Galvanized sheet steel 0.029 (0.74) 0.029 (0.74)

Nonferrous sheet metal 0.036 (0.91) 0.036 (0.91)

5.3 Polymeric enclosures

5.3.1 A polymeric enclosure shall be of a material as defined by the tests in, Polymeric Materials as
Covered by 44.1.1 – 44.4.7, Section 44, or of a material classed HB and as defined by the tests in
Polymeric Materials Classed HB, Section 45.

5.3.2 The material used as the enclosure shall be acceptable for use at the maximum temperature to
which it is exposed during intended use. Material exposed to temperatures in excess of 80°C (176°F) shall
be investigated with respect to aging to determine if it is acceptable for the purpose.

5.4 Battery enclosures

5.4.1 The battery of a battery-operated snow mover shall be acceptably housed or enclosed to prevent
breakage of the battery case and the risk of an explosion.

5.4.2 The horizontal top surface of a battery enclosure shall have such strength and rigidity that, in
conjunction with an air spacing provided between it and the battery terminals, the battery terminals will not
be short-circuited when a 250-lb (1112-N) force is applied to the top surface. In place of the spacing,
insulation designed to prevent short-circuiting of the battery terminals may be secured to the inner surface
of a battery enclosure.

5.4.3 With reference to 5.4.2, the 250-lb (1112-N) force is to be applied through a 13-1/2-in (343-mm)
diameter rigid plate, regardless of the area of the cover.
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5.5 Handles

5.5.1 A snow mover shall have a handle or handles that permit grasping the snow mover with two hands.

5.5.2 The requirements in 5.5.3 – 5.5.6 do not apply to battery-operated snow movers.

5.5.3 Other than as noted in 5.5.5, the handles or surfaces most likely to be grasped by the user during
intended operation of a snow mover shall be of or covered with an insulating material that complies with
the requirements in 5.5.6 and Handle Tests, Section 36.

5.5.4 With reference to 5.5.3, examples of surfaces that are likely to be grasped by the user during
intended operation include a lever, a handle, or a button for a switch or other operator control. Surfaces
of a guard for a switch, or other operator control, are also included if located where likely to be grasped.
Operator-handled controls that are remote from the handles of the snow mover are not included.

5.5.5 The outer surfaces of a handle or other area likely to be grasped during intended operation may be
of electrically conductive material if:

a) Insulation complying with the requirement in 36.1(c) is interposed between the surfaces likely
to be grasped and:

1) The snow moving member, and

2) Any metallic guard for the snow moving member; and

b) Surfaces likely to be grasped:

1) Are double-insulated from live parts, or

2) Do not enclose electrical components and are separated from all dead metal parts
that enclose electrical components by insulation complying with the requirements in
36.1(c).

5.5.6 The insulating material mentioned in 5.5.3 shall be of a type and thickness that make it acceptable
as the sole insulation between a live part and a dead metal part. If it overlies and is in intimate contact
with dead metal, the nonconductive material shall not be less than 5/64 in (2.0 mm) thick.

Exception: The thickness of the insulating material may be less than 5/64 in if the material is found to be
acceptable when judged under the considerations mentioned in 5.1.2.

5.5.7 An assembly screw in an area likely to be grasped that secures a covering of insulating material to
a metal enclosure and threads into a metal enclosure containing electrical components or into a metal
enclosure that contacts another metal enclosure containing live parts:

a) Shall not be accessible to the probe illustrated in Figure 6.3 when inserted to a depth of 1 in
(25.4 mm), or

b) Shall be recessed not less than 1/8 in (3.2 mm) behind the outer surface of the insulating
material if the opening will not admit a 3/8-in (9.5-mm) diameter rod.
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6 Accessibility of Uninsulated Live Parts and Film-Coated Wire

6.1 Electrical parts of a snow mover shall be located or enclosed to reduce the risk of unintentional
contact with uninsulated live parts. Insulated brush caps do not require an additional enclosure.

6.2 The requirements specified in 6.3 – 6.11 do not apply to battery operated snow movers.

6.3 To reduce the likelihood of unintentional contact that may involve a risk of electric shock from an
uninsulated live part or film-coated wire, an opening in an enclosure shall comply with either (a) or (b).

a) For an opening that has a minor dimension (see 6.7) less than 1 in (25.4 mm), such a part
or wire shall not be contacted by the probe illustrated in Figure 6.1.

b) For an opening that has a minor dimension of 1 in or more, such a part or wire shall be
spaced from the opening as specified in Table 6.1.

Exception: A motor other than one used in either a hand-held product or a hand-supported portion of a
product need not comply with these requirements if it complies with the requirements in 6.4.

This is generated text for figtxt.
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Figure 6.1
Articulate probe with web stop
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Table 6.1
Minimum acceptable distance from an opening to a part that may involve a risk of electric shock

Minor dimension a of opening, Minimum distance from opening to part,

inches (mm) b inches (mm) b

3/4c (19.1) 4-1/2 (114.0)

1c (25.4) 6-1/2 (165.0)

1-1/4 (31.8) 7-1/2 (190.0)

1-1/2 (38.1) 12-1/2 (318.0)

1-7/8 (47.6) 15-1/2 (394.0)

2-1/8 (54.0) 17-1/2 (444.0)

d 30 (762.0)

a See 6.6.
b Between 3/4 in and 2-1/8 in, interpolation is to be used to determine a value between values specified in the table.
c A dimension less than 1 in applies to a motor only.
d More than 2-1/8 in, but not more than 6 in (152.0 mm).

6.4 With reference to the Exception to 6.3, air openings in an integral enclosure of a motor shall comply
with (a) or (b):

a) An opening that has a minor dimension (see 4.2) less than 3/4 in (19.1 mm) is acceptable if:

1) Film-coated wire cannot be contacted by the probe illustrated in Figure 6.3;

2) In a directly accessible motor (see 4.2), an uninsulated live part cannot be contacted
by the probe illustrated in Figure 6.4; and

3) In an indirectly accessible motor (see 4.6), an uninsulated live part cannot be
contacted by the probe illustrated in Figure 6.2.

b) An opening that has a minor dimension of 3/4 in or more is acceptable if a part or wire is
spaced from the opening as specified in Table 6.1.

This is generated text for figtxt.
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Figure 6.2
Probe for uninsulated live parts

Figure 6.3
Probe for film-coated wire
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Figure 6.4
International Electrotechnical Commission (IEC) articulate accessibility probe with stop plate

(Courtesy of IEC)
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6.5 The probes specified in 6.3 and 6.4 and illustrated in Figures 6.1 – 6.4 shall be applied to any depth
that the opening will permit, and shall be rotated or angled before, during, and after insertion through the
opening to any position that is necessary to examine the enclosure. The probes illustrated in Figures 6.1
and 6.4 shall be applied in any possible configuration; and if necessary, the configuration shall be
changed after insertion through the opening.

6.6 The probes illustrated in Figures 6.1 – 6.4 shall be used as measuring instruments to judge the
accessibility provided by an opening, and not as instruments to judge the strength of a material; they shall
be applied with the minimum force necessary to determine accessibility.

6.7 With reference to 6.3 and 6.4, the minor dimension of an opening is the diameter of the largest
cylindrical probe having a hemispherical tip that can be inserted through the opening.

This is generated text for figtxt.

6.8 During the examination of a product to determine compliance with 6.3 or 6.4, a part of the enclosure
that may be opened or removed by the user without using a tool (to attach an accessory, to make an
operating adjustment, or for other reasons) is to be opened or removed.

6.9 The opening illustrated in Figure 6.5 is acceptable if, within the enclosure, there is no uninsulated live
part or film-coated wire:

a) Less than X distance from the perimeter of the opening, and

Figure 6.5
Opening in enclosure

SEPTEMBER 26, 2007ELECTRIC SNOW MOVERS - UL 109016

Full document details: UL 1090 2007

http://avadocuments2026.com/doc/ul-1090-2007
http://avadocuments2026.com/doc/ul-1090-2007


UL COPYRIGHTED MATERIAL –
NOT AUTHORIZED FOR FURTHER REPRODUCTION OR

DISTRIBUTION WITHOUT PERMISSION FROM UL

b) Within the volume generated by projecting the perimeter distance X normal to its plane.

X equals five times the diameter of the largest round rod that can be inserted through the opening, but not
less than 4 in (102 mm). In evaluating an opening, any barrier located within the volume usually is ignored
unless it intersects the boundaries of the volume in a continuous, closed line.

6.10 During the examination of a snow mover in connection with the requirements in 6.1, a part of the
outer enclosure that may be removed without the use of tools by the user of the snow mover – to permit
the attachment of accessories, to allow access to means for making operating adjustments, or for another
reason – is to be disregarded; that is, it will not be assumed that the part in question affords protection
against electric shock unless marked in accordance with 50.4.

6.11 A latch or a fastener that is intended to be opened by use of a coin or the like, is considered as being
able to be opened without the use of a tool.

7 Mechanical Assembly

7.1 A snow mover shall be assembled so that the vibration that occurs during intended operation will not
create a risk of fire, electric shock, or injury to persons.

7.2 A switch, a lampholder, an attachment-plug receptacle, a plug connector, or other component that is
handled by the user shall be mounted securely and shall be prevented from turning by means other than
friction between surfaces.

Exception No. 1: A switch need not be prevented from turning if all four of the following conditions are met:

a) The switch is of a plunger, slide, or other type that does not tend to rotate when operated. A
toggle switch is considered to be subject to forces that tend to turn the switch during normal
operation of the switch.

b) The means of mounting the switch makes it unlikely that operation of the switch will loosen
the switch.

c) Spacings are not reduced below the minimum acceptable values if the switch rotates.

d) Normal operation of the switch is by mechanical means rather than by direct contact by
persons.

Exception No. 2: A lampholder of the type in which the lamp cannot be replaced, such as a neon pilot or
indicator light in which the lamp is sealed in a nonremovable jewel, need not be prevented from turning if
rotation cannot reduce spacings below the minimum acceptable values.

7.3 With reference to the requirements in 7.2, a lock washer, properly applied, is acceptable as the
means for preventing a small stem-mounted switch or other device having a single-hole mounting means
from turning.
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