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UL Standard for Safety for Personal Flotation Devices – Part 4: Lifejackets, Performance Level 1 00 –
Safety Requirements, ANSI/CAN/UL 1 2402-4

First Edition, Dated July 9, 2020

Summary ofTopics

This revision ofANSI/CAN/UL 12402-4 datedFebruary 5, 2025, is issued to correct the website for

the Canadian RedCross in 7DV.2.2(k) table. No otherchanges to requirements have been made to

this document.

ANSI/CAN/UL 12402-4 is an adoption with national deviations ofISO Standard forPersonal

Flotation Devices – Part 4: Lifejackets, Performance Level 100 – SafetyRequirements, first edition

ofISO 12402-4: 2006-09-01, Technical Corrigendum 2006-12-01, and Amendment 1 dated 2010-06-

01.

Text that has been changed in any manner or impacted by ULSE's electronic publishing system is marked
with a vertical l ine in the margin.

The revised requirements are substantial ly in accordance with Proposal(s) on this subject dated October
11 , 2024.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of ULSE Inc. (ULSE).

ULSE provides this Standard "as is" without warranty of any kind, either expressed or implied, including
but not l imited to, the implied warranties of merchantabil ity or fitness for any purpose.

In no event wil l ULSE be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inabil ity to use this Standard, even if ULSE or an authorized ULSE representative has been advised of the
possibil ity of such damage. In no event shall ULSE's l iabil ity for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold ULSE
harmless from and against any loss, expense, l iabil ity, damage, claim, or judgment (including reasonable
attorney's fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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Standard for Personal Flotation Devices – Part 4: Lifejackets, Performance
Level 1 00 – Safety Requirements

First Edition
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This ANSI/CAN/UL Safety Standard consists of the First Edition including
revisions through February 5, 2025.

The most recent designation of ANSI/UL 1 2402-4 as an American National
Standard (ANSI) occurred on February 5, 2025 i. ANSI approval for a standard
does not include the Cover Page, Transmittal Pages, Title Page, Preface or SCC
Foreword.

This standard has been designated as a National Standard of Canada (NSC) on
February 5, 2025. i
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Preface

This is the First Edition of the ANSI/CAN/UL 1 2402-4, Standard for Personal Flotation Devices – Part 4:
Lifejackets, performance level 1 00 – Safety requirements, which is a National Adoption of the first edition
of ISO 1 2402-4: 2006-09-01 , Technical Corrigendum 2006-1 2-01 , and Amendment 1 dated 201 0-06-01 .

ULSE is accredited by the American National Standards Institute (ANSI) and the Standards Council of
Canada (SCC) as a Standards Development Organization (SDO).

This Standard has been developed in compliance with the requirements of ANSI and SCC for
accreditation of a Standards Development Organization.

This ANSI/CAN/UL 1 2402-4 Standard is under continuous maintenance, whereby each revision is
approved in compliance with the requirements of ANSI and SCC for accreditation of a Standards
Development Organization. In the event that no revisions are issued for a period of four years from the
date of publication, action to revise, reaffirm, or withdraw the standard shall be initiated.

In Canada, there are two official languages, English and French. All safety warnings must be in French
and English. Attention is drawn to the possibil ity that some Canadian authorities may require additional
markings and/or installation instructions to be in both official languages.

Comments or proposals for revisions on any part of the Standard may be submitted at any time. Proposals
should be submitted via a Proposal Request in the Collaborative Standards Development System (CSDS)
at https://csds.ul.com.

Our Standards for Safety are copyrighted by ULSE Inc. Neither a printed nor electronic copy of a Standard
should be altered in any way. All of our Standards and all copyrights, ownerships, and rights regarding
those Standards shall remain the sole and exclusive property of ULSE Inc.

This Edition of the Standard has been formally approved by the Technical Committee (TC) on Personal
Flotation Devices, TC 11 23.

This l ist represents the TC 11 23 membership when the final text in this standard was balloted. Since that
time, changes in the membership may have occurred.

TC 11 23 Membership

Name Representing Interest Category Region

S. Balistreri Bal istreri Consulting INC Producer USA

D. Broadbent Abyc Testing & Standards Org. USA

D. Campbell IMANNA Laboratory Testing & Standards Org. USA

T. Dardis U S Coast Guard Headquarters Government USA
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Copyright Notice

The text, figures, and tables of ISO Publication, ISO 1 2402-4, first edition of ISO 1 2402-4: 2006-09-01 ,
Technical Corrigendum 2006-1 2-01 , and Amendment 1 dated 201 0-06-01 , are used in this Standard with
the consent of the ISO and the American National Institute (ANSI). The ISO copyrighted material has been
reproduced with permission from ANSI. The ISO Foreward and Introduction are not a part of the
requirements of this Standard but are included for information purposes only. Copies of ISO Publication
1 2402-4 may be purchased from:

Director, Business Development
American National Standards Institute
11 80 Avenue of the Americas, 1 0th Floor
New York, NY 1 0036
iPhone: (21 2) 642-4900

The Canadian adoption of this International Standard as a National Adoption of Canada contains
information copyright protected by ULSE. All rights reserved. No part of this National Adoption of Canada
may be reproduced in any form without the prior permission of ULSE. ISO material is reprinted with
permission. Requests for permission to reproduce this National Adoption of Canada or parts thereof
should be addressed to:

Compliance Department
ULSE Inc.
1 603 Orrington Ave.
Evanston, IL 60201

i

Reasons for Differences from ISO

National Differences from the ISO standard are being added in order to address regulatory and safety
situations present in the US and Canada.
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NATIONAL DIFFERENCES

There are six types of National Differences as noted below. The difference type is noted on the first l ine of
the National Difference in the standard. The standard may not include all types of these National
Differences. The National Differences in this standard were developed via a binational effort by the
Canada / US 1 2402 Task Group.

DR – These are National Differences based on the national regulatory requirements.

D1 – These are National Differences which are based on basic safety principles and requirements,
el imination of which would compromise safety for consumers and users of products.

D2 – These are National Differences from ISO requirements based on existing safety practices. These
requirements reflect national safety practices, where empirical substantiation (for the IEC or national
requirement) is not available or the text has not been included in the IEC standard.

DC – These are National Differences based on the component standards and wil l not be deleted unti l a
particular component standard is harmonized with the ISO component standard.

DE – These are National Differences based on editorial comments or corrections. Some examples of
editorial comments or corrections include replacing "l ifejacket" with "PFD" or vice versa and correcting
paragraph references.

DT – These are National Differences that are the result of pending changes that have been tentatively
agreed internationally by ISO TC1 88/SC1 for the next edition of the standard and therefore are expected
outcomes of the second edition of ISO 1 2402. These changes include both clarifications and substantive
changes in requirements and that wil l be reviewed when the next edition of ISO 1 2402 is published.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base ISO
text:

Addition / Add – An addition entails adding a complete new numbered clause, subclause, table,
figure, or annex. Addition is not meant to include adding select words to the base ISO text.

Modification / Modify – A modification is an altering of the existing base ISO text such as the
addition, replacement or deletion of certain words or the replacement of an entire clause,
subclause, table, figure, or annex of the base ISO text.

Deletion /Delete – A deletion entails complete deletion of an entire numbered clause, subclause,
table, figure, or annex without any replacement text.
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Foreword (ISO)

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in l iaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibil ity that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 1 2402-4 was prepared by the European Committee for Standardization (CEN) Technical Committee
CEN/TC 1 62, Protective clothing including hand and arm protection and lifejackets, in collaboration with
Technical Committee ISO/TC 1 88, Small craft, in accordance with the Agreement on technical cooperation
between ISO and CEN (Vienna Agreement).

ISO 1 2402 consists of the following parts, under the general title Personal flotation devices:

– Part 1: Lifejackets for seagoing ships – Safety requirements

– Part 2: Lifejackets, performance level 275 – Safety requirements

– Part 3: Lifejackets, performance level 150 – Safety requirements

– Part 4: Lifejackets, performance level 100 – Safety requirements

– Part 5: Buoyancy aids (level 50) – Safety requirements

– Part 6: Special purpose lifejackets and buoyancy aids – Safety requirements and additional test methods

– Part 7: Materials and components – Safety requirements and test methods

– Part 8: Accessories – Safety requirements and test methods

– Part 9: Test methods

– Part 10: Selection and application ofpersonal flotation devices and other relevant devices
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Introduction

ISO 1 2402 has been prepared to give guidance on the design and application of personal flotation devices
(hereafter referred to as PFDs) for persons engaged in activities, whether in relation to their work or their
leisure, in or near water. PFDs manufactured, selected, and maintained to this standard should give a
reasonable assurance of safety from drowning to a person who is immersed in water.

Requirements for l ifejackets on large, commercial seagoing ships are regulated by the International
Maritime Organization (IMO) under the International Convention for the Safety of Life at Sea (SOLAS).
ISO 1 2402-1 addresses lifejackets for seagoing ships.

ISO 1 2402 allows for the buoyancy of a PFD to be provided by a wide variety of materials or designs,
some of which may require preparation before entering the water (e.g. inflation of chambers by gas from a
cylinder or blown in orally). However, PFDs can be divided into the following two main classes:

– those which provide face up in-water support to the user regardless of physical conditions (l ifejackets),
and

– those which require the user to make swimming and other postural movements to position the user with
the face out of the water (buoyancy aids).

Within these main two classes there are a number of levels of support, types of buoyancy, activation
methods for inflatable devices, and auxil iary items (such as location aids), al l of which wil l affect the user‘s
probabil ity of survival. Within the different types of buoyancy allowed, inflatable PFDs either provide ful l
buoyancy without any user intervention other than arming (i.e. PFDs inflated by a ful ly automatic method)
or require the user to initiate the inflation. Hybrid PFDs always provide some buoyancy but rely on the
same methods as inflatable PFDs to achieve ful l buoyancy. With inherently buoyant PFDs, the user only
needs to put the PFD on to achieve the performance of its class.

PFDs that do not require intervention (automatically operating PFDs) are suited to activities where persons
are likely to enter the water unexpectedly; whereas PFDs requiring intervention (e.g. manually inflated
PFDs) are only suitable for use if the user believes there wil l be sufficient time to produce ful l buoyancy, or
help is close at hand. In every circumstance, the user should ensure that the operation of the PFD is suited
to the specific application. The conformity of a PFD to this part of ISO 1 2402 does not imply that it is
suitable for all circumstances. The relative amount of required inspection and maintenance is another
factor of paramount importance in the choice and application of specific PFDs.

ISO 1 2402 is intended to serve as a guide to manufacturers, purchasers, and users of such safety
equipment in ensuring that the equipment provides an effective standard of performance in use. Equally
essential is the need for the designer to encourage the wearing of the equipment by making it comfortable
and attractive for continuous wear on or near water, rather than for it to be stored in a locker for emergency
use. Throwable devices and flotation cushions are not covered by this part of ISO 1 2402. The primary
function of a PFD is to support the user in reasonable safety in the water. Within the two classes,
alternative attributes make some PFDs better suited to some circumstances than others or make them
easier to use and care for than others. Important alternatives allowed by ISO 1 2402 are the following:

– to provide higher levels of support (levels 1 00, 1 50, or 275) that generally float the user with greater
water clearance, enabling the user’s efforts to be expended in recovery rather than avoiding waves; or to
provide l ighter or less bulky PFDs (levels 50 or 1 00);

– to provide the kinds of flotation (inherently buoyant foam, hybrid, and inflatable) that wil l accommodate
the sometimes confl icting needs of reliabil ity and durabil ity, in-water performance, and continuous wear;

– to provide automatically operating (inherently buoyant or automatically inflated) PFDs that float users
without any intervention on their part, except in initial ly donning the PFD (and regular inspection and
rearming of inflatable types), or to provide user control of the inflatable PFD’s buoyancy by manual and
oral operation; and
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– to assist in detection (location aids) and recovery of the user.

PFDs provide various degrees of buoyancy in garments that are l ight in weight and only as bulky and
restrictive as needed for their intended use. They wil l need to be secure when worn, in order to provide
positive support in the water and to allow the user to swim or actively assist herself/himself or others. The
PFD selected shall ensure that the user is supported with the mouth and nose clear of the water under the
expected conditions of use and the user’s abil ity to assist.

Under certain conditions (such as rough water and waves), the use of watertight and multi layer clothing,
which provide (intentionally or otherwise) additional buoyancy, or the use of equipment with additional
weight (such as tool belts) wil l l ikely alter the performance of the PFD. Users, owners and employers need
to ensure that this is taken into account when selecting a PFD. Similarly, PFDs may not perform as well in
extremes of temperature, although ful ly approved under this part of ISO 1 2402. PFDs may also be
affected by other conditions of use, such as chemical exposure and welding, and may require additional
protection to meet the specific requirements of use. I f the user intends taking a PFD into such conditions,
she/he has to be assured that the PFD wil l not be adversely affected. This part of ISO 1 2402 also allows a
PFD to be an integral part of a safety harness designed to conform to ISO 1 2401 , or an integral part of a
garment with other uses, for example to provide thermal protection during immersion, in which case the
complete assembly as used is required to conform to this part of ISO 1 2402.

In compil ing the attributes required of a PFD, consideration has also been given to the potential length of
service that the user might expect. Whilst a PFD needs to be of substantial construction and material, its
potential length of service often depends on the conditions of use and storage, which are the responsibil ity
of the owner, user and/or employer. Furthermore, whilst the performance tests included are believed to
assess relevant aspects of performance in real-l ife use, they do not accurately simulate all conditions of
this. For example, the fact that a device passes the self-righting tests in swimming attire, as described
herein, does not guarantee that it wil l self-right an unconscious user wearing waterproof clothing; neither
can it be expected to completely protect the airway of an unconscious person in rough water. Waterproof
clothing can trap air and further impede the self-righting action of a l ifejacket.

I t is essential that owners, users and employers choose those PFDs that meet the correct standards for
the circumstances in which they wil l be used. Manufacturers and those sell ing PFDs have to make clear to
prospective purchasers the product properties, alternative choices and the limitations to normal use, prior
to the purchase.

Similarly, those framing legislation regarding the use of these garments should consider careful ly which
class and performance levels are most appropriate for the foreseeable conditions of use, al lowing for the
higher risk circumstances. These higher risk circumstances should account for the highest probabil ities of
occurrence of accidental immersion and the expected consequences in such emergencies. More
information on the selection and application is given in ISO 1 2402-1 0.
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Personal flotation devices – Part 4: Lifejackets, performance level 1 00

– Safety requirements

1 Scope

This part of ISO 1 2402 specifies the safety requirements for l ifejackets, performance level 1 00. I t applies
to lifejackets used by adults or children.

1 DV DTModification by revising the second sentence ofclause 1 to add infants, as

follows:

It applies to lifejackets used by adults, children, or infants.

1 DV.1 DR Addition to clause 1 as follows:

1 DV.1 .1 Where references are made to ISO 1 2402 standards, they shall be considered to be
to ANSI/CAN UL 1 2402 with the applicable Canadian /US National Differences where UL
Standards exist. Where references are made to particular requirements within a part they
shall include the associated DVs contained in that standard, as applicable.

1 DV.1 .2 Where references are made to the use of at least in the official language(s) of the
country of destination, this shall at a minimum include English and French.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

– ISO 1 2402-5:2006, Personal flotation devices – Part 5: Buoyancy aids (level 50) – Safety requirements

– ISO 1 2402-8:2006, Personal flotation devices – Part 8: Accessories – Safety requirements and test

methods

– ISO 1 2402-9:2006, Personal flotation devices – Part 9: Test methods

– IMO Resolution A.658 (1 6), Use and fitting of retro-reflective materials on life-saving appliances,

International Maritime Organization1

1 IMO is an institution with domicile in London issuing regulations which are then published as laws by its Member States.

2DV D2 Addition of2DVto Clause 2 as follows:

ANSI/UL 11 91 , Components forPersonal Flotation Devices

IMO LSA Code (201 0), Revised recommendation on testing of live-saving appliances,
Annex 3
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46 CFR 1 60.055 (201 4), Life Preservers, Unicellular Plastic Foam, Adult and Child, for

MerchantVessels

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1
personal flotation device
PFD
garment or device which, when correctly worn and used in water, wil l provide the user with a specific
amount of buoyancy which wil l increase the likelihood of survival

3.2
inherently buoyant material
material which is permanently less dense than water

3.3
automatically operating PFD
PFD in which buoyancy is provided by permanent means (inherently buoyant material) or by suitable
means (gas inflation) effected by a system which automatically activates upon immersion and which,
except for the inspection and rearming of inflatable types, when correctly donned requires no further action
by the user

3.3DV D2 DTModification bydeleting clause 3.3.

3.4
automatically inflated PFD
PFD in which inflation is effected as a result of immersion without the user carrying out any action at the
time of immersion

3.5
manually inflated PFD
PFD in which inflation is effected as a result of the user operating a mechanism

3.6
orally inflated PFD
PFD inflated by mouth to produce buoyancy

3.7
PFD with secondary donning
PFD for which additional donning or adjustment is needed to place the PFD in its functioning position from
the position it is normally worn

NOTE Pouch-type devices are examples of the type of PFDs which usually require such additional positioning.

3.8
vest-type PFD
PFD covering the upper trunk of the user l ike a vest

Full document details: UL 12402-4 2025

http://www.avadocuments.com/doc/ul-12402-4-2025
http://www.avadocuments.com/doc/ul-12402-4-2025


FEBRUARY 5, 2025 ANSI/CAN/UL 1 2402-4 1 7

3.9
yoke-type PFD
PFD in a style worn around the back of the neck and secured by a waist strap

3.1 0
emergency light
device which emits l ight so as to increase the chances of a user being located

3.11
multi-chamber buoyancy system
system that divides the buoyancy provided by an inflatable l ifejacket into two or more separate
compartments, such that if mechanical damage occurs to one, others can sti l l operate and provide
buoyancy so as to aid the user when immersed

3.11 DV D2 Modification by replacing the multi-chamberbuoyancy system definition as

follows:

multi-chamber buoyancy system
PFD with buoyancy to meet the applicable PFD performance requirement provided by
multiple sources including, for example, devices with a combination of inherent buoyancy
and inflatable chamber(s), or devices with two or more independent inflatable chambers
that collectively provide the in-water performance conforming to the relevant part.

NOTE 1 This excludes supplemental inflation chambers.

3.1 2
deck safety harness and safety line
device that al lows a user to be securely attached to a strong point on a vessel or on shore, so as to
prevent him from fall ing into the water, or, if he does fall into the water, to prevent him from being
separated from the vessel or shore

3.1 3
buddy line
length of cord which can be tied or otherwise fixed to another person or to that person's PFD or other
objects, so as to keep a user in the vicinity of that person or object with a view to making location and thus
rescue easier

3.1 4
l ifting loop
device which facil itates manual recovery of a person from water

3.1 5
sprayhood
cover brought or placed in front of the airways of a user in order to reduce or eliminate the splashing of
water from waves or the l ike onto the airways and thereby to promote the survival of the user in rough
water conditions

3.1 6
protective cover
cover that is normally in place over the functional elements of a PFD in order to protect them from physical
damage, or snagging on external objects
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NOTE 1 The protective cover may be designed to provide additional properties, i .e. to make the PFDs suitable for use when the
subject is exposed to additional hazards, e.g. significant abrasion, molten metal splash, flame and fire.

NOTE 2 The inflatable chamber of an inflatable PFD is an example of a functional element.

3.1 7
overpressure relief valve
valve which may be used in an inflatable system to avoid the l ikelihood of destruction caused by
overpressure

3.1 8
whistle
device which, when blown by mouth, produces an audible sound which can aid in the location of the user

3.1 9
hybrid-type PFD
PFD of combined buoyancy types, i .e. inherent and inflatable

3.1 9DV D1 Modification by replacing the hybrid-type PFD definition as follows:

hybrid-type PFD
PFD of combined buoyancy types, i.e. inherent and inflatable that provides a prescribed
minimum inherent buoyancy

NOTE – An inflatable PFD with minimal inherent buoyancy to meet the uninflated buoyancy test (see 5.3.1 .2) is not
considered a hybrid-type PFD.

3.20DV D2 Modification by adding bunching definition to clause 3:

bunching
curling or folding of internal buoyant material upon itself, from its original position, within
the envelope

3.21DV DTModification by adding shelteredwaters definition to clause 3:

sheltered waters
water with protection from significant breaking waves, current, or strong winds, where the
possibility of being blown or carried away from shore or place of safety is minimal

3.22DV DTModification by adding offshore definition to clause 3:

offshore
water that is unprotected and influenced by a variety of threat conditions such as waves,
tide, currents, or wind, which may be at sea or on inland waters

3.23DV DTModification by adding primary inflation definition to clause 3:

primary inflation
means of inflating an inflation chamber that meets the applicable PFD performance
requirements and that requires the least amount of intervention by the user, generally
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according to the following order of precedence: automatic (easiest), manual (second), and
oral (most difficult)

3.24DV DTModification by adding secondary inflation definition to clause 3:

secondary inflation
alternate method of inflation which is provided in case the primary system fails

3.25DV DTModification by adding primary inflation chamber(s) definition to clause 3:

primary inflation chamber(s)
inflation chamber(s) associated with the primary inflation system(s) that meets the
applicable PFD performance requirements and provides the greatest in-water performance
and ease of use

3.26DV DTModification by adding back-up inflation chamberdefinition to clause 3:

back-up inflation chamber
inflation chamber(s) other than the primary chamber(s) that, when used alone or together,
provides redundancy to float the wearer in case a primary inflation chamber fails to
function

3.27DV DTModification by adding supplemental inflation chamberdefinition to clause 3:

supplemental inflation chamber
inflation chamber other than a primary or back-up chamber that is intended for deployment
after stabilization in the water, and provides enhanced performance such as higher
freeboard, improved head support, additional stability, or features such as splash
protection, location detection, etc.

3.28DV D2 Modification by adding somatotypes definition to clause 3:

3.28DV.1
somatotypes
four categories of human body types characterized as: endomorph (En), mesomorph (Me),
ectomorph (Ec), and central (Ce).

a) endomorph (En) – body type having a more rounded appearance with limited
muscle definition, normal bone structure, higher body fat, and typically the waist
and thigh areas carry a larger percentage of body mass than the upper chest area

b) mesomorph (Me) – body type having well defined muscles, large bone structure,
and low body fat with broad shoulders tapering to a defined narrower waist

c) ectomorph (Ec) – lean body type with low muscle mass, light bone structure, and
low body fat with a linear physique

d) central somatotype – body type having no dominant endomorph, mesomorph, or
ectomorph characteristics

Full document details: UL 12402-4 2025

http://www.avadocuments.com/doc/ul-12402-4-2025
http://www.avadocuments.com/doc/ul-12402-4-2025


20 ANSI/CAN/UL 1 2402-4 FEBRUARY 5, 2025

3.29DV D2 Modification by adding primary closure definition to clause 3:

primary closure
one or more means of securing the device onto the body so that the device can be
expected to function substantially in the intended manner without the use of any other
means of fastening the device onto the body

3.30DV D2 Modification by adding secondary closure definition to clause 3:

secondary closure
closure or closures not meeting the definition of a primary closure

3.31DV D2 DTModification by adding structural component definition to clause 3:

structural parts, materials, and components
parts, materials, or components that are integral to the device and that are essential for its
correct function and performance

3.32DV D2 Modification by adding design inflation range definition to clause 3:

design inflation range
the range of buoyancy and pressure, as specified by the manufacturer, to which a
compartment may be inflated to provide the intended in-water performance

3.33DV D2 Modification by adding usercategorydefinitions to clause 3:

user categories
four categories of user types based on weight.

a) Adult PFD – PFD intended for users with a mass greater than 40 kg

b) Youth PFD – PFD intended for users with a mass greater than 25 kg and less than
or equal to 40 kg

c) Child PFD – PFD intended for users with a mass greater than 1 5 kg and less than
or equal to 25 kg

d) Infant PFD – PFD intended for users with a mass less than or equal to 1 5 kg

3.34DV DR Modification by adding RTD definitions to clause 3:

Reference Test Device (RTD)
a calibrated test apparatus with known in-water performance for comparison of a candidate
PFD, used in the RTD testing method. A RTD may be in one of the following sizes:

a) Adult RTD – USCG Model 63, used in the RTD testing method for a level 1 00
lifejacket intended for users with a mass greater than 40 kg
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b) Child RTD – USCG Model 67, used in the RTD testing method for a level 1 00
lifejacket intended for users with a mass greater than 1 5kg and less than or equal to
40 kg

c) Infant RTD – SOLAS Infant RTD, used in the RTD testing for a level 1 00 lifejacket
intended for users with a mass less than or equal to 1 5 kg

3.35DV DTModification by adding RUPS definition to clause 3:

ride-up prevention system
system that helps to secure the PFD in its functional position on the body and prevent the
PFD from riding-up the body towards the head

NOTE: A crotch strap is an example of a ride up prevention system

4 Classification

4.1 Classes

4.1 .1 Lifejackets

These devices provide face-up flotation with levels of support sufficient for various open and rough water
uses. Lifejackets have a buoyancy distribution sufficient to turn most users, when tested on users wearing
swimming costumes according to ISO 1 2402, to a position where the mouth has a defined freeboard
above the water’s surface, even when the user is unconscious.

4.1 .2 Buoyancy aids

These devices should be comfortable for continuous wear and provide l ift, without significant face-up
turning abil ity, to float the conscious user with the level of support marked on the device. Buoyancy aids
shall at least be suitable for sheltered waters, but at higher performance levels may be suitable for some
users in other waters.

4.1 .3 Special purpose lifejackets and buoyancy aids

These devices perform as in 4.1 .1 and 4.1 .2 with different levels of support, but have modifications related
to special applications for use. These applications shall not relate to essential requirements such as in-
water performance, stabil ity and safety in use. The specific conditions for use shall be stated on their label
to maintain essential requirements.

4.1 DV DTModification by replacing entire clause 4.1 as follows:

4.1 DV.1 Classes

4.1 DV.1 .1 Buoyancy Aids

A buoyancy aid is a garment or device that, when worn correctly, will provide support
without significant face up turning ability and therefore may require action by the user to
position the face clear of the water. A buoyancy aid provides suitable performance in
sheltered waters, and at higher levels of floatation and stability, may be suitable for use in
other waters.
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4.1 DV.1 .2 Lifejackets

A lifejacket is a garment or device that, when worn correctly, will maintain the user in a
face-up flotation position, without additional action, with various levels of performance
suitable for open waters. When tested to the relevant part of this standard, a lifejacket has
a buoyancy distribution sufficient to turn most users, wearing swimming attire, to a
position where the mouth is clear of the water even when exhausted.

4.1 DV.1 .3 Special purpose devices

A special purpose device has performance equivalent to a lifejacket or buoyancy aid, but
has modifications related to specific applications for use. These modifications may require
additional action by the user, or may only be suitable for certain activities or user groups.

4.2 Performance levels

4.2.1 Level 275

This level is intended primarily for offshore use under extreme conditions. I t is also of value to those who
are wearing clothing which traps air and which may adversely affect the self-righting capacity of the
l ifejacket. I t is designed to ensure that the user is floating in the correct position with his mouth and nose
clear of the surface.

See ISO 1 2402-2.

4.2.2 Level 1 50

This level is intended for general application or for use with foul weather clothing. I t wil l turn an
unconscious person into a safe position and requires no subsequent action by the user to maintain this
position.

See ISO 1 2402-3.

4.2.3 Level 1 00

This level is intended for those who may have to wait for rescue, but are l ikely to do so in sheltered water.
The device should not be used in rough conditions.

See this part of ISO 1 2402.

4.2.4 Level 50

This level is intended for use by those who are competent swimmers and who are near to bank or shore,
or who have help and a means of rescue close at hand. These garments have minimal bulk, but they are
of l imited use in disturbed water, and cannot be expected to keep the user safe for a long period of time.
They do not have sufficient buoyancy to protect people who are unable to help themselves. They require
active participation by the user.

See ISO 1 2402-5.
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4.2DV DTModification by replacing entire clause 4.2 as follows:

4.2DV.1 Performance levels

4.2DV.1 .1 Level 50

When worn, this level is intended for use by those who have help or a means of rescue
close at hand, and who are able to swim. This device often has minimal bulk, but requires
active participation by the user and cannot be expected to keep the user safe for a long
period of time.

4.2DV.1 .2 Level 70

This level is intended for use by those who have help or a means of rescue close at hand,
or who are near to bank or shore. These devices have minimal bulk, but cannot be
expected to keep the user safe for a long period of time in disturbed water.

4.2DV.1 .3 Level 1 00

This level is intended for use in sheltered or calm water, where users may have to wait for
rescue. As tested in swimming costume (when fully inflated, if inflatable) the device has
some turning ability to bring the user into a position with the mouth and nose clear of the
water. It is intended to maintain a fully clothed user in this position without active
participation.

4.2DV.1 .4 Level 1 50

This level is intended for general, offshore, and rough water use. As tested in swimming
costume (when fully inflated, if inflatable) the device will turn an unconscious user into a
position with the mouth and nose clear of the water. It is intended to maintain a fully
clothed user in this position without active participation.

4.2DV.1 .5 Level 275

This level is intended primarily for offshore use under severe weather or sea conditions. It
is of value to those who are wearing clothing which traps air and adversely affects the self-
righting capacity of the lifejacket. It is also intended for a user who requires a high level of
buoyancy, for example when carrying heavy objects. As tested in swimming costume,
(when fully inflated, if inflatable) it will turn an unconscious user into a position with the
mouth and nose clear of the water. It is intended to maintain a fully clothed user in this
position without active participation.

5 Requirements

5.1 General

A lifejacket, performance level 1 00, shall meet the requirements specified in Clause 5 when tested in
accordance with ISO 1 2402-9.

Materials and components used for a l ifejacket, performance level 1 00, shall comply with ISO 1 2402-7.
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