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UL Standard for Safety for Electrical Intermediate Metal Conduit — Steel, UL 1242

Fourth Edition, Dated February 16, 2006
Summary of Topics
This revision to ANSI/UL 1242 dated April 18, 2022 includes the following:

— Reference to Table of Minimum acceptable dimensions of elbows; 14.1.1 and 14.2.1

— Editorial updates; 18.2.1 and 21.7

Text that has been changed in any manner or impacted by UL's electronic publishing system is marked
with a vertical line in the margin.

The revised requirements are substantially in accordance with Proposal(s) on this subject dated March 4,
2022.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL's liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney's fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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FEBRUARY 16, 2006
(Title Page Reprinted: April 18, 2022)

I ANSI/UL 1242-2022

UL 1242

Standard for Electrical Intermediate Metal Conduit — Steel

First Edition — October, 1983
Second Edition — July, 1996
Third Edition — July, 2000

Fourth Edition

February 16, 2006

This ANSI/UL Standard for Safety consists of the Fourth Edition including
revisions through April 18, 2022.

The most recent designation of ANSI/UL 1242 as an American National Standard
| (ANSI) occurred on April 18, 2022. ANSI approval for a standard does not include
the Cover Page, Transmittal Pages, and Title Page.

The Department of Defense (DoD) has adopted UL 1242 on May 21, 1984. The
publication of revised pages or a new edition of this Standard will not invalidate the
DoD adoption.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL's On-Line Collaborative Standards Development System (CSDS)
at https://csds.ul.com.

UL's Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL's Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.

| COPYRIGHT © 2022 UNDERWRITERS LABORATORIES INC.
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INTRODUCTION

1 Scope

1.1 These requirements cover steel electrical intermediate metal conduit (IMC), nipples, elbows, and
couplings. This conduit is provided in trade sizes 1/2 — 4 (16 — 103), for use as a metal raceway for the
installation of wires and cables in accordance with the National Electrical Code (NEC), NFPA 70. The
values in parentheses are metric designators of conduit.

1.2 Steel intermediate metal conduit is provided both internally and externally with an acceptable level of
corrosion resistance in normally corrosive environments. Reference 6.1 for details regarding protective
coatings.

2 Units of Measurement

2.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

3 References

3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

4 Glossary

4.1 For purposes of this standard the following definitions apply.

4.2 COATING(S), ALTERNATE CORROSION-RESISTANT — A coating(s) (other than one consisting
solely of zinc) that, upon evaluation, has demonstrated the ability to provide the level of corrosion
resistance required on the exterior of conduit. Coatings may include zinc. See 15.2.

4.3 COATING(S), ORGANIC — A coating(s) (other than one consisting solely of zinc) that, upon
evaluation, has demonstrated the ability to provide the level of corrosion resistance necessary where the
coating is not subject to physical damage, such as on the interior of conduit. The coatings may include
zinc. See 15.3.

4.4 COATING(S), ZINC — A coating consisting solely of zinc, that, upon evaluation, has demonstrated
the ability to provide the level of corrosion resistance required for the exterior or interior of the conduit as
applicable. See 15.1.

CONSTRUCTION

5 General

5.1 Each tube shall be constructed of steel or stainless steel.

5.2 Each tube shall have a circular cross section, thereby facilitating the cutting of clean, true threads. All
seams shall be thoroughly welded.

5.3 A welded seam shall be without any metal trimming, sharp edge, or sharp projection. A slight bead
on the interior wall at the weld line is not prohibited when the bead is not sharp and when the bead does
not decrease the interior diameter of the tube by more than:
Documents

Document Sharing Hub

Full document details: UL 1242 2022


http://www.avadocuments.com/doc/ul-1242-2022
http://www.avadocuments.com/doc/ul-1242-2022

