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INTRODUCTION

1 Scope

1.1 These requirements apply to self-contained spas. They also apply to field-installed equipment
assemblies, blowers, and controls for use with field-installed hot tubs, swimming pools, and non-self-
contained spas. These products are for household or commercial use, indoors, outdoors, or both. All
equipment is intended for installation and use in accordance with Article 680 of the National Electrical
Code, NFPA 70.

1.2 These requirements also apply to field-installed accessories that have been investigated with the
basic product.

1.3 These requirements do not apply to products covered by the following UL Standards:

a) Underwater Luminaires and Submersible Junction Boxes, UL 676;

b) Swimming Pool Pumps, Filters, and Chlorinators, UL 1081;

c) Electric Water Heaters for Pools and Tubs, UL 1261;

d) Personal Hygiene and Health Care Appliances, UL 1431 (professional hydrotherapy equipment
– whirlpool bathtubs); and

e) Hydromassage Bathtubs, UL 1795.

2 Components

Section 2 revised and relocated as Section 7A.1

3 Units of Measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

3.2 Unless indicated otherwise, all voltage and current values mentioned in this standard are root-mean-
square (rms).

4 Undated References

4.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

5 Glossary

5.1 For the purpose of this standard the following definitions apply.

5.2 ACCESSIBLE PART – A part located so that it can be contacted by a person.

5.3 ACCESSIBLE TO THE OCCUPANT – Any surface or component within 5 feet (1.52 m) of the tub
water, measured by any convenient method such as a measuring tape or a 5-foot flexible wire, cord, or
string. The distance shall be measured with the service door closed and shall be the shortest path without
piercing a permanent barrier such as the tub or skirt of a spa or the service door.
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5.4 ACTUATION – Movement of the actuating member of the control by the user, by hand, by foot, or by
any other human activity.

5.5 Revised and relocated as 5.14.1

5.6 BONDING TERMINAL – A pressure wire connector secured to the enclosure in which the power
supply conductors are terminated, for the connection of a bonding conductor.

5.7 CLASS 2 CIRCUIT – A secondary circuit with an open circuit potential of not more than 30 volts rms
(42.4 volts peak) supplied by a Class 2 transformer, or by a transformer and fixed impedance that together
comply with all performance requirements for Class 2 transformers in the Standard for Low Voltage
Transformers: General Requirements, UL 5085-1 and the Standard for Low Voltage Transformers: Class 2
and Class 3 Transformers, UL 5085-3.

5.8 COMMON BONDING GRID – A common bonding grid may be a copper grounding loop, metal
reinforcing rods in a concrete or tile supporting pad, or a network of other local groundable metal that local
inspection authorities evaluate to be in compliance with Section 680-26(B) of the National Electrical Code,
ANSI/NFPA 70.

5.9 CONFORMAL COATING – An insulating coating that conforms to the configuration of the object that
is coated. The coating is used as a covering to protect against environmental conditions.

5.9.1 CONTROL, AUTOMATIC ACTION – A device in which the transmission and operation of at least
one function is produced by initiation which is not the result of manual actuation.

5.9.2 CONTROL, AUXILIARY – A device that provides a functional utility but is not relied on as an
operational or protective control. The failure of an auxiliary control generally does not cause the operation
of a protective control. An example of an auxiliary is one that controls the “on/off” state of spa lighting.

5.9.3 CONTROL, MANUAL – A device that requires direct human interaction to activate or test the
control.

5.9.4 CONTROL, OPERATING – A device that starts or regulates the operation of an appliance during
normal operation. The failure of an operational control generally causes the operation of a protective
control. An example of an operating control is a temperature regulating control – a control that maintains
the temperature of the spa water to a user-determined level.

5.9.5 CONTROL, PROTECTIVE – A device, the operation of which is intended to reduce the risk of
electric shock, fire, or injury to persons during normal or abnormal operation of the appliance. During the
evaluation of the protective control / circuit, the protective functions are verified under normal and single-
fault conditions of the control.

5.9.6 CONTROL, TYPE 2 ACTION – The actuation of an automatic control (see 5.9.1) for which the
manufacturing deviation and the drift of its operating value, operating time, or operating sequence have
been declared and tested under the Standard for Automatic Electrical Controls for Household and Similar
Use, Part 1: General Requirements, UL 60730-1.

5.9.7 CONTROL, TYPE 2.D.H ACTION – This action is applicable to manual controls (see 5.9.3). The
automatic action (i.e. tripping of the control) is independent of the manipulation or position of the manual
reset/adjustment mechanism. The manipulation of the manual adjustment means will not allow for the
reverse operation (resetting of a "tripped" control), even momentarily, while the excess or fault condition
persists. This action is also referred to as trip-free action. The action of the control is such that the reverse
operation (resetting) is possible if the manual reset mechanism is held in the reset position – i. e. the
control will function as an automatic control if the reset button is held in the reset position. The control shall
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not reset automatically at any temperature above -35°C (-31°F) with the reset mechanism in the normal
position.

5.9.8 CONTROL, TYPE 2.D.J ACTION – This action is applicable to manual controls (see 5.9.3). The
automatic action (i.e. tripping of the control) is independent of the manipulation or position of the manual
reset/adjustment mechanism. The manipulation of the manual adjustment means will not allow for the
reverse operation (resetting of the control), even momentarily, while the excess or fault condition persists.
This action is also referred to as trip-free action.

5.10 CONTROLLED ENVIRONMENT – An environment that is relatively free from conductive
contaminants, such as dust and carbon particles, and that is protected against humidity and condensation.
A controlled environment may be provided by a hermetically sealed enclosure, encapsulation, or a
conformal coating.

5.11 CONVERTIBLE UNIT – A spa or equipment assembly that is shipped from the factory with a power
supply cord and that is intended for optional field conversion to a permanently-wired configuration.

5.12 DISCONNECTING MEANS – A suitably rated switch or circuit breaker that opens all ungrounded
circuit conductors and that is readily accessible to the user of the unit.

5.13 DRY-FIRE – Fire resulting from dry operation of heating element intended to be continuously
immersed.

5.14 ENCLOSURE – That part of a unit that renders inaccessible any part that may present a risk of
electric shock, prevents emission of flame or molten material, or prevents unintentional contact with
internal parts that may involve a risk of injury. Some examples are tub materials, skirting materials,
electrical boxes, and barriers.

5.14.1 EQUIPMENT ASSEMBLY – A factory-assembled grouping of electrical components used to
provide heating, filtering, aeration, or both filtering and aeration of water circulated in a field-supplied tub.
An assembly can be either permanently connected or cord-and-plug connected.

5.15 GROUNDING TERMINAL – A designated pressure wire connector located within the field wiring
compartment to terminate the equipment grounding conductor of the supply circuit.

5.16 HEATING ELEMENT – An unbroken length of resistance material used to electrically generate
heat.

5.16.1 HOT TUB – See SPA, 5.28.

5.17 INTERLOCK – A device, system, or circuit used to de-energize electrical components or to stop
moving parts that become exposed when a cover is removed or when an enclosure is opened.

5.18 ISOLATING TRANSFORMER – A transformer with one or more output windings electrically
separated from the input winding and all other output windings.

5.19 LEAKAGE CURRENT COLLECTOR – Metal in the water-circulating system intended to provide a
low-impedance path for leakage currents to ground.

5.20 OPEN MOTOR – A motor having ventilating openings that permit passage of external cooling air
over and around the windings of the motor.
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5.21 OPERATING TEMPERATURE VALUE – Value of temperature at which the temperature sensing
control operates on a rise or fall of the temperature.

5.22 RISK OF ELECTRIC SHOCK – A risk of electric shock is considered to exist whenever the
available current exceeds the limits specified in Table 5.1 when measured as described in the Available
Current Test, Section 44. Other current waveforms than specified in Table 5.1 are considered to comply
with the intent of this requirement if the maximum available current to ground does not exceed the startle
current threshold and the maximum point-to-point current, when unreliable control isolation layers are
removed, does not exceed the let-go current threshold as specified in IEC TS 60479-2, Effects of current
on human beings and livestock – Part 2: Special aspects.

Table 5.1
Risk of electric shock limits

Location Limit, milliamperes, 50 or 60 Hz AC Limit, milliamperes, pure DCb

Current circulating in the water from two
points immersed in the water

0.5 2.0

Spa water and ground 0.5 2.0

Any point accessible to the spa occupant
and ground

0.5 2.0

Any point on the spa control and grounda 0.5 2.0

Any two points on the spa control, or
between two controlsa

5.0 30.0

NOTE: The 0.5 and 2.0 mA limits specified correspond to the startle current threshold. The 5.0 and 30 mA limits specified
correspond to the let-go current threshold.
a The outer layer of a membrane switch shall not be relied upon for mitigation of the risk of electric shock.
b DC current is considered to be pure dc only if it is confirmed through test that the peak-to-peak value of ripple in the current is not
more than 10 percent of the dc current.

5.23 RISK OF FIRE – A risk of fire is considered to exist when the power limitations of a Class 2 circuit
as defined in the Standard for Low Voltage Transformers – Part 3: Class 2 and Class 3 Transformers, UL
5085-3, are exceeded.

5.24 SAFETY CIRCUIT – A circuit that is relied upon to reduce the risk of fire, electric shock,
unintentional contact with moving parts, or other casualty hazard (such as hyperthermia). Examples
include, but are not limited to:

a) An interlock circuit used to prevent the risk of electric shock and/or injury to persons;

b) A circuit which limits current to accessible parts;

c) A circuit which limits the wattage to a limited-energy circuit;

d) A temperature-limiting control;

e) A temperature-regulating control; and

f) A dry-fire control.

5.24.1 SAFETY CRITICAL FUNCTION – Control, protection and monitoring functions which are being
relied upon to reduce the risk of fire, electric shock or casualty hazards.

5.25 SECONDARY CIRCUIT – A circuit supplied from an output winding of an isolating transformer.
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5.26 SELF-CONTAINED SPA – A portable spa in which all control, water-heating, and water-circulating
equipment is an integral part of the product. Self-contained spas may be permanently wired or cord
connected. See Figure 5.1 for an example of a self-contained spa.

Figure 5.1

Example of self-contained spa

A – Grounded metal with spacings to material accessible to the occupant (see 12.4).
B – Grounded metal with insulation in lieu of spacings to material accessible to the occupant (see 12.4).
C – Nonmetallic enclosure of live partsa with spacings to material accessible to the occupant (see 8.3.3 and 12.5).
D – Nonmetallic enclosure of live partsa with insulation in lieu of spacings to material accessible to the occupant (see 8.3.3 and 12.5).
E – Nonmetallic enclosure of live partsa accessible to the occupant (see 8.3.3 and 12.6).
F – Nonmetallic enclosure of live partsb accessible to the occupant (see 8.3.3 and 12.7).
G – Alcove/shroud used to support components (see 8.3.5).
H – Tub material (see 8.3.4).
I – Skirting (see 8.3.1, 8.3.2, and 8.3.4).
J – Service door (see 8.1.5, 8.3.1, 8.3.2, and 8.3.4).
a Live parts that present a risk of electric shock (see 5.22).
b Live parts that do not present a risk of electric shock.
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5.27 SKIMMER – A suction opening intended to remove floating debris from the water surface and to be
installed where part of the water intake opening is open to atmospheric pressure.

5.28 SPA – A product intended for the immersion of persons in heated water circulated in a closed
system, and not intended to be drained and filled with each use. A spa usually includes a filter, a heater
(electric, solar, or gas), a pump or pumps, and a control, and may also include other equipment such as
lights, blowers, and water sanitizing equipment.

5.29 TEMPERATURE SETTING BY THE USER – Any selection of an operating temperature value by
actuation performed by the user.

5.30 TOTALLY ENCLOSED MOTOR – A motor that is enclosed to prevent the free exchange of air
between the inside and outside of the enclosure but not necessarily sufficiently enclosed to be airtight.

5.31 UNIT – A collective term used to designate all products covered by this standard; such as a self-
contained spa, equipment assembly, blower, and control.

5.32 Deleted

6 Accessories

6.1 An accessory intended for field installation shall comply with the applicable requirements in this
standard and shall be constructed so that it can be installed and used without the need for altering wiring,
enclosure, or other features of the basic unit that are relied upon to reduce the risk of fire, electric shock, or
injury to persons.

6A Safety Critical Functions

6A.1 Any function involved in the control, protection, and monitoring of safety-related attributes of a
pump whereby a loss/malfunction of its functionality would represent an unacceptable risk of fire, electric
shock, or casualty hazards would be considered a Safety Critical Function.

6A.2 Electronic circuits that manage a Safety Critical Function shall be:

a) Reliable as defined as being able to maintain the Safety Critical Function in the event of single
defined component faults and

b) Not susceptible to electromagnetic environmental stresses encountered in the anticipated
environments of the appliance.

6A.3 Electronic circuits managing Safety Critical Functions shall comply with:

a) Supplement SB; or

b) the Standard for Automatic Electrical Controls – Part 1: General Requirements, UL 60730-1 and
it's Part 2's as specified in this standard. The function shall be considered Class B. When utilizing
UL 60730-1, surge protective devices are defeated for the EMC immunity testing unless they are
provided with spark gaps (gas tube surge suppressors); or

c) The requirements in Appendix B for circuits providing the Safety Critical heater functions relating
to the risk of hyperthermia, scalding and loss of water flow (dry-fire protection).

6A.4 Functions specified in Table 6A.1 represent the common safety critical circuit functions of spas. It is
not intended to represent all possible Safety Critical Functions.
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Table 6A.1
Safety Critical Functions

Functiona Hazard Location of parameters and tests

Motor running overload protection Risk of fire or electric shock Section 29.2

Motor locked rotor protection Risk of fire or electric shock Section 29.2

Motor short circuit protection Risk of fire or electric shock Section 29.2

Temperature regulating control Hyperthermia Section 35

Temperature limiting control Scalding Section 36

Water-Flow Controls (dry-fire protection) Risk of fire, electric shock, or scalding 37.4
a Functions specified in the table represent the common safety critical circuit functions of spas. It is not intended to represent all
possible safety critical functions. Any function involved in the control, protection, and monitoring of safety-related attributes of a
product whereby a loss/malfunction of its functionality would represent an unacceptable risk of fire, electric shock, or casualty
hazards would be considered a Safety Critical Function.

CONSTRUCTION

7 General

7.1 A unit shall be evaluated for both indoor and outdoor use unless marked "For Indoor Use Only" or
"For Outdoor Use Only."

7.2 A unit that uses a gas heater shall be marked "For Outdoor Use Only" unless an investigation shows
that the unit vents heat and exhaust in a manner that complies with the applicable building code.

7A Component Specifications

7A.1 General

7A.1.1 Except as indicated in 7A.1.2, a component of a product covered by this standard shall comply
with the requirements for that component as indicated in this Section.

7A.1.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard, or

c) Is separately investigated when forming part of another component, provided the component is
used within its established ratings and limitations.

7A.1.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

7A.1.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

7A.1.5 Components shall be suitable for the intended use and installation environment. This suitability
shall assume the following installation parameters.

a) Outdoor, Pollution Degree III installations.
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b) Overvoltage Category II as specified in the Standard for Insulation Coordination Including
Clearances and Creepage Distances for Electrical Equipment, UL 840.

7A.1.6 Components not anticipated by the requirements of this Standard, not specifically covered by a
component standard of Component Specifications, Section 7A, and which pose a potential risk of electric
shock, fire or casualty hazard shall be additionally investigated. Reference to other product standards is
appropriate where those standards anticipate normal and abnormal use conditions consistent with the
application of this Standard.

7A.2 Quick-connect wire connectors

7A.2.1 Quick-connect type wire connectors shall be suitable for the wire size, type (solid or stranded),
conductor material (copper or aluminum) and the number of conductors terminated. If insulated, they shall
be rated for the voltage and temperature of the intended use. They shall be applied per the installation
instructions of the wire connector manufacturer.

7A.2.2 Quick-connect type wire connectors shall comply with the Standard for Electrical Quick-Connect
Terminals, UL 310.

7A.3 Terminal blocks

7A.3.1 Terminal blocks shall comply with:

a) The Standard for Terminal Blocks, UL 1059, or

b) The Standard for Low-Voltage Switchgear and Controlgear – Part 7-1: Ancillary Equipment –
Terminal Blocks for Copper Conductors, UL 60947-7-1, or

c) The Standard for Low-Voltage Switchgear and Controlgear – Part 7-2: Ancillary Equipment –
Protective Conductor Terminal Blocks for Copper Conductors, UL 60947-7-2, or

d) The Standard for Low-Voltage Switchgear and Controlgear – Part 7-3: Ancillary Equipment –
Safety Requirements for Fuse Terminal Blocks, UL 60947-7-3.

7A.3.2 The UL 60947-7-x Standards are used in conjunction with the Standard for Low-Voltage
Switchgear and Controlgear – Part 1: General Rules, UL 60947-1.

7A.3.3 Terminal blocks shall be suitable for the number of conductors per termination, wire size, type
(solid or stranded), conductor material (copper or aluminum), voltage and current of the intended use.

7A.4 Wire connectors

7A.4.1 Wire connectors shall be suitable for the wire size, type (solid or stranded), conductor material
(copper or aluminum) and the number of conductors terminated. If insulated they shall be suitable for the
voltage and current of the intended use. They shall be applied per the installation instructions of the wire
connector manufacturer.

7A.4.2 Wire connectors shall comply with the Standard for Wire Connectors, UL 486A-486B, or the
Standard for Equipment Wiring Terminals for Use with Aluminum and/or Copper Conductors, UL 486E.

7A.5 Button or coin cell batteries of lithium technologies

Relocated to Clause 37.9.
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8 Frame and Enclosure

8.1 General

8.1.1 An enclosure shall be provided to house all electrical parts that may cause a risk of fire, electric
shock, or injury to persons under any conditions of operation.

8.1.2 A unit shall be formed and assembled so that it will have the strength and rigidity necessary to
resist the abuses to which it is likely to be subjected, without increasing the risk of fire, electric shock, or
injury to persons due to total or partial collapse with resulting reduction of spacings, loosening or
displacement of parts, or other serious defects.

8.1.3 Unless marked "For Indoor Use Only," a unit shall be subjected to the simulated rain test described
in 54.4.1. A switch, circuit breaker, fuseholder, or similar device and any opening associated with an
operating handle shall be shielded from rain.

8.1.4 The shielding specified in 8.1.3 shall be formed of material intended for use as an enclosure, as
described in 8.2.1 – 8.3.1, and shall not be detachable from the enclosure without the use of tools.

8.1.5 A service door in a spa shall be held in the closed position by a positive means, such as:

a) A hinged door that is held closed by a magnetic or mechanical latch;

b) A sliding type door; or

c) A non-hinged or non-sliding door that is held in place by a magnetic or mechanical latch or
screws complying with 9.6. Also see 39.8.

Exception: This requirement does not apply to a service door providing access only to nonelectrical
equipment or to controls that comply with the requirement in 12.6 or 12.8.

8.2 Metal enclosures

8.2.1 The outer enclosure of a unit intended for outdoor use, if of sheet metal, shall not be less than
0.032 inch (0.81 mm) thick if uncoated steel, not less than 0.034 inch (0.86 mm) thick if galvanized steel,
and not less than 0.045 inch (1.14 mm) thick if nonferrous. The enclosure shall also comply with
Resistance to Corrosion, Section 13.

8.2.2 An enclosure of sheet metal, other than that covered in 8.2.1, shall be evaluated with regard to its
size, shape, and thickness, considering the intended use of the complete unit. Sheet steel shall have a
thickness of not less than 0.026 inch (0.66 mm) if uncoated when measured, or 0.029 inch (0.74 mm) if
galvanized. Nonferrous sheet metal shall have a thickness of not less than 0.036 inch (0.91 mm).

Exception: Any relatively small area or surface that is curved or otherwise reinforced may be thinner than
specified if the construction results in equivalent strength and rigidity.

8.2.3 Cast metal portions of an enclosure shall be no thinner than indicated in Table 8.1.
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Table 8.1
Minimum thicknesses of enclosure metal

Metal

At small, flat unreinforced surfaces and at
surfaces that are reinforced by curving,
ribbing, or the like (or are otherwise of a
shape or size or both) to provide physical

strength,
At relatively large unreinforced flat

surfaces,

inch (mm) inch (mm)

Die-cast 3/64 1.2 5/64 2.0
Cast malleable iron 1/16 1.6 3/32 2.4
Other cast metal 3/32 2.4 1/8 3.2

8.3 Nonmetallic enclosures

8.3.1 Among the factors taken into consideration when evaluating the acceptability of a nonmetallic
material, other than a polymeric material, when used to enclose grounded metal or live parts are:

a) Mechanical strength;

b) Resistance to impact;

c) Moisture absorptive properties;

d) Combustibility; and

e) Resistance to distortion at temperatures to which the material may be subjected under
conditions of normal or abnormal use.

8.3.2 Wooden skirting material used as a barrier to grounded metal shall be minimum 1/4 inch (6.4 mm)
thick.

Exception: Wood that is less than 1/4 inch thick may be used as a barrier to grounded metal if the material
complies with the impact test described in 56.1. The test may also be used whenever referee tests for the
integrity of a material are necessary.

8.3.3 A polymeric material used as the enclosure of live parts, or as a barrier in lieu of spacings shall
comply with the applicable requirements in the Standard for Polymeric Materials – Use in Electrical
Equipment Evaluations, UL 746C, based on the application and, if intended to be exposed to sunlight, it
shall also be investigated for resistance to the ultraviolet light exposure requirements as specified in UL
746C, except flammability after conditioning is not considered.

8.3.3.1 The polymeric housing of a component is not considered to be an appliance enclosure unless
this part is the sole insulation (excluding air) between a live part and an external surface of the appliance.

8.3.4 A polymeric material used as a barrier to grounded metal (such as the tub and skirting material)
shall:

a) Be resistant to impact as specified in the Test for Resistance to Impact, Section 56; and

b) When used outdoors, be resistant to the ultraviolet light exposure requirements as specified in
the Standard for Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C, except
that flammability after conditioning is not considered.

Exception No. 1: A polymeric material that is minimum 1/4 inch thick need not be subjected to the Test for
Resistance to Impact.
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Exception No. 2: Polymeric spa skirting is not required to comply with the requirements in 8.3.4 when:

a) It is used for aesthetic purposes only and is not relied upon to serve as an enclosure of live
parts, a barrier to grounded metal, or provide protection from elements of outdoor use, such as
water exposure. Examples include use of polymeric materials with wood backing (or other suitable
material) where the wood (or other suitable material) serves as the enclosure or the barrier to
provide the necessary weather and accessibility protection; or

b) An alcove, cowling, shroud, or similar structure is used that completely encloses all electrical
components under the spa skirt; or

c) All components such as pumps, blowers, spa controls, interconnecting cords, and similar parts
have been evaluated for outdoor use and are not accessible to the tub occupant.

8.3.5 An alcove, cowling, shroud, or similar structure used under the skirt of a spa to support
components or as a supporting framework shall have a minimum flame rating of HB or HBF. The material
shall be suitable for the temperatures to which it is subjected to under conditions of normal use. Additional
factors taken into consideration when evaluating its acceptability include but are not limited to:

a) Mechanical strength and

b) Resistance to impact.

8.3.6 The polymeric materials specified in 8.3.3 and 8.3.4, when molded or fabricated by a source other
than the manufacturer of the unit, shall comply with the requirements in the Standard for Polymeric
Materials – Fabricated Parts, UL 746D.

8.3.7 A polymeric enclosure, barrier, or similar part enclosing or protecting a component which presents
a risk of electric shock (as defined in 5.22) and/or injury to persons due to its location or intended use
under normal or abnormal use, or that may be used as a seat, step, or support structure facilitating entry or
exit from the spa, shall comply with the applicable structural integrity tests as specified in Structural
Integrity Tests, Section 62.

Exception: Small parts such as spa side controls or other similar parts that are unlikely to be subjected to
the loading effects anticipated by the structural integrity tests shall be subjected to the Test for Resistance
to Impact, Section 56.

8.4 Drainage

8.4.1 An enclosure shall be constructed so that there will be no reduction in the effectiveness of the
electrical insulation due to breakdown of water connections or shaft seals, flooding onto a mounting
surface or within the outer enclosure, or rupture of a boot, diaphragm, shaft seal, or the like, as determined
in the Water Exposure Test, Section 54.

8.4.2 An enclosure of an outdoor unit containing an electrical component, other than for a motor having a
sealed housing, shall have provision for drainage when there is a knockout or unthreaded opening in the
enclosure, or when there is risk of condensation accumulation.

8.4.3 The lowest portion of any live part in a hot tub or spa shall be at least 4 inches (102 mm) above the
surface on which the unit will ultimately be installed.

8.4.4 An enclosure shall be provided with means for drainage so that there will be no submersion of
components as determined in the Water Exposure Test, Section 54.
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8.5 Mounting pads or holes

8.5.1 Mounting pads or holes for wall mounting of an assembly shall be external to the enclosure unless
the assembly is marked for indoor use only, as indicated in 70.1.

8.5.2 A unit intended for permanent connection shall be provided with means for mounting or support.
Fittings necessary for proper mounting, such as brackets, hangers, or the like, shall be furnished with the
unit.

8.6 Barriers

8.6.1 The enclosure shall reduce the risk of molten metal, burning insulation, flaming particles, or the like
falling on combustible materials, including the surface upon which the unit is supported.

Exception: A permanently connected unit not intended for mounting on combustible surfaces may have an
open bottom if it is marked in accordance with 72.2.2 or 72.3.2, as applicable.

8.6.2 The requirement in 8.6.1 necessitates use of a barrier of combustion-resistant material:

a) Under a motor unless:

1) The structural parts of the motor or of the overall unit provide the equivalent of such a
barrier;

2) The protection provided with the motor is such that no burning insulation or molten
material falls to the surface that supports the unit when the motor is energized under each
of the following four fault conditions, applied separately:

i) Main winding opened;

ii) Starting winding opened;

iii) Starting switch short circuited; and

iv) For a permanent-split-capacitor motor, the capacitor short circuited (the short
circuit is to be applied before the motor is energized, and the rotor is to be locked);
or

3) The motor is provided with a thermal motor protector (a protective device that is sensitive
to both temperature and current) that will reduce the risk of the temperature of the motor
windings from becoming more than 125°C (257°F) under the maximum load under which
the motor will run without causing the protector to cycle, and from becoming more than
150°C (302°F) with the rotor of the motor locked.

b) Under wiring unless it is of the flame-retardant type. Neoprene- or thermoplastic-insulated wires
are considered to be of this type.

8.6.3 The requirement in 8.6.1 necessitates that a switch, transformer, relay, solenoid, or the like be
individually and completely enclosed other than at terminals, unless it can be shown that malfunction of
the component would not result in a risk of fire, or unless there are no openings in the bottom of the
enclosure. An opening in the bottom of the enclosure shall not be located directly below field- or factory-
made splices or overload or overcurrent protective devices.

8.6.4 The barrier mentioned in 8.6.2 shall be horizontal, shall be located as indicated in Figure 8.1, and
shall not have an area less than that described in the figure. Openings for drainage, ventilation, or the like
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may be employed in the barrier, provided such openings would not increase the risk of molten metal,
burning insulation, or the like falling on combustible material.
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Figure 8.1

Location and extent of barrier

A – Region to be shielded by barrier. This shall consist of the entire component if it is not otherwise shielded, and shall consist of the
unshielded portion of a component which is partially shielded by the component enclosure or equivalent.
B – Projection of outline of component on horizontal plane.
C – Inclined line that traces out minimum area of barrier. When moving, the line is always:

1) Tangent to the component,

2) 5 degrees from the vertical, and

3) So oriented that the area traced out on a horizontal plane is maximum.
D – Location (horizontal) and minimum area for barrier. The area is that included inside the line of intersection traced out by the
inclined line C and the horizontal plane of the barrier.
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8.6.5 The barrier specified in 8.6.2 shall have a minimum flammability rating of 5VA in accordance with
the Standard for Tests for Flammability of Plastic Materials for Parts in Devices and Appliances, UL 94.

8.7 Ventilating openings

8.7.1 An opening in an enclosure for ventilation or for the dissipation of heated air shall be provided with
one or more baffles to reduce the risk of emission of flame, molten metal, or burning insulation.

Exception No. 1: An opening in the bottom of the enclosure need not be provided with baffles unless
otherwise required by 8.6.1 – 8.6.4.

Exception No. 2: In a compartment other than one that houses an overload or overcurrent protective
device, the baffles may be omitted if the opening is in a vertical wall and is a maximum of 3/8 inch (9.5
mm) wide.

9 Mechanical Assembly

9.1 A unit shall be assembled so that it will not be adversely affected by the vibration of operation. Brush
caps shall be tightly threaded or otherwise designed so as not to loosen.

9.2 A switch, a lampholder, an attachment plug receptacle, a motor attachment plug, or similar
component shall be mounted securely and shall be prevented from turning.

Exception No. 1: The requirement that a switch be prevented from turning may be waived if all four of the
following conditions are met.

a) The switch is of a plunger or other type that does not tend to rotate when operated (a toggle
switch is considered to be subjected to forces that tend to turn the switch during operation of the
switch),

b) Means of mounting the switch make it unlikely that operation of the switch will loosen it,

c) The spacings are not reduced below the minimum required values if the switch rotates, and

d) Operation of the switch is to be by mechanical means rather than contact by persons.

Exception No. 2: A lampholder of a type in which the lamp cannot be replaced (such as a neon pilot or
indicator lamp in which the lamp is sealed in a nonremovable jewel) need not be prevented from turning if
rotation cannot reduce spacings below the minimum acceptable values or adversely affect water
resistance of outdoor units.

9.3 The means for preventing the turning mentioned in 9.2 is to consist of more than friction between
surfaces – for example, a lock washer may be used as means for preventing a small stem-mounted switch
or other device having a single-hole mounting means from turning.

9.4 Each uninsulated live part shall be secured to the base or mounting surface so that it will not turn or
shift in position if such motion may result in a reduction of spacings below the minimum values indicated in
Spacings, Section 25.

9.5 Tin-lead solder shall not be used for the fastening of seams or the assembly of parts.

9.6 Screws that attach a cover, door, or other part that is removed to operate the unit or to install field
wiring shall be retained by at least two full threads into metal.
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Exception: Other materials using other means of securement may be used if determined to serve the
purpose.

9.7 Screws, bolts, and similar fasteners used to secure sheet metal as the outer enclosure of an outdoor
unit shall have a diameter at least 50 percent greater than the thickness of the sheet metal but no less than
No. 6.

10 Securement with Adhesives

10.1 An adhesive used for securement that is relied upon to reduce the risk of fire, electric shock, and/or
injury to persons shall comply with the requirements for adhesives in the Standard for Polymeric Materials
– Use in Electrical Equipment Evaluations, UL 746C.

10.2 The requirement in 10.1 applies to an adhesive used to secure a part that, if loosened or dislodged,
is capable of:

a) Energizing an accessible dead-metal part;

b) Making a live part that presents a risk of electric shock (as defined in 5.22) accessible;

c) Reducing spacings below the minimum values described in Spacings, Section 25;

d) Short-circuiting live parts; or

e) Bridging live parts to ground, to dead metal, or to a Class 2 or safety circuit.

11 General Accessibility Requirements

11.1 To reduce the risk of unintentional contact with an uninsulated live part, film-coated wire, or a
moving part that may involve a risk of injury, an opening in the enclosure of a unit shall comply with the
requirements specified in Table 11.1.

Exception: A pump or heater need not comply with the requirements in Table 11.1 if it complies with the
accessibility requirements for such equipment.

Table 11.1
Paragraphs, figures, and tables for evaluating the accessibility of

uninsulated live parts, film-coated wire, and moving parts
that may involve a risk of injury to persons

Directly accessible motor
Indirectly accessible

motora
Enclosure other than that

of a motor

Uninsulated live part

MDb < 25/32 inch MD < 3/4 inch MD < 1 inch
11.7 11.7 11.7

Figure 11.2 Figure 11.3 Figure 11.1

MD ≥ 25/32 inch MD ≥ 3/4 inch MD ≥ 1 inch
11.8 11.8 11.8

Figure 11.5 Figure 11.5 Figure 11.5

X = 3-5/32 inches X = 4 inches X = 6-1/16 inches

Film-coated wire
MD < 3/4 inch MD < 3/4 inch MD < 1 inch

11.7 11.7 11.7

Table 11.1 Continued on Next Page
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Table 11.1 Continued

Directly accessible motor
Indirectly accessible

motora
Enclosure other than that

of a motor
Figure 11.4 Figure 11.4 Figure 11.4

MD ≥ 3/4 inch MD ≥ 3/4 inch MD ≥ 1 inch
11.8 11.8 11.8

Figure 11.5 Figure 11.5 Figure 11.5

X = 4 inches X = 4 inches X = 6-1/16 inches

Moving part that may
involve a risk of injury to
persons

MD < 3/4 inch MD < 3/4 inch MD < 1 inch
11.7 11.7 11.7

Figure 11.4 Figure 11.3 Figure 11.1

MD ≥ 3/4 inch MD ≥ 3/4 inch MD ≥ 1 inch
11.9 11.9 11.9

Table 11.2 Table 11.2 Table 11.2
a See 11.5 for an explanation of an indirectly accessible motor.
b MD = See 11.6 for an explanation of a minor dimension of an opening.

NOTE – SI units for values specified in this table are:

3/4 inch (19.1 mm)

25/32 inch (19.8 mm)

1 inch (25.4 mm)

3-5/32 inches (80 mm)

4 inches (102 mm)

6-1/16 inches (154 mm)
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Figure 11.1

Articulate probe with web stop

NOTE – The UL articulate probe without the web stop may be used for openings having a minor dimension less than 3/4 inch (19.1
mm).
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Figure 11.2

IEC articulate probe

inches (mm)

5/64 2
3/32 4
25/64 10
15/32 12
25/32 20
1-5/64 30
1-61/64 50
2-23/64 60
2-61/64 75
3-9/64 80
7-3/32 180
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Figure 11.3

Probe for moving parts and uninsulated live parts

Full document details: UL 1563 2020

http://www.avadocuments.com/doc/ul-1563-2020
http://www.avadocuments.com/doc/ul-1563-2020


SEPTEMBER 10, 2020 UL 1563 29

Figure 11.4

Probe for film-coated wire
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Figure 11.5

Opening in enclosure
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11.2 With regard to the requirement in 11.1, insulated brush caps do not require additional enclosure.

11.3 During the examination of a unit to determine whether it complies with the requirements in 11.1 and
Table 11.1, a part of the enclosure that may be removed, without using a tool, by the user to attach an
accessory, to make an operating adjustment, or for other reasons is to be disregarded.

11.4 The probes illustrated in Figure 11.1 – Figure 11.4 shall be applied to any depth that the opening will
permit and with a force not greater than 1 pound (4.4 N); and shall be rotated or angled before, during, and
after insertion through the opening to any position that is necessary to examine the unit. The probes
illustrated in Figure 11.1 and Figure 11.2 shall be applied in any possible configuration; and, if necessary,
the configuration shall be changed after insertion through the opening.

11.5 With reference to the requirements in Table 11.1, an indirectly accessible motor is a motor that is:

a) Accessible only by removing a part of the outer enclosure of a unit, such as a guard or panel,
that can be removed without using a tool or

b) Located at such a height or is otherwise guarded or enclosed so that it is unlikely to be
contacted.

11.6 With reference to the requirements in Table 11.1, the minor dimension of an opening is the diameter
of the largest cylindrical probe having a hemispherical tip that can be inserted through the opening
perpendicular to the plane of the opening with a force no greater than 5 pounds (22.2 N).

11.7 When Table 11.1 specifies a probe to be used to judge the accessibility of an uninsulated live part,
film-coated wire, or a moving part that may involve a risk of injury to persons when inserted through an
opening in the enclosure of a unit as described in 11.6, the probe shall not contact such a part or wire.

11.8 When Table 11.1 does not specify a probe to be used to judge the accessibility of an uninsulated
live part or film-coated wire, such a part or wire shall not be:

a) Within X inches of the perimeter of an opening in the enclosure of a unit or

b) Within the volume generated by projecting the perimeter X inches normal to its plane. X equals
five times the minor dimension of the opening, as illustrated in Figure 11.5, but no less than the
values specified in Table 11.1.

11.9 When Table 11.1 does not specify a probe to be used to judge the accessibility of a moving part that
may involve a risk of injury to persons, the distance between the plane of an opening in the enclosure and
the moving part shall be at least as specified in Table 11.2.

Table 11.2
Minimum distance from an opening to a moving part that may involve a risk of injury to persons

Minor dimensiona of opening, Minimum distance from opening to part,

inches (mm) inches (mm)b

3/4 19.1 4-1/2 114.3
1 25.4 6-1/2 165.1

1-1/4 31.8 7-1/2 190.5
1-1/2 38.1 12-1/2 317.5
1-7/8 47.6 15-1/2 393.7

Table 11.2 Continued on Next Page
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Table 11.2 Continued

Minor dimensiona of opening, Minimum distance from opening to part,

inches (mm) inches (mm)b

2-1/8 54.0 17-1/2 444.5
See footnote c 30 762.0

a See 11.6 for an explanation of a minor dimension of an opening.
b Between 3/4 and 2-1/8 inches, interpolation is to be used to determine a value between values specified in the table.
c More than 2-1/8 inches, but no more than 6 inches (152 mm).

12 Accessibility Requirements For Spas

12.1 Grounded metal shall not be accessible to the occupant.

12.2 Any part of a spa that is accessible to the occupant shall be made of nonconductive material.

Exception No. 1: A permanently wired self-contained spa may be equipped with an accessible metal
ladder or other similar metal hardware if provided with the bonding specified in 17.5 and the installation
instructions specified in 74.4.

Exception No. 2: A spa may be provided with small conductive surfaces such as air and water jets,
bezels, nameplates, drain fittings, skimmers, towel bars, and handholds provided each conductive surface
is isolated from all internal wiring and is not grounded or likely to become grounded.

12.3 Openings in the outer enclosure of a spa are acceptable if the minor dimension does not exceed 1
inch (25.4 mm) and the accessibility probe illustrated in Figure 11.1 does not contact a capillary tube,
internal wiring, or grounded metal. The probe shall be applied with a maximum force of 1 pound (4.4 N)
and shall be angled and rotated to any possible position using any possible configuration.

12.4 Grounded metal shall be spaced not less than 1/16 inch (1.6 mm) from dead metal accessible to the
occupant, nonmetallic material accessible to the occupant, and the supporting surface of the spa.

Exception No. 1: Spacings between grounded metal and the tub or skirting material are not required if the
tub or skirting material complies with the Dielectric Voltage-Withstand Test, Section 49.

Exception No. 2: An additional material may be used in lieu of the spacings specified in 12.4 if the
additional material complies with the ENCLOSURES – General section, Material Property Considerations
section, and Internal Barriers section requirements in the Standard for Polymeric Materials – Use in
Electrical Equipment Evaluations, UL 746C.

12.5 A polymeric enclosure that is not accessible to the occupant but that contains parts that may
present a risk of electric shock shall, in addition to complying with 8.3.3, be spaced not less than 1/16 inch
(1.6 mm) from:

a) Grounded metal;

b) Dead metal and nonmetallic materials accessible to the occupant; and

c) The supporting surface of the spa.

Exception No. 1: Spacings between the enclosure and the tub or skirting material are not required if the
tub or skirting material complies with the Dielectric Voltage-Withstand Test, Section 49.
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Exception No. 2: An additional material may be used in lieu of the spacings specified in 11.5 if the
additional material complies with the ENCLOSURES – General section, Material Property Considerations
section, and Internal Barriers section requirements in the Standard for Polymeric Materials – Use in
Electrical Equipment Evaluations, UL 746C.

12.6 A polymeric enclosure containing parts that may present a risk of electric shock may be accessible
to the occupant if, in addition to complying with the requirements in 8.3.3:

a) The enclosure complies with the Material Property Considerations section in the Standard for
Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C, and live parts are spaced
not less than 1/2 inch (12.7 mm) from the inside surface of the enclosure; or

b) The enclosure and one additional material that is positioned between the live parts and the
inside surface of the enclosure comply with the Material Property Considerations section in UL
746C; or

c) A material that complies with the Material Property Considerations section in UL 746C is
positioned between the live parts and the inside surface of the enclosure with a minimum 1/2 inch
spacing between the live parts and the material; or

d) The enclosure complies with the Material Property Considerations section in UL 746C and the
enclosure is not less than 3/16 inch (4.8 mm) thick.

Also see 32.7.

Exception: In addition to complying with the requirements in 8.3.3, if the part that presents a risk of electric
shock is located in a Class 2 circuit, the insulating material or enclosure need only comply with the
dielectric voltage-withstand strength requirements in the Material Property Considerations section in UL
746C.

12.7 For a light-emitting diode connected to a Class 2 circuit, the lens of the LED need not be evaluated
to the dielectric voltage-withstand strength requirements in the Material Property Considerations section in
Standard for Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C, provided the lens is
at least 1/16 inch thick.

12.8 A live part or circuit may be accessible to the occupant or in contact with circulating water if:

a) The live part is located in the secondary circuit of a transformer that complies with the
requirements in Transformers and Power Supplies, Section 31; and

b) The live part does not present a risk of electric shock; and

c) The live part is separated from other live parts, grounded metal, and all other wiring by
permanent spacings or by two independent materials that comply with the insulation requirements
specified in the Material Property Considerations section in the Standard for Polymeric Materials –
Use in Electrical Equipment Evaluations, UL 746C.

12.9 A luminaire in a spa that is serviceable from the front shall require the use of a tool for servicing.
There shall be no contact between the metal of the luminaire and any metal:

a) Accessible to the occupant or

b) In contact with circulating water.
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13 Resistance to Corrosion

13.1 An iron or steel part shall be resistant to corrosion by enameling, galvanizing, plating, or equivalent
means, if the corrosion of such a part would be likely to result in a risk condition.

Exception No. 1: In certain instances where the oxidation of iron or steel due to the exposure of the metal
to air and moisture is not likely to be appreciable – thickness of metal and temperature also being factors –
surfaces of sheet steel and cast iron parts within an enclosure may not be required to be corrosion
resistant.

Exception No. 2: The requirement does not apply to bearings, laminations, or to minor parts of iron or
steel such as washers and screws.

Exception No. 3: Stainless steel requires no corrosion-resistant coating.

13.2 Copper or copper alloy with zinc content not in excess of 15 percent may be used without additional
resistance to corrosion.

13.3 Aluminum may be used without additional resistance to corrosion.

13.4 When, during intended use, sheet and plate aluminum comes into contact with tub water, it shall be
of an alloy of the 5000 series as given in the American National Standard Specification for Aluminum-Alloy
Sheet and Plate, ANSI/ASTM B209; and cast aluminum shall be one of the alloys shown in Table 13.1 or
an alloy that has been found to have equivalent resistance to corrosion.

Table 13.1
Aluminum alloys

Sand-cast Permanent-mold cast Die cast
Machined bar and rod

stock
G4A GM70B G8A 5052
G10A GS42A S5C 5056
GM70B S5A S12A 5456
GS42A S5B S12B 6061
S5A SG70A SG100A 6063Z
S5B SG70B SG100B

SG70A
ZG61B

13.5 Metal shall not be used in combinations to cause galvanic action.

13.6 A sheet steel enclosure and other parts, including hinges and other attachments, of an indoor or
outdoor unit shall be resistant to corrosion as described in 13.7 – 13.9.

13.7 An enclosure that is entirely within the outer enclosure of a unit, and that contains any live part other
than a motor, shall be resistant to corrosion as specified in 13.8(c), with or without the added epoxy or
paint coating or other means described in 13.8 and 13.9.

13.8 The outer sheet steel enclosure shall be resistant to corrosion by one of the following:

a) Hot-dipped, mill-galvanized sheet steel conforming with the coating designation G90 in the
Standard Specification for Sheet Steel, Zinc-Coated (Galvanized) or Zinc-Iron Alloy-Coated
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(Galvannealed) by the Hot Dip Process, ASTM A 653/653M, with not less than 40 percent of the
zinc on any side, based on the minimum single spot test requirement in this ASTM designation.
The weight of the zinc coating may be determined by any method; however, in case of question,
the weight of coating shall be established in accordance with the Standard Test Method for Weight
(Mass) of Coating on Iron and Steel Articles with Zinc or Zinc-Alloy Coatings, ASTM A90/A90M
REVA.

b) A zinc coating, other than that provided on hot-dipped, mill-galvanized sheet steel, uniformly
applied to an average thickness of not less than 0.00061 inch (0.015 mm) on each side, with a
minimum thickness of 0.00054 inch (0.014 mm). The thickness of the coating shall be established
by the test method described in 62.1. An annealed coating shall also comply with 13.9.

c) A coating conforming with subitem (1) or (2) and with one coat of an organic finish of the epoxy
or alkyd-resin type or other outdoor paint on both surfaces. The acceptability of the paint may be
determined by consideration of its composition or by corrosion tests if these are considered
necessary.

1) Hot-dipped, mill-galvanized sheet steel conforming with the coating designation G60 or
A60 in Table I of ASTM A653/A653M, with not less than 40 percent of the zinc on any side,
based on the minimum single spot test requirement in this ASTM standard. The weight of
the zinc coating may be determined by any method; however, in case of question the weight
of coating shall be established in accordance with the test method of ASTM A90/A90M REV
A. An annealed coating shall also comply with 13.9.

2) A zinc coating, other than that provided on hot-dipped, mill-galvanized sheet steel,
uniformly applied to an average thickness of not less than 0.00041 inch (0.013 mm) on each
surface with a minimum thickness of 0.00034 inch (0.009 mm). The thickness of the coating
shall be established by the test indicated in 62.1. An annealed coating shall also comply
with 13.9.

d) A cadmium coating not less than 0.0010 inch (0.025 mm) thick on both surfaces. The thickness
of the coating shall be established by the test indicated in 62.1.

e) A cadmium coating not less than 0.00075 inch (0.019 mm) thick on both surfaces with one coat
of outdoor paint on both surfaces, or not less than 0.00051 inch (0.013 mm) thick on both surfaces
with two coats of outdoor paint on both surfaces. The thickness of the cadmium coating shall be
established by the test indicated in 62.1, and the paint shall be as described in 13.8(c).

f) Other finishes, including paints, special metallic finishes, and combinations of the two may be
accepted when comparative test with galvanized sheet steel (without annealing, wiping, or other
surface treatment) conforming with 13.8 (a) indicate that they provide equivalent resistance to
corrosion. Among the factors that are taken into consideration when evaluating such coating
systems are exposure to salt spray, moist carbon dioxide-sulfur dioxide mixtures, moist hydrogen
sulfide-air mixtures, ultraviolet light, and water. Organic coatings shall comply with the Standard for
Organic Coatings for Steel Enclosures for Outdoor Use Electrical Equipment, UL 1332.

13.9 An annealed coating on sheet steel that is bent or similarly formed or extruded, or rolled at edges of
holes after annealing shall be additionally painted in the affected areas if the process damages the zinc
coating. When flaking or cracking of the zinc coating at the outside radius of the bent or formed section is
visible at 25 power magnification, the zinc coating is considered to be damaged. Sheared or cut edges and
punched holes are not required to be additionally treated.
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14 Power Supply Connections – Cord-Connected and Convertible Spas and Equipment
Assemblies

14.1 A non-detachable power supply cord shall be provided on each cord-connected and convertible spa
and equipment assembly. When intended for indoor use, or both indoor and outdoor use, the electrical
rating shall not exceed 20 amperes. When marked "For outdoor use only," this restriction does not apply.

14.2 The cord mentioned in 14.1 shall be Type SW, SEW, SOW, STW, SEOW, SEOOW, STOW,
STOOW or equivalent hard-service cord that is suitable for use outdoors and immersion in water with a
grounding conductor and an attachment plug. The cord shall extend at least 10 feet (3.05 m) but no more
than 15 feet (4.57 m) from the product to the face of the attachment plug. The ampacity of the cord shall be
no less than the current rating of the product, and the ampacity of the attachment plug shall be no less
than 125 percent of the current rating of the product.

14.2.1 The flexible cord specified in 14.2 shall comply with the Standard for Cord Sets and Power-Supply
Cords, UL 817, and the Standard for Flexible Cords and Cables, UL 62. Attachment plugs shall comply
with the Standard for Attachment Plugs and Receptacles, UL 498.

14.3 A 2-prong grounding adapter with a pigtail shall not be provided.

14.4 The cord specified in 14.1 is not prohibited from being marked on its exterior surface with the words
"Water Resistant."

14.5 The grounding conductor shall be no smaller than the circuit conductors in the cord.

14.6 Each cord-connected and convertible spa shall be provided with an entry for the power supply cord
that is smooth and free from sharp edges.

14.7 Strain relief shall be provided to reduce the risk of mechanical stress on a flexible cord being
transmitted to terminals, splices, or interior wiring. The strain relief shall be independent of any necessary
water seals and shall not cause flexing or movement of any such seals.

14.8 Unless the clamp is insulated from the cord, a metal strain relief clamp shall not be accessible and
shall not make contact with an accessible dead metal part.

14.9 Means shall be provided to prevent the flexible cord from being pushed back through the cord entry
hole if such displacement is likely to subject the cord to mechanical damage or to expose it to a
temperature higher than that for which it is rated, or is likely to reduce spacings to less than the values
specified in Spacings, Section 25.

14.10 A knot in the supply cord shall not be used to provide strain relief.

15 Power Supply Connections – Permanently Connected Units

15.1 General

15.1.1 A unit intended for permanent connection shall be provided with wiring terminals or leads for the
connection of power supply conductors.

15.1.2 A unit rated for use at more than one supply voltage shall have provision for operating at each
supply voltage without disrupting internal wiring or connections other than in the area of field wiring.
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15.1.3 Sheet metal to which a wiring system is to be connected in the field shall be no less than 0.032
inch (0.81 mm) thick steel if uncoated, no less than 0.034 inch (0.86 mm) thick steel if galvanized, or no
less than 0.045 inch (1.14 mm) thick if nonferrous.

15.1.4 A unit intended for installation outdoors shall have a provision for threaded connection of rigid
metal conduit unless the hole for the connection to the conduit is located wholly below the lowest
uninsulated live part within the enclosure, the location reduces drainage into the conduit, or the connection
is within an overall enclosure.

15.1.5 When the threads are tapped all the way through a hole in an enclosure wall, or if an equivalent
construction is employed, there shall be no less than 3-1/2 nor more than 5 threads in the metal, and the
construction shall be such that a conduit bushing can be attached. When the threads are not tapped all the
way through a hole in an enclosure wall, conduit hub, or the like, there shall be no fewer than 5 full threads
in the metal, and there shall be a smooth, well-rounded inlet hole for the conductors that:

a) Provides protection to the conductors equivalent to that provided by a standard conduit bushing
and

b) Has an internal diameter approximately the same as that of the corresponding trade size of rigid
conduit.

15.1.5.1 The threads of a threaded conduit entry shall comply with Pipe Threads, General Purpose
(Inch), ASME B1.20.1; Threaded Conduit Entries, CSA C22.2 No. 0.5, or Unified Screw Threads –
Specifications, ANCE NMX-H-146-SCFI.

15.1.6 A metal conduit hub in an enclosure shall be threaded and shall have a wall thickness before
threading no less than that of the corresponding trade size of conduit. A conduit hub that is not cast
integrally with an enclosure shall not depend upon friction alone to restrain its turning and shall be capable
of withstanding the specified torque applied to a short length of rigid conduit threaded into the hub in the
intended manner, without turning in the enclosure and without stripping of any threads. The enclosure
shall be rigidly mounted or supported. For the 3/4 inch and smaller trade sizes, the applied torque shall be
800 pound-inches (90.4 N·m); for the 1, 1-1/4, and 1-1/2 inch trade sizes, 1000 pound-inches (113 N·m);
and for the 2 inch and larger trade sizes, 1600 pound-inches (181 N·m).

15.1.7 A knockout for connection of a field wiring system to a field wiring compartment shall
accommodate conduit of the trade size shown in Table 15.1.

Table 15.1
Trade size of conduit, inches

Wire size, Number of wires

AWG (mm2) 2 3 4 5 6
14 2.1 1/2 1/2 1/2 1/2 1/2
12 3.3 1/2 1/2 1/2 3/4 3/4
10 5.3 1/2 1/2 1/2 3/4 3/4
8 8.4 3/4 3/4 3/4 1 1
6 13.3 3/4 1 1 1-1/4 1-1/4
4 21.2 1 1 1-1/4 1-1/4 1-1/2
3 26.7 1 1-1/4 1-1/4 1-1/2 1-1/2
2 33.6 1 1-1/4 1-1/4 1-1/2 2
1 42.4 1-1/4 1-1/4 1-1/2 2 2

Table 15.1 Continued on Next Page
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Table 15.1 Continued

Wire size, Number of wires

AWG (mm2) 2 3 4 5 6
1/0 53.5 1-1/4 1-1/2 2 2 2-1/2

NOTE – This table is based on the assumption that all conductors will be of the same size and there will be no more than
six conductors in the conduit. When more than six conductors will be involved or if all of them are not of the same size,
the internal cross-sectional area of the smallest conduit that may be used is determined by multiplying 2.5 times the total
cross-sectional area of the wires, based on the cross-sectional area of Type THW wire.

15.2 Terminal compartments for supply connection

15.2.1 A unit intended for permanent connection shall be provided with a terminal compartment intended
for connection of a supply raceway. Additionally, the terminal compartment shall be attached to the unit so
as to be restricted from turning with regard to the unit.

Exception: A terminal compartment provided as an integral part of a motor that complies with the
requirements for field wiring in the Standard for Rotating Electrical Machines – General Requirements, UL
1004-1, and is marked "Acceptable for Field Wiring" or the equivalent, is considered to comply with the
requirements for a terminal compartment specified in 15.2.1 – 15.2.3.

15.2.2 A terminal compartment in which connections to the power supply circuit will be made shall be so
located that, after the unit has been installed as intended, such connections will be accessible for
inspection.

15.2.3 A terminal compartment shall be complete and shall enclose all field wiring terminals and all
splices to be made in the field unless the enclosure is otherwise complete; that is, unless all sides and a
complete bottom are provided when the unit is shipped from the factory. No ventilating opening shall be
located in the terminal compartment.

Exception: A ventilated terminal compartment may be used in a ventilated motor frame having ventilating
openings if there is no opening directly beneath any live part in the compartment.

15.2.4 The compartment mentioned in 15.2.2 shall be located so that when conduit connections are
being made, internal wiring and electrical components shall not be exposed to mechanical abuse or strain.
Electrical components shall not be mounted on the terminal compartment cover unless a method of
disconnection is provided for each component.

15.2.5 A wiring compartment shall be free of any sharp edge, burr, fin, moving part, or the like that can
damage the conductor insulation.

15.2.6 A unit with a terminal box or wiring compartment that attains a temperature exceeding:

a) 60°C (140°F) for a unit rated 100 amperes or less or

b) 75°C (167°F) for a unit rated more than 100 amperes shall be marked as specified in 70.6.

15.3 Wiring terminals and leads

15.3.1 The wiring terminals specified in 15.1.1 shall be rated for the connection of conductors sized in
accordance with Table 15.2 or Table 15.3.
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