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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Class 2 and Class 3 Transformers, UL 1585

Fourth Edition, Dated April 23, 1998

Revisions: This Standard contains revisions through and including May 10, 2006.
Summary of Topics

These editorial revisions to ANSI/UL 1585 replace all references to UL 1020, the Standard for
Thermal Cutoffs for Use in Electrical Appliances and Components, with reference to UL 60691,
the Standard for Thermal-Links — Requirements and Application Guide. UL 1020 was withdrawn
and superseded by UL 60691.

UL Standards for Safety are developed and maintained in the Standard Generalized Markup Language
(SGML). SGML -- an international standard (ISO 8879-1986) -- is a descriptive markup language that
describes a document’s structure and purpose, rather than its physical appearance on a page. Due to
formatting differences resulting from the use of UL's new electronic publishing system, please note that
additional pages (on which no requirements have been changed) may be included in revision pages due
to relocation of existing text and reformatting of the Standard.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The revisions dated May 10, 2006 include a reprinted title page (pagel) for this Standard.

The revisions dated May 10, 2006 editorially replace all references to UL 1020 with the reference to UL

60691.

The revisions dated April 14, 2006 were issued to reinstate proposals for UL 1585 that were originally

published on July 13, 2005 but were inadvertently deleted when new and revised requirements for UL /g\&o

1585 were published in the standard on March 17, 2006. \§ﬁ\
G

As indicated on the title page (page 1), this UL Standard for Safety is an American National Stan ®\
Attention is directed to the note on the title page of this Standard outlining the procedures to b (@)Wed

to retain the approved text of this ANSI/UL Standard. u) ﬁ\

| - L ac@ gD
The UL Foreword is no longer located within the UL Standard. For mformatlon c NLrse and
application of the requirements contained in this Standard, the current ver he Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul. com/ulfocrew&d htm@L > @(\QW\E

Q 7%

The master for this Standard at UL's Northbrook Office is the A@Ie\ﬂlt mso@,r% it relates to a
UL service and the compliance of a product with respect t r@%“requrr nts for%hat product and service,
or if there are questions regarding the accuracy of th|§48 ndar @@v

e® " Al
UL'’s Standards for Safety are copyrighted b Nelthgr%%prrnted @(@B)@of a Standard, nor the distribution
diskette for a Standard-on-Diskette and/{ﬁé” ile f /xfhé Stan rd on the distribution diskette should be
altered in any way. All of UL's S@(@%rds and all co @ s ownerships, and rights regarding those
Standards shall remain the sole@ exclusive property%f
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All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL'’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on \4@'\%
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet(\g\@
server. The number of concurrent users shall not exceed the number of users authorized. ﬁ <§®N
Electronic Standards are intended for on-line use, such as for viewing the requwements o?ﬁﬁandard
conducting a word search, and the like. Only one copy of the Standard may be each
single-user version of an electronic Standard. Only one copy of the Standard m e pr téd/for each
authorized user of a multiple-user version of an electronic Standard. Be e of di nces in the
computer/software/printer setup used by UL and those of electronic S %r( ds sers@@\prmted
copy obtained by a purchaser may not look exactly like the on- I|ne @e \e/f the p@n@e Standard
\
An employee of an organization purchasing a UL Standa%@éw mak Qopy o%he page or pages being
viewed for their own fair and/or practical internal use @) @y
e© &

The requirements in this Standard are now in %ﬁfect exgefsy\éfor thos@a?)agraphs sections, tables, figures,
and/or other elements of the Standard h@@h@ futu @@fectlve tes as indicated in the note following the
affected item. The prior text for req Q(ej?ﬁents that have qe)/rb?ewsed and that have a future effective date
are located after the Standard, and are preceded by & "SUPERSEDED REQUIREMENTS" notice.
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New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition, and Follow-Up Services after
the effective date, and understanding of this should be signified in writing.

Copyright © 2006 Underwriters Laboratories Inc.
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1 ANSI/UL 1585-2006

UL 1585

Standard for Class 2 and Class 3 Transformers

Prior to the first edition, the requirements for Class 2 transformers were included
in the Standard for Specialty Transformers, UL 506.

First Edition — March, 1982
Second Edition — December, 1986
Third Edition — April, 1993

Fourth Edition
April 23, 1998

The most recent designation of ANSI/UL 1585 as an American National Standard
(ANSI) occurred on March 17, 2006.

This ANSI/UL Standard for Safety, which consists of the Fourth Edition with
revisions through May 10, 2006, is under continuous maintenance, whereby each
revision is ANSI approved upon publication. Comments or proposals for revisions
on any part of the Standard may be submitted to UL at any time. Proposals
should be submitted via a Proposal Request in UL's On-Line Collaborative
Standards Development System (CSDS) at http://csds.ul.com.

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements.
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INTRODUCTION
1 Scope

1.1 Transformers covered by these requirements, herein called Class 2 or Class 3 transformers, are for
use with Class 2 or Class 3 circuits, respectively, in accordance with the National Electrical Code,
ANSI/NFPA 70. They are intended for connection to essentially sinusoidal supply sources. Permanently
connected transformers are rated 600 volts or less, and cord and plug connected transformers are rated
120 volts or less.

1.2 A Class 2 or Class 3 transformer that is inherently limited has an impedance within the transformer
that limits the current output to a particular maximum value. It may or may not be provided with a
thermostat or other temperature sensitive device to limit its maximum temperature.

1.3 A Class 2 or Class 3 transformer that is not inherently limited does not have an impedance to limit
the maximum current output to a specified value. However, the maximum power output is limited by an
overcurrent-protective device.

1.4 A Class 2 or Class 3 transformer that includes a separate current-limiting impedance, such as a
resistor or a positive temperature coefficient device (PTC), is covered by these requirements.

1.5 A Class 2 transformer has a 30-volt rms maximum secondary potential under any condition of loading
or open circuit.

1.6 A Class 2 or Class 3 transformer that includes a resonance regulating circuit is covered by these
requirements.

1.7 These requirements do not cover power supplies, toy transformers, direct plug-in transformers, or
transformers intended for use in audio-, radio-, or television-type appliances. A transformer provided with
a rectifier is considered to be a power supply.

1.8 The requirements in this standard may be modified by requirements in an end product standard if a
transformer is intended for use only as a component in other equipment.

1.9 Deleted April 14, 2006 A\@
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2 General
2.1 Components

2.1.1 Except as indicated in 2.1.2, a component of a product covered by this standard shall comply with
the requirements for that component. See Appendix A for a list of standards covering components used
in the products covered by this standard.

2.1.1 revised February 28, 2001
2.1.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.
2.1.2 revised February 28, 2001

2.1.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.1.3 revised February 28, 2001

2.1.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

2.1.4 revised February 28, 2001
2.2 Units of measurement

2.2.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

2.2.1 revised February 28, 2001

2.2.2 Unless indicated otherwise, all voltage and current values mentioned in this standard are
root-mean-square (rms).
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2.3 Undated references

2.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

CONSTRUCTION
3 General

3.1 A Class 2 or Class 3 transformer shall have only one secondary winding, which shall be insulated
from the primary winding. A winding having intermediate taps is considered to be a single winding.

Exception No. 1: Two or more secondary windings may be considered as a single winding. Interposing
insulation between the secondary windings is not required if, when interconnected, the windings are in
compliance with the performance requirements for a single-winding construction.

Exception No. 2: An inherently limited transformer marked in accordance with 41.7 may have two
secondary windings that, when interconnected, are not in compliance with the performance requirements
for a single-secondary winding construction.

Exception No. 3: A transformer intended only for use in other equipment may have multiple secondary
windings only where isolation of all circuits can be maintained.

3.2 There shall be no electrical connection between the primary and secondary windings of a transformer
or between a primary or secondary circuit and the enclosure.

3.3 A component used to limit the output of a transformer to within the required current or power levels,
or otherwise used to maintain its intended performance, shall have permanence and stability so as not to
decrease its limiting capabilities. Among the factors taken into consideration when judging the
acceptability of a limiting component are the:

a) Operating temperature;

b) Electrical stress level,

REC
c) Transient surges; and (‘\/ﬂ@\\ :
N
d) Resistance to moisture. «ﬁ@f
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4 Mechanical Assembly

4.1 A transformer shall be formed and assembled so that it has the strength and rigidity necessary to
resist the abuses to which it is likely to be subjected. A risk of fire, electric shock, or injury to persons shall
not result from a reduction of spacings, loosening or displacement of parts, or other serious defects due
to total or partial collapse of the transformer.

4.2 An adhesive used in the assembly of the enclosure shall be investigated as specified in the Standard
for Polymeric Materials — Use in Electrical Equipment Evaluations, UL 746C.

Exception: Methods utilizing fusion techniques, such as solvent cementing, ultrasonic welding,
electromagnetic induction, and thermal welding, need not be investigated.

5 Enclosure

5.1 A transformer shall be provided with an enclosure of sheet steel, sheet aluminum, cast aluminum,
cast iron, or equivalent metal, or a polymeric material. The enclosure shall contain all uninsulated live
parts and primary circuit wiring.

Exception No. 1: The secondary terminals of a Class 2 transformer need not be enclosed.

Exception No. 2: For a transformer mounted on an outlet box cover or intended for mounting in a knockout
of an outlet box or cabinet, the primary terminals or leads are considered to be enclosed by the outlet box
or cabinet.

Exception No. 3: A Class 3 transformer may be provided with a flexible cord and attachment plug for
connection to the source of supply.

Exception No. 4: A transformer may have exposed primary leads when intended for connection to open
wiring or concealed knob-and-tube wiring.

Exception No. 5: The enclosure of the end product may serve as the transformer enclosure for a
transformer intended for use only in other equipment. However, the primary and secondary wiring of the
transformer shall be separated in accordance with the requirements for the end product.

5.1 revised February 28, 2001 /\s\\ﬂ
®

5.2 The transformer shall be constructed so that it can be mounted and wired as intended in the f|eldr\§\
without exposing internal parts such as windings and protective devices to damage. All covers, basesﬁaS
similar parts shall be securely fastened in place. /\ﬁ\ ﬁ
O
v)\

5.3 An enclosure of a transformer that has a flexible cord connected to the primary sh%u (have nq@@nlng
where a 0.010 inch (0.25 mm) diameter rigid wire, such as a music wire, can be i |n ontact a part
at a potential of more than 42.2 volts peak to any other part or to ground gIe m/m@n the wire is
permitted prior to insertion, and a barrier that can be penetrated by he> S wire /1@ acceﬁﬁ&e as a
protective barrier. An indicating circuit connected to the wire probe z@ oto de if contact

is made.
@ﬂ{\ @ L/*>

Exception: This requirement does not apply to an o e??nox E@%may be@t@@ded only to enclose the
primary leads or terminals as described in Excep@ﬂy@\lo 5@9@5 1 € @\
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5.4 An edge, projection, or corner of an enclosure, opening, or frame of a transformer shall be smooth
and not cause a cut-type injury when contacted during intended use or maintenance.

5.5 Among the factors that shall be taken into consideration when evaluating magnesium and nonmetallic
materials other than a polymeric material are:

a) Mechanical strength;
b) Resistance to impact;
c) Moisture absorption;
d) Combustibility; and

e) Resistance to distortion at temperatures to which the material may be subjected under
conditions of intended or abnormal use.

5.6 Polymeric materials shall comply with the applicable requirements in the Standard for Polymeric
Materials — Use in Electrical Equipment Evaluations, UL 746C.

5.7 A sheet steel enclosure shall be formed from stock having a thickness of not less than 0.026 inch
(0.66 mm) when uncoated, or 0.029 inch (0.74 mm) when zinc coated.

Exception: Sheet steel having a thickness of not less than 0.020 inch (0.51 mm) if uncoated, or 0.023
inch (0.58 mm) if zinc coated, may be used for drawn end bells having maximum dimensions of 2-1/4
inches (57.2 mm) on the flat portion and 1-1/2 inches (38.1 mm) at the base of the drawn portion. Figure
5.1 illustrates these portions of an end bell.

5.8 The thickness of a steel sheet is determined by taking five micrometer readings equally spaced
across the full width of the sheet as rolled.

5.9 An enclosure of nonferrous sheet metal shall be formed from stock having a thickness of not less than
0.040 inch (1.07 mm).

5.10 An enclosure of cast iron or aluminum shall not be less than 1/8 inch (3.2 mm) thick at any point. /\\g\@ﬁ
A
(\\g
Exception: A section 2 square inches (12.9 cn) or less in area shall not be less than 1/16 inch (1.6 mm \i\ *\'\

thick, when the sum of the areas of all such sections is less than 50 percent of the total area Q{<

enclosure. %\ @>
S
5.11 An enclosure of cast iron shall not be less than 1/4 inch (6.4 mm) thick at tappe%l@gﬂes foy@dun
gV
@”@ ©@
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Figure 5.1
End bell
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5.12 When threads for the connection of conduit are tapped all the way through a hole in a transformer
enclosure, or if a similar construction is used, there shall not be less than 3-1/2 nor more than 5 threads
in the metal. The construction shall enable the proper and secure attachment of a standard conduit
bushing.

5.13 When threads for the connection of conduit are tapped only part of the way through a hole in the

enclosure, there shall not be less than 5 full threads in the metal. There shall be a smooth, well-rounded

inlet hole to provide a passage similar to that provided by a standard conduit bushing. /\@\;
<A

5.14 A transformer intended to be supported by rigid metal conduit shall have conduit hubs with not IWV\X
than 5 full threads. (o\) K

5.15 A knockout for the connection of rigid metal conduit to a terminal or wiring comp of a
transformer shall have a diameter in accordance with the requirements in the Ste%]g@&”for Iilc@ etalllc
Outlet Boxes, Flush-Device Boxes, and Covers, UL 514C. Q

5.16 When a nipple is provided on the primary side for connection to a%\@ﬁ’et&z\%@@ére spr@gﬁot less
than 3-1/2 threads on the nipple. Q@ B>

6 Corrosion Resistance \/®® /\ﬂ i\* @ﬂ :
6.1 An enclosure of iron or steel, other than ta\iﬁless ‘@\L sha %@Mﬁ?ﬂosmn resistant. Galvanizing,
plating, varnishing, and painting are am /fg\agﬁ% ac%e/@liéb means providing corrosion resistance.

n \\

O") Q
Exception: An interior surface @(@@d by a compou&dg@ed not be additionally resistant to corrosion.
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7 Mounting

7.1 A transformer not intended to be portable shall be provided with a secure mounting means. It shall be
constructed so that there will be a spacing through air of not less than 1/4 inch (6.4 mm) between the
supporting surface and the enclosure when the device is mounted on a plane surface.

Exception No. 1: A transformer mounted on an outlet box cover or intended for mounting in a knockout of
an outlet box or cabinet need not have an air spacing between the supporting surface and the transformer
enclosure.

Exception No. 2: A transformer intended for use only in other equipment as described in Exception No. 5
to 5.1 need not be provided with the 1/4 inch spacing.

7.2 A transformer intended to cover an outlet box shall be equipped with a cover that is resistant to
corrosion on all surfaces.

7.3 When an outlet box cover is constructed of sheet steel, it shall have a thickness not less than 0.045
inch (1.14 mm) when zinc coated, and 0.042 inch (1.07 mm) when uncoated. When constructed of
malleable iron, the cover shall have a wall thickness of not less than 3/32 inch (2.4 mm). When
constructed of another type of cast metal, the thickness shall not be less than 1/8 inch (3.2 mm). Covers
constructed of sheet aluminum, copper, or brass, shall not be less than 0.058 inch (1.47 mm) thick.

7.4 If the cover mentioned in 7.2 is of nonmetallic material, it shall be strong enough to:

a) Support a weight three times the weight of the transformer, as described in 37.2.1, without
cracking or crazing;

b) Withstand an impact of 5 foot-pounds (6.8J) applied as described in 37.3.1; and

c) Comply with the requirements for nonmetallic box covers in the Standard for Nonmetallic
Outlet Boxes, Flush-Device Boxes, and Covers, UL 514C.

7.5 A transformer intended for mounting in place of a knockout in an outlet box, cabinet, or similar area,
shall be provided with mounting means that will restrain the transformer from being turned after it is
mounted.

/@
e

7.6 A transformer is considered to comply with the requirement in 7.5 when the mounting means prowdes@@
restraint against turning when the transformer is mounted in a box or cabinet wall having a minir
uncoated thickness of 0.053 inch (1.35 mm).

V)\“\ﬁ\
8 Wiring Space F@ XJ@<>
8.1 A transformer shall be provided with an enclosure which provides spac ‘the p ion of those
conductors likely to be used to connect the primary and secondary cwc;im @L > Q\\

<%
Exception No. 1: The secondary terminals or leads of a Class %@stoﬁrg@o not h@&@b be enclosed.

Q‘w
Exception No. 2: The following do not have to be enc/%s@ by t ransfor/@e@gvc/osure
A%

@
a) The primary terminals or leads of@@ransfogm@ mount %?Pan outlet box cover;
/X\\Q

\ NON
b) The primary leads of a <tcﬁaﬁékfformer mtende%@ %ﬁount/ng in a knockout; or
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¢) The primary leads of a transformer intended for installation with open wiring or concealed
knob-and-tube wiring.

Exception No. 3: Wiring space does not have to be provided for a transformer intended only for use in
other equipment as described in Exception No. 5 to 5.1.

8.2 There shall be space provided within a terminal or wiring compartment for a standard conduit bushing
to be mounted on rigid metal conduit connected to the compartment.

8.3 A wiring space or compartment intended to enclose wires shall be free of any sharp edge, burr, fin,
moving part, or similar item that may abrade the insulation on conductors or otherwise damage the wiring.

9 Supply Connections

9.1 The supply connection facilities of a transformer shall consist of insulated wire leads, terminals, or,
for a Class 3 transformer, flexible cord with an attachment plug for plugging into a receptacle outlet.

9.1 revised February 28, 2001

10 Primary Wiring Terminals

10.1 For the purpose of these requirements, a wiring terminal is that terminal to which a connection is
made in the field when a transformer is installed. A terminal shall be a pressure terminal connector, a
wire-binding screw, or a stud.

10.2 When a Class 2 transformer is intended for mounting on an outlet box, wiring terminals that will be
inside the box after the transformer is installed shall be located or recessed so that contact between the
terminals and wires inside the box will be unlikely after the transformer is installed.

10.3 A wire-binding screw terminal design is one in which the conductor is intended to encircle the
terminal screw at least 3/4 of one full turn without overlapping.

10.4 A wire-binding screw shall thread into metal.

10.5 The terminal plate and the wire-binding screw or stud and nut of a primary wiring terminal shall be

brass or similar nonferrous metal. /ﬁ\@,/
<<§Aﬂ\¥ ‘
%&"
Exception: A No. 10 (4.8 mm) or larger wire-binding screw may be iron or steel if plated. A steel@\
wire-binding screw shall not be plated with copper or brass;, however, a cadmium or zinc platmgg
acceptable. N S
o
10.6 A terminal plate for a wire-binding screw shall be not less than 0.030 inch (0.76 @m) thlck@ﬁﬂshaﬂ
have not less than two full threads in the metal for the binding screw. @ Y
10.7 Wire-binding screws or studs shall be not smaller than No. 6 (3.5 Q@@and;t@(\ot hav%?@re than
32 threads per inch (25.4 mm). (50 @\“ @@
)
«\“ @@ ®°
@ S ﬂ
4@@ N @f\?ﬂ) m
A 0>~ -
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10.8 A wire-binding screw shall be captivated (locked into position) if replacement with a longer screw
would create a risk of fire or electric shock.

10.9 Wiring terminals shall be provided with cupped washers, upturned lugs, or equivalent means to
retain the wires under the heads of the screws or nuts.

10.10 Terminal studs shall be prevented from turning by means other than friction between mounting
surfaces. The acceptability of the use of lock washers to prevent turning of terminals shall be determined
by means of an investigation.

10.11 Pressure terminal connectors shall comply with the Standard for Wire Connectors, UL 486A-UL

486B or the Standard for Equipment Wiring Terminals for Use with Aluminum and/or Copper Conductors,
UL 486E.

10.11 revised February 10, 2004

10.12 A pressure terminal connector shall be prevented from turning by a restraint such as a shoulder or
boss. A lock washer alone is not acceptable for this purpose.

Exception: A means to prevent turning need not be provided when spacings are not less than those
specified in Spacings, Section 21, with:

a) Connectors of opposite polarity turned 30 degrees toward each other or

b) A connector turned 30 degrees toward any other opposite polarity live part or dead metal
part.

11 Primary Leads, Including Flexible Cords

11.1 The connection between a primary lead, including a flexible cord, and the winding or other part of
the transformer shall be:

a) Secured by means of a pressure wire connector or

b) Soldered, welded, or brazed.

A soldered joint shall be made mechanically secure before being soldered. @ \@\\
A
Exception: Additional mechanical security is not required when a lead is rigidly held in place Wlthout’@\
use of solder, or if it will be retained in place by compound or equivalent means. & @)
11.2 A primary field wiring lead of a transformer intended for permanent connect|on s@@u ha @fhded
copper conductors not smaller than 18 AWG (0.82 mm?).
11.2 revised February 10, 2004 @} Q S
/\t %\/\@L v @\\\“
11.3 Insulation of a primary lead shall be at least 0.030 inch (0.76 hIC @\ @ﬂ
N < b> ®°
Q oF g > i
q?\@ : > ®/\t) ®®
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11.4 Thermoplastic insulated wire and flexible cord shall not be used for a transformer lead unless it has
been investigated to be acceptable. The investigation is to consider the strain-relief employed, and the
effects of the varnishing and compounding operations on the insulation of the lead.

11.5 A transformer lead shall have a voltage and temperature rating appropriate for the application. In a
Class 130(B) or higher insulation system, a lead shall be additionally investigated in accordance with the
requirements in the Standard for Systems of Insulating Materials — General, UL 1446.

11.6 A primary field wiring lead of a transformer for permanent connection shall extend not less than 6
inches (152 mm) outside the enclosure, and a lead of 18 or 16 AWG (0.82 or 1.3 mm?) wire shall extend
not more than 12 inches (305 mm) outside the enclosure.

11.6 revised February 10, 2004

11.7 Aninsulating bushing or a smooth, well-rounded opening shall be provided where the primary leads
pass through the enclosure of a permanently wired transformer.

11.8 A transformer intended for installation with open wiring or concealed knob-and-tube wiring in
accordance with Articles 320 and 324 respectively of the National Electrical Code, ANSI/NFPA 70, shall
be provided with the following:

a) A marking in accordance with 41.18;
b) A spacing of not less than 1/4 inch (6.4 mm) between the conductors;

¢) A spacing of not less than 1/2 inch (12.7 mm) between the conductors and the plane of the
transformer support; and

d) An insulating bushing where the primary leads pass through the enclosure. Either a separate
hole for each lead shall be provided in the insulating material or separate bushings shall be
provided.

11.8 revised May 24, 1999

11.9 Strain-relief shall be provided so that stress on a flexible cord or a lead intended for connection to
field wiring will not be transmitted to the connection inside the transformer. Strain-relief shall be ~
investigated in accordance with the Strain-Relief Test, Section 36. /,&\_&\)/

11.10 A strain-relief means that depends solely on adhesion between the conductor and an asphalt- tygﬁx
compound shall not be used. Epoxy- and polyester-type compounds may be used for strain-relief Wl@
the construction complies with the Strain-Relief Test, Section 36.

V)\“\ﬁ\
11.11 Flexible cord, when provided with a Class 3 transformer, shall be: . ©@ X <®
g \\//) "
a) Not less than 5 feet (1.52 m) nor more than 10 feet (3.05 m) mzl\ea@ft’@n < S
. A )
@\ ) %C L¥’ Q. N
b) Connected to an attachment plug rated at 15 amperes; (% K N ﬂ
P N B> @OO@
c) A type specified in 11.13. @@ﬁ“ RN A °
11.11 revised Fe%:@ry 28, 20@@ @@/
e® Al
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11.12 The length of flexible cord is to be measured from the face of the attachment plug to the point
where the cord emerges from the transformer enclosure.

11.13 The types of flexible cord for use with a portable Class 3 transformer are indicated in Table 11.1.
They are listed from lightest to heaviest, in order, with respect to general serviceability. Where these
requirements specify any particular type of flexible cord, all types following it in the table are also

acceptable.

Full document details: UL 1585 2006
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