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UL Standard for Safety for Sewing and Cutting Machines, UL 1594

Fourth Edition, Dated April 18, 2008

Summary of Topics

This revision to UL 1594 dated September 21, 2021 includes the following changes in
requirements:

– Revisions to Paragraph 59.9 to clarify instructions provided in electronic format

– Addition of Requirements for Appliances Incorporating Lasers, New Section 24A

– Addition of Requirements for Appliances Incorporating Button Batteries, New Section 24B

– Revisions to Relocate Component Standard References from Appendix A to the Body of
the Standard; 2.1, 3.1.1 – 3.1.3, 3.2.1 – 3.2.7, Section 4A, 13.2.6, 13.4.1 – 13.4.3, Section 14,
17.3.1 – 17.3.10, Table 17.1, 18.1, Section 20, 21.2, 21.5, 29.5, 29.14, 44.2.1, Section 46, 58.1.2

– Revisions to Relocate Marking Requirements from Section 33 to Section 58; 58.1.6 –
58.1.9, 58.1A.1 – 58.1A.7, 59.3, 59.10

Text that has been changed in any manner or impacted by UL's electronic publishing system is marked
with a vertical line in the margin.

The new and revised requirements are substantially in accordance with Proposal(s) on this subject dated
January 29, 2021 and August 20, 2021.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL's liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney's fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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INTRODUCTION

1 Scope

1.1 These requirements cover both household and industrial sewing and cutting machines to be
employed in accordance with the National Electrical Code.

1.2 These requirements also cover small utilization products, such as vibrator-powered scissors where
motion of an operating part is produced by electrical means.

1.3 These requirements do not cover equipment rated more than 600 V; nor do they cover products
involving universal motors rated more than 250 V.

1.4 These requirements also cover textile equipment for use in ordinary locations but do not cover
equipment intended for use in hazardous locations such as certain textile processing equipment, and yarn
handling equipment.

2 General

2.1 Components

2.1.1 Deletedi

2.1.2 Deletedii

2.1.3 Deletedi

2.1.4 Deletedi

2.2 Units of measurement

2.2.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

2.2.2 Unless otherwise indicated, all voltage and current values mentioned in this Standard are root-
mean-square.

2.3 Undated references

2.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

3 Glossary

3.1 For the purpose of this standard the following definitions apply.

3.1.1 APPLIANCE COUPLER – A single-outlet, female contact device for attachment to a flexible cord
as part of a detachable power-supply cord to be connected to an appliance inlet (motor attachment plug).

3.1.2 APPLIANCE INLET (Motor Attachment Plug) – A male contact device mounted on an end product
appliance to provide an integral blade configuration for the connection of an appliance coupler or cord
connector.
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3.1.3 APPLIANCE (FLATIRON) PLUG – An appliance coupler type of device having a cord guard and a
slot configuration specified for use with heating or cooking appliances.

3.2 AUTOMATICALLY CONTROLLED PRODUCT – A product is determined to be automatically
controlled if it complies with one or more of the following conditions:

a) The repeated starting of the product is independent of any manual control after one complete
cycle of operation, after which some form of limit device opens the circuit.

b) During any single preset cycle of operation, the motor is caused to stop and restart.

c) When the product is energized, the initial starting of the motor may be intentionally delayed
beyond intended, conventional starting.

d) For a product employing a motor with a separate starting winding, during any single
predetermined cycle of operation, automatic changing of the mechanical load reduces the motor
speed sufficiently to reestablish starting-winding connections to the supply circuit.

3.2.1 COMPONENT – A device or fabricated part of the appliance covered by the scope of a safety
standard dedicated to the purpose. When incorporated in an appliance, equipment otherwise typically field
installed (e.g. luminaire) is considered to be a component. Unless otherwise specified, materials that
compose a device or fabricated part, such as thermoplastic or copper, are not considered components.

3.2.2 CORD CONNECTOR – A female contact device wired on flexible cord for use as an extension
from an outlet to make a detachable electrical connection to an attachment plug or, as an appliance
coupler, to an equipment inlet.

3.2.3 CONTROL, AUTOMATIC ACTION – A control in which at least one aspect is non-manual.

3.2.4 CONTROL, AUXILIARY – A device or assembly of devices that provides a functional utility, is not
relied upon as an operational or protective control, and therefore is not relied upon for safety.

3.2.5 CONTROL, MANUAL – A device that requires direct human interaction to activate or rest the
control.

3.2.6 CONTROL, OPERATING – A device or assembly of devices, the operation of which starts or
regulates the appliance during normal operation. Operating controls are also referred to as ″regulating
controls″.

3.2.7 CONTROL, PROTECTIVE – A device or assembly of devices, the operation of which is intended to
reduce the risk of electric shock, fire or injury to persons during normal and reasonably anticipated
abnormal operation of the appliance. Protective controls are also referred to as ″limiting controls″ and
″safety controls″.

3.3 DEAD METAL PART – A metal or other electrically conductive part, accessible or inaccessible, that
is not conductively connected to a live part.

3.4 FIRMWARE – Computer program contained permanently in a hardware device as read-only
memory.

3.5 HAND-HELD PRODUCT, HAND-GUIDED PRODUCT – A portable product that during intended use
is contacted by the hand of the user for purposes of electrical or physical control but not for complete
support.
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3.6 HAND-SUPPORTED PRODUCT – A product such as an electric scissor, that is physically supported
by any part of the user during the performance of its intended functions.

3.7 ISOLATING TRANSFORMER – A transformer having one or more output windings electrically
insulated from all other windings.

3.8 LINE-VOLTAGE CIRCUIT – A circuit involving a potential of not more than 600 V and having circuit
characteristics in excess of those of a low-voltage circuit.

3.9 LIVE PART – A part energized with respect to earth or energized with respect to some other part.

3.10 LOW-VOLTAGE CIRCUIT – A circuit involving a peak open-circuit potential of not more than 42.4 V
supplied by a primary battery; a Class 2 transformer; or a combination of an isolation transformer and a
fixed impedance that (as a unit) complies with all performance requirements for a Class 2 transformer. A
circuit derived from a line-voltage circuit by connecting a resistance in series with the supply circuit as a
means of limiting the voltage and current, is not considered to be a low-voltage circuit.

3.11 PORTABLE – Capable of being carried or conveyed.

3.12 REMOTELY CONTROLLED PRODUCT – A product that is out of view of the operator at the
starting device.

3.13 SEWING MACHINE TRANSMITTER – A motor, provided with either a mechanically or electrically
operated clutch assembly, used to provide rotary drive for an industrial sewing machine.

CONSTRUCTION

4 General

4.1 A product shall employ materials that are acceptable for the particular use, and shall be made and
finished with the degree of uniformity and grade of workmanship practicable in a well-equipped factory.

4A Components

4A.1 General

4A.1.1 Except as indicated in 4A.1.2, a component of a product covered by this standard shall:

a) Comply with the requirements for that component as indicated in 4A.2 – 4A.19;

b) Be used in accordance with its rating(s) established for the intended conditions of use;

c) Be used within its established use limitations or conditions of acceptability;

d) Additionally comply with the applicable requirements of this standard; and

e) Not contain mercury.

4A.1.2 A component is not required to comply with a specific component requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product, or

b) Is superseded by a requirement in this standard, or
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c) Is separately investigated when forming part of another component, provided the component is
used with in its established ratings and limitations.

4A.1.3 A component that complies with a UL component standard other than those specified in 4A.2 –
4A.19 is acceptable if:

a) The component also complies with the applicable component standard specified in 4A.2 –
4A.19; or

b) The component standard:

1) Is compatible with the ampacity and overcurrent protection requirements National
Electrical Code, ANSI/NFPA 70, where appropriate;

2) Considers long-term thermal properties of polymeric insulating materials in accordance
with the Standard for Polymeric Materials – Long Term Property Evaluations, UL 746B; and

3) Any use limitations of the other component UL standard are identified and appropriately
accommodated in the end use application. For example, a component used in a household
application, but intended for industrial use and complying with the relevant component
standard may assume user expertise not common in household applications.

4A.1.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

4A.1.5 A component that is also intended to perform other functions, such as over current protection,
ground-fault circuit-interruption, surge suppression, any other similar functions, or any combination
thereof, shall comply additionally with the requirements of the applicable UL standard(s) that cover devices
that provide those functions. However, where these other functions are not required for the application and
not identified as part of markings, instructions, or packaging for the appliance, the additional component
UL standard(s) need not be applied.

4A.1.6 A component not anticipated by the requirements of this standard, not specifically covered by the
component standards in 4A.2 – 4A.19, and that involves a risk of electric shock, fire, or personal injury,
shall be additionally investigated in accordance with the applicable UL standard, and shall comply with
4A.1.1 (b) – (e).

4A.1.7 With regard to a component being additionally investigated, reference to construction and
performance requirements in another UL end product standard is appropriate where that standard
anticipates normal and abnormal use conditions consistent with the application of UL 1594.

4A.1.8 Unless otherwise specified, components that do not present a risk of electric shock, fire or injury
to persons, such as connectors in a low-voltage circuit, are not required to meet the specified component
standards.

4A.2 Attachment plugs, receptacles, connectors, and terminals

4A.2.1 Except for attachment plugs and appliance couplers integral to cord sets or power supply cords
investigated in accordance with the Standard for Cord Sets and Power-Supply Cords, UL 817, attachment
plugs, receptacles, appliance couplers, appliance inlets (motor attachment plugs), and appliance (flatiron)
plugs, shall comply with the Standard for Attachment Plugs and Receptacles, UL 498 or the Standard for
Appliance Couplers for Household and Similar General Purposes – Part 1: General Requirements, UL
60320-1.
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4A.2.2 Quick-connect terminals, both connectors and tabs, shall comply with the Standard for Electrical
Quick-Connect Terminals, UL 310, and shall be suitable for the wire size, type (solid or stranded),
conductor material (copper or aluminum) and the number of conductors terminated. If insulated, the rated
voltage and temperature shall be suitable for the intended use. Quick-connect terminals shall be applied
per the installation instructions of the quick-connect terminal manufacturer.

4A.2.3 Single and multipole connectors for use in data, signal, control and power applications within the
appliance intended for factory assembly to copper or copper alloy conductors or for factory assembly to
printed wiring boards shall comply with the Standard for Component Connectors for Data, Signal, Control
and Power Applications, UL 1977.

4A.2.4 Wire connectors shall comply with the Standard for Wiring Connectors, UL 486A-486B.

4A.2.5 Splicing wire connectors shall comply with the Standard for Splicing Wiring Connectors, UL 486C.

4A.2.6 Multipole splicing wire connectors that are intended to facilitate the connection of hard-wired
utilization equipment to the branch-circuit conductors of buildings shall comply with the Standard for Multi-
Pole Splicing Wire Connectors, UL 2549. See 4A.2.9.

4A.2.7 Equipment wiring terminals for use with all alloys of copper, aluminum, or copper-clad aluminum
conductors, shall comply with the Standard for Equipment Wiring Terminals for Use with Aluminum and/or
Copper Conductors, UL 486E.

4A.2.8 Terminal blocks shall comply with the Standard for Terminal Blocks, UL 1059, and if applicable,
be suitably rated for field wiring.

4A.2.9 Female devices (such as receptacles, appliance couplers, and connectors) that are intended, or
that may be used, to interrupt current in the end product, shall be suitably rated for current interruption of
the specific type of load, when evaluated with its mating plug or connector. For example, an appliance
coupler that can be used to interrupt the current of a motor load shall have a suitable horsepower rating
when tested with its mating plug.

4A.3 Batteries, battery chargers and power supplies

4A.3.1 Rechargeable lithium ion (Li-ion) batteries shall comply with the Standard for:

a) Household and Commercial Batteries, UL 2054; or

b) Secondary Cells and Batteries Containing Alkaline or Other Non-Acid Electrolytes – Safety
Requirements for Portable Sealed Secondary Cells, and for Batteries Made From Them, for Use in
Portable Applications – Part 2: Lithium Systems, UL 62133-2.

4A.3.2 A Class 2 or limited power source (LPS) battery charger or power supply shall comply with the
Standard for:

a) Class 2 Power Units, UL 1310;

b) Household and Similar Electrical Appliances, Part 2-29: Particular Requirements for Battery
Chargers, UL 60335-2-29;

c) Information Technology Equipment – Safety – Part 1: General Requirements, UL 60950-1; or

d) Audio/Video, Information and Communication Technology Equipment – Part 1: Safety
Requirements, UL 62368-1.
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4A.3.3 A non-Class 2 battery charger or power supply shall comply with the Standard for:

a) Power Units Other Than Class 2, UL 1012;

b) Household and Similar Electrical Appliances, Part 2-29: Particular Requirements for Battery
Chargers, UL 60335-2-29;

c) Information Technology Equipment – Safety – Part 1: General Requirements, UL 60950-1; or

d) Audio/Video, Information and Communication Technology Equipment – Part 1: Safety
Requirements, UL 62368-1.

4A.4 Boxes and raceways

4A.4.1 Electrical boxes and the associated bushings and fittings, and raceways, of the types specified in
Chapter 3 of the National Electrical Code, ANSI/NFPA 70 and that comply with the relevant UL standard
(such as the Standard for Metallic Outlet Boxes, UL 514A, the Standard for Nonmetallic Outlet Boxes,
Flush-Device Boxes and Covers, UL 514C, the Standard for Cover Plates for Flush-Mounted Wiring
Devices, UL 514D) and 4A.1 are considered to comply with the requirements of this Standard.

4A.5 Capacitors and filters

4A.5.1 Capacitors connected between the ungrounded and grounded conductors (across the line) or
from one of these conductors to accessible dead metal of the appliance shall comply with:

a) The Standard for Electromagnetic Interference Filters, UL 1283; or

b) The Standard for Safety Requirements for Fixed Capacitors for Use in Electronic Equipment –
Part 14: Sectional Specification: Fixed Capacitors for Electromagnetic Interference Suppression
and Connection to the Supply Mains, UL 60384-14.

4A.5.2 A capacitor provided as a part of a capacitor motor and a capacitor connected across the line,
such as a capacitor for radio-interference elimination or power-factor correction, shall be housed within an
overall enclosure or container, that will not permit the emission of flame or molten material resulting from
malfunction or breakdown of the capacitor. The container shall be of metal providing strength and
protection not less than that of uncoated steel having a thickness of 0.020 inch (0.51 mm).

Exception: The individual container of a capacitor may be of sheet metal less than 0.020 inch thick or may
be of material other than metal if the capacitor is mounted in an enclosure that houses other parts of the
product and provided that such housing is acceptable for the enclosure of live parts.

4A.5.3 Electromagnetic interference filters with integral enclosures that comply with the Standard for
Electromagnetic Interference Filters, UL 1283, are considered to fulfill the requirements of 4A.5.2.

4A.5.4 If malfunction or breakdown of a capacitor that is not a part of a capacitor motor or a capacitor-
start motor is connected in a product that is intended to be automatically or remotely controlled, would
result in a risk of fire, electric shock, or injury to persons, thermal or overcurrent protection shall be
provided in the product.

4A.5.5 A capacitor connected from either side of the line to the frame or enclosure of a product shall
have a capacitance rating of not more than 0.10 mF.

4A.5.6 A product that is constructed to be controlled or operated in conjunction with a capacitor or a
capacitor/transformer unit shall be supplied with such capacitor or unit.
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4A.5.7 The materials and construction of a capacitor or its enclosure within a product, including a means
for venting, shall be such that no hazardous pressures can develop in the capacitor as a result of a short
circuit in the capacitor or the circuit in which it is connected.

4A.5.8 The voltage rating of a capacitor other than a motor-starting or motor-running capacitor shall be
equal to or exceed the maximum steady-state potential to which the capacitor is subjected during
operation at rated voltage or user servicing of the product.

4A.5.9 Under both normal and abnormal conditions of use, a capacitor employing a liquid dielectric
medium more combustible than askarel shall not cause a risk of electric shock or fire and shall be
protected against expulsion of the dielectric medium. A capacitor complying with the Standard for
Capacitors, UL 810, is considered to fulfill this requirement.

4A.6 Controls

4A.6.1 Auxiliary controls

4A.6.1.1 Auxiliary controls shall be evaluated using the applicable requirements of this standard or the
Standard for Automatic Electrical Controls; Part 1: General Requirements, UL 60730-1 and any applicable
UL 60730 Part 2 standard.

4A.6.1.2 A control regulating the motor speed, stitch selection, stitch length or width, thread tension and
any other control not relied upon for compliance with this standard shall be evaluated as an auxiliary
control.

4A.6.2 Operating controls

4A.6.2.1 Operating (regulating) controls shall comply with this standard or the Standard for Automatic
Electrical Controls; Part 1: General Requirements, UL 60730-1 and any applicable UL 60730 Part 2
standard, unless otherwise specified, as follows:

a) Manual and automatic controls in a line voltage circuit making or breaking a load shall be tested
for 6,000 cycles under maximum normal load conditions and 50 cycles under overload conditions,
including locked rotor conditions if controlling a motor;

b) The Overvoltage Category shall be as specified in Table 23.2;

c) The Pollution Degree is considered to be Pollution Degree 2 unless the control is located in an
area protected against deposition of dirt (Pollution Degree 1) or in an area where conductive
pollution is present (Pollution Degree 3) as specified in Table 23.1.

4A.6.2.2 A control limiting the operating time during normal operation or starting or stopping the motor,
except when serving as an interlock required for compliance with this standard, shall be evaluated as an
operating control.

4A.6.3 Protective controls

4A.6.3.1 Protective (limiting) controls shall comply with the Standard for Automatic Electrical Controls;
Part 1: General Requirements, UL 60730-1 and any applicable UL 60730 Part 2 standard, unless
otherwise specified, as follows:

a) Manual and automatic controls acting as an interlock or disconnecting the load when abnormal
conditions are detected shall be tested for 100,000 cycles under maximum normal load conditions;

b) The Overvoltage Category shall be as specified in Table 23.2;
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c) The Pollution Degree is considered to be Pollution Degree 2 unless the control is located in an
area protected against deposition of dirt (Pollution Degree 1) or in an area where conductive
pollution is present (Pollution Degree 3) as specified in Table 23.1;

d) Failure-Mode and Effect Analysis (FMEA) or equivalent Risk Analysis method;

e) Power Supply Voltage Dips, Variation and Interruptions within a temperature range of
50°F(10°C) and the maximum ambient temperature determined by conducting the Normal
Temperature Test, Section 39;

f) Surge immunity test – installation class 3 shall be used;

g) Electrical fast transient/burst test, a test level 3 shall be used;

h) Electrostatic discharge test;

i) Radio-frequency electromagnetic field immunity:

1) Immunity to conducted disturbances – When applicable, test level 3 shall be used; and

2) Immunity to radiated electromagnetic fields; field strength of 3 V/m shall be used;

j) Thermal Cycling test of clause H.17.1.4.2 of UL 60730-1 shall be conducted on protective
devices intended for other than outdoor use at ambient temperatures of 32.0 ±3.6°F (0 ±2°C) and
104 ±3.6°F (40.0 ±2°C). For protective devices intended for outdoor use, the test shall be
conducted at ambient temperatures of minus 31.0 ±3.6°F (minus 35.0 ±2°C) and 104 ±3.6°F (40.0
±2°C). If the maximum ambient temperature of the control is determined to exceed the specified
upper limit of the ambient temperature by conducting the Normal Temperature Test, Section 39,
this higher ambient temperature shall be used. The test shall be conducted for 14 days; and

k) Overload shall be conducted based on the maximum declared ambient temperature (Tmax) or as
determined by conducting the Normal Temperature Test, Section 39;

l) If software is relied upon as part of the protective electronic control, it shall be evaluated as
software Class B.

4A.6.3.2 The following functions shall be evaluated as protective control functions:

a) Serving as motor overload protection required in accordance with 4A.13.4 (See also 4A.6.4);

b) Limiting the operating time under abnormal operating conditions and relied upon for compliance
with the standard;

c) Detecting abnormal temperatures or currents and automatically disconnecting the motor or
circuit during an abnormal operating condition and relied upon for compliance with this standard; or

d) Serving as an interlock relied upon for compliance with this standard.

4A.6.4 Motor controls

4A.6.4.1 A control used to regulate or control a motor of a sewing machine transmitter, including motor
overload protection, shall comply with this standard, if acting as an auxiliary or operating control, or one of
the following standards:

a) The Standard for Industrial Control Equipment, UL 508;

b) The Standard for Adjustable Speed Electrical Power Drive Systems – Part 5-1: Safety
Requirements – Electrical, Thermal and Energy, UL 61800-5-1; or
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c) The Standard for Automatic Electrical Controls; Part 1: General Requirements, UL 60730-1 and
if applicable, the Standard for Automatic Electrical Controls; Part 2-2: Particular Requirements for
Thermal Motor Protectors (See also 4A.13.4).

4A.6.5 Temperature controls

4A.6.5.1 A temperature positive temperature coefficient (PTC) or a negative temperature coefficient
(NTC) thermistor, that performs the same function as an operating or protective control shall comply with
the Standard for Thermistor-Type Devices, UL 1434 or the Standard for Automatic Electrical Controls; Part
1: General Requirements, UL 60730-1 and, if applicable, the Standard for Automatic Electrical Controls;
Part 2-9: Particular Requirements for Temperature Sensing Controls, UL 60730-2-9.

4A.6.5.2 A thermal link shall comply with the Standard for Thermal-Links – Requirements and
Application Guide, UL 60691.

4A.7 Cords, cables, and internal wiring

4A.7.1 A cord set or power supply cord shall comply with the Standard for Cord Sets and Power Supply
Cords, UL 817.

4A.7.2 Flexible cords and cables shall comply with the Standard for Flexible Cords and Cables, UL 62.
Flexible cord and cables are considered to fulfill this requirement when pre-assembled in a cord set or
power supply cord complying with the Standard for Cord Sets and Power Supply Cords, UL 817.

4A.7.3 Internal wiring composed of insulated conductors, except those located in a low-voltage circuit
not involving a risk of fire or personal injury, shall comply with one of the following:

a) The Standard for Appliance Wiring Material, UL 758;

b) The Standard for Thermoset-Insulated Wires and Cables, UL 44;

c) The Standard for Thermoplastic-Insulated Wires and Cables, UL 83;

d) The Standard for Fixture Wire, UL 66; or

e) The applicable UL standard(s) for other insulated conductor types specified in Chapter 3 (Wiring
Methods and Materials) of the National Electrical Code, ANSI/NFPA 70.

4A.8 Cord reels

4A.8.1 An automatic cord reel shall comply with special use cord reel requirements of the Standard for
Cord Reels, UL 355.

4A.9 Film-coated wire (magnet wire)

4A.9.1 The component requirements for film coated wire and Class 105 (A) insulation systems are not
specified.

4A.9.2 Film-coated wire in intimate combination with one or more insulators, and incorporated in an
insulation system rated Class 120 (E) or higher, shall comply with the magnet wire requirements in the
Standard for Systems of Insulating Materials – General, UL 1446.
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4A.10 Insulation systems

4A.10.1 Materials used in an insulation system, including film-coated wire, operating above Class 105
(A) temperatures shall comply with the Standard for Systems of Insulating Materials – General, UL 1446.

4A.10.2 All insulation systems employing integral ground insulation (epoxy coating) shall comply with the
requirements specified in the Standard for Systems of Insulating Materials – General, UL 1446.

4A.10.3 Motors that are provided with thermoplastic coil forms or thermoplastic insulating material shall
comply with the requirements in the Standard for Polymeric Materials – Coil Forms, UL 1692. Motors with
insulation systems above Class 105 (A) complying with the Standard for Systems of Insulating Materials –
General, UL 1446, are considered to comply with this requirement.

4A.11 Light sources and associated components

4A.11.1 Lampholders and indicating lamps shall comply with the Standard for Lampholders, UL 496.

4A.11.2 Lighting ballasts shall comply with one of the following:

a) The Standard for Fluorescent-Lamp Ballasts, UL 935;

b) The Standard for High-Intensity Discharge Lamp Ballasts, UL 1029.

Exception: Ballasts for other light sources shall comply with the applicable UL standard(s).

4A.12 Marking and labeling systems

4A.12.1 A marking and labeling system shall comply with the Standard for Marking and Labeling
Systems, UL 969.

4A.13 Motors and motor overload protection

4A.13.1 General

4A.13.1.1 General-purpose type motors having a NEMA frame size shall comply with the requirements
specified in 4A.13.2. This includes fractional HP motors rated up to 1 HP (typically NEMA frame sizes 42,
48, or 56), and integral HP motors rated 1 HP and greater (typically NEMA frame sizes 140 – 449T).

4A.13.1.2 Motors not enclosed, or partially enclosed, by the end-product enclosure shall comply with the
requirements specified in 4A.13.2.

4A.13.1.3 Component type motors completely enclosed within the end-product enclosure shall comply
with the requirements specified in 4A.13.2 or 4A.13.3.

4A.13.1.4 Motors located in a low voltage circuit are evaluated for the risk of fire and personal injury in
accordance with the applicable requirements of this standard.

4A.13.2 General-purpose type motors

4A.13.2.1 A general-purpose type motor shall comply with the Standard for Rotating Electrical Machines
– General Requirements, UL 1004-1.
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4A.13.3 Component type motors

4A.13.3.1 Component type motors shall comply with either 4A.13.3.2 or 4A.13.3.3.

4A.13.3.2 The motor shall comply with the Standard for Rotating Electrical Machines – General
Requirements, UL 1004-1 except as noted in Table 4A.1.

Table 4A.1
Superseded requirements

UL 1004-1 requirements Superseded by UL 1594 requirements

Current and Horsepower Relation, Section 6 17.3.4

Solid-State Controls, 7.1 4A.6

Non-metallic enclosure thermal aging, 9.1.4 5.3

Motor enclosure, 9.2 – 9.4 Section 5

Grounding, Sections 10 and 11 Section 15

Ventilation Openings, Section 12 Section 9

Accessibility of Uninsulated Live Parts, Film-Coated Wire, and Moving Parts,
Section 13

Section 9

Protection Against Corrosion, Section 14 Section 8

Cord-Connected Motors, Section 15 10.1

Factory Wiring Terminals and Leads, Section 17 Section 13

Electrical Insulation, Section 22 Section 12

Available fault current ratings for motor start and running capacitors, Clause 26.6:
not applicable for cord and plug connected appliances.

4A.5

Switch, Section 27 is not applicable to centrifugal starting switches Section 29

Non-Metallic Functional Parts, Section 28 Sections 5, 12, 17

With the exception of Sections 35 and 40 (Resilient Elastomer Mounting and
Electrolytic Capacitor Tests, respectively), the performance tests of UL 1004-1 are
not applicable.

All applicable performance tests.

Only the following marking requirements specified in 44.1 of UL 1004-1 are
applicable: manufacturer’s name or identification; rated voltage; rated frequency;
number of phases if greater than 1; and multi-speed motors, other than a shaded-
pole or a permanent-split-capacitor motor, shall be marked with the amperes and
horsepower at each speed

58.1

4A.13.3.3 The motor shall comply with the component requirements in Components, Section 4A, the
following construction requirements, and the performance requirements (when tested in conjunction with
the end-product), of this standard, as applicable:

a) Protection Against Corrosion, Section 8.

b) Terminal Compartment, Section 10 (10.2.2).

c) Insulating Materials, Section 12.

d) Internal Wiring, Section 13.

e) Grounding, Section 15.

f) Motors, Section 17.

g) Spacings, Section 22.
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4A.13.4 Motor overload protection

4A.13.4.1 A product shall incorporate thermal or overload protection in accordance with 4A.13.4.2 if it is
intended to be:

a) Permanently connected, continuous-duty, and manually started, employing a motor rated 1
horsepower (746 W output) or less or

b) Remotely or automatically controlled.

4A.13.4.2 Motor-overload protection required for a product shall consist of one of the following:

a) Thermal protection complying with the applicable requirements in the Standard for Thermally
Protected Motors, UL 1004-3.

Exception No. 1: The test on a manually reset device is to be continued for four operations of the
protective device, with the device being reset as quickly as possible after it has opened.

Exception No. 2: A motor intended to move air only by means of an air-moving fan that is integrally
attached, keyed, or otherwise fixed to the motor shaft is considered to have acceptable overload
protection if it is protected against locked-rotor conditions only.

Exception No. 3: A shaded-pole motor with a 2:1 or smaller ratio between locked-rotor and no-load
currents and a 1 A or smaller difference between no-load and locked-rotor currents is considered to
have acceptable overload protection if it is protected against locked-rotor conditions only.

b) Impedance protection complying with the Standard for Impedance Protected Motors, UL 1004-2,
when the motor is tested as used in the product under stalled rotor conditions.

c) Electronic protection complying with the Standard for Electronically Protected Motors, UL 1004-7
or, alternatively for sewing machine transmitters, the Standard for Adjustable Speed Electrical
Power Drive Systems – Part 5-1: Safety Requirements – Electrical, Thermal and Energy, UL
61800-5-1.

d) Other protection that is shown by test to be equivalent to the protection as specified in (a).

4A.13.4.3 For a multispeed motor of any of the types mentioned in 4A.13.4.1 that employs a separate
overcurrent-protective device to provide running-overcurrent protection, the requirement in that paragraph
applies at all speeds at which the motor is intended to operate.

4A.13.4.4 If a requirement in this standard refers to the horsepower rating of a motor and the motor is not
rated in horsepower, use is to be made of the appropriate table of the National Electrical Code,
ANSI/NFPA 70, that gives the relationships between horsepower and full-load currents for motors. For a
universal motor, the table applying to a single-phase, alternating-current motor is to be used if the product
is marked for use on alternating current only; otherwise the table applying to direct-current motors is to be
used.

4A.13.4.5 The motor product with load characteristics likely to result in overload or stalled condition that
will not be evident to the user, shall incorporate thermal or overload protection in accordance with
4A.13.4.2.

4A.13.4.6 The functioning motor-protective device provided as part of a product, whether such device is
required or not, shall not result in a risk of fire or injury to persons.
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4A.13.4.7 Overload devices employed for running overload protection, other than those that are inherent
in a motor, shall be located in at least one ungrounded conductor of a single-phase supply system and in
each ungrounded conductor of a 3-phase supply system.

4A.13.4.8 Fuses employed for motor-running overload protection shall be located in each ungrounded
conductor; and in each phase of a 3-phase, 3-wire, alternating-current motor.

4A.13.4.9 With reference to 4A.13.4.2(d), an overload-protective device conforming with the National
Electrical Code, ANSI/NFPA 70 is considered to be an overload device that is responsive to motor current
and is rated or set as specified in Column A of Table Table 4A.2. If the rating of the motor-running overload
protection determined in accordance with the foregoing does not correspond to a standard size or rating of
a fuse, nonadjustable circuit breaker, thermal cutout, thermal relay, or heating element of a thermal-trip
motor switch, the next highest size, rating, or setting may be used, but may not be more than that specified
in Column B of Table 4A.2. For a multispeed motor, each winding connection is to be considered
separately.

Table 4A.2
Maximum rating or setting of overload-protective device

Type of motor Ampere rating of device as a percentage of motor full-
load current rating

A B
Motor with marked service factor of 1.15 or more 125 140
Motor with marked temperature rise of 40°C (72°F) or less 125 140

Any other motor 115 130

4A.13.4.10 Motor-overload protection in which contacts control a relay coil in a motor starter shall comply
with the requirements in 4A.13.4.2.

4A.14 Overcurrent protection

4A.14.1 Fuses shall comply with the Standard for Low-Voltage Fuses – Part 1: General Requirements,
UL 248-1; and the applicable UL 248 Part X (e.g. UL 248-5). Defined use fuses that comply with UL 248-1
and another applicable UL standard for fuses are considered to comply with this requirement.

4A.14.2 Fuseholders shall comply with the Standard for Fuseholders – Part 1: General Requirements,
UL 4248-1, and the applicable Part X (e.g. UL 4248-9).

4A.14.3 Circuit breakers shall comply with the Standard for Molded-Case Circuit Breakers, Molded-Case
Switches and Circuit-Breaker Enclosures, UL 489. However, circuit breakers used in telecommunications
circuitry shall comply with the Standard for Circuit Breakers For Use in Communications Equipment, UL
489A.

4A.14.4 Circuit breakers having integral ground fault circuit interrupter capability for protection against
electrical shock shall additionally comply with the Standard for Ground-Fault Circuit-Interrupters, UL 943.

4A.14.5 Supplementary protectors shall comply with the Standard for Supplementary Protectors for Use
in Electrical Equipment, UL 1077.

4A.14.6 Fusing resistors shall comply with the Standard for Fusing Resistors and Temperature-Limited
Resistors for Radio- and Television-Type Appliances, UL 1412.
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4A.15 Printed wiring boards

4A.15.1 Printed-wiring boards used in secondary circuits not complying with 21.2 or 21.3, and primary
circuits, shall comply with the Standard for Printed-Wiring Boards, UL 796, including the requirements for
direct support of live parts.

4A.15.2 A printed-wiring board shall have a minimum flame classification of V-2.

Exception: A printed-wiring board located in a secondary circuit that complies with the requirements for
Class 2 or limited voltage/current circuits as described in 21.2 or 21.3 may have a minimum flame Class of
HB.

4A.15.3 Printed circuit boards used in Class 2 or limited voltage/current secondary circuits complying
with 21.2 or 21.3 where deterioration or breakage of the bond between the conductor and the base
material does not result in a risk of fire, electric shock, or increase in the risk of injury to persons are
considered to be acceptable for the application without further investigation.

4A.16 Semiconductors, contactors, relays and small electrical and electronic components

4A.16.1 A power switching semiconductor device that is relied upon to provide isolation to ground or
accessible metal parts shall comply with the Standard for Electrically Isolated Semiconductor Devices, UL
1557.

4A.16.2 An optical isolator that is relied upon to provide isolation between primary and secondary circuits
or between other circuits as required by this standard shall comply with the Standard for Safety for Optical
Isolators, UL 1577.

4A.16.3 Contactors and relays shall comply with:

a) The Standard for Industrial Control Equipment, UL 508;

b) The Standard for Low-Voltage Switchgear and Controlgear – Part 1: General Rules, UL 60947-
1, with the Standard for Low-Voltage Switchgear and Controlgear – Part 4-1: Contactors and
Motor-Starters – Electromechanical Contactors and Motor-Starters, UL 60947-4-1; or

c) The Standard for Automatic Electrical Controls – Part 1: General Requirements, UL 60730-1,
and, where applicable, the relevant Part 2 standard from the UL 60730 series.

4A.17 Supplemental insulation, insulating bushings, and assembly aids

4A.17.1 The requirements for supplemental insulation (e.g. tape, sleeving or tubing) are not specified
unless the insulation or device is required to comply with a performance requirement of this standard. In
such cases the insulation or device shall comply with the following applicable standards:

a) Insulating tape shall comply with the Standard for Polyvinyl Chloride, Polyethylene, and Rubber
Insulating Tape, UL 510;

b) Sleeving shall comply with the Standard for Coated Electrical Sleeving, UL 1441; or

c) Tubing shall comply with the Standard for Extruded Insulating Tubing, UL 224.

4A.17.2 Wire positioning devices necessary for compliance with this standard shall comply with the
Standard for Positioning Devices, UL 1565.
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4A.17.3 Insulating bushings shall comply with the Standard for Insulating Bushings, UL 635 and be
suitable for the application with respect to the hole size and shape, maximum use temperature and wire
size or type. To determine if the hole size and shape is suitable for the bushing, the applicable test(s)
specified in this standard (e.g. Strain Relief Test, Push-Back Relief Test, Strain Relief Following Mold
Stress) shall be conducted.

4A.18 Switches

4A.18.1 Switches shall comply with one of the following, as applicable:

a) The Standard for Switches for Appliances – Part 1: General Requirements, UL 61058-1; or

b) The Standard for General-Use Snap Switches, UL 20.

4A.18.2 Clock-operated switches, and time switches, including timers, shall comply with one of the
following:

a) The Standard for Clock-Operated Switches, UL 917; or

b) The Standard for Automatic Electrical Controls; Part 1: General Requirements, UL 60730-1; and
the Standard for Automatic Electrical Controls for Household and Similar Use; Part 2: Particular
Requirements for Timers and Time Switches, UL 60730-2-7. See also 4A.6.

4A.18.3 A switch or other control device shall have a current and voltage rating not less than that of the
load it controls and shall be evaluated for at least 6000 cycles of operation. However, an interlock switch
required for compliance with this standard shall be evaluated for at least 100,000 cycles or operation.

4A.18.4 With reference to the requirement in 4A.18.4, the ampacity of a switch that controls an inductive
load other than a motor, such as a transformer or an electric-discharge-lamp ballast, shall not be less than
twice the rated full-load current of the transformer or ballast unless the switch has been investigated and
found acceptable for the application.

4A.18.5 In a permanently-connected product rated 125 or 125/250 V (3-wire) or less, no switch or
overcurrent-protective device of the single-pole type other than an automatic control without a marked off
position shall be electrically connected to a terminal or lead intended for connection to the grounded
conductor of the supply circuit.

4A.18.6 A manually operated motor-control switch shall be provided in a cord-connected product that
employs a motor rated more than 1/3 horsepower (250 W).

4A.18.7 A switch that controls a medium-base lampholder of other than a pilot or indicating light shall be
acceptable for use with tungsten-filament lamps.

4A.19 Transformers

4A.19.1 General-purpose transformers shall comply with the Standard for Low Voltage Transformers:
General Requirements, UL 5085-1; and the Standard for Low Voltage Transformers: General Purpose
Transformers, UL 5085-2.

4A.19.2 Class 2 and Class 3 transformers, other than those located in a low voltage circuit, shall comply
with the Standard for Low Voltage Transformers: General Requirements, UL 5085-1; and the Standard for
Low Voltage Transformers: Class 2 and Class 3 Transformers, UL 5085-3.
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4A.19.3 A transformer used in a circuit involving an audio or video component, shall comply with the
Standard for Transformers and Motor Transformers for Use in Audio-, Radio-, and Television-Type
Appliances, UL 1411.

4A.19.4 An isolating transformer as specified in 21.1 shall comply with the requirements in above
standards, as applicable, including those for providing isolation between the primary and secondary
circuits or with the requirements for isolating transformers within the power supply standards specified in
4A.3.2 or 4A.3.3.

5 Frame and Enclosure

5.1 General

5.1.1 A product shall be formed and assembled so that it will have the strength and rigidity necessary to
resist the abuses that it is likely to be subjected to under normal and foreseeable abnormal conditions.

5.1.2 The enclosure of a remotely or automatically controlled product shall be so constructed as to
prevent molten metal, burning insulation, flaming particles, or similar materials from falling on combustible
materials, including the surface upon which the product is supported.

5.1.3 A door or a cover of an enclosure that provides access to any overload-protective device that
requires resetting or renewal shall be hinged or otherwise attached in an equivalent manner.

5.1.4 Means shall be provided for holding the door or cover over a fuseholder in a closed position.

5.2 Cast and sheet metal

5.2.1 For unreinforced, flat surfaces in general, cast metal shall not be less than 1/8 inch (3.2 mm) thick,
except that malleable iron may not be less than 3/32 inch (2.4 mm) and die-cast metal may be not less
than 5/64 inch (2.0 mm) thick. Corresponding thicknesses of not less than 3/32, 1/16 (1.6 mm), and 3/64
inch (1.2 mm), respectively, may be acceptable if the surface under consideration is curved, ribbed, or
otherwise reinforced, or if the shape or size, or both, of the surface is such that adequate mechanical
strength is provided.

5.2.2 An enclosure of sheet metal is to be judged with respect to its size, shape, thickness of metal, and
its application, considering the intended use of the complete product. The use of sheet steel having a
thickness of less than 0.026 inch (0.66 mm) if uncoated or 0.029 inch (0.74 mm) if galvanized or of
nonferrous sheet metal having a thickness of less than 0.036 inch (0.91 mm) is not recommended, except
for relatively small areas or for surfaces that are covered or otherwise reinforced.

5.2.3 Sheet metal to which a wiring system is to be connected in the field shall have a thickness not less
than 0.032 inch (0.81 mm) for uncoated steel, not less than 0.034 inch (0.86 mm) for galvanized steel, and
not less than 0.045 inch (1.14 mm) for nonferrous metal.

5.3 Polymeric enclosures

5.3.1 Enclosures of polymeric material shall comply with the requirements for enclosures contained in
the Standard for Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C.

Exception No. 1: The ball impact test for portable table top or counter supported products shall be
conducted using a 3 ft·lbf (4.07 J) impact.
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