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UL Standard for Safety for Gasoline-Engine-Powered, Rigid-Cutting-Member Edgers and
Edger-Trimmers, UL 1602

Fourth Edition, Dated January 28, 2009
SUMMARY OF TOPICS
This revision includes the following:

First-time ANSI approval for the Standard for Gasoline-Engine-Powered, Rigid-Cutting-
Member Edgers and Edger-Trimmers, UL 1602

Text that has been changed in any manner or impacted by UL’s electronic publishing system is marked
with a vertical line in the margin. Changes in requirements are marked with a vertical line in the margin
and are followed by an effective date note indicating the date of publication or the date on which the
changed requirement becomes effective.

The revisions are substantially in accordance with Proposal(s) on this subject dated September 23, 2011.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.
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JANUARY 28, 2009
(Title Page Reprinted: November 16, 2011)

1 ANSI/UL 1602-2011

UL 1602

Standard for Gasoline-Engine-Powered, Rigid-Cutting-Member Edgers and
Edger-Trimmers

First Edition — June, 1981
Second Edition — January, 1995
Third Edition — April, 2001

Fourth Edition
January 28, 2009
This ANSI/UL Standard for Safety consists of the fourth Edition.

The most recent designation of ANSI/UL 1602 as an American National Standard
(ANSI) occurred on November 14, 2011. ANSI approval for a standard does not
include the Cover Page, Transmittal Pages, Title Page, or effective date
information.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL's On-Line Collaborative Standards Development System (CSDS) |
at http://csds.ul.com.

UL'’s Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL's Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.

COPYRIGHT © 2011 UNDERWRITERS LABORATORIES INC. |
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INTRODUCTION
1 Scope

1.1 These requirements cover walk-behind gasoline-engine-powered, ground-supported edgers and
edger-trimmers that employ rigid cutting members, the diameter of which is not more than 12 in (305 mm).

1.2 These requirements also cover hand-supported, portable, gasoline-engine-powered edgers having at
least one ground-support and employing a rigid cutting member that has a diameter of not more than 12
in (305 mm).

1.3 These requirements do not cover gasoline-powered edgers and edger-trimmers that employ a cutting
means:

a) That has a maximum tip-speed of more than 12,000 surface ft/min (3660 surface m/min); or
b) That is made of nonmetallic flexible line.

1.4 These requirements do not cover accessories or attachments provided for the purpose of digging or
cutting materials other than earth and grass.

2 Glossary

2.1 BLADE-TIP CIRCLE — The path described by the outermost point of the cutting member as it
moves about its axis.

2.2 DEAD-MAN CONTROL — A control that automatically interrupts drive to the cutting member when
the actuating force applied by the operator is removed.

2.3 EXPECTED LOADING CONDITION — The stress placed on the product and its components when
operated in accordance with the manufacturer’s operating instructions.

2.4 GROUND SUPPORT - The means by which the product is maintained in its intended operating
position or conveyed during use.

2.5 GROUND-SUPPORTED PRODUCT — A product that, when used as intended by the manufacturer,
has at least 50 percent of its weight directly supported by the ground.

2.6 GUIDING HANDLE - The handle of a hand-supported portable edger by which the operator
supports the least percentage of product weight. See 2.14.

2.7 HAND-SUPPORTED PORTABLE EDGER - An edger that, when used as intended by the
manufacturer, requires the operator to support more than 50 percent of the weight of the product.

2.8 MAXIMUM GOVERNED SPEED — The maximum speed an engine is capable of attaining as
limited by a governor or other means, and as set by the manufacturer.

2.9 NORMAL USE AND MAINTENANCE - Those actions performed in application of the product to its
intended purposes, or for the product’s continued operation, in accordance with the use and care
instructions provided by the manufacturer with each product.

2.10 OPERATING CONTROL - Any device necessary for operating the edger or edger-trimmer, such
as an engine-starting and-stopping control, a drive-engaging control, and a blade-angle adjustment.
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2.11 OPERATOR CONTROL ZONE — The area within which controls are accessible by an operator
standing in the operator zone. See Figure 2.1.
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i

30 in.
(762 mm)

GA145-1

2 Sl values for the dimensions in this figure are:

Figure 2.1
Operator control zone 2

Dimension Inches Millimeters

A 74.0 1880
B 59.0 1500
C 18.7 475
D 10.0 254
E 50.0 1270
F 4.0 102
G 14.0 356
H 25 64

| 12.0 305
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2.12 OPERATOR ZONE — When the product is performing its intended function, the operator zone is
the space occupied by an operator having his hands on the handle or handles and his feet on the
ground. See Figure 2.2.
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Figure 2.2
Operator zone

HAND SUPPORTED

20 in
(3510 mm)

GROUND SUPPORTED

20 in
(510 mmd

e— 13 in

(330 mrm
GAl145-2

2 The center of the operator zone of a hand-supported portable edger is the point of intersection of two 13 in (330 mm) radius arcs
that are drawn, one from each handle, in a plane parallel to the supporting surface. For the purposes of this measurement, the top
center of the support handle is to be positioned 33.3 in (846 mm) above the supporting surface.
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2.13 RIGHT, RIGHT HAND - LEFT, LEFT HAND - The designation that refers to the orientation of the
edger or edger-trimmer when the operator is in the operator zone, facing the intended direction of travel
of the product.

2.14 SUPPORT HANDLE - The handle of a hand-supported portable edger by which the operator
supports the greatest percentage of product weight. See 2.6.

3 Units of Measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4 Components

4.1 Except as indicated in 4.2, a component of a product covered by this standard shall comply with the
requirements for that component. See Appendix A for a list of standards covering components generally
used in the products covered by this standard.

4.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

4.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

4.4 Specific components are incomplete in construction features or restricted in performance capabilities.
Such components are intended for use only under limited conditions, such as certain temperatures not
exceeding specified limits, and shall be used only under those specific conditions.

5 Undated References

5.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.
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