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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Attachment Plug Blades for Use in Cord Sets and Power-Supply Cords, UL
1659

Third Edition, Dated April 13, 2005

Summary of Topics

This new edition of ANSI/UL 1659 is issued to ensure that UL’s Standards remain up-to-date with
regard to format and editorial issues. This new edition also includes revised requirements for
the brass composition of attachment plug blades.

The new requirements are substantially in accordance with UL’s Proposal(s) on this subject dated
November 19, 2004.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL’s Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.
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UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a ″SUPERSEDED REQUIREMENTS″ notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Recognition and Follow-Up Services after the
effective date, and understanding of this should be signified in writing.
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INTRODUCTION

1 Scope

1.1 General

1.1.1 These requirements cover the blades of attachment plugs and current taps intended to be
connected to the conductors of flexible cords using crimped connections, for use on cord sets and
power-supply cords complying with the Standard for Cord Sets and Power-Supply Cords, UL 817, within
the limits set forth in 1.2.1 for type of blades and 1.3.1 for size of conductors.

1.2 Type of blades

1.2.1 These requirements apply to blades, solid and folded, of attachment plugs and current taps rated
15 or 20 A, for general purpose use. These requirements do not apply to the grounding blade (pin) of
grounding type attachment plugs or current taps.

1.3 Conductor sizes

1.3.1 These requirements apply to blades intended to be attached to 18 AWG (0.82 mm2) – 10 AWG (5.3
mm2) conductors.

2 Glossary

2.1 For the purpose of this Standard the following definitions apply.

2.2 BLADE – The part of an attachment plug or current tap intended to be inserted into the contacts of
an outlet device of matching configuration and the integral extension of this part, located within the
attachment plug or current tap, to which the conductor of a flexible cord is connected.

2.3 CONTACT SURFACE AREA – The area on each side of a blade that is intended to make electrical
contact with the contacts of an outlet device.

2.4 CRIMPED CONNECTION – An electro-mechanical connection made between a blade and a
conductor by compressing the portion of the blade, termed ″the integral extension″ in 2.2, against the
conductor.
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3 Units of Measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4 References

4.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

CONSTRUCTION

5 General

5.1 The construction of a blade shall be such that all strands of the intended conductor will be contained
within the crimp terminal.

6 Materials

6.1 A blade shall be plated or unplated copper-zinc alloy having a minimum of 64.0 percent copper
content as determined by the Electrodeposition Gravimetric Test Method described in the Standard Test
Methods for Chemical Analysis of Copper Alloys, ASTM E478.

7 Dimensions

7.1 General

7.1.1 Blade dimensions shall be in accordance with Figure 7.1 or 7.2, as applicable.

This is generated text for figtxt.
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Figure 7.1
Non-polarized blade

NOTES –

a) The location of the attachment plug face is shown above solely to provide a frame of reference.

b) See Figure 7.3 for details.

c) If used, locate as shown in Figure 7.5.

d) See Figure 7.4 for typical blade tip and stem dimensions.

All dimensions in inches

inch mm inch mm

0.240 6.10 0.625 15.9

0.260 6.60 0.718 18.2
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Figure 7.2
Polarized blade

NOTES –

a) The location of the attachment plug face is shown above solely to provide a frame of reference.

b) See Figure 7.3 for details.

c) If used, locate as shown in Figure 7.5.

d) See Figure 7.4 for typical blade tip and stem dimensions.

All dimensions in inches

inch mm inch mm

0.240 6.10 0.625 15.9

0.307 7.80 0.718 18.2

0.322 8.18
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