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Summary of Topics

This new edition of UL 1711 is being issued through UL’s electronic publishing system to
ensure format uniformity between the PDF and HTML versions of the document. While
numbering and figure placement, where appropriate, may have been updated, no substantive
changes have been incorporated in the document.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL'’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL'’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.
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Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’'s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition and Follow-Up Services after
the effective date, and understanding of this should be signified in writing.
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INTRODUCTION
1 Scope

1.1 These requirements cover electrically- and electronically-operated amplifiers that provide speech
communication and distinctive sounds in conjunction with fire protective signaling systems for indoor
location in accordance with the following standards:

a) National Electrical Code, NFPA 70.
b) National Fire Alarm Code, NFPA 72.

1.2 These requirements do not cover amplifiers for use in hazardous locations, as defined in the National
Electrical Code, NFPA 70.

1.3 These requirements do not cover commercial equipment for institutional and industrial use or theater
equipment. Commercial sound equipment is covered by the Standard for Commercial Audio Equipment,
UL 813.

1.4 These requirements do not cover signal generating or processing equipment, such as tone
generators, tape decks, microphones, and the like.

1.5 These requirements do not include determination of compliance with regulations of the Federal
Communications Commission (FCC). Should products covered by these requirements be required to
comply with FCC regulations, a report of verification from the manufacturer is required as evidence of
such compliance.

1.6 A product that contains features, characteristics, components, materials, or systems new or different
from those covered by the requirements in this standard, and that involves a risk of fire, electric shock, or
injury to persons shall be evaluated using the appropriate additional component and end-product
requirements to determine that the level of safety as originally anticipated by the intent of this standard is
maintained. A product whose features, characteristics, components, materials, or systems conflict with
specific requirements or provisions of this standard shall not be judged to comply with this standard.
Where appropriate, revision of requirements shall be proposed and adopted in conformance with the
methods employed for development, revision, and implementation of this standard.
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2 General
2.1 Components

2.1.1 Except as indicated in 2.1.2, a component of a product covered by this standard shall comply with
the requirements for that component. See Appendix A for a list of standards covering components
generally used in the products covered by this standard.

2.1.2 A component need not comply with a specific requirement that:

a) Involves a feature or characteristic not needed in the application of the component in the
product covered by this standard or

b) Is superseded by a requirement in this standard.

2.1.3 A component shall be used in accordance with its recognized rating established for the intended
conditions of use.

2.1.4 Specific components are recognized as being incomplete in construction features or restricted in
performance capabilities. Such components are intended for use only under limited conditions, such as
certain temperatures not exceeding specified limits, and shall be used only under those specific conditions
for which they have been recognized.

2.2 Units of measurement

2.2.1 If a value for measurement is followed by a value in other units in parentheses, the second value
may be only approximate. The first stated value is the requirement.

2.2.2 Unless otherwise indicated, all voltage and current values mentioned in this standard are
root-mean-square (rms).

2.3 Undated references

2.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.
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3 Glossary
3.1 For the purpose of this standard the following definitions apply.
3.2 CIRCUITS, ELECTRICAL.:

a) High-Voltage — A circuit involving a potential of not more than 300 volts and having circuit
characteristics in excess of those of a low-voltage circuit.

b) Low-Voltage — A circuit involving a potential of not more than 30 volts alternating current
(AC) rms, 42.4 volts direct current (DC) or AC peak.

c) Power-Limited Circuit — A circuit wherein the power is limited in accordance with Power-
Limited Circuits, Section 50.

3.3 FIELD-WIRING TERMINALS — Those terminals to which power supply (including equipment
grounding) or control connections will be made in the field when the product is installed as intended.

3.4 OPERATOR - A person who may manipulate the control or amplification functions of a product but
does not have access to portions of the product required for servicing and maintenance.

3.5 POWER, EVACUATE — Rated output power for a square wave signal used for evacuation
purposes.

3.6 POWER, SPEECH - Rated output power while delivering audio frequency signals over the rated
frequency band within the constraints of the distortion limits specified in this standard. Audio frequency
signals are considered to be within the 15-hertz to 15-kilohertz frequency range.

3.7 PRODUCT - Any type of amplifier covered by these requirements.

3.8 RADIO FREQUENCY - All frequencies above 20 kilohertz.

INSTRUCTIONS AND DRAWINGS

" 4 General

4.1 Each product shall be provided with installation instructions and drawings that shall include the
- following information:

a) Typical installation drawing layouts and complete representative installation wiring diagram
for the product indicating recommended locations and wiring methods. The recommended
locations and methods shall be in accordance with the National Electrical Code, ANSI/NFPA 70.

b) A concise description of the operation, testing, and proper maintenance procedures for the
product. The frequency of testing shall be in accordance with the requirements of the authorities
having jurisdiction.

c) ldentification of replacement parts, such as lamps or batteries, by a part number,
manufacturer’s model number, or the equivalent.

d) Typical installation wiring diagrams showing the interconnection of the product in a manner
verifying electrical supervision in a complete system. See 4.3 for interconnection diagram
specifications.
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4.2 The instructions may be incorporated on the inside of the product, on a separate sheet, or as part of
a manual. If not included directly on the product, the instructions or manual shall be referenced in the
marking information on the product.

4.3 With reference to 7.1, the interconnection diagram that includes speakers and amplifiers
interconnected as part of a fire protective signaling system is to be reviewed to verify that electrical
supervision is provided for the amplifier and speaker circuits. The interconnection diagram shall be
included with the installation wiring diagram or operating instructions, or both, furnished by the
manufacturer, and shall indicate connections required for supervision.

CONSTRUCTION
ASSEMBLY
5 General

5.1 Unless specifically indicated otherwise, the construction requirements specified for a product also
apply to any remote accessories with which it is to be used.

5.2 If provision is made for testing the operability of a product, the means provided shall not involve a risk
of electric shock or injury to persons.

5.3 A test means shall be constructed and located so as to reduce the likelihood of tampering by
unauthorized personnel.

6 Protection of Service Personnel

6.1 An uninsulated live part of a high-voltage circuit within the enclosure shall be located, guarded, or
enclosed to reduce the likelihood of unintentional contact by persons performing service functions that
may be performed while the equipment is energized.

6.2 During the examination of a product in connection with the requirements of 6.1, a part of the outer
enclosure that may be removed without the use of tools, or part of the outer enclosure that may be
removed by the user to allow access for making intended operating adjustments, is to be disregarded; it
will not be assumed that the part in question affords protection against electric shock.

6.3 An electrical component requiring examination, replacement, adjustment, servicing, or maintenance
while the product is energized shall be located and mounted with regard to other components and
grounded metal so that it is accessible for such service without subjecting the service person to a risk of
electric shock from adjacent uninsulated high-voltage live parts.

6.4 The following are not considered to be uninsulated live parts:

a) Coils of relays and solenoids, and transformer windings, if the coils and windings are
provided with insulating overwraps rated for the potentials involved;

b) Terminals and splices having insulation rated for the potential involved; and

c) Insulated wire.
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6.5 If the linear distance from a component requiring servicing to an uninsulated high-voltage live part is
less than 6 inches (152 mm), the part shall be protected by insulating tape, barriers, or the equivalent.

Exception: A product need not comply with this requirement if either:

a) An interlock is provided on the cover that de-energizes all live parts in the enclosure when
the cover is removed or

b) The cover is marked in accordance with 56.9.
7 Electrical Supervision

7.1 An amplifier shall be provided with means for interconnection into a system of electrical supervision
that will provide an audible trouble signal in the event of an open circuit in the input or output circuits of
the amplifier or other malfunction (including internal malfunction of tone generators, preamplifiers, and
amplifiers resulting in loss of their intended output or reduction of performance below the level required by
this standard) that will impair intended signaling operation. See 4.3 for interconnection diagram
specifications.

8 Enclosures
8.1 General

8.1.1 The frame and enclosure of a product shall have the strength and rigidity to resist total or partial
collapse with attendant reduction of spacings, loosening or displacement of parts, and development of
other conditions that could impair operation of the product and result in a risk of fire, electric shock, or
injury to persons.

8.1.2 Uninsulated high-voltage live parts of a product shall be located or enclosed to provide protection
from unintentional contact.

8.1.3 An operating part, such as a gear mechanism, a light-duty relay, or similar device, shall be enclosed
to protect against malfunction from dust or other foreign material that may impair the intended operation.

8.1.4 The mounting means of an enclosure shall be accessible without disassembly of any operating part
of the product. Removal of a completely assembled panel to mount the enclosure is not considered to be
disassembly of an operating part.

8.1.5 A material used within an enclosure shall be classified V-2 or HF-2, or less flammable, in
accordance with the Standard for Tests for Flammability of Plastic Materials for Parts in Devices and
Appliances, UL 94.

Exception No. 1: A motor, relay, capacitor, semiconductor, transformer, switch, insulating tubing or tape,
or other electrical element need not comply with this requirement if it complies with the flame test
applicable to the component.

Exception No. 2: A meter face and case (if intended for mounting live parts) and indicator lamp or jewel
need not comply with this requirement.

Exception No. 3: The material used to form a gear, cam, belt, bearing, strain-relief bushing applied over
a PVC-jacketed cord, or other small part that contributes negligible fuel to a fire need not be investigated,
if the part is isolated from uninsulated electrical parts that are not power limited either by at least 0.5 inch
(12.5 mm) of air, or a solid barrier of material classified V-2 or less flammable.
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Exception No. 4: Tubing for air or fluid systems, and foamed plastic, need only be classified HB or HBF,
if the tubing or foamed plastic is isolated from uninsulated electrical parts that are not power limited either
by at least 0.5 inch (12.5 mm) of air, or a solid barrier of material classified V-2 or less flammable.

8.1.6 If an amplifier is not intended to be installed in a separate cabinet that has provision for connection
to a Class | wiring system, as defined by the National Electrical Code, ANSI/NFPA 70, the enclosure of
the amplifier shall have provision for connection to a Class | wiring system.

8.2 Openings

8.2.1 An opening in the top of the enclosure shall be sized and constructed so as to reduce the likelihood
of entry of foreign objects.

8.2.2 To comply with the requirements in 8.2.1, an opening directly over an uninsulated live part shall not
exceed 0.187 inch (4.75 mm) in any dimension unless the configuration of the opening prevents direct
entry to uninsulated high-voltage live parts. See Figure 8.1 for examples of top cover constructions which
may be used.

Figure 8.1
Cross sections of top cover designs

—

SLANTED OPENINGS

1 rpr]r
B [ I

EC500 VERTICAL OPENINGS

8.2.3 An opening in the side of the enclosure shall be sized and located so as to reduce the likelihood of
entry of a foreign object, and contact by persons with internal parts. A louver may be used if shaped to
deflect external falling objects outward. See Figure 8.2 for examples of louver constructions which may be
used.
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Figure 8.2
Louvers

INSIDE OUTSIDE

OUTWARD PROJECTION

INSIDE OUTSIDE

EC310 INWARD PROJECTION

8.2.4 Openings shall not be provided in the bottom panels or protective pans under areas containing
materials not classified V-1 or less flammable, in accordance with the Standard for Tests for Flammability
of Plastic Material for Use in Devices and Appliances, UL 94, unless constructed in a manner that
prevents materials from falling directly from the interior of the product onto the supporting surface or onto
any other location under the product. Figure 8.3 illustrates a type of baffle that complies with this
requirement. A second construction that complies with this requirement is a 0.040-inch (1.02-mm) thick
sheet steel bottom panel in which round holes of 5/64 inch (2.0 mm) maximum diameter are spaced not
closer together than 1/8 inch (3.2 mm) center-to-center. See the Burnout Test, Section 43, and the
Abnormal Operation Test, Section 45.
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Figure 8.3
Bottom panel baffles

2X BUT NEVER LESS
THAN 17(25.4mm)

BAFFLE PLATES
(MAY BE BELOW
BOTTOM OF PRODUCT)

__,><<_

- EBT42 B0TTOM OF PRODUCT

- 8.2.5 The bottom of the enclosure under areas containing only materials classified V-1 or less flammable,
- in accordance with the Standard for Tests for Flammability of Plastic Materials for Parts in Devices and
- Appliances, UL 94, may have openings not larger than 1/16 square inch (40 mm2).

 8.2.6 Openings may be used, without limitation on the size or number, in areas that contain only PVC,
TFE, CTFE, FEP, and neoprene-insulated wire cable, and plugs and receptacles.

8.2.7 An opening in the enclosure shall not permit access to a relay, terminal, control, or related
component that might be subject to tampering.

8.2.8 An enclosure intended for recessed mounting and having a front panel that is intended to be flush
with the surface of the wall shall not have:

a) Nonfunctional openings nor

b) Openings that vent into concealed spaces of a building structure, such as into hollow spaces
in the wall,

when the product is mounted as intended.

Exception: The requirement in (b) does not apply to an opening for a mounting screw or nail or for a
manufacturing operation (such as paint drainage), if:

a) The opening has no dimension greater than 17/64 inch (6.75 mm) or an area greater than
0.055 square inch (35.5 mm?) and
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b) There is not more than one mounting screw hole for each 12 inches (305 mm) of length of
mounting surface, or fraction thereof.

8.3 Cast metal

8.3.1 The thickness of cast metal for an enclosure shall be at least the applicable value specified in Table
8.1.

Exception: Cast metal of lesser thickness may be used if, consideration being given to the shape, size,
and function of the enclosure, it is determined to provide equivalent mechanical strength.

Table 8.1
Cast-metal electrical enclosures

Use, or dimensions of area involved 2 Minimum thickness
Die-cast metal, Cast metal of other than the
die-cast type,
inch (mm) inch (mm)
Area of 24 square inches (154 cm?) or less and having no 1/16 1.6 1/8 3.2
dimension greater than 6 inches (152 mm)
Area greater than 24 square inches or having any 3/32 2.4 1/8 3.2
dimension greater than 6 inches
At a threaded conduit hole 1/4 6.4 1/4 6.4
At an unthreaded conduit hole 1/8 3.2 1/8 3.2
@ The area limitation for metal 1/16 inch (1.6 mm) thick may be obtained by the provision of reinforcing ribs subdividing a
larger area.

8.3.2 If threads for the connection of conduit are tapped all the way through a hole in an enclosure wall,
there shall not be less than 3-1/2 nor more than five threads in the metal, and the construction shall be
such that a standard conduit bushing can be attached as intended.

8.3.3 If threads for the connection of conduit are tapped only part of the way through a hole in an
enclosure wall, there shall not be less than 3-1/2 full threads in the metal, and there shall be a smooth,
rounded inlet hole that affords protection to the conductors that is determined to be equivalent to that
provided by a standard conduit bushing.

8.3.4 A product intended to be supported by rigid conduit shall be provided with conduit hubs or the
equivalent having not less than five full threads.
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8.4 Sheet metal

8.4.1 The thickness of sheet metal employed for the enclosure of a product shall not be less than the
applicable value specified in Table 8.2 or 8.3.

Exception: Sheet metal of lesser thickness may be used if, consideration being given to the shape, size,
and function of the enclosure, it is determined to provide equivalent mechanical strength.

Table 8.2
Minimum thickness of sheet metal for electrical enclosures carbon steel or stainless steel

Without supporting frame @ With supporting frame or equivalent Minimum thickness
reinforcing 2
Maximum width, ® | Maximum length, ¢ | Maximum Width, ® | Maximum length, Uncoated, Metal coated,
inches (mm) inches (mm)
inches (cm) inches (cm) inches (cm) inches (cm) [MSG] [GSG]
4.0 10.2 Not limited 6.25 15.9 Not limited 0.020 (0.51) 0.023 (0.58)
4.75 12.1 5.75 14.6 6.75 171 8.25 21.0 [24] [24]
6.0 15.2 Not limited 9.5 24.1 Not limited 0.026 (0.66) 0.029 (0.74)
7.0 17.8 8.75 22.2 10.0 25.4 125 31.8 [22] [22]
8.0 20.3 Not limited 12.0 30.5 Not limited 0.032 (0.81) 0.034 (0.86)
9.0 22.9 11.5 29.2 13.0 33.0 16.0 40.6 [20] [20]
125 31.8 Not limited 19.5 49.5 Not limited 0.042 (1.07) 0.045 (1.14)
14.0 35.6 18.0 45.7 21.0 53.3 25.0 63.5 [18] [18]
18.0 45.7 Not limited 27.0 68.6 Not limited 0.053 (1.35) 0.056 (1.42)
20.0 50.8 25.0 63.5 29.0 73.7 36.0 91.4 [16] [16]
22.0 55.9 Not limited 33.0 83.8 Not limited 0.060 (1.52) 0.063 (1.60)
25.0 63.5 31.0 78.7 35.0 88.9 43.0 109.2 [15] [15]
25.0 63.5 Not limited 39.0 99.1 Not limited 0.067 (1.70) 0.070 (1.78)
29.0 73.7 36.0 91.4 41.0 104.1 51.0 129.5 [14] [14]
33.0 83.8 Not limited 51.0 129.5 Not limited 0.080 (2.03) 0.084 (2.13)
38.0 96.5 47.0 1194 54.0 137.2 66.0 167.6 [13] [13]
42.0 106.7 Not limited 64.0 162.6 Not limited 0.093 (2.36) 0.097 (2.46)
47.0 119.4 59.0 149.9 68.0 172.7 84.0 213.4 [12] [12]
52.0 132.1 Not limited 80.0 203.2 Not limited 0.108 (2.74) 0.111 (2.82)
60.0 152.4 74.0 188.0 84.0 213.4 103.0 261.6 [11] [11]
63.0 160.0 Not limited 97.0 246.4 Not limited 0.123 (3.12) 0.126 (3.20)
73.0 185.4 90.0 228.6 103.0 261.6 127.0 322.6 [10] [10]
a A supporting frame is a structure of angle or channel or a folded rigid section of sheet metal which is rigidly attached to and
has essentially the same outside dimensions as the enclosure surface and which has sufficient torsional rigidity to resist the
bending moments which may be applied via the enclosure surface when it is deflected. Construction that is considered to have
equivalent reinforcing may be accomplished by designs that will produce a structure that is as rigid as one built with a frame of
angles or channels. Construction considered to be without supporting frame includes:
1) A single sheet with single formed flanges (formed edges),
2) A single sheet which is corrugated or ribbed, and
3) An enclosure surface loosely attached to a frame, for example, with spring clips.
b The width is the smaller dimension of a rectangular sheet metal piece which is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.
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Table 8.2 Continued

Without supporting frame 2

With supporting frame or equivalent
reinforcing 2

Minimum thickness

Maximum width, P

inches (cm)

Maximum length, ©

inches (cm)

Maximum Width, P

inches (cm)

Maximum length,

hches (cm)

Uncoated, Metal coated,
inches (mm) inches (mm)
[MSG] [GSG]

¢ For panels which are not supported along one side, for example, side panels of boxes, the length of the unsupported side
shall be limited to the dimensions specified unless the side in question is provided with a flange at least 1/2 inch (12.7 mm)

wide.
Table 8.3
Minimum thickness of sheet metal for electrical enclosures aluminum, copper, or brass
Without supporting frame 2 With supporting frame or equivalent Minimum thickness,
reinforcing 2
Maximum width, P Maximum length, ¢ Maximum width, P Maximum length,
inches (cm) inches (cm) inches (cm) linches (cm) inches (mm)
3.0 7.6 Not limited 7.0 17.8 Not limited 0.023 0.58
35 8.9 4.0 10.2 8.5 21.6 9.5 24.1
4.0 10.2 Not limited 10.0 25.4 Not limited 0.029 0.74
5.0 12.7 6.0 15.2 105 26.7 135 34.3
6.0 15.2 Not limited 14.0 35.6 Not limited 0.036 0.91
6.5 16.5 8.0 20.3 15.0 38.1 18.0 45.7
8.0 20.3 Not limited 19.0 48.3 Not limited 0.045 1.14
9.5 24.1 115 29.2 21.0 53.3 25.0 63.5
12.0 30.5 Not limited 28.0 71.1 Not limited 0.058 1.47
14.0 35.6 16.0 40.6 30.0 76.2 37.0 94.0
18.0 45.7 Not limited 42.0 106.7 Not limited 0.075 1.91
20.0 50.8 25.0 63.4 45.0 114.3 55.0 139.7
25.0 63.5 Not limited 60.0 152.4 Not limited 0.095 241
29.0 73.7 36.0 91.4 64.0 162.6 78.0 198.1
37.0 94.0 Not limited 87.0 221.0 Not limited 0.122 3.10
42.0 106.7 53.0 134.6 93.0 236.2 114.0 289.6
52.0 132.1 Not limited 123.0 312.4 Not limited 0.153 3.89
60.0 152.4 74.0 188.0 130.0 330.2 160.0 406.4
a A supporting frame is a structure of angle or channel or a folded rigid section of sheet metal which is rigidly attached to and
has essentially the same outside dimensions as the enclosure surface and which has sufficient torsional rigidity to resist the
bending moments which may be applied via the enclosure surface when it is deflected. Construction that is considered to
have equivalent reinforcing may be accomplished by designs that will produce a structure which is as rigid as one built with a
frame of angles or channels. Construction considered to be without supporting frame includes:
1) A single sheet with single formed flanges (formed edges),
2) A single sheet which is corrugated or ribbed, and
3) An enclosure surface loosely attached to a frame, for example, with spring clips.
b The width is the smaller dimension of a rectangular sheet metal piece which is part of an enclosure. Adjacent surfaces of
an enclosure may have supports in common and be made of a single sheet.
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Table 8.3 Continued

Without supporting frame 2 With supporting frame or equivalent Minimum thickness,
reinforcing 2
Maximum width, ° Maximum length, © Maximum width, © Maximum length,
inches (cm) inches (cm) inches (cm) inches (cm) inches (mm)

¢ For panels which are not supported along one side, for example, side panels of boxes, the length of the unsupported side
shall be limited to the dimensions specified unless the side in question is provided with a flange at least 1/2 inch (12.7 mm)
wide.

8.4.2 A hole larger than 1-3/8 inch (34.9 mm) diameter shall have a closure at least as thick as the
enclosure of the product or shall have a standard knockout seal. Such plates or plugs shall be securely
mounted.

8.4.3 A knockout in a sheet metal enclosure shall be reliably secured, but removal of the knockout shall
not result in undue deformation of the enclosure.

8.4.4 A knockout shall be provided with a surrounding surface area of sufficient size to permit seating of
a conduit bushing, and shall be located so that a bushing employed at any knockout likely to be used
during installation will not reduce spacings between uninsulated live parts and the bushing to values less
than those specified in Spacings, Section 27.

8.4.5 A sheet metal member to which a wiring system is to be connected in the field shall not be less
than:

a) 0.032 inch (0.81 mm) thick if uncoated steel,

b) 0.034 inch (0.86 mm) thick if galvanized steel, and

¢) 0.045 inch (1.14 mm) thick if nonferrous metal.
8.5 Nonmetallic
8.5.1 An enclosure or part of an enclosure of nonmetallic material shall have sufficient mechanical
strength and durability and shall be formed so that operating parts will be protected against damage. The
mechanical strength of the enclosure shall be at least equivalent to a sheet metal enclosure of the

minimum thickness specified in Table 8.2.

8.5.2 Among the factors to be taken into consideration when determining the use of a nonmetallic
enclosure or parts are:

a) Flammability;

b) Mechanical strength;

c) Resistance to impact;

d) Moisture absorptive properties;

e) Dielectric strength, insulation resistance, resistance to arc tracking; and
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