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UL Standard for Safety for Self-Ballasted Lamps and Lamp Adapters, UL 1993
Second Edition, Dated December 8, 2006
Summary of Topics

This new edition of UL 1993 is being issued through UL'’s electronic publishing system to
ensure format uniformity between the PDF and HTML versions of the document. While
numbering and figure placement, where appropriate, may have been updated, no substantive
changes have been incorporated in the document.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL'’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but ﬁi\)@,\%
not limited to, the implied warranties of merchantability or fithess for any purpose. ?\@@D"\"
(i\
In no event will UL be liable for any special, incidental, consequential, indirect or similar e%@ \
including loss of profits, lost savings, loss of data, or any other damages arising out of theé@@ of or the
inability to use this Standard, even if UL or an authorized UL representative has beem advis ‘of the
possibility of such damage. In no event shall UL'’s liability for any damage ever ex@e he@gr‘fse ‘paid for
this Standard, regardless of the form of the claim. @} P S
f(\ C) \;V\ C@;&\
UL will attempt to answer support requests concerning electronic ver xgjof ndar ever, this
support service is offered on a reasonable efforts basis only, ¢ @ % t be a? @ resolve every
support request. UL supports the electronic versions o:%&i nda nly if re used under the
conditions and operating systems for which it is mgg ‘ suppo@@o cies may change from
time-to-time without notification. &N @ e® "
/ﬁ <6\O) \xb
o

UL reserves the right to change the fom@%‘”prese\ﬁ@mn files ypes and formats, delivery methods and
formats, and the like of both its prl%@énd electronic S@@é@r‘ﬁs without prior notice.

Documents

Document Sharing Hub

Full document details: UL 1993 2006


http://avadocuments2026.com/doc/ul-1993-2006
http://avadocuments2026.com/doc/ul-1993-2006

tr2 DECEMBER 8, 2006 - UL 1993

Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’'s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition and Follow-Up Services after

the effective date, and understanding of this should be signified in writing. </\§\®
Copyright © 2006 Underwriters Laboratories Inc. @\3@\"\'\
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An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements. Comments or proposals
for revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL's On-Line
Collaborative Standards Development System (CSDS) at http://csds.ul.com.
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INTRODUCTION
1 Scope

1.1 These requirements cover fluorescent self-ballasted lamps and fluorescent lamp adapters rated 120
volts nominal for use with Edison-base lampholders in incandescent lighting fixtures and portable electric
lamps. These products are intended for use in accordance with the National Electrical Code, ANSI/NFPA
70.

1.2 These devices incorporate resistance, reactance, or electronic (solid state) type ballasts.

1.3 These requirements do not cover medium-to-medium base (E26) fittings that incorporate controls
such as photocells, motion detectors, radio controls, or dimmers.

1.4 These devices are not intended for use with emergency exit fixtures or emergency exit lights.

1.5 A product having features, characteristics, components, materials, or systems new or different from
those in use when the Standard was developed, and that involves a risk of fire, electric shock, or injury
to persons, shall be evaluated using the appropriate additional component and end-product requirements
as determined necessary to maintain the level of safety for the user of the product as originally anticipated
by the intent of this Standard.

2 Glossary

2.1 For the purposes of these requirements the following definitions apply. See Figure 2.1 for the
definitions in 2.3, 2.4 and 2.13.

2.2 The term "device” is used to denote fluorescent self-ballasted lamps and fluorescent lamp adapters
covered by this standard. The name of the device is used if a requirement applies to only one of them.

2.3 DEVICE BASE — The Edison screw base that connects the device to an Edison screw lampholder
in a lighting fixture or portable electric lamp.

2.4 DEVICE LAMPHOLDER - The lampholder provided for the replaceable fluorescent light source.

2.5 DEVICE LAMPHOLDER KEYING — A lampholder design that can accommodate only matching ‘/x@\\
lamp bases. i@?"\"
<<®\
2.6 ELECTRONIC BALLAST - A ballast, generally involving high frequency switching that is cent% Fed
by active components (transistors, thyristors, and the like), and with the lamp ballasting im
provided by a series capacitive or inductive reactance appropriate for the high swnchng:@reqi p@@)
\J

2.7 LAMP ADAPTER - An adapter that has a replaceable light source, may eare able starting
device, and incorporates and permanently encloses all other elements )\haaﬁ% ne@%s\ary forg@@ratlon

2.8 LAMP CONNECTOR — A set of contacts attached to ermbR\\ du t Whlch We a removable
means for electrical connection to a lamp but does not p<ov§§Nm h@&@a sup

2.9 LIVE PART — Any conductive part where th@&s %Q%Q@Igée |§9§%\t“er than 30 V. rms or 42.4 V
peak (between parts of opposite polarity) to nd. ’\x\
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a) DAMP LOCATION — An exterior or interior location that is normally or periodically subject to
condensation of moisture in, on, or adjacent to, electrical equipment, and includes partially
protected locations under canopies, marquees, roofed open porches, and similar locations.

b) DRY LOCATION — A location not normally subject to dampness, but may include a location
subject to temporary dampness as in the case of a building under construction, provided
ventilation is adequate to prevent an accumulation of moisture.

c) WET LOCATION — A location in which uncontrolled liquids may drip, splash, or flow on or
against electrical equipment.

2.11 POWER CAPACITOR — A capacitor used with a magnetic ballast that is connected:
a) In series with a lamp or lamps and provides the ballast impedance for the lamp current, or

b) For power-factor correction across the input leads of the ballast or across an extension of
the primary winding.

2.12 SELF-BALLASTED LAMP — A device provided with a lamp base and incorporating a non-
replaceable light source and any additional elements necessary for starting and stabilizing operation of
the light source, which cannot be dismantled without being permanently damaged.

2.13 SUPPLY LAMPHOLDER - The Edison-base lampholder of an incandescent lighting fixture or
portable electric lamp that can accommodate and supply power to a self-ballasted lamp or lamp
adapter.

2.14 TYPE TEST - Testing of a representative sample of the device with the objective of determining if
the device, as designed and manufactured, can meet the requirements of this standard.
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Figure 2.1
Sample device
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3 General

3.1 Components

3.1.1 Except as indicated in 3.1.2, a component of a product covered by this standard shall comply with
the requirements for that component. See Appendix A for a list of Standards covering components
generally used in the products covered by this standard.

3.1.2 A component need not comply with a specific requirement that:

a) Involves a feature or characteristic not needed in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

3.1.3 A component shall be used in accordance with its recognized ratings established for the intended
conditions of use.

3.1.4 Specific components are recognized as being incomplete in construction features or restricted in
performance capabilities. Such components are intended for use only under limited conditions, such as
certain temperatures not exceeding specified limits, and shall be used only under those specific conditions
for which they have been recognized.

3.2 Units of measurement

3.2.1 If a unit of measurement is followed by a value in other units in parentheses, the second value may
be only approximate. The first stated value in International System (Sl) units is the requirement.

3.2.2 All values of voltage and current are root mean square (rms) values unless otherwise noted.
3.3 References

3.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.
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